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PREFACE 

The present treatise dealing with the Principles of Mechanism 
and Mechanics of Machinery is the result of a number of years' 
experience in teaching the subjectB and in practising engineering, 
and endeavors to deal with pioblemB of fairly common occur- 
rence. It is intended to cover the needs of the beginner in the 
study of the science of machinery, and also to take up a number 
of the advanced problems in mechanics. 

As the engineer uses the drafting board very freely in the 
solution of his problems, the author has devised graphical solu- 
tions throughout, and only in a very few instances has he used 
formulae involving anything more than elementary trigonometry 
and algebra. The two or three cases involving the calculus may 
be omitted without detracting much from the usefulness of the 
book. 

The reader must remember that the book does not deal with 
machine design, and as the drawings have been made for the 
special purpose of illustrating the principles under discussion, 
the mechanical details have frequently been omitted, and in cer- 
tain cases the proportions somewhat modified so as to make the 
constructions employed clearer. 

The phorograph of Professor Rosebrugh has been introduced 
in Chapter IV, and appeared in the first edition for the first time 
in print. It has been very freely used throughout, so that most 
of the solutions are new, and experience has shown that results 
are more easily obtained in this way than by the usual methods. 

As the second part of the book is much more difficult than the 
first, it is recommended that in teaching the subject most of the 
first part be given to students in the sophomore year, all of the 
second part and possibly some of the first part being assigned in 
the junior year. 

The thanks of the author are due to Mr. J. H. Parkin for his 
careful work on governor problems, some of which are incorpor- 
ated, and for assistance in proofreading; also to the^ various firms 
aJid others who furnished cuts and information, most of which 
is acknowledged in the body of the book. 

•^^ A 
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vi PREFACE 

The present edition has been entirely rewritten and enlai^ed 
and all of the previous examples carefully checked and corrected 
where necessary. The cuts have been re-drawn and many new 
ones added; further, the Chapter on Balancing ia new. Ques- 
tions at the end of each chapter have been added. 

R. W.A. 
UnivBasiTT OF Toronto, 
Febniary, 1917. 
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SYMBOLS USED 

The following are some of the sjonbols used in this book, with 
the meanings usually attached to them. 
w = weight in pounds. 
g = acceleration of gravity = 32.2 ft, per second per 



m = mass = - 



9 

V = velocity in feet per second. 
n = revolutions per minute, 
d = radians per second = „„ 



T = 3.1416. 

a = angularaccelerationinradianspersecondperseoond. 
$ = crank angle from inner dead center. 
/ = moment of inertia about the c ente r of gravity. 
k = radius of gyration in feet = ■\/TJm 
J = reduced inertia referred to primary link. 
T = torque in foot-pounds. 
P, P', P" represent the point P and its images on the velocity 
and acceleration diagrams respectively. 
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THE THEORY OF MACHINES 

CHAPTER I 
THE NATURE OF THE MACHINE 

1. General. — In discussing a subject it is important to know 
its distinguishing characteristics, and the features which it has 
in common with other, and in many cases, more fundamental 
matters. This is particularly necessary in the case of the machine, 
for the problems connected with the mechanics of machinery 
do not diffw in many ways from similar problems in the mechan- 
ics of free bodies, both being governed by the same general laws, 
and yet there are certain special conditions existing in machinery 
which modify to some extent the forces acting, and these condi- 
tions must be studied and classified so that their effect may be 
understood. 

A^ain, machinery has recently come into very frequent use, 
and is of such a great variety and number of forms, that it de- 
serves special study and consideration, and with this in mind it 
will be well to deal with the subject specifically, applying the 
known laws to the solution of such problems as may arise. 

2. Nature of the Machine. — In order that the special nature 
of the machine may be best understood, it will be most con- 
venient to examine in detail one or two well-known machines 
and in this way to see what particular properties they possess. 
One of the most common and best known niachines is the recip- 
rocating engine, (whether driven by steam or gas is unimportant) 
which consists of the following essential, independent parts: 

(a) The part which is rigidly fixed to a foundation or the frame- 
work of a ship, and which carries the cylinder, the crosshead 
guides, if these are used, and at least one bearing for the crank- 
shaft, these all forming parts of the ono rigid piece, which is for 
brevity called the frame, and which is always fixed in position, 

(b) The piston, piston rod and crosshead, which are also parts 
of one rigid piece, either made up of several parts screwed to- 
gether as in large steam and gas engines, or of a single casting 
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4 'THE THEQRY of MACHINES 

as in automobile engines, where the piston rod is entirely omitted 
and the crosshead is combined with the piston. It will be con- 
venient to refer to this part as the {dston, and it is to be noticed 
that the piston always moves relatively to the frame with a 
motion of translation/ and further always contain the wris^in, 
a round pin to facilitate connection with other parts. The pis- 
ton then moves relatively to the frame and is so constructed as 
to pair with other parts of the machine such as the frame and 
connecting rod now to be described, (c) The couiectiug rod 
is the third part, and its motion is peculiar in that one end of it 
describes a circle while the other end, which is paired with the 
wristpin, mov^ in a straight line, which latter motion is 
governed by the piston. All points on the rod move in parallel 
planes, however, and it is said to have plane motion, as has also 
the piston. The purpose of the rod is to transmit the motion of 
the piston, in a modified form, to the remaining part of the 
machine, and for this purpose one end of it is bored out to fit 
the wristpin while the other end is bored out to fit a pin on the 
crank, which two pins are thus kept a fixed distance apart and 
their axes are always kept parallel to one another, (d) The 
fourth and last essential part is the crank and crankshaft, or, 
as it may- be briefly called, the crank. This part also pairs with 
two of the other parts already named, the frame and the connect- 
ing rod, the crankshaft fitting into the bearing arranged for it 
on the frame and the crankpin, which travds in a circle about the 
orankshaft, fitting into the bored hole in the connecting rod 
available for it. The stroke of the piston depends upon the 
radius of the crank or the diameter of the crankpin circle, and is 
equal to the latter diameter in all cases where the direction of 
motion of the piston passes through the center of the crankshaft. 
The flywheel forms part of the crank and crankshaft. 

In many engines there are additional parts to those mentioned, 
steam engines having a valve and valve gear, as also do many 
internal-combustion en^nes, and yet a number of engines have 
no more than the four parts mentioned, so that these appear to 
be the only essential ones. 

3. Lathe. — Anothei' well-known machine may be mentioned, 
namely, the lathe. All lathes contain a fixed part or frame or 

' By a motion of translation ia meant that all points on the part considered 
move in parallel straight lines in the same direction and sense and through 
the same distance. 
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bed which holds the fixed or tail center, and which also cootains 
bored beariugs for the Uve center and gearshafts. Then there is 
the live center which rotates in the bearings in the frame and which 
drives the work, being itself generally operated by means of a 
belt from a countershaft. In addition to these parts there is the 
carriage which holds the tool post and has a sUding motion along 
the frame, the gears, the lead screw, belts and other parts, all 
of which have their known functions to perform, the details of 
which need not be dwelt upon. 

4. Parts of the Machine.— These two machines are typical of 
a very large number and from them the definition of the machine 
may be developed. Each of these machines contains more than 
one part, and in thinking of any other machine it will be seen 
that it contains at least two parts ; thus a crowbar is not a machine, 
neither is a shaft nor a pulley; if they were, it would be difficult 
to conceive of anything which was not a machine. The so-called 
" simple machines, " the lever, the wheel and axle, and the wedge 
cause confusion along this line because the complete machine 
is not inferred from the name; thus the bar of iron cannot be 
called a lever, it serves such a purpose only when along with it 
is a fulcrum ; the wheel tind axle acts as a machine only when it 
is mounted in a frame with proper bearings; and so with the 
wedge. Thus a machine consLsta of a combination of parts. 

8. Again, these parts must offer some resistance to change of 
shape to be of any value in this connection. Usually the parts 
of a machine are rigid, but very frequently belts and ropes are 
used, and it is well known that these serve their proper purpose 
only when they are in tension, because only when they are used 
in this way do they produce motion since they offer resistance 
to change of shape. No one ever puts a belt in a machine in a 
place where it is in compression. Springs are often used as in 
valve gears and governors, but they offer resistance wherever 
used. Thus the parts of a machine must be resistant 

6. Relative Motion. — Now under the preceding limitations a 
ship or building or any other structure could readily be included, 
and yet they are not called machines, in fact nothing is a machine 
in which the parts are incapable of motion with regard to one 
another. In the engine, if the frame is stationary, all the other 
parts are capable of moving, and when the machine is serving 
its true purpose they do move; "in a bicycle, the wheels, chain, 
pedals, etc., all move relatively to one another, and in all machines 
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6 THE THEORY OF MACHINES 

the parts must have relative motion. It is to be borne in mind 
that all the parts do not necessarily move, and as a matter of 
fact there are very few machines in which one part, which is 
referred to briefly as the frame, is not stationary, but all parts 
must move relatively to one another. If one stood on the frame 
of an engine the motion of the connecting rod would be quite 
evident if slow enough; and if, on the other hand, one clung to 
the connecting rod of a very slow-moving engine the frame would 
appear to move, that is, the frame has a motion relative to the 
connecting rod, and vice versa. 

7. In a bicycle all parts move when it is going along a road, 
but still the different parts have relative motion, some parts 
moving faster than others, and in this and in many other similar 
cases, the frame is the part on which the rider is and which has 
no motion relative to him. In case of a car skidding down a 
hill, all parts have exactly the same motion, none of the parts 
having relative motion, the whole acting as a soUd body. 

8. Constrained Motion. — Now considering the nature of the 
motion, this also distinguishes the machine. When a body moves 
in space its direction, sense and velocity depend entirely upon the 
forces acting on it for the time being, the path of a rifle ball 
depends upon the force of the wind, the attraction of gravity, 
etc., and it is impossible to make two of them travel over ezactiy 
the same path, because the forces acting continually vary; a 
thrown ball may go in an approximately straight line until struck 
bythebatterwhenitscoursesuddenlychanges, soalso withaship, 
that is, in general, the path of a free body varies with the 
external forces acting upon it. In the case of the machine, how- 
ever, the matter is entirely different, for the path of each part is 
predetermined by the designer, and he arranges the whole machine 
so that each part shall act in conjunction with the others to 
produce in each a perfectly dehned path. 

Thus, in a steam engine the piston moves in a straight line 
back and forth without turning at all, the crankpin describes a 
true circle, each point on it remaining in a fixed plane, normal 
to the axis of the crankshaft during the rotation, while also the 
motion of the connecting rod, although not so simple is perfectly 
definite. In judging the quaUty of the workmanship in an 
engine one watches to see how exact each of these motions is 
and how nearly it approaches to what was intended ; for example, 
if a point on the crank does not describe a true circle in a fixed 
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THE NATURE OF THE MACHINE 7 

plane, or the croashead does not move in a perfectly stra^bt line 
the en^e is not r^arded as a good one. 

The same general principle applies to a lathe; the carri^e 
must slide along the frame in an exact straight line and the spindle 
must have a true rotary motion, etc., and the lathe in which these 
conditions are most exactly fulfilled brings the hi^egt price. 

These motions are fixed by the designer and the parts are 
arranged so as to constrain them absolutely, irrespective of the 
external forces acting; if one presses on the side of the crosshead 
its motion is unchanged, and if sufficient pressure is produced 
to change the motion the machine breaks and is useless. The 
carriage of the lathe can move only along the frame whether 
the tool which it carries is idle or subjected to considerable 
force due to the cutting of metal; should the carriage be pushed 
aside so that it would not slide on the frame, the lathe would be 
stopped and no work done with it till it was again properly 
adjusted. These illustrations m^t be multiplied indefinitdy, 
but the reader will think out many others for himself. 

This is, then, a distinct feature of the machine, that the relative 
motions of all parts are completely fixed and do not dependin any 
way upon the action of external forces. Or perhaps it is better 
to say that whatever external forces are applied, the relative 
paths of the parts are unaltered. 

9. Purpose of the Machine. — There remains one other matter 
relative to the machine, and that is its purpose. Machines 
are always designed for the special piu'pose of doing work. In 
a steam engine energy is supplied to the cylinder by the steam 
irom the boiler, the object of the engine is to convert this enei^ 
into some useful form of work, such as driving a dynamo or 
pumping water. Power is delivered to the spindle of a lathe 
through a belt, and the lathe in turn uses this enei^ in doing 

' work on a bar by cutting a thread. Enei^y is supplied to the 
crank on a windlass, and this energy, in turn, is taken up by the 
work done in lifting a block of stone. Every machine is thus 
designed for the express purpose of doing work. 

10. Definition of the Machine. — All these points may now be 
summed up in the form of a definition: A machine consists of 
resistant parts, iriiich have a definitely known motion relative 
to each other, and are so arranged that a given form of available 
energy may be made to do a desired form of work. 
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8 THE THEORY OF MACHINES 

11. In^ierfect Muliines. — Many machinee approach a great 
state of perfection, as for example the cases quoted of the steam 
engine and the lathe, where all parts are carefully made and the 
motions are all as close to those deedred aa one could make them. 
But there are many others, which although commonly and 
correctly classed as machines, do not come strictly under the 
definition. Take the case of the block and tackle which will 
be assumed aa attached to the ceiling and lifting a weight. 
In the ideal case the pulling chain would always remain in a given 
position aod the we^t should travd straight up in a vertical 
line, and in so far as this takes place the machine may be con- 
sidered as serving its purpose, but if the w^^t swings, then 
motion is lost and the machine departs from the ideal conditions. 
Such imperfections are not uncommon in machines; the endlong 
motion of a rotor of an electrical machine, the "flapping" of a 
loose belt or chain, etc., are familiar to all persons who have seen 
machinery running; and even the unskilled observer knows that 
conditions of this kind are not good and are to be avoided where 
possible, and the more these incorrect motions are avoided, the 
more perfect is the machine and the more nearly does it comply 
with the conditions for which it was designed. 

DIVISIOHS OF THB SUBJECT 

12, Divifdons of tiie Subject — It is convenient to divide the 
study of the machine into four parts: 

1. A study of the motions occurring in the machine without 
regard to the forces actii^ externally; ttus study deals with the 
Iduematics of machinery. 

2. A study of the external forces and their effects on the 
parts of the machine assuming them all to be movii^ at uniform 
velocity or to be in equilibrium; the balancing forces may then 
be found by the ordinary methods of statics and the problems 
are those of static equ^biium. 

3. The study of mechanics of machinery takes into account the 
mass and acceleration of each of the parts as well as the external 
forces, 

4. The determination of the proper sizes and shapes to be 
given the various parts so that they may be enabled to cany 
the loads and transmit the forces imposed upon them from 
without, as well as from their own mass. This is machine design^ 
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a subject of Buoh importance and breadth as td demand an en- 
tirely separate treatment, and so only the first three divisions 
are dealt with in the present treatise. 

EIHDS OF MOTION 

13. Plane Motion. — It will be best to begin on the first divimon 
of the subjeot, and to discuss the methods adopted for obtaining 
definite forms of motion in machines. In a study of the steam 
engine, which has already been discussed at some length, it is 
observed that in each moving part the path of any point always 
lies in one plane, for example, the path of a point on the crankpin 
lies on a plane normal to the crankshaft, as does also the path 

' of any point on the connecting rod, and also the path of any 
point on the crosshead. Since this is the case, the parts of an 
engine mentioned are said to have plane motion, by which state- 
ment is simply meant that the path of any point on these parts 
always lies in one and the same plane. In a completed steam 
engine with slide valve, all parts have plane motion, but the 
governor balls, in a lathe all parts usually have plane motion, 
the same is true of an electric motor and, in fact, the vast majority 
of the motions with which one has to deal in machines are plane 
motions. 

14. Spheric Motion. — There are, however, cases where different 
motions occur, for example, there are parts of machines where a 
point always remains at a fixed distance from another fixed point, 
or where the motion is such that any point will always lie on the 
surface of a sphere of which the fixed (pSiD t^ the center, as in 
the universal and ball and socket joints. Such motion is called 
Sfiheiic motion and is no4^ nearly so common as the plane motion. 

15. Screw Motion. — A tbird class of motions occurs where a 
body has a motion of rotation about an axis and also a motion 
of translation along the axis at the same time, the motion of 
translation bearing a fixed ratio to the motion of rotation. This 
motion is called helical or screw motion and occurs quite 
frequently. 

In the ordinary monkey wrench the movable jaw has a plane 
motion relative to the part held in the hand, the plane motion 
being one of translation or sliding, all points on the screw have 
plane motion relative to the part held, the motion being one of 
rotation about the axis of the screw, and the screw has a helical 
motion relative to the movable jaw, and vice versa. 
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10 THE THEORY OF MACHINES 

PLANE CONSTRAINED MOTION 

It haa been noticed already that plane motion is frequently 
constrained by causing a body to rotate about a given axis or by 
causing the body to move along a straight line in a motion of 
translation, the first form of motion may be called turning motion, 
the latter form sliding motion. 

16. Turning Motion. — This may be constrained in many ways 
and Fig. 1 shows several methods, where a shaft runs in a fixed 
bearing, this shaft carrjing a pulley as shown in the upper left 




Fig. I.— Forms ot turning 



figure, while the lower left figure shows a thrust bearing for the 
propeller shaft of a boat. In the figure (a), there is a pulley P 
keyed to a straight shaft S which passes through a bearing B, 
and if the construction were left in this form it would permit 
plane turning motion in the pulley and shaft, but would not 
constrain it, as the shaft might move axially through B. If, 
however, two collars C are secured to the shaft by screws as 
shown, then these collars effectually prevent the axial motion and 
make only pure turning possible. On the propeller shaft at lb) 
the collars C are forged on the shaft, a considerable number being 
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used on accouiit of the great force tending to push the shaft 
axially. Thus in both cases the relative turning motion la neces- 
sitated by the two bodies, the shaft with its collars forming one 
and the bearing the other, and these together are called a turning 
pair for obvious reasons, the pair consisting of two elements. 

It is evident that the turning pair may be arranged by other 
constructions such as those shown on the right in Fig, 1, the form 
used depending upon circumstances. The diagram (c) shows 
in outline the method used in railroad cars, the bearing coming 
in contact with the shaft only for a small part of the cir- 
cumference of the latter, the two being held in contact purely 
because of the connection to the car which rests on top of B, 
and the collars C are here of slightly different form. At (d) 
is a vertical bearing which, in a somewhat better form is often 
used in turbines, but here again it is only possible to insure turn- 
ing motion provided the weight is on the vertical shaft and 
presses it into B. In this case there is only one part correspond- 
ing to the collar C, which is the part of B below the shaft. At 
(e) is a ball bearing used to support a car on top of a truck, the 
we^ht of the car holding the balls in action. 

17. Chain and Force Closure. — In the cases (a) and (h), turn- 
ing motion will take place by construction, and is said to be 
secured by chain closure, which will be referred to later, while 
in the cases (c), (d) and .(e) the motion is only constrained so long 
as the external forces act in such a way as to press the two 
elements of the pair together, plane motion being secured by 
force closure. In cases, such as those described, where force 
closure is permissible, it forms the cheaper construction, as a 
general rule. 

18. Sliding Motion. — The sliding pair also consists of two 
elements, and if a section of these elements is taken normal to 
the direction of sliding the elements must be non-circular. As 
in the previous case the sliding pair in practice has very many 
forms, a few of which are shown in Fig. 2, (a), (b), (c) and (d) 
being forms in common use for the crossheads of steam endues, 
(fe) and (c) being rather cheaper in general than the others. 
At (e), (/) and (g) are shown forms which are used in automobile 
change gears and other similar places where there is little sliding; 
(e) consists of a gear with a long keyway cut in it while the other 
element has a parallel key, or "feather," fastened to it, so that 
the outer element may dide along the shaft but cannot rotate 
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upon it. The conatruction of the forms (e) and (/) is evident. 
The reader will see very many forms of this pair in machines and 
should study them carefully. 




Fio. 2. — Fonns of sliding paiia. 

In the automobile engine and in all the smaller gas and gasoline 
engines, the sliding pair is circular, because the crosshead is 
omitted and the connecting rod is directly attached to the piston, 
the latter being circular and not oonstraining sUding motion. 
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tn this oaBe the sliding motion is construed through the ood- 
necting rod, which on account of the pairing at its two ends 
will not permit the piston to rotate. The real sliding pair, of 
course, consists of the cylinder and piston, both of which are 
circular, and constrainment is by force closure. 

In the case of sliding pairs also it is possible to have chain 
closure where constraint is due to the construction, as in the cases 
illustrated in Fig. 2; in these cases the motion being one of 
sliding irrespective of the directions of the acting forces. Fre- 



Fio. 3. — Sliding paiia. 

quently, however, force closure is used as in the case (b) shown at 
Fig. 3 which represents a planer table, the weight of which 
alone keeps it in place. Occasionally through an accident the 
planer table may be pushed out of place by a pressure on the 
side, but, of course, the planer is not again used until the table is 
replaced, for the reason that the des^ is such that the table 
is only to have plane motion, a condition only possible if the 
table rests in the grooves in the frame. In Fig. 3 (a) the same 
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table is constrainecl by chain oloeure and the tail aliding piece of 
the piston rod in Fig. 3 (c) by force closure as is evident. 

19. Lower and Higher Pairs. — The two principal forma of 
plane constrained motion are thus turning and sliding, these 
motions being controlled by turning and shding pairs respect- 
ively, and each pair consisting of two elements. Where contact 
between the two elements of a pair is over a surface the pair is 
called a lower pair, and where the contact is only along a line 
or at a point, the pair is called a higher pair. To illustrate this 
the ordinary bearing may be taken as a very common example 
of lower pairing, whereas a roller bearing has line contact and 
a ball bearing point contact and are examples of higher pairing, 
these illustrations are so familiar as to require no drawings. The 




Fio. 4. 



contact between spur gear teeth is along a Une and therefore an 
example of higher pairing. 

In general, the lower pairs last longer than the higher, because 
of the greater surface exposed for wear, but the conditions of the 
problem settle the type of pairing. Thus, lower pairing is used on 
the main shafts of large engines and turbines, but for automobiles 
and bicycles the roller and ball bearings are common. 

MACHUTES, HECHAinSMS, ETC. 

20. Formatioa of Machines. — Returning now to the steam 
engine, Fig. 4, its formation may be further studied. The 
valve gear and governor will be omitted at present and the 
remaining parts discussed, these consist of the crank, crankshaft 
and flywheel, the connecting rod, the piston, piston rod and 
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crosshead, and finally the frame and cylinder. Taking the 
connecting rod 6 it is seen to contain two turning elements, one 
at either end, and the real function of the metal in the rod is 
to keep these two elements parallel and at a fixed distance apart. 
The crank and crankshaft a contains two turning elements, one 
of which is paired with one of the elements on the connecting rod 
6, and forms the crankpin, and the other is paired with a corre- 
spending element on the frame d, forming the main bearing. 
It is true that the main bearing may be made in two parts, both 
of which are made on the frame, as in center-crank engines, or 
one of which may be placed as an outboard bearing, but it will 
readily be understood that this division of the bearing is only a 




matter of practical convenience, for it is quite conceivable that 
the bearing might be made in one piece, and if this piece were 
long enough it would serve the purpose perfectly. Thus the 
crank consists essentially of two turning elements properly 
connected. 

Again, the frame d contains the outer element of a turning 
pair, of which the inner element is the crankshaft, and it also 
contains a sUding element which is usually again divided into two 
parts for the purpose of convenience in construction, the parts 
being the crosshead guides and the cyHnder, But the two parts 
are not absolutely essential, for in the single-acting gasoline 
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engine, the guides are omitted and the sliding element is entirely 
in the cylinder. Of course, the shape of the element depends 
upon the purpose to which it is put; thus in the oa^e last referred 
to it is round. 

Then, there is the orosshead e, with the turning element 
pairing with the connecting rod and the sUding element pairing 
with the sliding element on the frame. The sliding element 
IB usually in two parts to suit those of the frame, but it may be 
only in one if bo desired and conditions permit of it (see Fig. 2). 

Thus, the steam ei^ine consists of four parts, each part con- 
taining two elements of a pair, in some oases the elements being 
for shding, and in others for turning. 

Again, on examining the small gasoline engine illustrated in 
Fig. 5, it will be seen that the same method is adopted here as in 
the steam engine, but the orosshead, piston and piston rod are all 
comMned in the single piston e. Further, in the Scotch yoke. 
Fig. 6, a scheme in use for pumps of small sizes as well as on fire 
engines of some makes and for other purposes, there is the 
crank a with two turning elements, the piston and croashead c 
with two sliding elements, and the block b, and the frame d, 
each with One turning element and one sliding element. 

21, X4nks and Chains.— The same will be found true in all 
machines having plane motion; each part contains at least two 
elements, each of which is paired with corresponding elements 
on the adjacent parts. For convenience each of these parts 
of the machine is called a link, and the series of links so con- 
nected as to give a complete machine is called a kinematic cluiin, 
or simply a chain. It must be very carefully borne in mind that 
if a kinematic chain is to form part of a machine or a whole 
machine, then all the links must be so connected as to have definite 
relative motions, this being an essential condition of the machine. 

In Fig. 7 three oases are shown in which each link has two 
turning elements. Case (a) could not form part of a machine be- 
cause the three Unks could have no relative motion whatever, as 
is evident by inspection, while at (b) it would be quite impossible 
to move any link without the othera having corresponding 
changes of position, and for a given change in the relative posi- 
tions of two of the hnks a definite change is produced in the 
others. Looking next at case (c), it is observed at once that -both 
DC and OD could be secured to the ground and yet AB, BC, and 
OA moved, that is a definite change in AB produces no necessary 
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change in OD or in CD, or one link may move without all the 
others undergoing motion or relative change of poaition. Such 
an arrangement could not form part of a machine because the 
relative motions of the parts are not fixed but variable according 
to conditions. At (d) is a chain which can be iraed, because if 
any one link move relatively to any other, all the links move re- 
latively, or if one link, say ODy is fastened to the ground and 
OA moved, then must all the other links move. 

22. Mechanisms. — When a chain is used as a machine, usually 
one of the links acts as the frame and is fixed to a foundation or 
other stationary body. In studying the motions of various 
links it is not necessary to know the exact shape of the links at all, 




for the motion is completely known if the location and form of 
the pairs of elements is known. Thus, the actual link may be 
replaced by a straight bar which connects the elements of the 
link together, and it will always be assumed that this bar never 
changes its shape or length during motion. Thus, the chain 
will be represented by straight lines and a chain so represented 
having the relative motions of all links completely constrained 
and having one link fixed will be called a mechanirao. 

23. Simple and Compound Chains. — If the links of a chain 
have only two elements each, the chain is said to be simple, 
but if any link has three or more elements, as AB or BD, in Fig. 
7 (d), the chain is compound. 

24. Inversion of the Chain. — Since in forming a mechanism 
one link of the chain is fixed, it would appear that since any of 
the links may be fixed in a given chain, it may be possible to 
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change the nature of the resulting mechanisin by fixing varioua 
links sucoeflsively. Take ae an example the mechanism shown 
at (1) Fig. 8, d being the fixed link; here a would describe a circle, 
c would swing about C and b would have a pendulum motion, 
but with a moving pivot B. If 6 is fixed instead of d, a still 
rotates, c swings about B and d now has the motion b originally 
had, or the mechanism is unchanged. 

If a is fixed then the whole mechanism may rotate, b and d 
rotating about A and respectively as shown, and c also rotating, 
the form of the mechanism being thus changed to one in which all 
the links rotate. If, on the other hand, c is fixed, then none of 
the links can rotate, but b and d simply oscillate about B and C 
respectively. The reader will do well to make a cardboard model 
to illustrate this point. 




-Invereion of the chain. 



The process by which the nature of the mechanism is altered by 
changing the fixed link is called inversion of the chain, and in 
general, there are as many mechanisms as there are links in the 
chain of which it is composed, although in the above illustra' 
tion there are only three for the four links. 

26. Slider-crank -Chain. — This inversion of the chain is very 
well illustrated in case of the chain used in the steam engine, 
which will be referred to in future as the slider-crank chain. 
The mechanism is shown in Fig. 9 with the crank a, connecting 
rod b and piston c, the latter having one sliding and one turning 
element and representing the reciprocating masses, i.e., piston, 
piston rod and crosshead. The frame d is represented by a 
straight line and although it is common, yet the line of motion of c 
does not always pass through 0; however, as shown at (1), it 
represents the usual construction for the ordinary engine. If 
now, instead of fixing d, b is fastened to the foundation, b being 



D,g,t7cdb/COOgIC 



THE NATURE OF THE MACHINE 19 

the longer of the two links containing the two turning elements, 
then a still rotates, c merely swings about Q and d has a swinging 
and sliding motion, and if c is a cylinder and a piston is attached 




Fia. 9. — Inversion of slider-crank chain. 



to d the result is the oscillating engine as shown at (2) Fig. 9, 
and drawn in some detail in Fig. 10. 

If instead of fixing the long rod b with the two turning elements. 
the shorter rod a is fixed as shown at (3), then h and d revolve 




FiQ. 10. — Oscillating ei^ine. 

about P and respectively, and c also revolves sliding up and 
down on d. If 6 is driven by means of a belt and pulley at 
constant speed, then the angular velocity of d ia variable and the 
device may be used as a quick-return motion; in fact, it is em- 
ployed in the Whitworth quick-return motion. The practical 
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form is also shown, Fig. 11, and the relation between the mechan- 
ism and the actual machine will be readily discovered with the 
help of the same letters. 




Fia. 11. — Whitworth quick-return motion. 



In the Whitworth quick-return motion, Fig. 11, the pinion 
is driven by belt and meshes with the gear b. The gear rotates 
on a large bearing E attached to the frame a of the machine, and 
through the bearing £ is a pin F, to one side of the center of E, 



Flo. 13, — Gnome aeroplane motor. 

carrying the piece d, the latter being driven from 5 by a pin c 
working in a slot in d. The arm A is attached to a tool holder 
atS. 
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The Gnome motor used on aeroplanes is also an example of 
this same inversion. It is shown in Fig. 12 and the cylinder 
shown at the top with its rod and piston form the same mechanism 
as the Whitworth quick-return motion, a being the link between 
theshaftandlowerconnecting-rod centers. Study the mechanism 
used with the other cylinders. 

The fourth inversion found by fixing c is rarely used though it is 
found occasionally. It is shown at (4) Fig. 9. 

There are thus four inversions of this chain and it might be 
further changed shghtly by placing Q to one side of the link d 




Fig. 13. — Shaper mechanism. 

SO that the/line of motion of Q, Fig. 9 (1), passses above 0, giving 
the schemfe used in operating the sleeves in some forms of gasoline 
engines, etc. 

A somewhat different modification of the slider-crank chain is 
shown at Fig. 13 a device also used as a quiGk-retiun motion in 
shapers and other machines. On comparing it with the Whit- 
worth motion shown at Fig. II, and the engine shown at Fig. lOj 
it is seen that the mechanism of Fig. 9 may be somewhat altered 
by varying the proportions of the links. The mechanism illus- 
trated at Fig. 13 should be clear without further explanation. 
D is the driving pinion working in with the large gear b, the tool 
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is attached to B which is driven from c by the link ^4, It is 
readily seen that B moves faster in one direction than the other. 
Further, an arrangement is made for varying the stroke of B 
at pleasure by moving the center of c closer to, or further from, 
that of ft. 

26. Double Slider-crank Chain. — ^A further illustration of a 
chain which goes through many inversions in practice is given 
in Fig. 14 and contains two links, b and d, with one sliding and 
one turning element each, also one link a 
with two turning elements and one c with 
two sliding elements. When the link d 
is fixed, c has a reciprocating motion and 
such a setting is frequently used for small 
pumps driven by belt through the crank 
Pia, 14, a (Fig. 14), c being the plunger. A detail 

of this has already been given in Fig. 6, 
With a fixed the device becomes Oldham's coupling which is 
used to connect two parallel shafts nearly in line, Fig. 15. In 
the figure 5 and d are two shafts which are parallel and rotate 
about fixed axes. Keyed to each shaft is a half coupling with a 
slot running across the center of its face and between these half 
couplings is a peice c with two keys at right angles to each other, 
one on each side, fitting in grooves in ft and d. As b and d 



Fia. 15. — Oldham's coupling. 

revolve, c works sideways and vertically, both shafts always turn- 
ing at the same speed. Points on c describe ellipses and a modi- 
fication of the device has been used on elliptical chucks and on 
instruments for drawing ellipses. 

QUESTIONS on CHAPTER I 

1. Define the term machine and ahow that a gaa engine, a stone crusher 
and a planer are machines. Ib a plough or a hay rake or hay fork a ma- 
chine? Why? 

8. What aie the methods ol conatrainment employed in the following: 
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line shafting, loose pulley, sprocket ohain, engme crankshaft, lathe spindle, 
eccentric sheave, automobile clutch, change gear, belt. Which are by force 
ohd which by chain closure? 

S. Make a classification of the following with regard to constrainment 
and the form of closure; Gas-engine piston, lathe carriage, milling-machine 
head, ordinary i>^ide valve, locomotive crosshead, valve rod, locomotive 
link. Give a sketch to illustrate each. Why would force closure not do 
for a connecting rod? 

i. What form of pairing is used in the cases given in the above two ques- 
tions? Is lower or higher pairing used in the following, and what is the 
type of contact: Roller bearing, ball bearing, vertical-step bearing, cam and 
roller in sewing machine, gear teeth, piston? 

5. Define plane, helical and spherical motion. What form is used in the 
parts above mentioned, and in a pair of bevel gears ? 

6. In helical motion if the pitch of the helix is zero, what form of motion 
results; also what form for infinite pitch? 

7. What is the resulting form of motion if the radius for a spherical 
motion becomes infinitely great? 

8. Show that all the motions in an ordinary engine but that of the gover- 
nor balls are plane. What form of motion do the latter have? 

9. Define and illustrate the following terms: ESement, lower pair, higher 
ptur, link, chain, mechanism and compound chain. 

10. List the links and their elements and give the form of motion and 
method of constrainment in the parts of a locomotive side rod, beam engine, 
stone crusher (Fig. 95) and shear (Fig. 94}. 

11. Explain and illustrate the inversion of the chtun. Show that the 
epicyclic gear train is an inversion of the ordinary train. 
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CHAPTER II 
MOTION IN MACHINES 

27. Plane Motion. — It is now desirable to study briefly certain 
of the characteristica of plane motion, a term which may be 
defined by stating that a body has plane motion when it moves in 
such a way that any given point in it always remains in one and 
the same plane, and further, that the planes of motion of all 
points in the body are parallel. Thus, if any body has plane 
motion relative to the paper, then any point in the body must 
remain in a plane parallel to the plane of the paper during the 
motion of the body. 

A little consideration will show that in the case of plane motion 
the location of a body is known when the location of any line in 
the body ia known, provided this Une Ues in a plane parallel to 
the plane of motion or else in the plane of motion itself. The 
explanation is, that since all points in the body have plane motion, 
then the projection of the body on the plane is always the same 
for all positions and hence the line in it simply locates the body. 
For example, if a chair were pushed about upon the floor Eind had 
points marked R and L upon the bottoms of two of the legs, 
then the location of the chair is always known if the positions 
of R and L, that ia, of the (imaginary) Une RL is known. If, 
however, the chair were free to go up and down from the floor 
it would be necessary to know the position of the projection of 
RL on the floor and also the height of the line above the floor 
at any instant. Further, if it were possible for the chair to be 
tilted backward about the (imaginary) line RL, the position 
of the latter would tell very little about the position of the chair, 
as the tips of its legs might be kept stationary while tilting the 
chair back and forth, the position of RL being the same for various 
angular positions of the chair. 

If the case where a body has not plane motion is considered, 

then the line will tell very little about the position of the body. 

In the case of an airship, for example, the ship may stand at 

various angles about a given line, say the axis of a pair of the 

24 
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- wheels, the ship dipping downward or rising at the will of the 
operator. 

28. Motion Detennined by that of a Lhie. — Since the location 
of a body having plane motion is known when the location of 
any line in the body is known, then the motion of the body will 
be completely known, if the motion of any line in the body is 
known. Thus let C, Fig. 16, represent the projection on the 
plane of the paper of any body having plane motion, AB being 
any hne in this body, and let AB be assumed to be in the plane of 
the paper, which is used as the plane of reference. Suppose now 
it is known that while C moves to C", the points A and B move over 
the paths AA' and BB', then the motion of C during the change 
is completely known. Thus at some intermediate position the 
line is at AiBi and the figure of C can at once be drawn about 
this line, and this locates the posi- 
tion of the body corresponding to 
the location AiBi of the Une AB. 
It will therefore follow that the 

\ motion of a body is completely 
■(known provided only that the 
/ motion of any line in the body is 
V, known. This propoaition is of 
much importance and should be carefully studied and understood. 

29. Relative Motion. — It will be necessary at this point to 
grasp some idea of the meaning of relative motion. We have 
practically no idea of any other kind of motion than that referred 
to some other body which moves in space, the moon is said to 
move simply because it changes its position as seen from the earth, 
or a train is said to move as it passes people standing on a rail- 
road crossing. Again, one sees passengers in a raihoad car as 
the train moves out and says they are moving, while each pas- 
senger in turn looks at other passengers sitting in the same car 
and says the latter are still. Again, a brakeman may walk 
backward on a flat car at exactly the same rate as the car goes 
forward, and'a person on the ground who could just see his head 
would say he was stationary, while the engine driver would say 
he was moving at several miles per hour. If one stood on shore 
and saw a ship go out one would say that the funnel was moving, 
and yet a person on the ship would say that it was stationary. 

These conflicting statements, which are, however, very com- 
mon, would lead to endless confusion unless the essential differ- 
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encee in the various cases were grasped, and it will be seen that 
the real difterence of view results from the fact that different 
persons have entirely different standards of comparison. Stand- 
ing on the ground the standard of rest is the earth, and anything 
that moves relative to it is said to be moving. The man on the 
flat car would be described as stationary because he does not 
move with regard to the chosen standard — the earth, but the 
engine driver would be thinking of the train, and he would say 
the man moved because he moved relative to his standard — the 
train. It is easy to multiply these illustrations indefinitely, 
but they would always lead to the same result, that whether a 
body moves or remains at rest depends altogether upon the 
standard of comparison, and it is usual to say that a body is at 
rest when it has the same motion as the body on which the 
observer stands, and that it is in motion when its motion is 
different to that of the body on which the observer stands. 
On a railroad train one speaks of the poles flying past, whereas a 
man on the ground says they are fixed. 

30. Absolute and Relative Motion. — When the standard which 
is used is the earth it is usual to speak of the motions of other 
bodies as absolute (although this is incorrect, for the earth 
itself moves) and when any standard which moves on the earth 
is used, the motions of the other bodies are said to be relative. 
Thus the absolute motion of a body is its motion with regard 
to the earth, and the relative motion Is the motion as compared 
with another body iriiich is itself moving on the earth. Unless 
these ideas are fully appreciated the reader will undoubtedly meet 
with much difficulty with what follows, for the notion of relative 
motion is troublesome. 

In this connection it should be pointed put that a body secured 
to the earth may have motion relative to another body which is 
not so secured. Thus when a ship is coming into port the dock 
appears to move toward the passengers, but to the person on 
shore the ship appears to come toward the shore, thus the motion 
of the ship relative to the dock is equal and opposite to the motion 
of the dock relative to the ship, 

31. Propositions Regarding Relative Motion. — Certain proposi- 
tions will now be self-evident, the first being that if two bodies 
have no relative motion they have the same motion relative to 
every other body. Thus, two passengers sitting in a train have 
no relative motion, or do not change their positions relative to 
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one oBOth^, and hence they have the same motion or ooange of 
position relative to the earth, or to another train or to any other 
body: the converse of this proposition ia also true, or two bodies 
which have the same change of position relative to other bodies 
have no relative motion. 

32. Another very important proposition may be stated as 
follows: The relative motions of two bodies are not affected by 
any motion which they have in common. Thus the motion of 
the connecting rod of an engine relative to the frame is the 
same whether the engine is a stationary one, or is on a steamboat 
or locomotive, simply because in the latter cases the motion of 
the locomotive or ship is common to the connecting rod and 
frame and does not affect their relative motions. 

The latter proposition leads to the statement that if it be 
desired to study the relative motions in any machine it will not 
produce any change upon them to add the same motion to all 
parts. For example, if a bicycle were moving along a road it 
would be found almost impoasible to study the relative motions 
of the various parts, but it is known that if to all parts a motion 
be added sufficient to bring the frame to rest it will not in any 
way affect the relative motions of the parts of the bicycle. 
Or if it be desired to study the motions in a locomotive engine, 
then to all parts a common motion ia added which will bring 
one part, usually the frame, to rest relatively to the observer, or to 
the observer and to all parts of the machine such a motion is 
added as to bring him to rest relative to them, in fact, he stands 
upon the engine, having added to himself the motion which all 
parts of the engine have in common. So that, whenever it is 
found necessary to study the motions of machines all parts of 
which Eire moving, it will always be found convenient to add to the 
observer the common motion of all the links, which will bring 
one of them to rest, relative to him. 

To give a further illustration, let two gear wheels a and b run 
together and turn in opposite sense about fixed axes. Let a run 
at + 50 revolutions per minute, and 6 at — 80 revolutions per 
minute; it is required to study the motion of b relative to a. 
To do this add to each such a motion as to bring a to rest, that 
is, — 50 revolutions per minute, the result being that a turns 
+ 50 - 50 = 0, while b turns - 80 - 50 = - 130 revolutions 
per minute or b turns relative to a at a speed of 130 revolutions 
per minute and in opposite sense to a. Here there has simply 
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been added to each wheel the same motion, which does not affect 
their relatiTe motioDS but has the effect of brining one of the 
wheels to rest. To find the motion of a relative to b, bring b 
to rest by adding + 80 revolutions per minute, so that a goes 
+ 50 + 80 = 130 revolutions per minute, or the motion of b 
relative to a is equal and opposite to that of a relative to b. 

33. The Instantaneous or Virtual Center. — It has already been 
pointed out in Sec. 27 that when a body has plane motion, the 
motion of the body is completely known provided the motion 
of any line in the body )n the plane of motion is known, that is, 
provided the motions or paths of any two points in the body are 
known. Now let c, Fig. 17, represent any body moving in the 
plane of the paper at any instant, the Une AB being also in the 
plane of the paper, uid let FA and BE repre- 
sent short lengths of the paths of A and B 
respectively at this instant. The dtreotion of 
motion of A is tangent to the path FA at A, 
and that of ^ is tangent to the path BE at 
B, the paths of A and B giving at once the 
direction of the motions of these points at the 
instant. Through A draw a normal AO to 
the direction of motion of A, then, if a pin is 
stuck through any point on the line AO into 
Fia. 17. *'^® plane of reference and c is turned very 

sUghtly about the pin it will give to A the 
direction of motion it actually has at the instant The same 
argument applies to BO a normal to the path at B, and hence 
to the point where AO and BO intersect, that is, if a pin is put 
through the point in the body c and into the plane of reference, 
where the body is in the position shown, the actual motion of 
the body is the same as if it rotated for an instant about this 
pin. is called the instantaneous or Tirtual center, because it 
is the point in the body c about which the latter is virtually 
tiu'ning, with regard to the paper, at the instant. 

In going over this discussion it will appear that may be found 
provided only the directions of motion of A and B are known at 
the instant. The only purpose for which the paths of these 
points have been used was to get the directions in which A and B 
were moving at the instant, and the actual path is unimportant 
in so far as the finding of O is concerned. It will fiu-ther appear 
that the point will, in general, change for each new position 
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of the body, because the directions of motion of A ajid B will 
be such as to change the location of 0. Should it happen, 
however, that A and B moved in parallel straight lines, would 
be at infinity or the body c would have a motion of translation; 
OR the other hand, if the points A and B moved around concen- 
tric circles, would be fixed in position, being the common center 
of the two circles, and c would simply rotate about the fixed 
point 0. 

31. Directioas of Motion of Various Points. — The virtual 
center so found gives much information about the motion of the 
body at the given instant In the first place it shows that the 
direction of motion of G, with respect to the paper, which has 
been selected as the reference plane, is perpendicular at OG aiid 
that of H is perpendicular to OH, since the di rection of motion 
of any point^in a rotating^ body ia perpent^Ailar to the radius 
to the point; thus, when the virtual center is known, the direc- 
tion of motion of every point in thrf body is known, ft is not 
possible to put down at random to direction of motion of G aa 
well as those of A and B because that of G is fixed when those of A 
and B are given; the virtual center does not, however, give the 
path of G but only its direction. 

36. Linear Velocities.— In the next place the virtual center 
gives the relative linear velocities of all points in c at the instant. 
Let the body c be turning at the rate of n revolutions per minute, 
corresponding to w radians per second, the relation being u = 

-^jj-- At the instant the velocity p of a point situated r ft. from 

will evidently be f = „„ = rtu ft. per second, and, since 
(0 is the same for the whole body, the linear velocity of any point 
is proportional to its distance from the center 0. 

Thus if va, vb, va be used to denote the velocities of the points 
A, B and G respectively then it follows that Ca = OAm, «» = 
OBu and Vq = OG-m, and it will also be clear that even though 
£i» is unknown the relations between the three velocities^ are 
known and also the sense of the motion. 

36. InformatiOQ Given by Virtual Centers. — The virtual center 
for a body may, therefore, be found, provided only that the 
directions (not necessarily the paths) of motion of two points^ 
in it are known, and having foirnd this center the directions of , 
motion of all points in the body are known, and their r^tive 



,,CoogIc 



30 THE THEORY OF MACHINES 

velocities; and also the actual velocities in magnitude, sense and 
direction will be known if the angular velocity is known. (This 
should be compared with the phorograph discussed in a later 
chapter.) It is to be further noted that the virtual center O 
is a double point ; it is a point in the paper and also in c, and the 
motion of any point in c with regard to the paper being perpen- 
dicular to the radius from to that point so also the motion of 
any point in the paper with regard to c is perpendicular to the 
line joining this point to 0: 

Another point is to be noticed, that if the various virtual centers 
are known, then at once the relative motjon of c to the paper 
is known. Thus the virtual center of one body with regard to 
another gives always the motion of the one body with regard to 
the other. 

37. The Permanent Center. — It has already been pointed out ' 
that the instantaneous or virtual center is the center for rota- 
tion of any one body with regard to another at a given instant, 
and that the location of this center is changing from one instant 
to the next. There are, however, very many cases where one 
body is joined to another by means of a regular bearing, as in 
the case of the crankshaft of an engine and the frame, or a w^on 
wheel and the body of the axle, or the connecting rod and crank- 
pin of an engine. A httle reflection will show that in each of these 
cases the one body is always turning with regard to the other, and 
that the center or axis of revolution has a fixed position with 
regard to each of the bodies concerned, thus in these cases the 
virtual center remains relatively fixed and may be termed the 
permanent center. 

38. The Fixed Center. — The permanent center must not be 
confused with the fixed center, which term would be applied to a 
center fixed in place on the earth, but is intended to include only 
the case where the virtual center for the rotation of one body with 
regard to another is a point which remains at the same place in 
each body and does not change from one instant to another. 
The center between the connecting rod and crank and between 
the crankshaft and frame are both permanent, the latter being 
also fixed usually. 

39. Theorem of the Three Centers. — Before applying the 
virtual centers in the solution of problems of various kinds, a 
very important property connected with them will be proved. 
Let a, b and c, Fig. 18, represent three bodies all of which have 
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plane motion of any nature whatever, and which motion is for 
the time being unknown. Now, generally ahas motion relative 
to b, and b has motion relative to c, and similarly c with regard 
to a, in brief all three bodies move in different ways, hence from 
what has been said in Sec. 33, there is a virtual emter of a ■-" 6^ 
which may be called ab, and this is of course also the center 
of b'^a. Further, there is a virtual center of fe ■-- c, that ia fee, 
and also a center of c^a, which is ea, thus for the three bodies 
there are three virtiaal centers. Now it will be assumed that 
enough information has been given about the motions of a, b 
and c to determine ab and ac only, and it is required to find fee 

Since be is a point common to both bodies b and c, let it be 
supposed to lie at P', then P' is a point in both the bodies 6 and C 
As a point in b its motion 
with regard to o-rolLb e nor- 
mal to j^ — qL ~ that is, in 
the" direction P'A, because 
the motion of a point in one 
body with rggarff io another 
body is normal to the line 
joining this point to the vir- 
tual center for the two bodies i'lo- i8. 
(Sec. 34). As a point in c, 

the motion of P' — ■ a is normal to P' - oc or in the direction P'B, 
_flO that P' h a6_two_different motions with regard to a at the 
same time, which Is impossi ble or P' cannot be the virtud 
center of "fe '— c. Since, however, this Is not the point, it shows 
at once that the point be is located somewhere along the line 
db-ca, or say at P, because it Is only such a point aa P which 
has the same motion with regard to a whether considered as a 
point in & or In c; thus the center be must he on the same straight 
line as the centers ab and ae. It is not possible to find the ex- 
act position of he, however, without further information, all 
that is known is the line on which it lies. 

This proposition may be thus stated: If in any mechanism 
tiiere are any three links a, f, g, all having plane motion, tiien for 
ttie three links there ore three virtual centers af, fg and ag, and 
these three centers must all lie on one straight line. 

Two of the centers may be permanent but not the third; in 

•Thes^pi "^ means "with regard to." 
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the steam engine taking the crank a, the connecting rod 6 and the 
frame d, the centers afc and ad are permanent, but bd is not. 

40. Tlie Locating of tiie Virtual Centers. — The chapter will 
be concluded by finding the virtual centers in a few mechanisms 
simply to illustrate the method, the application being given in 
the next chapter. As an example, consider the chain with foiu 
turning pairs, which is first taken on account of its simplicity. 
It is shown in Fig. 19, and consists of four links, a, b, c and d, 
of different lengths, d being fixed, and by inspection the four 
permanent centers ab, he, cd and od, at the four comers of the 
chain, are at once located. It is also seen that there are six 
possible centers in the mechanism, viz., ah, be, cd, da, bd and oc, 




Fig. 19. 



these being all the possible combinations of the links in the 
chain when taken in pairs, and of these six, the four permanent 
ones are found already, and only two others, ac and bd, remain. 
There are two methods of finding them, the first of which is the 
most instructive, and will be given first for that reason. 

By the principle of the virtual center bd may be found if the direc- 
tions of motion of any two points inb^^d are known. On exam- 
ining ab remember that it is a point in a and also in b; as a point 
in a it moves with regard to d about the center ad and thus in a 
direction normal to od - ai> or to a itself. And as a point in 6 
it must have the same motion with regard to (i as it has when 
considered as a point in a; tliat is, the motion of of* in b with re- 
gard to d is in the direction perpendicular to a. Hence, from 
Sec. 33, the virtual center will lie on the line through ab in the 
direction of a, that is, in a produced. Again be is a point in 6 
and c, and as a point in c it moves with regard to d in a direction 
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perpendicular to cd-bc, or io the direction be - F, and this must 
also be the direction oibc&s& point inh'^d, so that the virtual 
center of b ■^ d must also lie in the line through fee normal to 
6c -F, or in c produced. Hence, fed is at the inteiBection of o 
and c produced. 

This could have been solved by the theorem of the three 
centers, for there will be three centers, ad, ah and fed, for the three 
bodies a, fe and d, and these must he in one straight line, and as 
both ad and ofe are known, this gives the line on which fed hes. 
Similarly, by considering the three bodies, fe, c and d, and know- 
ing the centers fee and cd, another line on which fed lies is iso- 
lated, and hence bd is readily found. To find the center ac it 
is possible to proceed in either of the ways already explained, 
and thus find ac at the intersection of the lines 6 and d produced. 

41. Sliding Pairs. — One other example may be solved, and in 
order to include a sliding pair consider the case shown in Fig. 20, 
in which a is the crank, fe the connect- 
ing rod, c the croaahead, piston, etc., 
and d the fixed frame. As before 
there are six centers ad, ab, be, cd, ac, 
bd, of which ad, ffife, and fee are perma- 
nent and found by inspection. i 

To find the center cd it is noticed 
that c sUdes in a horizontal direction , 
with regard to d, that is, c has a motion 
of translation in a horizontal straight 

line, or, what is the same thing, it moves in a circle of Infinite 
radius, and the center of this circle must, as before, lie in a line 
normal to the direction of motion of c — d. Hence cd lies in 
a vertical line through be or through any other point in the 
mechanism such as ad, and at an infinite distance away. The 
figure shows cd above the mechanism, but it might be below 
just as well. . 

Having found ^,]the other centers ac and fed may be found by 
the theorem of the three centers. Thus fed lies on fee - cd and on 
ad~ ab and is therefore at their intersection, and similarly -ac 
lies at the intersection of fee - ofe and ad — cd. 




FiQ. 20. 



QUESTIONS OH CHAPTER II 

1. Define motion. What data define the position and 
line, plane figure and body, the latter three having plani 



,,CoogIc 



34 THE THEORY OF MACHINES 

i. Two obMrvera toe looking &t the Bome object; one eeea it movo while 
to the other it m&y appear stationary; explain how this la possible. 

S. When a peraon in an automobile, which is gaining on a street ear, 
looks at the latter without looking at the ground, the car appears to be 
coming toward him. Why? 

4. Explain the tUSerence between relative and dwolute motion and state 
the propositions referring to these motions. 

8. The speeds of two puUeys are 100 rerolutions per minute in the clock- 
wise sense and 125 revolutions per minute in the opposite sense, reepeotively; 
what is the relatiye speed of the former to the latter? 

9. In a geared pump the pinion makes 90 revolutions per minute and the 
pump crankshaft 30 revolutions in opposite sense; what is the motion of the 
pinion relative to the shaft? 

7. Distinguish between the instantaneous and complete motion of a body. 
What information givee the former completely? What is the virtual center? 

8. What is the virtual center of a wagon wheel (a) with regard to the 
earUi, (6) with regard to the wagon? 

9. A vehicle with 3&4n. wheels is moving at 10 miles an hour; what are 
the vdooities in space and the directions of motion of a point at the top of 
iho tire and also of points at the ends of a horisontal diameter? Is the 
motion the same for the latter two points? If not, find their relative motion. 

10. A wheel turns at 150 revolutions per minute; what is its angular 
velocity in radians per second? Also, if it is 20 in. diameter, what is the 
linear velocity of the rim? 

11. Give the information necessary to locate the virtual center between 
two bodies. 

U. What is the difference between the virtual, permanent and fixed 
center? State and prove the theorem of the three centers. 

IS. Und the virtual centers for the stone crusher or any other somewhat 
complicated machine. 



^■ 



<0 \ ■ 



-N 



D,g,t7cdb/GOOgIC 



CHAPTER III 
VELOCITY DIAGRAMS 

42. J^lications of Virtual Center.— Some of the main appli- 
cations of the virtual center discussed in the last chapter are to 
the determination of the velocities of the various points and links 
in mechanisms, and also of the forces acting throughout the 
mechanism due to external forces. The latter question will be 
discussed in a subsequent chapter'and the present chapter will 
be confined to the determination of velocities and to the repre- 
sentation of these velocities. 

43. Linear and Angular Velocities.— There are two kinds of 
velocities which are required in machines, the linear velocities of 
the various points and the angular velocities of the various links, 
and it will be best to begin with the determination of linear 
velocities. 

44. Linear Velocities of Points in Mechanisms. — The linear 
velocities of the various points may be required in one of two 
forms, either the absolute velocities may be required or else it 
may be only desired to compare the velocities of two points, that 
is, to determine their relative velocities. The latter problem may 
be always solved without knowing the velocity of any point in 
the machine, the onjy thing necessary being the shape of the 
mechanism and which link is fixed, while for the determination 
of the absolute velocity of a point in a mechanism that of some 
point or link must be known. 

Again, the two points to be compared may be in one hnk, or in 
different links, and the solution will be made for each case and an 
effort will be made to obtain solutions which are quite general. 

46. Points in tiie Same Link. — The first case will be that of the 
four-link mechanism, frequently referred to, containing four 
tmning pairs and shown in Fig. 21, and the letter d will be used 
to indicate the fixed link. As a first problem, let the velocity 
of any point Ai in a be given and that of another point Aj in the 
same Unk be required. The six virtual centers have been found 
and marked on the drawing, and the link a has been selected for 
the first example because it has a permanent center which ia ad. 
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Now the velocity of Ai which ia aseumed given, is the absolute 
velocity, that is the velocity with regard to the earth. From Ai 
lay off AiEin any direction to represent the known velocity of Ai 
and join ad~E and produce this line outward to meet the line 
A^, parallel to AiE, in the pomt F. Then A»F will represent 
the Unear velocity of A» on the same scale that Ai,E represents 
the velocity of A\. (It a assumed in this construction that ad, 
Ai. and At are in the same straight line.) The reasoning is 
simple, for a turns with regard to the earth about the center ad 
and hence, since A\ and At are on the same hnk, their linear 
velocities are directly proportional to their distances from ad 
(Sec. 35) so that. 



Linear velocity of A 




Fio. 21. 

If the linear velocity of A\ is given, so that A\E can be drawn 
to scale,, then the construction gives the numerical value of the 
velocity of A t, but if the velocity of A i is not given then the above 
method simply gives the relative velocities of A\ and At- 

Next, let it be required to find the velocity of a point Bt in h, 
Fig. 22, the velocity of Bt in the same link being given and let d 
be the fixed link as before. Now since it is the absolute velodty 
of Bi that is given, the first point is to find the center of bd about 
which h is turning with regard to the earth. The velocity of Bi 
then bears the same relation to that of Bi as the respective dis- 
tances of these points from hd, or 

Linear velocity o f B\ _ hd-B, 

Linear velocity of B» bd — B\ 

It is then only necessary to get a simple graphical method of 

obtaining this ratio and the figure indicates one way. First, 
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with center bd draw arcs of circles through Bi and Bt cutting 
bd- ah in B'l and B'2. Then if B'lG be drawn in any direction 
to represent the given velocity of Bi, it may be readily shown that 
B'aH parallel to B'lG, will represent the linear velocity of Bj, or 
the ratio of B\G to B'lH is the ratio of the velocities of Bi 
and B,. 

The only difference between this and the last case is that in the 
former case the center ad used was permanent, whereas in this 
case the center bd used is a virtual center. 

46. Points in Different Links. — If it were required to compare 
the linear velocity of the point Ai in a with that of Bi in 6 the 
method would be as indicated in Fig. 22. The two links con- 
cerned are a and b and d is the 
fixed link and these links have 
the three centers ad, ab, bd, 
all on one line, also ab is a. 
point common to a and b, 
being a point on each link. 
Treating it as a point in a, 
proceed as in the first ex- 
ample to find its velocity.' 
Thus set oft AiE in any direc- -pta. 22, 

tion to represent the linear 

velocity of Ai, then ab — F parallel to AiE will represent the ve- 
locity of ab to the same scale. Now treat ob as a point in b and 
its velocity ia given as ab-F, bo that the matter now resolves 
itself into finding the velocity of a point Bi in b, the velocity 
of the point ab in the same link being given. 

It must again be remembered that ab-F represents the 
absolute velocity of the point ab, that is, the velocity of this 
point, using the fixed frame of the machine as the standard. With 
regard to the frame the link b ia turning about the center bd, thus 
■ for the instant b turns relative to d about bd, and the velocities 
of all points in it at this instant are simply proportional to their 
distances from bd. The velocity of Bi ia to the velocity of ob in 
the ratio i>d-By to bd-ab, and in order to get this ratio con- 
veniently, draw the. arc BiB'i with center bd, then join bd-F 
and draw B'lG parallel to ab-F to meet bd-F in <?, then B'lG 
represents the velocity of Bi in the link b on the same scale that 
AiE represents the velocity of Ai. 

Notice that in dealing with the various links in finding relative 
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velocities it is necessary to use the centers of the links under con- 
sideration with regard to the fixed link; thus the centers ad and 
bd and the common center ab are used. The reason ad and bd 
are employed, is becai^e the velocities under consideration are 
all absolute. 

To compare the velocity of any point At In a with that of Ci 
in c, Fig. 23, it would be necessary to use the centers ad, ac and 
cd. Proceeding as in the former case the velocity of ac is found 
by drawing the arc AiL with center ad and drawing LN in any 
direction to represent the velocity of A i on a chosen scale, than 
the line ac-Af parallel to LN meeting ad-N produced in M 
will represent the velocity of ac. Join cd— M, and draw the arc 
CiC'i with center cd, then C'lK parallel to ac- M, will represent 
the linear velocity of Ci. 




Fig. 23. 



A general proposition may be stated as follows: The velocity 
of any point A m link a being given to find the velodly of J* in 
/, the fixed link being d. Find liie centers ad, fd and (^, and 
u^ng ad and the velocity of A, find the velocity of of, and Ihen 
treating c^ as a point in / and using the center fd, find the velocity 
ofF. 

47, Relative Angular Velocities. — Similar methods to the 
preceding may be employed for finding angular velocities in 
mechanisms. 

Let any body having plane motion turn through an ai^Ie 8 
about any axis, either on or off the body, in time I, then the 

$ 
angular velocity of the body is defined by the' relation f^ = i' As 

all Unks in a mechanism move except the fixed link, there are in 
general as many different angular velocities as there are moving 
links. The angular velocities of the various links a, b, c, etc., 
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will be designated by (>»„, ui, «€, etc., respectively, the unit being 
the radian per second. 

Afi in the case of hnear velocities, angular velocities may be 
expressed either as a ratio, in which case the result is a pure 
number, or as a numb^ of radians per second, the method de- 
pending on the kind of information sought and also upon the 
data given. Unless the data includes the absolute angular 
velocity of one link it is quite impossible to obtain the absolute 
velocity of any other Unk and it is only the ratio between these 
velocities which may be found. 

48. Methods of Expressing Velocities. — Id finding the rela- 
tive angular velocities between two bodies it is most usual to 
express the result as a ratio, thus — , which result is, of course, a 
" pure number, such a method is very commonly employed in 
connection with gears, pulleys and other devices. If a belt con- 
nects two pulleys of 30 in, and 20 in. diameter their velocity ratio 
wiU be ^%o — %, that is, when standing on the ground and count- 
ing the revolutions with a speed counter, one of the wheels will 
be found to make two-thirds thanumber of revolutions the other 
one does, and this ratio is alWSys the same irrespective of the 
absolute speed of either pulley. 

It happens, however, that it may be necessary to know the 
relative angular velocities in a different form, that is, it may be 
desired to know how fast one of the wheels goes considering the 
other as a standard; the result would then be expressed in radians 
per second. Suppose a gear a turns at 20 revolutions per minute, 
Wo = 2.09 radians per second, and meshes with a gear 6 running 
at 30 revolutions per minute, w^ = 3.14 radians per second, the 
two wheels turning in opposite sense, then the velocity of a 
with regard tob is «, - w = 2.09 - (-3.14) = +5.23 radians 
per second, that is, if one stood on gear b and looked at gear a, 
the latter would appear to turn in the opposite sense to b and at a 
rate of 5.23 radians per second. If, on the other hand, one stood 
on a, then dd, since w^ — wa = —3.14 —2.09 = — 5.23, 6 would 
appear to ixun backward at a rate of 5.23 radians per second, the 
relative motion of a to b being equal and opposite to that of b 
with regard to a. ' 

The first method of reckoning these velocities will alone be 
employed in this discussion and the construction will now be 
explained. 
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49. Relative Velocities of Links. — Giveo the angular velocity 
of a link a to find that of any other link b. Find the three centers 
ad, bd and ab, then as a point in a, ab has the linear velocity 
(ad — ab) o>a and as a point in b, ab has the velocity (bd — ab) w*. 
But as ab must have the same velocity whether considered as a 

point in a or in 6, then (ad — ab) Ua = (bd — ab) on, or — = 



The construction is shown in Fig. 24 and will require 



ad~ c 

bd- c 

very little explanation. Draw a circle with center ab and radius 

ab — ad, wliich cuts ab — bd in G, lay off &d — F in any direc- 




Fio. 24. 



' tioD to represent Wa on chosen scale, then draw OE parallel to 
bd — FU) meet ab — F in E, and GE will represent the angular 
velocity otbor<ai on the same scale. 

Similar processes may be employed for the other links ft and c, 
and no further discussion of the point will be given here. The 
general constructions are very similar to those for finding linear 
velocities. 

As in the case of the linear velocities the following general 
method may be conveniently stated: The angular velocity of any 
link a being given to find the angular velocity of a link /, d being 
die fixed link. Find the centers ad, fd and af, then tiie angular 
velocity Wo is to u/ in tiie same ratio ttiat fd — af is to ad — af. 

60. Discussion on the Method. — Although the determination 
of the linear and angular velocities by means of the virtual center 
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is simple enough in the cases just considered, yet when it ib em- 
ployed in practice there is frequently much difficulty in getting 
convenient constructions. Many of the lines locating virtual 
centers are nearly parallel and do not intersect within the limits 
of the drafting board, and hence special and often troublesome 
methods must be employed to bring the constructions within 
ordinary bounds. Further, although it is common to have 
given the motion of one link such as o, and often only the 
motion of one otiier point or link say /, elsewhere in the mech- 
anism is desired, requiring the finding of only three virtual 
centers, ad, af and df, yet frequently in practice these cannot be 
obtained without locating almost all the other virtual centers 
in the mechanism first. This may involve an immense amount of 
labor and patience, and in some cases makes the method 
unworkable. 

61. Application to a Mechanism. — A practical example of a 
more compUcated mechanism in common use will be worked out 
here to illustrate the method, only two more centers t^f and bf 
being found than those necessary for the solution of the problem. 
Fig. 26 shows the Joy valve gear as frequently used on locomotives 
and other reversing engines, more especially in England: a rep- 
resents the engine crank, b the connecting rod, and c the piston, 
etc., as in the ordinary engine, the frame being d. One end of a 
link e is connected to the rod h and the other end to a hnk /, 
the latter Unk being also connected to the engine ■frame, while to 
the link e a rod g is jointed, which rod is also jointed to a sliding 
block h, and at its extreme upper end to the slide valve stem V. 
The part m on which h slides is controlled in direction by the 
engineer who moves it into the position shown or else into the 
the dotted position, according to the sense of rotation desired in 
the crankshaft, but once this piece m is set, it is left stationary 
and virtually becomes fixed for the time. 

A very useful problem in such a case is to find the velocity of 
' the valve and stem V for a given position and speed of the crank- 
shaft. The problem concerns three links, a, d and g, the upper 
end of the latter link ^ving the valve stem its motion, so that 
the three centers ad, ag, and dg are required. First write on all 
the centers which it is possible to find by inspection, such as ad, 
ab, be, be, cd, ac, ef, etc., and then proceed to find the required 
centers by the theorem of three centers given in Sec. 39. The 
centers ag and dg cannot be found at once and it will simplify 
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the work to set down roughly m a circle (act oeceasaiily aoour- 
ately) anywhere on the sheet pomts which are approximately 
equidistant, there being one point for each link, in this case eight. 
Now letter these points a, b, c, d, e, f, g, h, to correspond with the 
links. As a center such asabtB found join the points a andb in 
the lower diagram and it is possible to join a fairly large aumber 




Fia. 25. — Joy valve gear. 

of the points at once, then any two points not joined will repre- 
sent a center still to be found. The figure shows by the plain 
lines the stage of the problem after the centers o^, etc, ad, ae, of, 
ag, be, bd, df, be, cd, de, df, dg, dk, ^, eg, gh, have been found, 
which represents the work necessary to find the above three 
centers ag, ad and dg. 

When all points on the lower figure are joined, all the centers 
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have been found, and the figure shows by inspection what centers 
can be found at any time, for it ia possible to find any center 
provided there are two paths between the two points correspond- 
ing to the center. It may happen that there will appear to be 
two paths between a given pair of points, but on examination it 
may be found that the paths are really coincident lines, in which 
case they will not fix the center and another path is necessary. 
The lower diagram in Fig. 25 shows that the centers ab, ac, ad, de, 
df, are known, while the centers ah, bg, ch, are not known, 
and that the center fg can probably be found as there are the two 
paths /a — ag arnifd — dg between them as well as the path/e — 
eg. The center gc could not, however, be found before gd, aa 
there would then be only one path ga — ac between the points. 

Having now found the centers ad, dg, and ag, proceed as in the 
previous cases to find the velocity of V or the valve from the 
known velocity of a. If the velocity of the crankpin lA is given, 
revolve ad — ab into the line ad — dg and lay off a'b' — B 
to represent the velocity of ab on any scale. Join ad — B, then 
ag ~ A parallel to a'V — B gives the velocity of ag. Next join 
dg — A and with center dg draw the are TV, then V'C parallel 
to ag — A will represent the velocity of the valve V. The whole 
process is evidently very cumbersome and laborious and is fre- 
quently too lengthy to be adopted. The reader's attention is 
called to the solution of the same problem by a different method 
in Chapter IV. 

52. It must not be assumed that the methods here described 
are not used, because, in spite of the labor involved they are 
frequently more simple than any other method and a number of 
applications of the virtual center are given farther on in the 
present treatise. It is always necessary to do whatever work is 
required in solving problems, the importance of which frequently 
justifies large expenditure of time. In many cases the method 
described in the next chapter simphfies the work, and the reader's 
judgment will tell him in each case which method is likely to 
suit best. 

63. Gnphical Representation of Velocities. — It is frequently 
de^rable to have a diagram to represent the velocities of the 
various points in a machine for one of its complete cycles, as the 
study of such diagrams gives very much information about the 
nature of the machine and of the forces acting on it. Two 
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methods are in fairly common use (1) by means of a polar dia- 
gram, (2) by means of a diagram on a straight base. 

To illustrate these a very simple case, the slider-crank 
mechanism, Fig. 26, will be selected, and the Unear velocities of 
the piston will be determined, a problem which may be very 
conveniently solved by the method of virtual centers. Let 
the speed of the engine be known, and calculate the Unear velocity 
of the crankpin ob; for example, let a be 5 in. long, and let the 




Fia. 26. — Raton velocities. 



Speed be 300 revolutions per minute, then the velocity of the 
crankpin = 2jr X -^ •*'• Ts ^ ^^"^ ^*" P^"" secoad. Now be ia a 
point on both the piston c and on the rod h and clearly the velocity 
of be is the same as that of c, the latter link having only a motion 
of translation, and further, the velocity of the crankpin ah is 
known, which is also the same as that of the forward end of the 
connecting rod. The problem then is: given the velocity of a 
point ob in b to find the velocity of he in the same Hnk, and from 
what has already been said (Sec. 35), the relation may be written: 
velocity of piston _ velocity of he _ M — 6c_ 
velocity of crankpin velocity of oft bd — ab 
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But by Bimilar triangles 



bd — ab ad — ab 

so that 

velocity of piston _ ad — ac 
velocity of crankpin ad — ab 

and 6a ad — abis constant for all positions of the machine, it is 
evident that ad — ac represents the velocity of the piston on the 
same scale as the length of a represents the linear velocity of the 
crankpin. Or, in the case chosen, if the mechanism is drawn full 
size then ad — ab — 5 in., and the scale will be 5 in. = 13.1 ft. 
per second or 1 in. = 2.62 ft. per second. 

64. PoUr Diagram. — Now it is convenient to plot this velocity 
of the piston either along ass ad — E H the diagram is to show 
the result for the different crank positions, or vertically above the 
piston as &c — f, if it is desired to represent the velocity for 
different positions of the piston. If this determination for the 
complete revolution is made, there are obtained the two diagrams 
shown, the one OEGOHJO is called a polar diagram, being the 
pole. The diagram consists of two closed curves passing through 
and both curves are similar; in fact the lower one can be' ob- 
tained from the upper by making a tracing of the latter and turn- 
ing it over the horizontal line ad — be. The longer the connect- 
ing rod the more nearly are the curves symmetrical about the 
vertical through 0, and for an infinitely long rod the curves are 
circles, tangent to the horizontal line at 0. 

66. Diagram on a Straight Base. — The diagram found by 
laying off the velocities above and below the piston positions is 
KFLMK, and, as the figure shows, is egg-shaped with the small 
end of the egg toward 0, and the whole curve symmetrical about 
the line of travel of the piston. Increasing the length of the rod 
makes the curve more nearly eUiptic^, and with the infinitely 
long rod it is a true eUipse. 

If the direction of motion of the piston does not pass through 
ad, then the curve FKML ia not symmetrical about the line of 
motion of the piston, but takes the form shown at Fig. 27, where 
the piston's direction passes above qd, a device in which it is 
clear from the velocity diagram that the mean velocity of the 
piston on its return stroke is greater than on the out stroke, and 
which may, therefore, be used as a quick-return motion in a shaper 
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or other similar machine. Engines are sometimes made in this 
way, but with the cylinders only slightly offset, and not as much 
as shown in the figure. 

66. Pump DiBchai^e. — One very useful application of such 
diagrams as those just described may be found in the case of 
pimiping engines. Let A be the area of the pump cylinder in 
square feet, and let the velocity of the plunger or piston in a 
given position be t» ft. per second, as found by the preceding 
method, let Q cu. ft, per second be the rate at which the pump 
is discharging water at any instant, then evidently Q = Av and 
as A is the same for all piston jxisitions, Q is simply proportional 




Pia. 27.~Off-Het cylinder. 



to ti, or the height of the piston velocity diagram represents 
the rate of delivery of the pump for the corresponding piston 
position. 

If a pipe were connected directly to the cylinder, the water in 
it would vary in velocity in the way shown in the velocity dia- 
gram (a). Fig. 28, the heights on this diagram representing piston 
velocities and hence velocities in the pipe, while horizontal dis- 
tances show the distances traversed by tbe piston. The effect 
of both ends of a double-acting pump is shown; this variation in 
velocity would produce so much shock on the pipe as to injure 
it and hence a large air chamber would be put on to equalize the 
velocity. 

Curve (b) shows two pumps delivering into the same pipe, 
their cranks being 90° apart, the heavy hue showing that the 
variation of velocity in the pipe line is less than before and re- 
quires a much smaller air chamber. At (c) is shown a diagram 
corresponding to three cranks at 120° or a three-throw pump, 
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in whioh case the variation in velocity in the pipe line would be 
much smaller still, this velocity being represented by the height 
up to the heavy line. All the curves are drawn for the case of a 
very long connecting rod, or of a pump like Fig. 6. 

Thus the velocity diagram enables the study of such a problem 
to be made very accurately, and there are many other useful 
purposes to which it may be put, and which will appear in the 
course of the engineer's experience. Angular velocities mayr of 
course, be plotted the same way as Unear velocities. 




{b) Two QdtaidK^ Cmikt tt W" 
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(0) Hum CrUndwi, Ooiiki at UO* 

Fia. 28. — Rate of diacharEe from pumpo. 

Another method of finding both linear and angular velocities 
is described in the next chapter, and a few suggestions are made 
as to further uses of these velocities in practice. 

QUESTIONS on CHAPTER m 

1, In the mechaniam of Fig. 21, a, h, e and d are respectively 3, 15, 10 and 
18 in. long, d ie fixed find a tunu at 100 revolutions per minute. Find the 
velocity of the center of each link with a at 4fi° to d. 
%. Find also the angular velocitiee of the links in the same case as above. 
^A. Kn S-in b y lO-in ^ ei^jne has a connecting rod 20 in. long and a speed , 
- of Z50 revolutfons per minute. Find the velocity of the center of the rod and.' 
the angular velocity of the latter in radians per second (a) for the dead 
pointa, (b) when the crank has moved 45° from the inner dead point, (c) for 
60° and 13fi° crank angles. 
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i. Find the linear velocity of the left end of the jaw in Pig. 84, knowing 
the angular velocity of the camahaft. 

6. Plot a diagram on a straight base for every 15° of crank angle for 
the piston and center of the rod in question 3; also plot a polar diagram of 
the angular velocity of the rod. 

6. In the mechanism of Fig. 27 with a = 6, b = 18 in., and the line of 
travel of e, 9 in. above ad, plot the velocity digram for c 

7. What maximum speed will be obtained with a Whitworth quick- 
return motion, Fig. 37, with d =■ J^ in., o = 2 in., ft = 2?i in. and e - 13 
in., the line of motion of the table passing through adl 

8. Find the velocity of the tool in one of the riveters given in Chapter IX, 
assuming the velocity of the piston at the instant to be known. 

9. Draw the polar diagram for the angular velocity of the valve steam in 
the mechanism of Fig. 40. 
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CHAPTER IV 
THE MOTION DIAGRAM 

67. Uses of Velocity Diagrams. — In the previous chapter 
something has been said about the methods of finding the veloci- 
ties of various points and Unks in mechaniBins, and a few 
applications of the methods were given. As a matter of fact 
there are a very great number of cases in which such velocity 
diagrams are of great value in studying the conditions existing 
in machines. Such problems, for example, as the value of a quick- 
return motion, or of a given type of valve gear or link motion ; 
or again, problems involving the action of forces in machines, 
such as the turning moment produced on the crankshaft by a 
given piston pressure, or the belt pull necessary to crush a cer- 
tain kind of stone in a stone crusher, and many other similar 
matters. 

All of the above problems may be solved by the determination 
of the velocities of various parts and hence the matter of finding 
these velocities deserves some further consideration, more espe- 
cially in view of the fact that a somewhat simpler method than 
that described in Chapter III, and which enables the rapid solu- 
tion of all Bucl\ problems, is available and may now be discussed. 
The graphical method of solution is usually the best, because it 
is simple and because the designing engineer always has drafting 
instruments available for such a method, and further because 
motions in machines are frequently so complex as to render 
mathematical solutions altogether too cumbersome. 

68. Method to be Used.— In all machines there ia one part 
which has a definitely known motion, and frequently this motion 
is one of rotation about a fixed center at imiform speed, as in the 
case of the flywheel of an engine, or the belt wheel of a stone 
crusher on punch or machine tool, this part is called the link o 
reference. Provided the motion of this link is known, 
possible to definitely determine the motions of all other parts, 
but if its motion is not known, then all that is possible is the 
determination of the relative motions of the various parts; the 
method described here may be used in either case. 



a stone 
link of J 

'n, it is ' 
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The construction about to be explained has been called by ita 
discoverer' the phorog raph method, and, as the name suggeets, 
. . js a method tor graphically representing the motions. It is a 
vector method of a kind similar to that used in determining the 
stresses in bridges and roofa with the important differences that 
the vector used in representing stresses are always parallel to the 
member affected, while the vector representing velocity is in 
many cases normal to the direction of the link concerned and 
further that the diagram is 
' drawn on an arbitrarily selected 
' link of reference which is itself 
moving. 

69. The Phorogr^^— The 
phorograph is a construction 
by which the motions of all 
points on a machine may be 
represented in a convenient 
graphical manner. As dis- 
cussed here the only applica- 
tion made is to plane motion 
although the construction may 
readily be modified so as to 
make it apply to non-plane motion, but in most cases of the- 
latter kind any graphical construction becomes complicated. 
The method is based on very tew important principles and 
these will first be explained. 

60. Relative Motion of Points in Bodies. Fixst Principle. — ^The-^ 

first principle is that any one point in a rigid body can move/ 

, relatively to any other point in the same body only in a direc- J 

tion at right angles to the straight line joining them; that is to ' 

say, it the whole body moves from one position to another, then 

the only motion which the one point has that the other has not is 

in a direction normal to the line joining them. To illustrate 

this take the connecting rod of an engine, a part of which is shown 

at a in Fig. 29 and let t^e two points B and C, and hence the 

line BC, lie in the plane of the paper. Let the rod move from 

o to a', the line taking up the corresponding new position B'C. ' 

During the motion above described. C has moved to C and B 

' pRorsssoR T. R. Robebbuoh of the University of Townto discovered 

the method find firat gave it- to his claseea about 25 years ago, but the 

principle has not appeared in print before. 



Pia. 29. 
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to ff. Now draw BBi., parallel to CC and C'Bi, paraUel to BC, 
then an inspection of the figure shows at Once that if the rod had 
only moved to B\C' the points B and C would have had exactly 
the game net motion, that is, one of translation through CC = ■ 
BBi. in the same direction and sense, and hence B and C would 
have had no relative motion. But when the rod has moved to 
a, B has had a further motion which C has not had, namely 

Thus during the motion of a, B has had only one motion not 
shared by C, or B has moved relatively to C through the arc 
BiP', and at each stqge of the motion the direction of this arc 
was evidently at right angles to the radius from C", or at right 
angles to the line joining B and C. 

Thus when a body has plane motion any point in the body 
can move relatively to any other point in the body on^ at right 
angles to the line joining the two points. It follows froiii this 
that if the line joining the two points should be normal to the 
plane of motion, then the two points could have no relative 
motion. 

61. Second Principle. — ^Let Fig, 30 represent a mechanism 
having four links, a, b, c and d, joined together by four turning 



■J ff 



pairs 0, P, Q and R as indicated. This mechanism is selected 
because of its common apphcation and the reader will find it 
used in many complicated mechanisms. For example, it forms 
half the mechanism used in the beam engine, when, the links are 
somewhat differently proportioned, a being the crank, h the con- 
necting rod and c one-half of the walking beam. The same chain 
is also used in the stone crusher shown at Fig. 95 and in many 
other places. 

The second principle upon which the phorograph depends may 
now be explained by illustrating with the above mechanism. 
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Id thia mechaniatn the fixed link is d which will be briefiy 
referred to a& the frame. Thus and R are fixed bearings or 
permanent centers, while P and Q move in arcs of circles about 
and R respectively. Choose one of the links as the link of 
reference, usually a or c will be most suitable as they both have 
■—ft-petmanentceD ter while fc has not; the one actually selected is 
a. Imagine^Sat to a there is attached an immense sheet of 
cardboard extending indefinitely in all directions from 0, and 
for brevity the whole sheet will be referred to as a. 

A consideration of the matter will show that on the cardboard 
on the link a there are points having all conceivable motions and 
velocities in magnitude, direction and sense. Thus, if a circle 
be drawn on a with center at 0, all points on the circle will have 
velocities of the same magnitude, but the direction and sense will 
be different; or if a vertical line be drawn through 0, all points 
on this line will move in the same direction, that is, horizontal, 
those above moving in opposite sense to those below and all 
points having diiferent velocities. If any point on a be selected, 
its velocity will depend on its distance from 0, the direction of its 
motion will be normal to the radial line joining it to 0, and its 
sense will depend upon the relative positions of the point and 
on the radial line.. The above statements are true whether a 
has constant angular velocity or not, and are also true even 
though moves. 

From the foregoing it follows that it will be possible to 
find a point on a having the same motion as that of any point Q 
in any link or part of the machine, which motion it is desired to 
study; and thus to collect on a a set of points each representing 
the motion of a given point on the machine at the given instant 
Since the points above described are all on the link a, their 
relative motions will be easily determined, and thia therefore 
affords a very direct method of comparing the velocities of the 
various points and links at a given instant. If the motion of a 
is known, as is frequently the case, then the motions of all points 
on a are known, and hence the motion of any point in the mechan- 
ism to which the determined point on a corresponds; whereas, 
if the motion of a is unknown, only the relative motions of the 
different points at the instant are known. 

A collection of points on a certain link, arbitrarily chosen as 
the link of reference, irtiich points have the same motions as 
points on the mechanism to which they correspond, and about 
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which mfoimation is desired, is called the phorograph of the 
mechanism, because it represents graphically (vectotially) the 
Telative motionB of the different points in the mechanism. 

62. Third Principle. — The third point upon which this graph- 
ical method dependa is that the very conBtruction of the mectmn" 
ism supplies the information necessary for finding in a simple 
way the representative point on the reference link corresponding 
to a given point on the mechanism ; this representative point may 
be conveniently called the image of the actual point. Looking at 
the mechanism of Fig! 30, and remembering the first principle 
as enunciated in Sec. 60, it is clear that if it is desired to study the 
motion and velocity of such a point as Q, then the mechamsm 
gives the followiag information at once: 

1. The motion of Q relative to P is normal to QP since P 
and Q are both in the link b, and as P is also a point in link a, 




Fia. 31. 

the motion of Q — P in a is normal to QP, or the motion of Q 
in 6 with regard to a point P in o is known. 

2. Since Q is also a point in c the motion of.Q ^^ Ria normal to 
QR, But A is a point in the fixed link d and henoe R ia stationary 
as is, 90 that the motion of Q -^ A ia the same as the motion 
oiQ'^0, Hence the motion of Q with regard to a second point 
in a is known. 

As will now be shown these facts are sufficient to determine on 
a point Q', a having the same motion as Q and the method of 
doing this will now be demonstrated in a general way. 

63. Images of Points. — Let there be a body K, Fig. 31, con- 
tainii^ two points E and F, and let K have plane motion of any 
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nature whatsoever, the exact nature of its motion being at pres- 
ent unlmown. On some other body there is a point also 
moving in the same plane as K; the location of G is unknown 
and the only information given about it is that its instantaneous 
motion relative to E is in the direction 0—1 and its motion 
relative to F is in the direction G — 2. It is required to find a 
point G' on K which has the same motion as G; the point 0' is 
called the image of G. 

S^ferring to the first principle it is seen that the motion of any 
point in K'-^E IB perpendicular to the line joining this point to 
E, for example the motion otF '^ E'ib perpendicular to FE. Now 
a point G' is to be found in K having the same motion as G, and as 
the direction of motion ot G'^ Eib given, this gives at once the 
position of the line joining E to the required point; it must be per- 
pendicular to G — 1 and pass through E. The point could not 
lie at H for instance, because then the direction of motion would 
be perpendicular to HE, which is different to the specified direc- 
tion G — 1- Thus G' lies on a line EG' perpendicular to G — 1 
through E. 

Similarly it may be shown that G' must he on a line through 
F perpendicular to G — 2, and hence it must he at the intersec- 
tion of the lines through E and F or at G' as shown in Fig. 31. 
Then G' is a point on K having the same motion as G in some 
external body. 

64. Possible Data.— A little consideration will show that it is 
not possible to assume at random the sense or magnitude of the 
motionSj but only the two directions. The point G' could, how- 
ever, be found by assuming the data in another form; for example, 
if the angular velocity of K were known and also the magnitude 
direction and sense of motion of G — E, G' could be located, and 
then the motion oi G'^F could be determined, the reader will 
readily .see how this is done. In general the data is given in 
the form stated first, as will appear later. 

Now as to the information given, the discussion farther on will 
show this more clearly but to introduce the subject in a simple 
way let the virtual center of the body at the given instant, with 
regard to the earth, be H and let the body be rotating at this 
instant in a clockwise sense at the rate of n revolutions per min- 
ute or u = -^radians per second. Then the motion of G in 
space is in the direction normal to G'H, and it is moving to the 
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right with a velocity G'Hm ft. per second, where G'H is in feet. 
Further, the motion of G^^ E is in the sense G — 1 and the veloc- 
ity of G -^ £ is EG'.u ft. per second. 

65. Ai^lication to Mechanisms. — ^The application of the above 
. principles to the solution of problems in machinery will illustrate 
the method very well, and in doing this the principles upon which 
the construction depends should be carefully studied, and atten- 
tion paid to the fact that if too much is assumed the different 
items may not be consistent. 

The simple mechanism with four links and four turning pairs 
will be again selected as' the first example, and is shown in Fig. 
32, the letters a, b, c, d, 0, P, Q and R having the same significance 
as in former figures and a is chosen as the link of reference, or 
more conveniently, the primary link, a rough outline being shown 
to indicate its wide extent. In future this outline will be omitted. 
It is required to find the linear velocities of the point S the center 
of b, of T in c and of Q, also the angular velocities of b and c com- 
pared to a while the mechanism is passing through the position 
shown in the figure. 

Points will first be found on a having the same motions as Q 
and R, these points being the unages of Q and R, and are indi- 
cated by accents; thus Q' is a point on a having the same motion 
in every Yespect as Q actually has. 

Inspection at once shows that since P is a point in a therefore 
P' the image of P will coincide with the latter, and if w be the 
angular velocity of a (where u may be constant or variable), 
then the hnear velocity of P at the instant is OP.ta — aw ft. per 
second, where a is the length in feet of the link a. The direc- 
tion of motion of P is perpendicular to OP and its sense must 
correspond with w. Such being the case, the length OP or a 
represents o« ft. per second, so that the velocity scale istu :1. 
Again since R is stationary it is essential that R' be located at 
O the only stationary point in the link a. 

The point Q' may be found thus: The direction of motion 
of Q — P is perpendicular to QP or b, and hence, from the prop- 
osition given in Sec. 60 to 63, Q' must lie in a line through P' 
- (which coincides with P) perpendicular to the motion of Q '>- P, 
that is in a line through P" in the direction of b, or on b produced. 
Again, the direction of motion of Q-~^R is perpendicular to 
QR or c, and since R' at has the same motion as R, both being 
fixed, this is. also the direction of motion of Q — R', so that Q' lies 
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on a line through R! perpeadicular to the motion of Q ^^ A, that isi 
on the hne through R' in the direction of e. Now as Q' has been 
shown to lid on 6 or on ft produced, and also on the line through 
parallel to c, therefore it lies at the point shown on ttie diagram 
at the intersection of these two lines. 

66. Inutges are Points on the Primaiy Link. — It may be well 
again to remind the reader that the point C is a point on a but 
that its motion is identical with that of Q at the junction of the 
links ft and c. If the angular velocity of a is u radians per second, 
then the linear velocity of Q' on a is O'Cu ft, per second and its 
direction in space is perpendicular to Q'O, and from the sense d 
rotation shown on Fig. 32 it movea to the left. Since the motion 
of Q' is the same as that of Q then Q also moves to the left in 
the direction normal to Q'O and with the velocity Q'O.o* ft. per ■ 




Fia. 32. 



67. Images of Unks.— Since P' and Q' are the images of P and 
Q on ft, P'Q' may be regarded as the image of ft, and will in future 
be denoted by ft'; similarly ii'O'(OQ') will be denoted by (f. By 
a similar process of reasoning it may be shown that since S bisects 
PQ, so will S' bisect P'Q' and also T' may be found from the 
relation R'T : T'Q' = RT : TQ. 

Since the latter point is of importance and of frequent occur- 
rence, it may be well to prove the method of locating S'. The 
direction of motion of jS — P is clearly the same as that of Q/^P, 
that is, perpendicular to PQ or ft, but the linear velocity of Q '^ 
P is twice that of S'^P, both being on the same link and S 
bisecting PQ. But the motion of i" is the same as P and of Q' is 
the same as Q; hence the motion of Q* '^ P' is exactly the same as 
that of Q^P, so that the velocity of S' '^ f is one-half that 
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of Q' '-^ P", or 5' will lie on P'Q' and in the center of the latter 
\5 line. 

68. Angular Velocities. — The diagram may be put to further 
use in determining the angular velocities of 6 and c when that of 
a is known or the relation between them when that of a is not 
known. Let o« and we, respectively, denote the angular velocities ■ 
of b and c in space, the angular velocity of the primary link a 
being u radians per second. Now Q and P are on one link b and 
the motion of Q'^ P is perpendicular to QP, and hence the 
velocity of Q •^ P is QP.oib = h.ta, ft. per second where w» is the 
angular velocity of b, and toj is as yet unknown. Again Q' and 
P" are points on the same link a, which turns with the known 
angular velocity w, and hence the velocity of Q' '^ P' is QP'.m = 
b'ta ft. per second. But from the nature of the case, since Q' has 
the same motion as Q, and P* the same motion as P, the velocity 
of Q '^ P is equal to that of Q' •^ P', that is, but = f/a or 

Similarly 

69. Image of Link Represents Its Angular Velocity. — ^The ^^ 
above discussion shows that if the angular velocity of a is con- j 
stant then the lengths of the images b' and c' represent theangular / 
velocities of the links b and c to the scale r and - respectively, 
since b and c are the same for all positions of the mechanism. On 
the other hand, even though w is variable, at any instant -^ = -V 
etc., so that there is a direct method of getting the relation 
between the angular velocities in such cases. 

70. Sense of Rotation of Links. — The diagram further shows 
the sense in which the various links are turning, and by the 
formulas for the angular velocities these are readily inferred. 
Thus imh, = -T-di, and starting at the point P, P'Q' = &' is drawn to 

the left and PQ = 

or the link b is at the instant turning in opposite sense to a or 

in a clockwise sense. In the case of the link c the hnes R'Q' and 



nigiUrrlb/COO^IC- 



I 



58 THE THEORY OF MACHINES 

RQ are drawn upward fnnn R and R", that is — is positive and 
hence a and c are turning in the same aenae. 

7L Fboiognvh a Vector Diftgram.— The figure OP'^R' is 
evidently a vector dii^nun for the mechanism, the distance of 
any point oa this diagram from the pole being a measure of the 
velocity of the correepoading point in the mechanism. The 
direction of the motion in space is normal to the line joining the 
im^e of the point to 0, and the sense of the motion is known 
from the sense of rotation of the primary link. Further, the 
lengths of the aides of this vector diagram, b'(P'Q'), c'(fl'Q') 
and d'iOR') are measures of the angular velocities of these links 
the sense of motion being determined as explained. As d is at 
rest, OR' haa no length. 

In Fig. 33 other positions and proportions of a similar mechan- 
ism are shown, in which the solution is given and the results will 
be -as follows: 




6' c' 

At (1) the ratio -r is positive as is also — or all links are turning 

in the same sense; at (2) the link a is parallel to e and hence Q* 
and P* lie at P, so that 6* = ort* - t^m - 0,that is, at this in- 
stant the link & has no angular velocity and is either at rest or 
has a motion of translation. Evidently it is not at rest since the 
velocity of all points on it are not zero but are OP.a = aa ft. 
per second. As shown at (3) the links a and h are in one straight 
line and in the phorograph Q' and R' both lie at 0, ao that Q'fi' = 
e' ~ 0, and hence ws = 0, in which case the link c is for the 
instant at rest, since both Q* and R' are at 0, the only point at 

h' c' 

rest in the figure. At (4) both the ratios -r and -; are negative 

BO that b and c both turn in opposite sense to a and therefore 
in the same sense as one another. At (5) the parallelc^ram 
used commonly on the side rods of locomotives, is shown and the 
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phorograph ehowe that Q* and P* coincide with P so that 6' = 
. or the aide rod b has a motion of translation, as is well known. 
There is the further well-known conclusion that since c^ = c the 
links a and c turn with _the.sajne angular velocity. 

It is to be noted that if the image of any link reduces to a 
' dngle point two explanations are possible : (a) if this point falls 
at the link is stationary for the instant as for d in the former 
figure, and also as for c in (3) of Fig. 33; but (6) if the point is 
not at O, the inference is that all points in the link move in the 
same ^ay or the link has a motion of translation at the instant, 
as for the link b in (2). ' ■ \/. 

The method will now be employ^ in a few typical cases. 

72. Further Example. — The mecli^nism shown in Fig. 34 is a 
little more oomphcated than the .previous ones. Here P", Q' 




and R' are found as before, and since the motions of iS -^ Q and S — P 
are perpendicular respectively to SQ and SP, therefore S'P" 
and S'Q' are drawn parallel respectively to SP and SQ, thus 
locating S'. Also T' is located from the relation RfT' : T'Q' == 
RT:TQ (Sec. 67). Next smce the motions of U-^Sa-nd U^ Tare 
(pven, draw S'U' parallel to 8V and TJ'T' parallel to t/T, then- 
intersection locating U'. Assuming o to turn at angular velocr 
ity 0) in the sense shown, then the angular velocity of *?(/ is 
„,. ■ CO in the same sense as a and that of UT is ,.„, win opposite 

sense to a (Sec. 70). The linear velocity ai V is OU'm ft, per 
second. 

78. Image is Exact Copy of Linli. — There is an important 
point which should be emphasized here and it is illustrated in 
finding the image of the link b. The method shows that the rela- 
tion .of S' to P'Q' is the same as that of i$ to PQ, or the image 
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of the link is an exact copy of the linlr itself, and although it may 
be inverted and is usually of different aize, all lines on the image 
are parallel with the corresponding lines on the mechanism. 
Whenever the image of the link is inverted it simply means that 
the link, of which this is the image, is turning at the given in- 
stant in the opposite sense to the link of reference; if the image is 
the same size as the original link, then the link has the same 
angular velocity as the link reference. 

74. Valve Gear. — The mechanism shown in Fig. 35 is very 
commonly used by some engine builders for operatii^ the sUde 
valve, OP being the eccentric, RS the rocker arm pivoted to 
the frame at R, ST the valve rod and T the end of the valve 
stem which has a motion of sUding. OP has been selected as 
the hnk of reference and P',.Q', R' and S' are foimd as before. 




Pro. 36. — Valve gear. 



The construction forces T to move horizontally in space, and 
therefore T' must lie on a hne through perpendicular to the 
motion of T, that is T' is on a vertical line through 0, and further 
T lies on a line through S' parallel to ST, which fixes T". 

Following the instructions given regarding former cases, it is 
evident that the velocity of the valve is 07".tD ft. per second, 
u being the angular velocity of OP. While the other velocities 
are not of much importance yet the figure gives the angular 

velocity of ST aa "Sm-w in the opposite sense to a and the 
linear velocity of 5 is greater than that of T in the ratio 0S':0T'. 
76. Steam Engine. — The steam engine mechanism is shown in 
Fig. 36, (a) where the piston direction passes through and (6) 
where it passes above with the cyUnder offset, but the same 
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letters and description will apply to both. Evidently Q' liee 
on P'Q' through P', parallel to PQ, that is, on QP produced*, and 
also since the motion of Q in space is horizontal, Q' will lie on the 
vertical through 0. 

The velocity of the piston is OQ'm in both cases and the angular 

velocity of the connecting rod is 7^ w in the opposite sense to that 
of the crank, since P'Q' Ues to the left of P' while PQ lies to the 
right of P, and it is interesting to note that in both cases when 
the crank is to the left of the vertical line through 0, the crank 
and rod turn in the same sense: further that the rod is not turn- 




ing when the crank is vertical because Q' and P' coincide and 
henoe b' = 0. Again, the piston velocity will be zero when Q' 
lies, at O, which will occur when a and b are in a straight line; 
the maximum piston velocity will be when OQ' is greatest and this 
wUl not occur for the same crank angle in the two cases (a) 
and (6). 

If a comparison is made between the two figures of Fig. 36 
it will be clear that the length OQ' in the upper figure is greater 
than the corresponding length in the lower one, or the upper 
[uston is moving at this instant at a higher rate than the lower 
one, but if the whole revolution be examined the reverse will be 
true of other crank positions; in fact, the lower construction is 
frequently used as a quick>retum motion (see Fig. 27). 
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76. Whitwortb Quidc-retom Hotion.— The Whitworth quick- 
retuni motion, already described ^d Bhown at F^. 11, is illus- 
trated at Fig. 37. There are four links a, b, d and « and two 
sliding blocks, c and /, d being the fixed and a the driving 
link which rotates at speed a, and is selected as the primary 
link. P' and Q' are found by ins[>ection. Further, iS' lies on a 
vertical line through 0, and R' on a line through Q' parallel to 
QR, but the exact positions of S' luid R' are unknown. 




Fio. 37. — Whitworth quick-4:etum motion. 



Now f* is a point on both a and c. Choose T on b exactly 
below P on a, T thus having a different position on b for each 
position of a. As all links haye plane motion, the only motion' * 
which T can have relative to P is one of sliding in the direction 
of b, or the motion of T ■^^ P is in the direction of b; hence T' lies 
on a line through P' perpendicular to b. But T is a point on the 
link b and hence 7" must be on a line through Q' parallel with b; 
thus T' is determined, and having found T' it is very easy to find 
H' by dividing Q'T' externally at R' so that 
Q'R' __ QR. 
Q'T' QT 
The dotted lines show a simple geometrical method for finding 
this ratio, and it is always well to look for some such method as it 
enormously reduces the time involved in the problem. 

Now since S moves horizontally, S' will be located on the 
vertical line through and also on the line R'S' through R' 
parallel to RS. This return motion is frequently used on shapers 
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and other machioea, the tool holder being attached to the block 
. /, so that the tool holder is moving with linear Velocity OS'.ui and 

the angular velocity of the link h is .-„ -w in the same aenBe as a. 

It must be noticed that although P and T coincide, their images 
do not, for T has a sliding motion with regard to P at the rate 
P'T'.ia ft. per second, and hence both cannot have the same 
velocity. If P' and T' coincided 
then P and T would have the 
same velocity. The velocity dia- 
gram for S for the complete 
revolution of a ia shown in Fig. 38. 

77. Stephenson Link Motion. — 
The Stephenson link motion 
shown in Fig. 39 involves a 
slightly difFerent method of at- 
■tack. The proportions have been 
considerably distorted to avoid 
confusion of lines. The primary 
link is the crankshaft containing the crank C and the eccen- 
trics E and F, and the scale here will be altered so that 
OC' = 2 X OC, OE' and OF' being sunilarly treated. The 
scale will then be OC ™ OC.u ft. per secoDd or y^u : 1. 

The poults C, E', F', H', D' and J' are readily located. Further 
choose M on the curved link AGB directly below K on the rocker 
arm LDK and draw lines E'A', F'B', H'G' and D'K', of unknown 
lengths but parallel respectively to EA, FB, HG and DK. It 
has already been seen (Sec. 73) that the image of each link is 
similar to and similarly divided to the link itself (it is, in fact, a 
photographic image of it); hence the link AGB must have an 
image similar to it, that is, the (imaginary) straight hnes A 'G' and 
G'B' must be parallel to AG and GB and the triangle A'Q'B' 
must be similar to AGB. But the lines on which A', G' and B' Ue 
are known; hence the problem is simply the geometrical one of 
drawing a triangle A'G'B' similar and parallel to AGB with its 
vertices on three known lines. The reader may easily invent a 
geometrical method of doing this with very little effort, the pro- 
cess being as simple as the one shown in Fig. 37, but the con- 
struction is not shown because the figure is already complicated. 

flaving now located the points A', 0' and B' the curved link 
A'G'B' may be made by copying AGB on an enlarged scale and on 
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it the point Af' "may be located similarly to M in the actual link. 
For the purpose of illustrating the problem the image of the 
curved link has been drawn in on the figure although this is not 
at all necessary in locating M'. Since K slides with regard to M, 
then K'M' is drawn normal to the curved link at M' which 
locates K' and then L' is found from the relation LD : DK = 
L'D' : D'K'. 

The construction shows that the curved link is turning in the 

same sense as the crank with angular velocity H~To "" since 
the scale is such that OE' = 20E. Again, the valve is moving to 




liok motion. 



the right at the velocity represented by OL', and further the 
velocity of sliding of the block in the curved link is represented 
by K'M', both of these on the same scale that OC — 2 . OC 
represents the linear velocity of the crankpin. The method 
gives a very direct means of studying the whole link motion. 

78. Reeves Valve Gear.— The Corhss valve gear used on the 
Reeves engine is shown diagrammatically in Fig 40, there being 
no great attempt at proportions. Very little explanation is 
necessary; 0, E and S are fixed in space, S being the end of the 
rocking valve stem; hence R' and S' are at 0, and the link OP is 
driven direct from the crankshaft through the eccentric connec- 
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Fig, 40, — Raevea valve gear. 
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tion. The point Q on the eliding blook e is directly over a mova- 
ble point T on the lever / which lever is keyed to the valve stem. 
The image of the link / is found by drawing S' T' parallel to 57* and 
7" is located by drawing Q'T' perpendicular to S'T' or to 57*. In 
this position the angular velocity of the valve is -^sr times that 
of the link OP, and from this data the linear velocity of the valve 
face is readily found 

79. Joy Valve Gear. — This chapter will be concluded by one 
other example here, although the method has been used a good 
deal throughout the book and other examples appear later on. 
The example chosen is the Joy valve gear, shown in Fig. 41, this 
gear having been largely used for locomotives and reversing 
engines. Referring to the figure, a is the crank, b the connecting 
rod, c the orosshead, e or RST, / and g or SWV are links connected 
as shown. The link g, to which the valve stem is connected at 
V, is pivoted to a block h, which ordinarily sUdes in a slotted link 
fixed in position, but in order to reverse the engine the slotted 
block is thrown over to the dotted position. 

There should be no difficulty in solving this problem, the only 
point causing any hesitation being in drawing OW, which should 
be normal to the direction of motion of the block h. The velocity 
of the valve is OV ■ a in opposite sense to P and of such a 
point as iS is OS' • w in a direction at right angles to OS'. 

80. Important Piindples. — It may be well to call attention to 
certain fundamental points connected with the construction dis- 
cussed. In the first place, it will be seen that the method is a 
purely vector one for representing velocities, and is thus quite 
analogous to the methods of graphic statics. As in the latter 
case the idea seems rather hard to grasp but the application will 
be found quite simple, and even in compUcated mechanisms 
there is Uttle difficulty. Graphical methods for dividing up 
lines and determining given ratios are worth the time spent in 
devising them. 

It should be remembered that in the phorograph the Image of 
a link is a true imag« of the actual link, that is, it is exactly 
similar to it, and similarly divided, and Is always parallel to tlie 
link but may be inverted relative to it The image may be tlie 
same size or larger or smaller tlian the link depending on how 
fast it is revolving; it is in fact exactly irtuit might be seen by 
looking through a lens at the link. If this statement is kept in 
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mind, it will greatly aid in the solution of problems and the 
understanding of the method. 

QOESTIONS ON CHAPTER IV 

1. Prove that any point In ft body c&n only move relatively to any other 
point, in a direction perpendicular to the line joining them. 

2. Define the phorograph and etate the principlea involved. 

3. A body a rotates about a fixed center 0; show that all points in it have 
different velocities, either in magnitude, sense or direction. 

4. Show that the phorograph is a vector digram. What quantities 
may be determined directly by vectors from it? 

6. If the image of a link is equal in length to the link and in the same 
sense, what is the conclusion? What would it be if the Image was a point? 
*/ 6. In the mechanism (3) of Fig. 0, let d turn at constant speed, as in the 
Gnome motor; find the phorograph and the angular velocity of the rod 6. 

7. In an engine of 30 in. stroke the connecting rod is 00 in. long, and the 
engine runs at 90 revolutions per minute. Find the magnitude and sense of 
the angular velocity of the rod for crank ar^es 45°, 135°, 235° and 315°. 

8. Make a diagram of a Wolschaert valva gear and find the velocity and 
direction of motion of the valve for a given crank position, 

9. Plot the angular velocity of the jaw and the linear velocity of the 
center G of the crusher ipven in Chapter XV, Fig. 168. See also Kg. 96. 
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CHAP.TER V 
TOOTHED GEARING 

81. Fonns of Drives. — Iq machinery it is frequently neoeesary 
to tniD8niit power from one shaft to another, the ratio of the 
angular velocities of the shafts being known, and in very many 
cases this ratio is constant; thus it may be desired to transmit 
power from a shaft running at 120 revolutions per minute to 
another running at 200 revolutions per minute. Various methods 
are possible, for example, pulleys of proper size may be attached 
to the shafts and connected by a belt, or sprocket wheels may be 
used and connected by a chain, as in a bicycle, or pulleys may be 
placed on the shafts and the faces of the pulleys pressed together, 
so that the friction between them may be sufficient to transmit 
the power, a drive used sometimes in trucks, or, f^ain, toothed 
wheels called gear wheels may be used on the two shafts, as in 
street cars and in most automobiles. 

Any of these methods is possible in a few cases, but usually 
the location of the shafts, their speeds, etc., make some one of 
the methods the more preferable. If the shafts are far apart, a 
belt and pulleys may be used, but as the drive is not positive the 
belt may sHp, and thus the relative speeds may change, the speed 
of the driven wheel often being 5 per cent, lower than the diam- 
eters of the pulleys would indicate. Where the shafts are fairly 
close together a belt does not work with satisfaction, and then a 
chain and sprockets are sometimes used which cannot slip, and 
hence the speed ratio required may be maintained. For shafts 
which are still closer together either friction gears or toothed 
gears are generally used. Thus the nature of the drive will 
depend upon various circumstances, one of the most important 
being the distance apart of the shafts concerned in it, another 
being the question as to whether the velocity is to be accurately 
or only approximately maintained, and another being the power 
to be transmitted. 

. 82. Spur Gearing. — The discussion here deals only with drives 
of the olass which use toothed gears, these being generally used 
between shafts which must turn with an exact velocity ratio which 
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must be known at any instant, and they are generally used when 
the shafts are fairly close together. It will be convenient to 
deal first with parallel shafts, which turn in opposite senses, the 
gear wheels connecting which are called spur wheels, the larger 
one being commonly known as the gear, and the smaller one as 
the pinion. Kinematically, spur gears are the exact equivalent 
of a pair of smooth round wheels of the same piean diameter, and 
which are pressed together so as to drive one another by friction. 
Thus if two shafts 15 in. apart are to rotate at 100 revolutions per 
minute and 200 revolutions per minute, respectively, they may 
be connected by two smooth wheels 10 in and 20 in. in diameter, 
one on each shaft, which are pressed together ao that they will not 
slip, or by a pair of spur wheels of the same mean diameter, both 
methods producing the desired results. But if the power to be 
transmitted is great the friction wheels are inadmissible on ac- 
count of the great pressure between them necessary to prevent 
dipping. If slipping occurs the velocity ratio is variable, and 
such an arrangement would be of no value in such a drive as is 
used on a street car, for instance, on account of the jerky motion 
it would produce in the latter. 

83. Sizes of Gears. — In order to begin the problem in the 
simplest possible way consider first the very common case of a 
pair of spur gears connecting two shafts which are to have a con- 
stant velocity ratio. This is, the ratio between the speeds ni 
and ni is to be constant at every instant that the shafts are re- 
volving. Let I be the distance from center to center of the shafts. 
Then, if friction wheels were used, the velocities at their rims 
wiU be irdiTii and trdim in. per minute, where d\ and dt are the 
diameters of the wheels in inches, and it will be clear that the 
velocity of the rim of each will be the same since there is to be no 
slipping. 

Therefore rfini = djnj 

since irdiMi = ird%n% 

and I TiTii = rjnj where ri and ra are the radii. 

But r-i ■{■ Ti = I -fy ^ ■ I 

Hence — ra + rj = i 



"i 
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Now, whatever actual shape is given of these wheels, the motion 
of the shafts must be the same as if two smooth wheels, of miie» 
as determined above, rolled together without slipping. In 
other words, whatever shape the wheels actually have, the re- 
sulting motion must be equivalent to that obtained by the roll- 
ing together of two cyUnders centered on the shafts. In gear 
wheels these eyhnders are called pitch cylinders, and their pro- 
jections on a plane normal to their axes, pitch circles, and the 
oiroles evidently, touch on a line joining their centers, which 
point is called the pitch point 

84. Proper Outlines of Bodies in Contact — ^Let a small part 
of the actual outline of each wheel be as shown in the hatched 
lines of Fig. 42, the projections on the wheels being required to 




FiQ. 42. 



prevent slipping of the pitch lines. It is required to find the 
necessary shape which these projections must have. 

Let the actual outlines of the two wheels touch at P and let 
P be joined to the pitch point C; it has been already explained 
thftt there must be no slipping of the circles at C. Now P is a 
point in both wheels, and as a point in the gear b it moves with 
regard to C on the pinion a at right angles to PC, while as a 
point on the pinion a it moves with regard to the gear b also at 
right angles to PC. Whether, therefore, P is considered as a 
point on a or b its motion must be normal to the line joining it to 
C. A little consideration will show that, in order that this con- 
dition may be fulfilled, the shape of both wheels at P must be 
normal to PC. 
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- In order to see this more clearly, examine the case shown in 
the lower part of the figure, where the projections are not normal' 
to PiC at the point Pi where they tonoh. From the very nature 
of the case sliding must occur at Pi, and where two bodies slide 
on one another the direction of sliding must always be along the 
common tangent to their surfaces at the point of contact, that 
is, the direction of sliding must in this case be PiP'. But Pi 
is the point of contact and ia therefore a point in each wheel, 
and the motion of the two wheels must be the same as if the two 
pitch circles rolled together,' having contact at C. Such being 
the case, if the two projections shown are placed on the wheels, 
the direction of motion at their point of contact should be 
perpendicular to PiC, whereas here it is perpendicular to PiC 
This would cause slipping at C, and would give the proper 
shape for pitch circles of radii AC and BC, which would corre- 
spond to a different velocity ratio. Thus C" should lie at C and 
PiP' should be normal to PiC. 

Another method of dealing with this matter is by means of 
the virtual center. Calling the frame which supports the bear- 
s of a and b, the link d, then A is the center ad and B is bd 
while the pitgh point C is a6. It ia shown at Sec. 33 that the 
motion of b with regard to a at the even instant is one of rota- 
tion about the center ab and hence the motion of Pin b is normal 
to PC. Where the two wheels are in contact at P there is rela- 
tive sliding perpendicular to PC, that is, at P the surfaces must 
have a common tangent perpendicular to PC. The shape 
shown at Pi is incorrect because from Sec. 33 the center ab must 
lie in a normal through Pi and also on ad — M front the 
theorem of the three centers, Sec. 39; so that it would lie at 

C But if a& were at d' then — = -7-77; which does not give 
the ratio required. 

86. Conditions to be Fulfilled. — From the foregoing the follow- 
ing important statements follow: The shapes of the projections 
or teeth on the wheels must be such that at any point of contact 
they will have a common normal passing through the fixed pitch 
point, and while the pitch circles roll on one another the pro- 
jections or teeth will have a sliding motion. These projections 
on gear whe^s are called teeth, and for convenience in manu- 
facturing, all the teeth on each gear have the same shape, al- 
though this is not at all necessary to the motion. The teeth 
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on the pinion are not the same shape as those on the gear with 
which it meshes. 

There are a great many shapes of teeth, which will satisfy 
the necessary condition set forth in the previous paragraph, but 
by far the most common of these are the cydoidal and the in- 
volute teeth, so called because the curves forming them are 
cycloids and involutes respectively. 

86, Cydoidal Teeth.— Select two circles PC and P'C, Fig. 43, 
and suppMse these to be mounted on fiiced shafts, so that the 




Fio. 43.— Cycloidal teeth. 



centers ^1 and B of the pitch.circles, and the centers of the de- 
scribing circles PC&nSP'C, as well as the pitch point C, all He in 
the same straight line, which meanB that the four cu-cles are 
tangent at C. Now place a pencil at P on the circle PC and let 
all four circles run in contact without slipping, that is, the cir- 
cumferential velocity of all circles at any instant is the same. As 
the motion continues P approaches the pitch circles eC and fC, 
and if the right-hand wheel is extended beyond the circle fCh, the 
pencil at P will describe two curves, a shorter one Pe on the 
wheel eCg and a longer one Pf on the wheel fCh, the points e and 
/ being reached when P reaches the point C, and from the condi- 
tions of motion arc PC = arc cC = /C. 

Now i* is a common point on the curves Pe and Pf and also 
a point on the circle PC, which has the common point C with 
the remaining three circles. Hence the motion of P with ref^Lrd 
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to eCg is perpendioular to PC, and of P with regard to /Cft is 
perpendicular to PC, that_i8j the tangents to Pe and Pf at P 
are nor mal to PC, o r the two ciirvea have a bommon tangent, 
and hence a common normal PC at their point of contact, and 
thia normal will pass through the pitch point C, Thus Pe and 
Pj fulfil the necessary conditions for the shapes of gear teeth. 
Evidently the points of contact along these two curves Ue along 
PC, since both curves are described simultaneously by a point 
which always remains on the circle PC. Now these ciurves are 
first in contact at P and the point of contact travels down the 
arc PC relative to the paper till it finally reaches C where the 
points, P, C, e and / coincide, so that since Pe ia shorter than Pf, 
the curve Pe slips on the curve Pf through the distance Pf ~ Pe 
during the motion from P to C. 

Below C the pencil at P would simply describe the same curves 
over again only reversed, and to further extend these curves, a 
second pencil must be placed at P" on the right-hand circle P'C, 
which pencil will, in moving downward from C, draw the curves 
P'g and P'k, also fulfilling the necessary conditions, the points 
of contact lying along the arc CP' and the amount of slipping 
being P'g - P'h. 

Having thus described the four curves join the two formed on 
wheel eCg, that is gP' and Pe, forming the curve Peg'P\ and the 
two curves on fCh as shown at PfkiP\, and in this way long curves 
are obtained which will remain in contact from P to P', the point 
of contact moving relative to the paper, down the arcs PCP", 
and the common normal at the point of contact always passing 
through C. The total relative amount of slipping is PfhiP'i — 
Peg'P'x. If now two pieces of wood are cut out, one having its 
fflde shaped like the curve PeP\ and pivoted at A, whUe the 
other is shaped like PJP'\ and pivoted at £;then from what has 
been said, the former may be used to drive the latter, and the 
motion will be the same as that produced by the rolling of the 
two pitch circles together; hence these shapes will be the proper 
ones for the profiles of gear teeth. 

87. Cycloidal Curves. — The curves Pe, Pf, P'g and P'h, which 
are produced by the rolling of one circle inside or outside of 
another, are called cydoidal curves, the two Pe and P'h being 
known aa hypocycloids, since they are formed by the describing 
. circle rolling inside the pitch circle, while the two curves Pf and 
P'g are known as epioycloidal curves, as they lie outside the pitch 
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circles. Gears having these curves as the profiles of the teeth 
are said to have cycloidal teeth (sometimeB erroneously called 
epicycloidal teeth), a form which is in very cpmmon use. So 
far only one side of the tooth has been drawn, but it will be 
evident that the other side is simply obtained by making a 
tracing of the curve PeP'i on a piece of tracing cloth, with center 
A also marked, then by turning the tracing over and bringing 
the point A on the tracing to the original center A on the draw- 




Fia. 44.— Cycloidal teeth. 



ing, the other side of the tooth on the wheel eCg may be pricked 
through with a needle. The same method may be employed 
for the teeth on wheel fCh. 

The method of drawing these curves on the drafting board is not 
difficult, and may be described. Let C ... 5 in Fig. 44 repr&< 
sent one of the pitch circles and the smaller circles the describing 
circle. Choose the arc C5 of any convenient length and divide 
it into an equal number of parts the arcs C ~1, 1 -2, etc., each 
being so short as to equal in length the corresponding chords. 
Draw radial lines from A aa shown, and locate poiuta 0,H^,K^ at 
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distance from the pitch circle equal to the radiuB of the describ- 
ing circle, and from these points draw in a number of circles 
equal in size to the describing circle. Now lay off the arc IJIf = 
arc IC, and arc 2N equal the arc C2 or twice the arc CI, and the 
arc 3R equal three times arc CI, etc., in this way finding the 
points C, M, N, R, S, which are points on the desired epicycloidal 
curve. Similarly the hypocycloidal curve below the pitch circle 
may be drawn. 

88, Size of Describing Circle. — Nothing has so far been said 
of the sizes of the describing circles, and, indeed, it is evident 
that any size of describing circle, so long as it is somewhat smaller 
than the pitch circle, may be used, and will produce & curve ful- 




filling the desired conditions, but it may be shown that when the 
de8eEibiD£_£ir cle is one-ha lf Jtip Hiampfftr of the corresponding 
pitch circle the hypocycloid becomes a radial Une in the pitch 
circle, and for reasons to be explained later this is undesirable. 
The maximum size_Qf.the describing circle is for this reason 
limited to one-half that, of the corresponding pitch circle and 
when a set~of gears are to run together, the describing circle for 
the set is usually half the size of a gear having from 12 to 15 teeth. 
This will enable any two wheels of the set to work properly 
together. 

The proof that tiie hypocyoloid is a radial line if the describing 
circle is half the pitch circle, may be given as follows: Let ABC, 
Fig. 45, be the pitch circle and DPC the describing circle, P being 
the pencil, and BP the line described by P as P and B approach 
C. The arc BC is equal to the arc PC by construction, and hence 
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the angle PEC at the center E of DPC is twice the angle BDC, 
because the radius in the latter case is twice that in the former. 
But the angles BDC and PEC are both in the smaller circle, 
the one at the circumference and the other at the center, and 
since the latter is double the former they must stand on the same 
arc PC. In other words BP is a radial line in the larger circle 
since DP and DB must coincide. 

89. Teeth of Wheels. — In the actual gear the tooth profiles 
are not very long, but are limited between two circles concentric 




Fig. 46. 



with the pitch circle in each gear, and called the addendnm and 
root circles respectively, for the tops and bottoms of the 
teeth, the distances between these circles and the pitch circle 

being quite arbitrarily chosen by the manufacturers, although cer- 
tain proportions, as given later, have been generally adopted. 
These circles are shown on Fig. 46 and they limit the path of 
contact to the reversed curve PCPi and the amount of slipping 
of each pair of teeth to PR - PD + PyE - P^F = PR + P,E - 
{PD + PiF), the distances being measured along the profiles of 
the teeth in all cases. Further, since the common normal to the 
teeth always passes through C, then the direction of pressure 
between a given pair of teeth is always along the line joining their 
point of contact to C, friction being neglected, the Umiting direc- 
tions of this line of pressure thus being PC and PiC. 
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The arc PC is called the arc of approach, being the locus of 
the points of contact down to the pitch point C, while the arc 
CPi is the arc of recess, Pi being the last point of contact. Sim- 
ilarly, the angles DAC and CAE are called the angle of approach 
and an^e of recess, respectively, for the left-hand gear. The 
reversed curve PCPi is t he ar c of contact and its length depends 
to some extent on the size of the describing circles among other 
things, being longer as the relative size of the describing circle 
increases. If this arc of contact is shorter than the distance be- 
tween the centers of two adjacent teeth on the one gear, then only 
one pair of teeth can be in contact at once and the running is 
uneven and unsatisfactory, while if this arc is just equal to the • 
distance between the centers of a given pair of teeth on one gear, 
or the circular pitch, as it is called (see Fig. 52), one pair of teeth 
will just be going out of contact as the second pair is coming in, 
which will also cause jarring. It is usual to make PCPi at least 
1.5 times the pitch of the teeth. ~Thi8 will, of course, increase the 
amount^ of slipping of the teeth. 

With the usual proportions it is found that when the number 
of teeth in a wheel is less than 12 the teeth are not well shaped 
for strength of wear, and hence, although they will fulfil the 
kinematic conditions, they are not to be recommended in practice. 

90. Involute Teeth. — The second and perhaps the most com- 
mon method of forming the curves for gear teeth is by means of 
involutecurves. Let A and B, Fi^47, represent the axes of the 
gears, the pitch circles of which touch at C, and through C draw 
a secant DCE at any angle d to the normal to AB, and with 
centers A and B draw circles to touch the secant in D and E. 

same speed ratios as the original pitch circles. If then a string 
is run from one dotted circle to the other and used as a belt 
between these dotted or base circles as they are called, the proper 
speed ratio will be maintained and the two pitch circle will 
still roll upon one another without sHpping, having contact at C 
Now, choose any point P on the belt DE and attach at this 
point a pencil, and as the wheels revolve it will evidently mark 
on the original wheels having centers at A and B, two curves 
Pa and Pb respectively, a being reached when the pencil gets 
down to E, and h being the starting point just as the pencil leaves 
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D, aod since the point P traces the curves simultaneously they 
will always be in contact relation to the paper at some point 
along DE, the point of contact traveling downward mth the 
pencil at P. Since P can only have a motion with regard to the 




Fio. 47.— Involute teeth, 
wheel oE normal to the string PE, and ita motion with regard 
to the wheel Db is at right angles to PD, it will be at once evident 




Fia. 48.— Involute teeth, 
that these two curves have a common normal at the point where 
they are in contact, and this normal evidently passes through C. 
Hence the curves may be used &a the profiles of gear teeth 
(Sec. 86). 



,,CoogIc 



,- . TOOTHED GEARING 79 

The method of describing theae curves on the drafting board 
is as follows : Draw the base circle 6-5 with center B, Fig. 48, 
and lay off the short area 6-1, 1-2, 2-3, 3-4, etc., all of equal 
leiigth and so short that the arc may be regarded aa equal in 
length to the chord. Draw the radial lines 56, 5-1,5-2, etc., 
and the tangents hD, 1 ~E, 2-F, Z-G, i~B any length, and 
lay oSi-H = arc 5-4, 3-<? = arc 3-5 which equals twice arc 
5-4, 2-F equal three times arc 5-4, 1~E equal four times 
arc 5-4, etc. ; then D, E, F, G, H and 5 are all points on the 
desired curve and the latter may now be drawn in and extended, 
if desired, by choosing more points below 6. 

91. Involute Curves. — The curves Pa and Pb, Fig. 47, are called 
involute curves, and when they are used as the profiles of gear 
teeth the latter are involute teeth. The angle 6 is the angle of 
obliquity, and evidently gives the direction of pressure between 
the teeth, so that the smaller this angle beoomea the less will be 
the pressure between the teeth for a given amount of power trane- 
mitted. If, on the other hand, this angle is unduly small, the 

' base circles approach bo nearly to the pitch circles in aize that the 
curves Pa and Pb have very short lengths below the pitch circles. 
Many firms adopt for the an^e 14^^°, in which case the diameter 
of the base circle is 0.968 (about ^j^s) ^bat of the pitch circle. ' 
If the teeth are to be extended inside the base circles, as is usual, 
the inner part is made radial. With teeth of this form the dis- 
tance between the centers A and B may be somewhat increased 
without affecting in any way the regularity of the motion. 
Recently some makers of gears for automobile work have in- 
creased the angle of obliquity to 20°, in this way faking the 
teeth much broader and stronger. Stub teeth to be discussed 
later, are frequently made in this way, largely for use on auto- 
mobilesi A discussion of the forms of teeth appears in a later 
section, 

92. Sets of Wheels with Involute Teetii. — Gears with involute 
teeth are now in very common use, and if a set of these is to be ' 
made, any two of which are capable of working together, then 
all must have the same angle of obUquity. The arc of contact 

is usually about twice the circular pitch and the number of teeth ; 
in a pinion should not be less than 12 as the teeth are hable to 
be weak at the root unless the angle of obUquity is increased. 

A more complete drawing of a pair of gears having involute 
teeth is shown in Fig. 49. Taking the upper gear as the driver, 
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the line of contact will be along DPCE, but the addendum circles 
usually limit the length of this contact to some extent, contact 
taking place only on the part of the obliquity line DE inside the 
addendum line. The larger the addendum circles the longer the 
lines of contact will be and the proportions are auch in Fig 49 
that contact occurs along the entire line DE. No contacts can 
possibly occur inside the base circles. 




Fig. 49.— Involute teeth. 



93. Sacks, — When the radius of one of the gears becomes 
infinitely large the pitch Une of it becomes a straight hue tangent 
to the pitch hne of the other gear and it is then caJled a rack. 
The teeth of the rack in the cycloidal ayatem are made in exactly 
the same manner as those of an ordinary gear, but both the de- 
scribing circles roll along a straight pitch line, generating cycloidal 
curves, having the same properties as those on the ordinary 
gear. 

For the involute system the teeth on the rack simply have 
straight sides normal to the angle of obliquity, each side of such 
teeth forming the angle 6 with the radius Une AC drawn from 
the center of the pinion to the pitch point. 

94. Annular or Internal Gears. — In all cases already discusesd 
the pair of gears working together have been assumed to turn in 
opposite sense, resulting in the use of spur gears, but it not in- 
frequently happens that it is desired to have the two turn in the 
same sense, in which case the larger one of the gears must have 
teeth inside the rim and is called an anmilnr or internal gear. 
An annular gear meshes with a spur pinion, and it will be self- 
evident that the annular gear must always be somewhat larger 
than the pinion. 

A small part of annular gears both on the cycloidal and in- 
volute systems is shown at Fig. 50 and the odd appearance of the 
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involute internal gear teeth is evident ; such gears are frequently- 
avoided by the use of an extra spur gear. 



Cjreloldil TsMh 



iDTolnta T«atb 




Fig. 50. — Internal gears. 



96. Interference. — The previous discussion deals with the cor- 
rect theoretical form of teeth required to give a uniform velocity 




Fio. 51. — Interference. 

ratio, but with the usual proportions adopted in practice for 
the addendum, pitch and root circles, it is found that in certain 
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cases parts of teetb on one of the gears would cut into the teeth 
on the other gear, oausing interference. This is most common 
with the involute system and occurs most where the difference 
in size of the gears in contact is greatest; thus interference is 
worst where a small pinion and a rack work together, but it 
may occur, to some extent with all sizes of gears. 

An example will make this more clear. The drawing in Fig. 51 
represents one of the smaller pinions geared with a rack in the 
involute system and it is readily seen that the poiht of the rack 
tooth cuts into the root of the tooth on the gear at H and that in 
order that the pair may work together it will be necessary either 
to cut away the bottom of the pinion tooth or the top of the 
rack tooth. This conflict between the two sets of teeth is called 
inteiference. 

Looking at the figure, and remembering the' former discussion 
(Sec. 90) on involute teeth, it is seen that contact will be along 
the line of obhquity from C to ^ and that points on this line CE 
produced have no meaning in this regard, sojthat if BC denote 
the pitch line of the rack, the teeth of the rack can only be use- 
fully extended up to the hne ED, whereas the actual addendum 
line is FG. Thus, the part of the rack teeth between ED and FG, 
as shown hatched on one tooth on the right, cannot be made the 
same shape as the involute would require but must be modified 
in order to clear the teeth of the pinion. The usual practice 
is to modify the teeth on the rack, leaving the lower parts of the 
teeth on the pinion unchanged, and the figure shows dotted how 
the teeth of the rack are trimmed off at the top to make proper 
allowance for this. 

Interference will occur where the point ^, Fig. 51 (a), falls below 
the addendum hne FG, the one tooth cutting into the other at H 
on the hne of obhquity. Where a pinion meshes with a gear which 
is not too large, then the curvature of the addendum hne of the 
gear may be sufiicient to prevent contact at the point H, in which 
_. case interference will not occur. As has already been ex pl a ined ^ - 
interference occurs most when a pinion, meshes with a gear 
which is very much larger, or with a rack. Where a large 
gear meshes with a rack as in the diagram at Fig. 51 (6), the 
interference line DE is above the addendum line FO and hence 
no modification is necessary. 

In Fig. 49 the interference hne for the lower gear is inside the 
addendum Hne and hence the points of these teeth must be cut 
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away, but the points of the teeth on the upper gear would be 
correct as the interference Une for it coincides with its adden- 
dum line. 

96. Methods of MaMng Gears, — Gear wheels are made in 
various ways, such as casting from a solid pattern, or from a 
pattern on a moulding machine containing only a few teeth, 
neither of which processes give the most accurate form of tooth. 
The only method which has been devised of making the teeth 
with great accuracy is by cutting them from the soUd casting, 
and the present discussion deals only with cut teeth. In order 
to produce these, a casting or forging is first accurately turned 
to the outside diameter d|fl|^teeth, that is to the diameter of 
the addendum line, and^^H^al forming the spaces between the 
teeth is then carefully W^Cut by machine, leaving accurately 
formed teeth if the work is well done. Space does not permit 
the discussion of the machinery for doing this class of work, for 
various principles are used in them and a number of makes of 
the machines will produce theoretic^y correct tooth outlines. 
The reader will be able to secure information from the builders 
of these machines himself. 




97. Parts of Teeth. — ^The various terms applied to gear teeth, 
either of the involute or cycloidal form, will appear from Kg. 
52. The addendum line is the circle whose diameter is that of 
the outside of the gear, the dedendum line is a circle indicating 
the depth to which the tooth on the other gear extends ; usually 
the addendum and dedendum lines are equidistant from the 
j^itch Une. The teeth usually are cut away to the root circle 
which is slighly inside the dedendum circle to allow for some 
deaiance, so that the total depth of the teeth somewhat exceeds 
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the working depth or distance between the addendum and de- 
dendum circles. The dimension or length of the tooth parallel 
to the shaft is the width of face ot the gear, or often only the . 
face of the gear, while the face of the tooth is the surface of the 
latter above the pitch Une and the flank of the tooth is the auifaoe 
of the tooth below the pitch line. The solid part of the tooth 
outside the pitch hne is the point and the solid part below the 
pitch line is the root 

Two systems of designating cut teeth are now in use, the one 
most commonly used being by Brown and Sharpe and it will 
first be described. 

Let d be the pitch diameter of a gear having t teeth, hi the depth 
of the tooth between pitch and addendum circles, and ht the depth 
below the pitch circle, so that the whole depth of the tooth is 
h = hi + ht, while the working depth is 2hi. The distance 
■- . measured along the circumference of the pitch circle from center 
< to center of teeth is called the circumferential or circular pitch 
which is denoted by p and it is evident that pt = ird. In the case 
of cut teeth the width W of the tooth and also of the space along 
the pitch circle are equal, that is, the width of the tooth measured 
around the circumference of the pitch circle is equal to one-half 
the circular pitch. The statements in the present paragraph are 
true tor all systems. 

98. System of Teeth Used by Brown and Shaipe. — ^Brown and 
Sharpe have used very largely the term diametral pitch which is 
defined as the number of teeth divided by the diameter in inches 
of the pitch circle, and the diametral pitches have been largely 
confined to whole numbers though some fractional numbers have 
been introduced. Thus a gear of 5 diametral pitch means one 
in which the number of teeth is five times the pitch diameter in 
inches, that is such a gear having a pitch diameter of 4 in. would 

have 20 teeth. Denoting the diametral pitch by q then ? = t 

and from this it follows that pg = ir or the product of the diame- 
tral and circular pitches is 3.1416 always. The circular pitch 
is a number of inches, the diametral pitch is not. 

The standard angle of obhquity used by Brown and Sharpe. 

is 14^^° and further Ai= - in.,As = - + s;: in,, clearance =■ ^ 



clearance or back lash between the sides of the teeth. 
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99. Stub Tooth System. — Recently the very great use of 
geara for automobCes and the severe service to which these 
gears have been put has caused manufacturers to introduce what 
is often called the " Stub Tooth" system in which the teeth are 
not proportioned as adopted by Brown and Sharpe. Stub teeth 
are made on the involute system with an obliquity of 20° usually, 
and are not cut as deep as the teeth already described. The di- 
mensions of the teeth are designated by a fraction, the numerator 
of which indicates the diametral pitch used, while the denomina- 
tor shows the depth of tooth above the pitch line. A ^ gear 
is one of 5 diametral pitch and having a tooth of depth hi = 
y^ in. above the pitch lin? (in the Brown and Sharpe system 
Ai would be 3^ in. for the same gear). 

The usual pitches with stub tooth gears are %, ^, %, J^,M^o, 
%lf ^9l2 and ^^4- Some Uttle difference of opinion appears 
to exist with regard to the clearance between the tops and roots 
of the teeth, the Fellows Gear Shaper Co. roaking the clear- 
ance equal to one-quarter of the depth h\. Thus, a ^ gear 
would have the same hy as is used in the Brown and Sharpe 
system for a 7 diametral pitch gear, that is hi = 0.1429 in., and 
a clearance equal to 0.25 X ^ = 0.0357 in., which is much 
greater than the 0.0224 in. which would be used in the Brown 
and Sharpe system on a 7 pitch gear. 

100. The Module. — In addition to the methods already ex- 
plained of indicating the size of gear teeth, by means of the cir- 
cular and diametral pitch, the module has also to some extent 
been adopted, more especially where the metric system of meas- 
urement is in use. The module is the number of inches of 
diameter per tooth, and thus corresponds with the circular pitch, 
or number of inches of circumferences per tooth, and is clearly 
the reciprocal of the diametral pitch. Using the symbol m for 
the module the three numbers indicating the pitch are related 
as follows : 

1 , It 

m = -; also a — — = -■ 

. The module is rarely expressed in other units than millimeters. 
lOL Examples. — A few illustrations will make the use of the 
formulas clear, and before working these it is necessary to re- 
member that any pair of gears working together must have the 
same pitch and a set of wheels constructed so that any two may 
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work together must have the same pitch and be designed on the 
same system. 

Let di and dt be the pitch diameters of two gears of radii 
ri and fi respectively and let these be placed on shafts I in. apart 
and turning at ni and ni revolutions per minute. Then from 
Sec. 83, where spur gears only are used, 



and 
also 



Suppose I = 9 in. between centers of shafts which turn at 
100 revolutions and 200 revolutions per minute; then, substitut- 
ing in the above formula ri — ifin -t ^^m X 9 = 6 in. and rj = 
inn 4- 2nn ^ ^ ~ ^ '°-i or the gears will be 13 in- and 6 in. di- 
ameter respectively. If cut to 4 diametral pitch the numbers of 
teeth will be fi = 4 X 12 = 48 and (, = 4 X 6 = 24. The cir- 
cular pitch 18 7 = 0.7854 in. Further, Ai =■ K i°- ^md the 
outside diameters of the gears are 12>^ in, and 6M in-, the tooth 
clearances = - ' nh— = 0.0393 in. The nodule would be )4 in. 

_ , 6 in- , 
~ 24 teeth' 

If the gears have stub teeth of four-fifths size, then the numbers 
of teeth will be 48 and 24 as before, but hi will be H ™ 0.2 in., so 
that the outside diameters will be 12.4 in. and 6.4 in. respectively, 
the clearance will be ^ X J^ = 0.0625 in. and the total depth 
of the teeth 0.4625 in. aa compared with 0.5393 in. for the teeth 
on the Brown and Sharpe system. 

Inasmuch as it is rather more usual to use the outside diameter 
of a gear than the pitch diameter in shops where they are made, 
it is very desirable that the reader become so familiar with the 
proportions as to be able to know instantly the relations between 
the dMerent dimensions of the gears in terms of the outside di- 
ameter and the pitch. 
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102. Dlscnsdon of Ui« Gear Systems. — The involute form of 
tooth IB now more generally used than the cycloidal form. In the 
firat place the profile is a single curve instead of the double one 
required with the cyoloidal shape. Again, because of its construc- 
tion, it ifl possible to separate the centers of involute gears without 
causing any unevenness of running, that is, if the gears are de- 
signed for shafts at certain distance apart this distance may be 
shghtly increased without in the least altering the velocity ratio 
or disturbing the evenness of the running, this is an advantage 
not possessed by cycloidal teeth. 

In cycloidal teeth the direction of pressure between a given 
pair of teeth is variable, being always along the line joining the 
pitch point to the point of contact, and when the point of con- 
tact is the pitch point, the direction of pressure is normal to the 
line joining the shaft centers. In the involute teeth the pressure 
is always in the same direction being along the hne of obliquity, 
and thus the pressure between the teeth and the force tending 
to separate the shafts is somewhat greater in the involute form, 
although there is no very great advantage in cyoloidal teeth 
from this point of view. The statements in this paragraph as- 
sume that there is no friction between the teeth. 

Interference is somewhat greater in involute teeth. 

As regards the Brown and Sharpe proportions and the stub 
teeth, of course the large angle of obliquity of the latter teeth 
increases the pressure for the power transmitted. The stub tooth 
gears are, however, stronger and there is very little interference 
owing to the shorter tooth. The teeth would possibly be a 
little cheaper to out, and this as well as their greater strength 
would give them a considerable advantage in such machines as 
automobiles. 

103. Helical Teeth. — A study of such drawings as are shown at 
Fig, 46, etc., shows that the smaller the depth of the teeth the 
less will be the amount of slipping and therefore the less the 
frictional loss. But this ia also accompanied by a decrease in the 
arc of contact and hence the number of teeth in contact at any 
one time will, for a given pitch, be decreased, which may cause 
unevenness in the motion. If, however, the whole width of the 
gear be assumed made up of a lot of thin discs, and if, after the 
teeth had been cut across all the discs at once, they were then 
sUghtly twisted relatively to one another, then the whole width 
of the gear would be made up of a series of steps and if these 



,,CoogIc 



88 THE THEORY OF MACHINES 

BtepB were made small enough the teeth would run across the 
face of the gear as helices, and the gear bo made would be called 
a helical gear. The advantage of such gears will appear very 
easily, for instead of contact taking place across the entire width 
of the face of a tooth at one instant, the tooth will only gradually 
come into contact, the action beginning at one end and working 
gradually over to the other, and in this way very great evenness 
of motion results, even with short teeth of considerable pitch. 

The profile of the teeth of such gears is made the same, on a 
plane normal to the shaft, as it would be if they were ordinary 
spur gears. • , 



Fig. 53. — Double helical gears. 

Helical gears are a necessity in any case where high speed and 
velocity ratio are desired, and the modern reduction gear now 
being much used between steam turbines and turbine pumps and 
dynamos would be a failure, on account of the noise and vibra- 
tion, if ordinary spur gears were used. Such reduction gears are 
always heUcal and frequently two are used- with the teeth run- 
ning across in opposite directions so as to avoid end thrust. 
Some turbines have been made in which such gears, running at 
speeds of over 400 revolutions per second, have worked without 
great noise. 

A photograph of a De Laval double helical gear is ^own in 
Fig. 53, this gear being used to transmit over 1,000 hp. without 
serious noise. In the figure the teeth nm across the face of the 
gear at about 45°, and are arranged to run in oil so as to prevent 
undue friction. 
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QUESTIONS ON CHAPTER V ., 

-M. A shaft running at 320 revolutions per minute is to drive a second one 
20 in. away at 80 revolutiona per minute, by means of spur gears; find their 
pitch diameters. 

^. If both shafts were to turn in the same sense at the speeds given and 
were 4 in, apart, what would be the sizes of the gears? 
" 3. What is the purpose of gear teeth and what properties must they pos- 

4. Define cycloid, hypocyoloid and epicycloid, 

/fl. Draw the gear teeth, cyoloidal system, for a gear of 25 teeth, 2ii pitch 
with 3-in. describing circle, (a) for a spur gear, (b) for an annular gear. 

t6. A pair of gears are to connect two shafts in. apart, ratio 4 to 5; the 
diametral pitch is to be 2 and the describing circles I^ in. diameter. Draw 
the teeth. 

. 7. Define the various terms used in connection with gears and gear teieth. 
'' 8. Define involute curve, angle of obhquity, base circle. Show that all '' 
involute curves from the same base circle are Identical. / 

V9. Lay out the gears in problem 6, for involute teeth, obliquity UH"- 
■ 10. What is meant by interference in gear teeth and what is tne cause of 
itf Why does it occur only under some circumstances and not always? 

11. How may interferenoe be prevented? What modification is usually 
made in rack teeth? 

^12. What effect has variation of the aqgle of obliquity on involute teeth? 

15. What are the relative merits of oycloidal and involute teeth? 

tl4. Obtain all the dimensions of the following gears: (a) Two spur 
wheels, velocity ratio 2, pitch 2, shafts in. apart. (6) Outoide diameter 
of gear 4 in., diametral pitch 8. (c) Gear of 50 teeth, 4 pitch, (d) Wheel 
of lOH in. ouUdde diameter, 40 teeth, (e) Pair of gears, ratio 3 to 4, 
smaller 6 in. pitch diameter with 30 teeth. ^ 

16, What is a stub tooth, and what are the usual^^roportions? What 
advantages has it? 

16. Describe the various methods of giving the sises of gear teeth and 
find the relation between them. 

vl7. Two gears for an automobile are Jo ha'^jf velocity ratio 4 to 5, shaft 
centers 4J^ in., 6 pitch; draw the oorrql^ teethib the 20° stub system. 
' 18. Explain the construction of the lieli^! ^ar and state its advantages. 
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CHAPTER VI 
BEVEL AHP SPIRAL GEARING 

104. Gears for Shafts not Parallel — Frequently in practice the 
shafts on which gears are placed are not parallel, in which case 
the spur gears already described in the former chapter cannot 
be used and some other form is required. The type of gearing 
used depends, in the first place, on whether the axes of shafts 
intersect or not, the most common case being that of intersecting 
axes, such as occurs in the transmission of automobiles, the con- 
nection between the shaft of a vertical water turbine and the 
main horizontal shaft, in governors, and in very many other well- 
' known cases. 

On the other band it not infrequently happens that the shafts 
do not intersect, as is true of the crank- and camshafts of many 
gas engines, and of the worm-^ear transmissions in some motor 
trucks. In many of these cases the shafts are at right angles, as 
in the examples quoted, but the oases where they are not are 
by no means infrequent and the treatment of the present chaptw 
has been made general. 

106. Types of Geaiii^. — Where the axes of the shafts inter- 
sect the gears connecting them are called bevel gears. Where 
the axes of the shafts do not intersect the class of gearing depends 
upon the conditions to be fulfilled by it. If the work to be done 
by the gearing is of such a nature that point contact between the 
teeth is sufficient, then screw or spiral gearing is used, a form of 
transmission very largely used where the shafts are at rightangles, 
although it may also be used for shafts at other angles. One 
peculiarity of this class is that the diameters of the gears are not 
determined by the velocity ratio required, and in fact it would 
be quite possible to keep the velocity ratio between a given pair 
of shafts constant and yet to vary within wide limits the relative 
diameters of the two gears used. 

Where it is desired to maintain line contact between the teeth 
of the gears on the two shafts, then the sizes of the gears are 
exactly determined, as for spur gears, by the velocity ratio and 
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abo the angle and distance between the shafts. Such gears are 
called hyperboloidal or skew bevel gears and are not nearly so 
common as the spiral gears, but are quite often used. 

The different forms of this gearing will now be discussed, and 
although a general method of dealing with the question might 
be given at once, it would seem better for various reasons to 
defer the general case for a while and to deal in a special way with 
the simpler and more common case afterward giving the general 
treatment. 

BEVEL OEAKIKO 

106. Bevel Gearing. — The first case is where the axes of the 
shafts intersect, involving the use of bevel gearli^. The inter- 
secting angle may have any value from nearly zero to nearly 
180°, and it ia usual to measure this angle on the side of the 
point of intersection on 
which the bevel gears are 
placed. A very common 
angle of intersection is 90° 
and if in such a case both 
shafts turn at the same speed 
the two wheels would be 
identical and are then called 
mitre gears. The type of 
bevel gearing corresponding 
to annular spur gearing is 
very unusual on account of 
the difficulty of construction, 
and because such gears are 
usually easily avoided, how- 
ever they are occasionally 
used. 

Let A and B, Fig. 54, rep- 
resent the axes of two shafts intersecting at the point C at 
angle 0, the speeds of the shafts being, respectively, fti and nj 
revolutions per minute; .it is required to find the sizes of the 
gears necessary to drive between them. Let £^ be a point cf 
contact of the pitch hnes of the desired gears and let its dis- 
tances from A and B be rt and ri, these being the respective 
radii. Join EC. 

Now from Seo. 83 it will be seen that rjni =■ r»T(j since the 




Fig. 54. 
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pitch circles must have the same velocity, there being no^pping 
between them, and hence — = — is constant, that is at any point 

where the pitch smf aces of the gears touch, — must be constant, 
a condition which will be fulfilled-by any point on the line EC. 
In the case of bevel gearing, therefore, the pitch cylinders re- 
ferred to in Sec. 83 will be replaced by pitch cones with apex at 
C, which cones are generated by the revolution of the line CE 
about the axes A and B. Two pairs of frustra are shaded in 
on Fig. 54 and both of these would fulfil the desired conditions 
for the pitch surfaces of the gear wheels, so that in the case of 
bevel gearing the diameters of the gears are not fixed as with 
spur wheels, but the ratio between these diameters alone is fixed 
by the velocity ratio desired. The angles at the apexes of the 
two pitch cones are 2fli and 20t as indicated. If S = 90° and 
Til = na, then Pi = ffj = 45° and this gives the case of the mitre 
gears. 

In going over the discussion it will be observed that when 
B and Ki/wj are known, the angles ^i and fla and hence the pitoh 
cones are fully determined 
but the designer has still 
the option of selecting one 
of the radii, for example 
ri, at his pleasure after 
which the other one, rj, is 
determined. 

107. Proper Shfipe of 
Teeth on Bevel Gears. — 
It is much beyond tbe pur- 
pose of the present treatise 
to go into a discussion of 
the exact method of ob- 
taining the form of teeth 
tor bevel wheels,'becau8e such a method is indeed complicated, 
and the practical approximation produces very accurate teeth 
and will be described. Let Fig, 55 represent one of the wheels . 
with angle 26, at the vertex of the pitch cone and radii ri and r/ 
selected in accordance with the previous discussion, the power 
to be transmitted, and other details fixed by the place in which 
the gear is to be used. The diameter 2ri is the pitch diameter 




FiQ. 55. — Bevel gears. 
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of the gear, while the distance CF is called the cone distance 
and FH the back cone distance, Oj is the pitch angle and other 
terms are the same as are used for spur gears and already- 
explained. The hnea DG and FH are normal to CF and in- 
tersect the ^laft at G and H respectively. 

The practical method is to make the teeth at F the same shape 
and proportions as they would be on a spur gear of radius FH, 
while at D they correspond to the teeth on a spur gear of radius 
DG, and a similar method is used for any intermediate point. 
The teeth should taper from F to D and a straight edge passing 
through C would touch the tooth at any point for its entire length. 
Either the involute or cycloidal system may be used. 



Fig. 56. — Spiral tooth bevel gears. 

108. Spiral Tooth Bevel Gears. — Within the past few years the 
Gleason Works, and possibly others, have devised a method for 
cutting bevel gears with a form of "spiral" tooth of the same 
general natu^ as the hehcal teeth used with spur gears and de- 
scribed at Sec. 103. A cut of a pair of these from a photograph 
kindly supphed by the Gleason Works is given at Fig, 56, and 
shows the general appearance of the gears. Nothing appears to 
be gained in the way of reducing friction, but they run very 
smoothly and noiselessly and the greater steadiness of motion 
makes them of value in automobiles and other similar machines, 
in which they are mainly used at present. 
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HTPERBOLOIDAL OR SKEW BEVEL OEASINa 

Thb Teeth op which have Line Contact 

109. Following the bevel gearing the next clasa logioally is 
the hyperboloidal gearing and the treatment of this includes the 
general case of all gearing having line contact between the teeth. 
Let A and BP, Fig. 57 , represent the axes of two shafts which are 
to be geared together, the hne OP being the shortest hne between 
the axes and is therefore their common perpendicular. Let the 
axes of the shafts be projected in the ordinary way on two planes, 
one normal to OP and the other passing through OP and one of 
the axes AO, the projections on the former plane being AO, OP 
and PB while those on the second plane are A'O', O'P' and P'B'. 




Fig. 57. 



On the latter plane the shaft axes will appear aa parallel Btraight 
lines with O'P' as their common perpendicular, while on the 
former plane OP appears as a single point where AO and BP 
intersect. The angle AOB = 6 la the angle between the shafts 
and the distance O'P' is the distance between them and when B 
and O'P' = k are known the exact positions of the shafts are 
given. The speeds of the shafts Tit and n^ must also be known, 
as well as the sense in which thdy are to turn. 

In stating the angle between the shafts it is always intended 
to mean the angle in which the line of contact must lie, thus in 
Fig. 57 the sense of rotation would indicate that the line of con- 
tact CQ must He somewhere in the angle AOB and not in AiOB 
BO that the angle = AOB is used instead of AjOB. Should 
the shaft AO turn in the opposite to that shown, then the Une 
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of contaot would be in the angle, A lOB, such ae CiQ (since an- 
nular gears are not used for this type) and then the angle AiOB 
would be oaUed 0. 

110. Sata Assumed. — It is assumed in the problem that the 
angle 0, the distance h, and the speeds Ui and ns or the ratio 
ni/jij, are all given and it is required to design a pair of gears for 
the shafts, such that the contact between the teeth shall be along 
a straight line, the gears complying with the above data. 

111. Determination of Pitch Surfaces. — ^Let the hne of contact 
of the pitch surfaces be CQ and let it be assumed that this hne 
passes through and is normal to OP, so that on the right-hand 
projections A'O', CQ' and B'P' are all parallel. The problem 
then is to locate CQ and the pitch surfaces to which it corre- 
sponds, the first part of the problem being therefore to deter- 
mine hi, hi, 01 and 6i, Fig. 57, and this wffl now be done. 

Select any point B on CQ, Fig. 57, B being thus one point of 
contaot between the required gears, and from B drop perpendicu- 
lars BT and RV on OA and BP respectively. These perpendicu- 
lars, which are radii of the desired gears, have the resolved parts 
ST and VV, respectively, parallel to OP, and the resolved parts 
RS and RU perpendicular both to OP and to the respective 
shafts. These resolved parts are clearly shown *in the figure, 
and a most elementary knowledge of descriptive geometry will 
enable the reader to understand their locations. Further, it is 
clear the Rr= = RS* + 5T'= and KF* = RU* + U'V'\ 

At the point of contact R, the correct velocity ratio must be 
maintained between the shafts, and as B is a point of contact it is 
a point common to both gears From the discussion in See. 84 
it will be clear that, as a point on the gear located on OA the motion 
of B in a plane normal to the line of contact CQ must be identical 
with the motion of the same point B considered as a point on 
the wheel on BP, that is,in the plane normal to the line of contact 
CQ, the two wheels must have tibe same motion at the point of 
contact B. Sliding along CQ is not objectionable, however, 
except from the point of view of the wear on the teeth and causes 
no unevenneas of motion any more than the axial motion of 
spur gears would do, it being evident that the endlong motion of 
spur gears will in no way affect the velocity ratio or the steadiness 
of the motion. In designing this class of gearing, therefore, no 
effort is made to prevent slipping along the line of contact CQ. 

Imagine now that the motion of B in each wheel in the plane 
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normal to CQ is divided into two parte, namely, those normal to 
each plane of reference in the drawing. Taking first the motion 
of R parallel to OP (that is, normal to the first plane) and in the 
plane normal to CQ, ite motion as a point in the wheel on OA 
in the required direction ia proportional to RS X Oi and as a 
point in the wheel on BP its motion in the same direction is 
proportional to RU X ni. So that the first condition to be 
fulfilled is that 

RSXni = RU Xns 
But fiS = OB Bin 01 and RV = OR sin di 

Hence Ofi sin *, X ni = OB sm fli X n» 

or Til sin 6i = tit sin 9s 

In the second place, consider the motion of if in the plane 
normal to CQ but in the direction normal to OP. As a point in 
the wheel on OA its motion in the required direction is propor- 
tional to ST' X "i X COB 9i, while as a point in the wheel on PB 
its motion is proportional to U'V X nj X cos 0t. 

The second condition therefore is 

*ST' X ni X cos fli = U'V X na X cos ff, 
AiWi cos Oi = AiTii cos 0i. 

112. Equations for Finding the lina of Contact. — Two other 
conditions may be written as self-evident, and assembling the 
four sets at one place, for convenience, gives 

0i + 0t = e (1) 

hx + k2 = h (2) 

ni sin di = ni sin 0i (3) 

and hi.ni cos 0i = Ajtij oos fl» (4) 

These four equations are clearly independent, and since 0, h, ni 
and nj or Hi/nj are given, the values of 9i, 0t, hi and ftj are known 
and hence the location of the line of contact CQ. 

113. Graphical Solution for Line of Contact — The most simple 
solution is graphical and the method is indicated in Fig. 58 where 
OA and OB represent the projections of the axes of the shafts 
on a plane normal to their common perpendicular. Lay off 
OM and ON along the directions of OB and OA respectively to 
represent to any scale the speeds tii and ni, if the latter are given 
absolutely, but if not, make the ratio OM/ON = na/ni choosing 
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one of the lines, say OM, of any convenient length. It is im- 
portant to lay off OM and ON in the proper sense, and since the 
shafts turn in opposite sense, these are laid off in opposite sense 
from O. Join MN and draw OK perpendicular to MN. Then 
NK/KM = hi/hi, and to find their numerical values take any 
distance NL to represent k, join LM, and draw KJ parallel 
LM, Then hi = JL, hi = JN, ONM = fl, and OMN = 83. 



I I 



m 

'' ON ~ m 

and since OK = OM sin OMK = ON sin ONK, it follows that 

n^ _0M _ sin ONK 

ni~ON~Bm OMK'- " - 

Comparing this with equation (3), Sec. 112, it is <iear .that, 

ONK = 81 and OMK = 82^ that OC is parallel to MN. Again, 

NK = ON cos ^1 and MK = OM cos 62 from which 

NK ON cosffi _ ni cos fli _ ht 

MK "" OM ' COB fli ~ nj ' COB 0a ~ Ai 
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by oomparing with equation (4). The coDBtruction for finding 

the numerical values of hi and h^ requires no exfdanation. 
114. General and Special Caaes. — A few applications will 

show the general nature of the solution found. 
Caae 1. — Shafts inclined at any angle 6 and at distance h 

apart This is the general case already solved and 6i, 8t, Ai 

and hi are found as indicated. 
Caae 2. — Shafts inclined at an^e 9-90° and at distance h 

apart Care must be taken not to confuse the method and type 
of gear here described with tiie spiral 
gear to be discussed later. Choose the 
axes as shown in Fig. 59, lay off to 
scale ON = ni and OM = n, and join 
MN; then draw OK jwrpendicular to 
MN from which (Sec. 113) NK.KM 
= htxhi. In this' case Aitii cos 9\ = 
AiRi COS 0t gives 




Ml _ 
him 



cosgt 

COS ffi 



COB 01 



■ tan fli = - 



To take a definite case, suppose ni i 

= 2ni then ' 



©' 



©■=^ 



ft, is 20 in. then fti 
given by 



and if the distance apart of the shafts, 
= 4 in. and ht = 16 in., and the angle Si is 



= H = 0.5, 



Si - 26" 34' and fl, = 90 - fli = 63° 26', 

so that the line of contact is located. 

Case 3. — Parallel shafts at distance A apart This gives the 
ordinary case of the spur gear. Here 9=0 and therefore 
Pi = = fii, hence, ain 9i = = sin flj and cos 9i = 1 = coa flj, 
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BO that th«-e are only two conditioiiB to satisfy: ki+hf- h 
and AiTii — hint, Bolving these givea 




" ni + ni ' 

formulas which will be found to agree exactly with those of Sec. 
83 for spur gears. 

Case i. — ^Intersecting shafts. Here A = 0, therefore fti = 
and As = 0, Referring to Fig. 60, draw OM = n, and ON = n\ 




Fio. 60. 



then M.N is in the direction of the Une of contact OC. There are 
only two equations here to satisfy: 6i + St = 9 and Wi sin fli = 
fti sin Ot and these are satisfied by MN. Then draw OG parallel 
to MN (compare this with the case of the bevel gear taken up at 
the beginning of the chapter). 

Case 5. — Intersecting shafts at right angles. Here = 90°. 
Further let nj = ni then Ot = 45°, thug the wheels would be 
equal and are mitre vheels. 
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116. IHtch Surfaces. — Returning to the general problem in 
which ihe location of the line of contact CQ is found by the 
method described for finding ht, ht, 61 and 0t. Now, just as in 
the case of the spur and bevel gears, a short part of the line of 
contact is selected to use for the pitch surfaces of the gears, ac- 
cording to the width of face which is decided upon, the width of 
face largely depending upon the power to be transmitted, and 
therefore being beyond the scope of the present discussion. 

It is known from geometry that if the line CQ were secured 
to ^0, while the latter revolved the former line would describe a 
surface known as an hyperboloid of revolution and a second hyper- 



Fia. 61. 

boloid would be described by securing the line CQ to BP, the 
curved lines in the drawing. Fig. 61, showing sections of these 
hyperboloids by planes passed through the axes AG and BP. 
As the process of developing the hyperboloid is somewhat diffi- 
cult and long, the reader is referred to books on descriptive 
geometry or to other works for the method. In the solution of 
such problems as the present one, however, it is quite unneces- 
sary to draw the exact forms of the curves, and at any time the 
true radius to the curve may be computed EI8 explained at Sec. 111. 
Or referring to Fig. 57 the radius of the wheel on OA at the point 
T on its axis is computed from the relation BT' = RS* + ST* 
where RT is the radius sought. In this way any number of 
radii may be computed and the true form of the wheels drawn in. 
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Should the distance k be small, then sections of the hyper- 
boloids selected as shown at D and E must be used, the distances 
of these from the common normal depending upon the size of the 
teeth desired, the power to be transmitted, the velocity ratio, 
etc., in which case true curved surfaces will have to be used, more 
especially if the gears are to have a wide face. If the face is not 
wide, it may be possible to substitute frustra of approximately 
similar conical surfaces. 

If the distance h is great enough, and other conditions permit 
of it, it is customary to use the gorges of the hypcrboloids as 
shown at F and G and where the width of gear face is not great, 
cylindrical surfaces may often be substituted for the true curved 
surfaces. For the wheels F and G the angles 8i and fla give the 
incUnation of the teeth and the angles of 
the teeth for D and E may be computed ^ . 
from di and 6^. I 

116. Erample.^-To explain more fully, I 
take Case (2), Sec. 114, for which fl = %\ 
90°, Til = 2n2, and h = 20 in., then the "„. 
formulas give Ai = 4 in. and Ag = 16 in. 
Let it be assumed that the drive is such as I 
to allow the use of the gorge wheels corres- . i 
ponding to F and G, then the wheel on OA — *- p 

will have a diameter di = 2Ai = 8 in. Fig. 62. 

and that on BP will be dj = 32 in. diame- 
ter. Further the angles have been determined to be $i = 26° 34', 
01 = 63° 26'. As the numbers of teeth will depend on the power 
transmitted, etc., it will here be assumed that gearf has d = 20 
teeth. Then the circular pitch, measured on the end of the gear, 

from center to center of teeth along the pitch line is pi = ' nn 
= 1.256 in., which distance will be difterent from the correspond- 
ing pitch in the other gear G which has 40 teeth. As the gears 
are to work together the normal distance from center to center of 
teeth on the pitch surface must be the same in each gear. This 
distance is called the normal pitch, and is the shortest distance 
from center to center of teeth measured around the pitch sur- 
face; it is, in fact, the distance from center to center of the 
teeth around the pitch line measured on a plane normal to the 
lino of contact (CQ in Fig. 57) and agrees with what has already 
been said, that the motion in this normal plane must the be 
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same in each gear. Calling the normal pitch p, then for boUi 
geare p - pi coa d = pi cos 9j = 1.256 oos 26* 34' = 1.123 in. 
For the gear G the number of teeth ti = 40 since ni = 2ni and 
Pi = 2.513 in. vhile p = 1.123 in. A sketah of the gear F is 
given at Fig. 62. 

117. Fonn of Teeth. — Much discuBsion has arisen ov^" the 
correct form of the teeth on such gears, and indeed it is almost 
impossible to make a tooth which will be theoretically correct, 
but here again one is to be guided by the fact the correct condi- 
tions must be fulfilled in the plane normal to the line of contact. 
Hence on this normal plane the teeth should have the correct 
involute or cycloidal profile. 

In this type of gearing there is a good deal of shp along the 
line of contact (CQ) resulting in considerable frictional loss and 
wear, but such gearing, if well made will run very smoothly and 
quietly. Although it is difficult to construct there are cases 
where the positions of the shafts make its use imperative. 

spiral ok screw oearino 
The Teeth op which have Point Contact 

118. Screw Geuing. — In speaking of gears for shafts which 
were not parallel and did not interest two classes were mentioned : 
(a) hyperboloidal gears, and, (6) spiral or screw gears and this 
latter class will now be discussed, the former having just been 
dealt with. In screw gearing there is no necessary relation 
between the diameters of the wheels and the velocity ratio 
Tii/ttt between the shafts; thus it is frequently found that while 
the camshaft of a gas engine runs at half the speed of the crank- 
shaft, the two screw gears producing the drive are of the same 
diameters, while if skew level gears were used the ratio of diam- 
eters would be 1 to 4 (Sec. 114(d)) and bevel and spur gears for 
the same work would have a ratio 1 to 2. 

119. "Worm Gearing. — ^The most familiar form of this gearing 
is the well-known worm and worm wheel which is sketched in 
Fig. 63, and it is to be noticed that the one wheel takes the form 
of a screw, this wheel being distinguished by the name of the 
worm. The distance which any point on the pitch circle of the 
worm wheel is moved by one revolution of the worm is called 
the axial pitch of the worm, and if this pitch corresponds to the 
distance from thread to thread along the worm parallel to its 
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axis, the thread is single pitch. If the distance from one thread 
to the next is one-half of the axial pitch the thread is double 
pitch, and if this ratio is one-third the pitch ia triple, etc. The 
latter two cases are illustrated at (a) and (jb), Fig. 64. 



Fig. 63. — Worm gearing. 



Fig. 64. — Double and triple pitch worms. 

120. Ratio of Gearing. — Let pi be the axial pitch of the worm 
and Z> be the pitch diameter of the wheel measured on a plane 
through the axis of the worm and normal to the axis of the wheel. 
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Then the circumference of the wheel ia wD, and since, by defini- 
tion of the pitch, one revolution of the worm will move the gear 

forward pi in., hence there will be — revolutions of the worm for 
one revolution of the wheel, or this is the ratio of the gears. 
Let t be the number of teeth in the gear, then if the worm is single 

pitch i = -— or the ratio of the gears is simply the number of 
teeth in the wheel. If the worm is double pitch, then pi the 
distance from center to center to teeth measured as before is 
given by pi = 2p', where p' is the axial distance from the center 

of one thread to the center of the next one, and t = -^ and as 

the ratio of the gears. i 

equal to ^ ' and for triple pitch it is -5' etc, 

121. Construction of the Worm. — A brief study of the matter 
will show that as the velocity ratio of the gearing is fixed by the 
pitch of the worm and the diameter of the wheel, hence no matter 
how large the worm may be made it is possible still to retain the 
same pitch, and hence the same velocity ratio, for the same worm 
wheel. The only change produced by changing the diameter of 
the worm is that the angle of inclination of the spiral thread is 
altered, being decreased as the diameter increases, and vice versa. 
The angle made by the teeth across the face of the wheel must 
be the same as that made by the spiral on the worm, and if the 
pitch of the worm be denoted by pi and the mean diameter of 
the thread on the latter by d, then the inclination of the thread 



clination of the wheel teeth. From the very nature of the case 
there will be a great deal of shpping between the two wheels, for 
while the wheel moves forward only a single tooth there will be 
slipping of amount rd, and hence considerable frictional loss, so 
that the diameter of the worm is usually made as small as possi- 
ble consistent with reasonable values of 0. The worm is often 
immersed in oil, but still the frictional loss is frequently above 25 
per cent. 

When both the worm and wheel are made parts of cylinders, 
fig. 65, then there will only be a very small wearing surface on 
the wheel, but as this is unsatisfactory for power transmission. 
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the worm and wheel are usually made as shown in section ii 
left-hand diagram in Fig. 65 where the construction i 
the wearing surface. The usual method of construction la to 
turn the worm up in the lathe, cutting the threads as accurately 
as may be desired, then to turn the wheel to the proper outside 
finished dimensions. The cutting of the teeth m the wheel rim 
may then be done in various ways of 
which only one will be described, that 
by the use of a hob, 

122. Worm and Worm-wheel Teeth 
— A hob is constructed of steel and is 
an exact copy of the worm with which 
the wheel is to work, and grooves are 
«ut longitudinally across the threads So Pi (i.i^ 

as to make it after the fashion of a 

milling cutter; the hob is then hardened and ground and Is 
ready for service. The teeth on the wheel may now be roughly 
milled out by a cutter, after which the hob and gear are brought 
into contact and run at proper relative speeds, the hob milling 
out the teeth and gradually being forced down on the wheel till 
it occupies the same relative position that the worm will even- 





FiQ. 66.— Proportioi 
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tually take. In this way the best form of worm teeth are cut 
and the worm and wheel will work well together. 

The shape of teeth on the worm wheel is determined by the 
worm, as above explained. If a section of the worm is taken 
by a plane passing through its axis, the section of the threads is 
made the same as that of the rack for an ordinary gear, and more 
usually the involute system is used with an angle 14^". A seo- 
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tion of the worm thread is shown at Fig. 66 in which the propoiv 
tiona used by Brown and Sharpe are the same as in a rack. 

123. Large Ratio in this Gearing. — Althou^ the frictioDal 
losses in screw gearing are large, even when the worm works 
immersed in oil, yet there are great advantages in being able to 
obtain tiigh velocity ratios without excessively large wheels. 
Thus if a worm wheel has 40 teeth, and is geared with a single- 
threaded worm, the velocity ratio will be jr:i while with a double- 
threaded worm it will ^^^ in = ofi' ^ *'***' '*' ^ ^^"^ convenient 
for large ratios. It also finds favor because ordinarily it cannot 
be reversed, that is, the worm must dlways be used as the driver 
and cannot be driven by the wheel unless the ant^e 6 is large. 
In cream separators, the wheel is made to drive the worm. 

121. Screw Gearing. — Consider now the case of the worm and 
wheel shown in Fig. 66, in which both are cylinders, and suppose 
that with a worm of given size a change is made from a single 
to double thread, at the same time keeping the threads of the 
same size. The result will be that there will be an increase in 
the angle 9 and hence the threads will run around the worm and 
the teeth will run across the wheel at greater angle than before. 
If the pitch be further increased there is a further increase in 
and this may be made as great as 45°, or even greater, and if at 
the same time the axial length of the worm be somewhat de* 
creased, the threads will not run around the worm completely, 
but will run off the ends just in the same way as the teeth of 
wheels do. 

By the method just described the diameter of the worm is un- 
altered, and yet the velocity ratio ig gradually approaching unity, 
since the pitch is increasing, so that keeping to a given diameter 
of worm and wheel, the velocity ratio may be varied in any way 
whatever, or the velocity ratio is independent of the diameters 
of the worm and wheel. When the pitch of the worm is increased 
and its length made quite short it changes its appearance from 
what it originally had and takes the form of a gear wheel with 
teeth running in helices across the face. A photograph of a pair 
of these wheels used for driving the camshaft of a gas engine ia 
shown in Fig, 67, and in this case the wheels give a velocity ratio 
of 2 to 1 between two shafts which do not intersect, but have an 
angle of 90° between planes passing through their axes. This 



,,CoogIc 



BEVEL AND SPIRAL GEARING 107 

form of gear is very extensively used for such purposes as afore- 
said, giving quiet steady running, but, of course, the frictional 
loss is quite high. 

Some of the points mentioned may be made clearer by an illus- 
tration. Let it be required to design a pair of gears of this 
type to drive the camshaft of a gas engine from the crankshaft, 
the velocity ratio in this case being 1 to 2, and let both gears be 
of the same diameter, the distance between centers being 12 in. 
From the data given the pitch diameter of each wheel will be 



Fia. 67, — Screw gears. 

12 in. and since for one revolution of the camshaft the crankshaft 
must turn twice, the pitch of the thread on the worm must be 
}4 X rX 12 = 18,86 in. For the gear on the crankshaft (cor- 
responding to the worm) the "teeth" will run across its face at 

an angle given by tan 6 = " ^ = 0.5, ot $ = 26" 34', and this 
angle is to be measured between the thread or tooth and the plane 
normal to the axis of rotation of the worm (see Fig. 64). The 
angle of the teeth of the gear on the camshaft (corresponding to 
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the worm wheel) will be 90 — 26° 34' = 63" 26' measured in the 
same way as before (compare this with the gear in Sec. 116). 

It will be found that the number of teeth in one gear is double 
that in the other, also the normal pitch of both gears must be 
the same. The distance between adjacent teeth is made to suit 
the conditions of loading and will not be discussed. 

Spiral gearing may be used for shafts at any angle to one 
another, although they are most common in practice where the 
angle is 90°. A more detailed discussion of the matter will not 
be attempted here and the reader is referred to other complete 
works on the subject. 

12&. General Remarks on Gearing. — In concluding this chap- 
ter it is well to point out the differences in the two types of gear- 
ing here discussed. In appearance in many cases it is rather diffi- 
cult to tell the gears apart, but a close examination will show 
the decided difference that in hyperboloidal gearing contact be- 
tween the gears is along a straight line, while in spiral gearing 
contact is at a point only. A study of gears which have been in 
operation shows this clearly, the ordinary spiral gear as used in 
a gas engine wearing only over a very small surface at the centers 
of the teeth. It is also to be noted that the teeth of hyper- 
boloidal gears are straight and run perfectly straight across the 
face of the gear, while the teeth of spiral gears run across the fa<% 
in helices. 

Again in both classes of gears where the spiral gears have the 
form shown at Fig, 67, the ratio between the numbers of teeth on 
the gear and pinion is the velocity ratio transmitted, but in the 
case of the spiral gears the relative diameters may be selected 
as desired, while in the hyperboloidal gears the diameters are 
fixed when the angle between the shafts and the velocity ratio 
is given. 

QUESTIONS ON CHAPTER VI 

1. Two shafts intersect at 80°, one running at double the speed of the 
other. Design bevel ge&rs for the purpose, the minimum number of teeth 
being 12 and the diametral pitch 3. 

2. What would be the sizes of a pair of miter gears of 20 teeth and l>j in. 
pitch? If the face is two and one-half times the pitch, find the radii of the 
spur gears at the two ends, from which the teeth are determined. 

8. Two shafts cross at angle 9 = 45° and are 10 in. apart, velocity ratio 2, 
locata the line of contact of the teeth. 

4. Find the diameters of a pair of gorge wheels to suit question 3; also 
the sizes of the gears if the distance OS — 12 in. 
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5. If the angle between the shafts is 90° in the above case, find the aUea 
of the gorge wheels. 

6. Exphiin fully the difference between spiral and skew bevel gears. 

T. A warm gear ia to be used for velocity ratio of 100, the worm to be 6 in. 
diameter, l^^ in. pitch, and single-thread; find the size of the gear and the 
angle of the teeth. 

8. What would be the dimenBions above (or a double-threaded worm? 
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CHAPTER VII 
TRAINS OF GEARING 

126. Trains ot Gearing. — ^In ordinary practice gears are usually 
arranged in a series on several separate axles, such a series being 
called a train of gearing, so that a train of gearing consists of 
two or more toothed wheels which all have relative motion at the 
same time, the relative ftngnUf velocities of all wheels being 
known when that of any one is given. A train of gearing may 
always be replaced by a single pair of wheels of suitable diame- 
ters, but frequently the sizes of the two gears are such as to 
make the arrangement undesirable or impracticable. 

When the train consists of four or more wheels, and when two 
of these of different sizes are keyed to the same intermediate 
shaft, the arrangement is a compound train. This agrees with 
the definition of a compound chun given in Chapter I, because 
one of the links contains ov^ two elements, this being the pair 
of gears on the intermediate shaft. The compound trains are 
in very common use and are sometimes arranged so that the axes 
of the first and last gears coincide, in which case the train is said 
to be reverted; a very common illustration of this is the train of 
gears between the minute and hour hands of a clock, the axes 
of both hands coinciding. 

127. Kinds of Gearing Trains. — If one of the gears in the train 
is prevented from turning, or is held stationary, and all of the oth^ 
gears revolve relatively to it, usually by being carried bodily 
about the fixed gear as in the Weston triplex pulley block or 
the differential on an automobile when one wheel stops and the 
other spins in the mud, the arrangement is called an epitTchc 
train. Such a train may be used as a simple train of only two 
wheels, but is much more commonly compoimded and reverted 
so that the axis of the last wheel coincides with that of the first. 

For the ordinary train of gearing the velocity ratio is the num- 
ber of turns of the last wheel divided by the number of turns 
of the first wheel in the same time, whereas in the epicychc train 
the. velocity ratio is the number of turns of the last wheel in the 
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traiB divided by the number of tuma in the same time of the" 
frame carrying the moving wheels. 

128. Ordinary Trains' of Gearing. — ^It will be well to begin 
this discussion with the most common class of gearing trains, 
that is those in which all the gears in the train revolve, and the 
frame carrying their axles remains fixed in space. The outline 
of such a train is shown in Fig. 68, where the frame carrying the 
axles is shown by a straight line while only the pitch circles of 
the gears are drawn in; there are no annular gears in the train 
shown, although these may be treated similarly to spiu- gears. 
Let ng be the number of revolutions per minute made by the 




FiQ. 68. 



last gear and ni the corresponding number of revolutions per 
minute made by the first gear, then, from the definition already 
given, the ratio of the train is 

_ ni _ the numbe r of revo lutions per minute of the last gear 
ni the number of revolutions per minute of the first gear. 

The figure shows a train consisting of six spur gears marked 1, 
a, b, c, e and 2, and let 1 be considered the first gear and 2 the 
last gear. 

The following notation will be employed: ni, tia = m, tie = n, 
and «i will represent the revolutions per minute, ri, ra, n., re, r, 
and Ti the radii in inches, and ti, ta, h, U, t, and h the numbers of 
teeth for the several gears used. The gears a and b and also the 
gears c and e are assumed to be fastened together, so that the 
train is compounded, a statement true of any train of over two 
gears. Any pair of gears such as h and c, which mesh with one 
another, must have the same type and pitch of teeth, but both 
the type and pitch may be different for any other pair which mesh 
together, such as e and 2; the only requirement is that each gear 

'In what follows in this chapter reference is made to spur and bevel 
gears only. 
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must have teeth correspondii^ with those In the gear with 
which it meshes. 

129. Ratio of the Train. — Now, from the results given in Sec. 
101, evidently 

na_ri_ii j2«_!^_^ 

Wi ~ To ~ ta n* fe (g 



Therefore, the ratio of the train 



ni ni n, n. 






n, n, ns . 


= nk and n 


-n 


and therefore 






„ r, ,,r^ r. n X r^ X r, 
«~, X„ X_ -_ v„v. 







= rX; 



. X r< X ri 
,(. tiXhXt. 

' t.^ U^ ti"" taXLXti 

Calling the first wheel in each pair (j.e., 1, 6 and e) the driver, 
then the formula for the ratio of the train may be written thus, 
The ratio of any gear train is the product of the radii of the drivers 
divided by the product of tlie radii of the driven wheels, or tiie 
ratio of the train is the product of the numbers of teeth in tiie 
drivers divided by tiie product of the numbers of teeth in the 
driven wheels. 

The same law may be readily shown to apply although some of 
the gears are annular, and indeed is true when a pair of gears is 
replaced by an open or a crossed belt or a pair of sprockets and 
a chain. 

To take an illustration, let the train shown in Fig. 68 have 
gears of the following sizes: 

fi = 6 in., ro'= 3^ in., r^ = 4 in. r^ = 2^ in., r. = 5 in. and 
ft = 3 in. and let the diametral pitches be 4, 6 and 8 for the pairs 
1 and a, b and c, and e and 2 respectively. Then ti = 48, (, = 30. 
ifc = 48, tc = 32, t. = "80 and h = 48 teeth. 

The ratio of the train is then 

6X4X5 ., ^, ... 

^ = 3^X2^X3 -^*^"^'"^'^^"^^ 
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30 X 32 X 4 

Further, if wheel 1 turn at a speed of fii = 50 revolutions per 
minute the speeds of the other gears will be «« = ni = 80 revolu- 
tions, «c = n, = 120 revolutions and Ui = 200 revolutions per 
minute. 

If the distance between the axes of gears 1 and 2 were fixed 
by some external conditions at the distance apart corresponding 
to the above train, then the whole train could be replaced by a 
pair of gears having radii of 19.53 in. and 4.88 in., and these would 
give the same velocity ratio as the train, but would often be 
objectionable on account of the large size of the larger gear. 

The sense of rotation of the various gears may now be ex- 
amined. Looking again at Fig. 68, it is observed that for two 
spur wheels (which have one contact) the sense is reversed, where 
there are two contacts, as between 1 and c the sense remains 
unchanged, and with three contacts such as between 1 and 2 
the sense is reversed and the rule for determining the relative 
sense of rotation of the first and last wheels may be stated thus: 
In any ^ur-wheel train, if the number of contacts between tlie 
first and last gears are even then both turn in the same sense, 
and if the number of contacts Is odd, then the first and last 
wheels turn in tiie oppo^te sense. Should the train contain 
annular gears, the same rule will apply if it is remembered that 
any contact with an annular gear has the same effect as two 
contacts between spur gear. The same rule also applies in case 
belts are used, an open belt corresponding to an annular gear and 
a crossed one to spur gears. 

The rules both for ratio and sense of rotation are the same for 
bevel gears as for spur gears. 

130. Idlers. — It not infrequently happens that in a compound 
train the two gears on an intermediate axle are made of the same 
size and combined into one; thus ra may be made equal to r^ or 
ta = tb- This single intermediate wheel, then, has no eifect on 
the velocity ratio R, as an inspection of the formula for R will 
show, and is therefore called an idler. The sole purpose in using 
such wheels is either to change the sense of rotation or else to 
increase the distance between the centers of other wheels without 
increasing their diameters. 
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131. Bxanq>les. — The application of the formula may be best 
ex^dained by some examples which will now be given: 

1. A wheel of 144 teeth drives one of 12 teeth on a shaft which 
makes one revolution in 12 aec, while a second one driven by it 
turns once in 5 sec. On the latter shaft is a 40-in. pulley con- 
nected by a crossed belt to a 12-in. pulley; this latter pulley turns 
twice while one geared with it turns three times. Show that the 
ratio is 144 and that the first and last wheels turn in the same ' 
sense. 

2. It is required to arrange a train of gearing having a ratio 
,250 

It is possible to solve this problem by using two gears having 
250 teeth and 13 teeth respectively, but in general the larger 
wheel will be too big and it will be well to make up a train of four 
or six gears. Break the ratio up into factors, thus: R = -r^ = 

-T^ X 7a and referring to the formula for the ratio of a train it 

is evident that one could be made up of four gears having 50 
teeth, 13 teeth, 60 teeth and 12 teeth, and these would be ar- 
ranged with the first wheel on the first axle, the gears of 60 teeth 
and 13 teeth would be keyed together and turn on the inter- 
mediate axle and the 12-tootb gear would be on the last axle and 
the contacts would be the 50 to the 13 and the 60 to the 12-tooth 
wheel. 

Evidently, the data given allow of a great many solutions for 
this problem, another with six wheels being, 

ff_250_5540^601540. 

" 13 1 -^ 4 -^ 13 12 -^ 12 ^ 13 



This would give a train similar to Fig. 68 in which the gears are 
(, = 60, ia = 12, (j = 15, (, = 12, 1. = 40 and (, = 13 teeth. 

3. To design a train of wheels suitable for connecting the sec- 
ond hand of a watch to the hour hand. Here the ratio is 
R = 720 and the first and last wheels must turn in the same 
sense, and as annular wheels are not used for this purpose, the 
number of contacts must be even. The following two solutions 
would be satisfactory for eight wheels : 



R. 


. 720 . 


4X4X5X9 

1 


14 ^ 12 '^ 


50 108 
10 '^ 12 










D,g,t7 


db.CoogIc 



TRAINS OF QEABINQ 115 

or 

fl _ 720 - J - 12 >^ 10 ^ 13 >^ 12 

Attention is called to the statement in Sec. 89 that it is un- 
usual to have wheels of less than 12 teeth. 

4. Required the train of gears suitable for connecting the min- 
ute and hour hands of a clock. 

Here A — 12 and the train must be reverted; further, since 
both hands turn in the same sense there must be an even number 
of contacts, and four wheels will be selected. In addition to 
obtaining the correct velocity ratio it is necessary that ri -|- r. = 
»» + rt, and if all the wheels have the same pitch ii + ia ™ 4 + 'i- 
The following train will evidently produce the correct result: 

" - '^ - 1 - 12 ^ Iff- 
(H* fi = 48, fa = 12, tt = 45 and ti = 15 teeth, the hour hand 
carrying the 48 teeth and the minute hand the 15 teeth. 

132. Automobile Gear Box. — Very many applications of 
trains of gearing have been made to automobiles and a drawing 
of a variable-speed transmission is shown in Fig. 69. The draw- 
ing shows an arrangement for three forward speeds (one wi^out 
using the gears) and one reverse. The shaft E is the crankshaft 
and to it is secured a gear A having also a part of a jaw clutch B 
on its right-hand aide. Gear A meshes with another G on a 
countersh^t M, which carries also the gears H, J and K keyed 
to it, and whenever the engine shaft E operates the gears G, H, 
J and K are running. On the right is shown the power shaft P 
which extends back to the rear or driving axle; this shaft ia 
central with E and carries the gears D and F and also the inner 
part C of the jaw clutch for B. 

The gears D and F are forced to rotate along with P by means 
of keys at T, but both gears may be slid along the shaft by means 
of the collars at N and R respectively. In addition to the gears 
already mentioned there is another, L, which always meshes with 
K and runs on a bearing behind the gear K. 

Assuming the driver wishes to operate the car at maximum 
speed he throws F into the position shown and pushes D to the 
left so that the clutch piece C engages with B, in which case P 
runs at the same speed as the engine shaft E. Second highest 
speed is obtained by slipping D to the right until it comes into 
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contact with H, the ratio of gears then being A to G and H to D; 
F remains ae shown. For lowest speed D is placed as shown in 
the figure and F shd into contact with J; the shaft P and the car 
are reversed by moving F to the right until it meshes with L, 
the gear ratio being j4 to G and KtoLioF. 

Builders of automobiles so design the operating levers that it is 
possible to have only one set of gears in operation at once. 



Fia. 69. — Automobile gear box. 

133. The Screw-cutting Latlie. — Most lathes are arranged for 
cutting threads on a piece of work, and as this forms a very 
interesting application of the principles already described, it will 
be used as an illustration. 

The general arrangement of the headstock of a lathe is shown 
in Fig. 70, and in this case in order to make the present discussion 
as simple as possible, it is assumed that the back gear is not in 
use. The cone C is connected by belt to the countershaft which 
suppUes the power, the four pulleys permitting the operation of 
the lathe at four different speeds. This cone is secured to the 
spindle S, which carries the chuck K to which the work is at- 
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tached and by which it is driven at the same rate as the cone C, 
On the other end of iS is a gear e, which drives the gear k through 
one idler g or two idlers / and g. The shaft which carries h 
also has a gear 1 vhich ia keyed to it, and must turn with the ahaft 
at the same speed as h. The gear 1 meshea with a pinion a on a 
separate shaft, this pinion being also rigidly connected to and re- 
volving with gear b, which latter gear meahes with a wheel 2 
keyed to the leading screw L. Thus the spindle S is geared to 
the leading screw L through the wheels e, f, g, h, 1, a, b, 2 of 
which the first four are permanent, while the latter four may 
be changed to suit conditions, and are called change gears. 

The work is attached to the chuck K on S and is supported by 
the center on the tail stock so that it rotates with K. The lead- 




Fio. 70. — Lathe head stock. 



ing screw L paeaea through a nut in the carriage carrying the 
cutting tool, and it will be evident that for given gears on 1, 
a, b, 2 a definite number of turns of S correspond to a definite 
number of turns of L, and hence to a certain horizontal travel 
of the carriage and cutting tool. Suppose that it is desired to 
cut a screw on the work having s threads per inch, the number of 
threads per inch I on the leading screw being given. This requires 
that while the tool travels 1 in. horizontally, corresponding to I 
turns of the leading screw L, the work must revoive s times, or 
if til represents the revolutions per minute of the work, and ni 
those of the leading screw, then 



I 
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where t„ ti,, eto., represent the numbers of teeth in the gears. 
Evidently / and g are idlei? and have no effect on the ratio. 
In many lathes the gears e and A are made the same ate so 
that gear 1 turns at the same speed as gear h. 

Then B - r X r 

This ratio is used in the example here. For many purposes 
also tg =^ tt. 

Further, if L and S turn in the same sense, and if the leading 
screw has a right-hand thread, as is usual, then the thread cut 
on the work will also be right-hand. The idlers / and g are 
provided to facilitate this matter, and if a right-hand thread 
is to be out, the handle m carrying the axes of / and g is moved 
80 that g alone connects e and A, while, if a left-hand thread is 
to be cut the handle is depressed so that / meshes with e and g 
with h. The figure shows the setting for a right-hand thread. 

An illustration will show the method of setting the gears to do 
a given piece of work. Suppose that a lathe has a leading screv 
cut with 4 threads per inch, and the change gears have respect- 
ively 20, 40, 45, 50, 55, 60, 65, 70, 76, 80 and 115 teeth. Assume 

1. It is required to out a right-hand screw with 20 threads 
per inch. Then Z = ^ ^ f where 1 = 4 and a is to be 20. 

TI, ' t, ^h i 1 

T''"^ r.^ti=26 = 5 

This ratio may be satisfied by using the following gears h » 20. 
ta = 50, h =• iO and fa = SO. Only the one idler g would be 
used to give the right-hand thread. 

2. To cut a standard thread on a 2-in. gaa pipe in the lathe. 
The proper- number of threads here would be 11)^ per inch and 

hence I = 4, s = IIH ai"i T ^ T ~ TTW " 23' "^^ could 
be done by making (i = 40 and U = 115, and 4 = fa both acting 
as one idler. 

3. If it were required to cut 100 threads per inch then 1 = 4, 

8 = 100 and f^7 — ion ™ 25* ''*"*'*' ™*y ^ divided into two 
parts, thus 05 " 4 ^ fil/' ^ *^**' ™*J°^ '1 = 20, (» = 80, 
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tt = 76, would require an extra gear of 12 teeth to take the 
plaoe of b, as ^ = 12. 

The axle holdmg the gears a and b may be changed in position 
BO as to make these gears 6t in all cases hetween 1 and 2. The 
details of the method of doing this are omitted in the drawii^. 

In order to show how much gearing has been used in the mod- 
em lathe, the details of the gearing for the headstock of the 
Hendey-Norton lathe are given in Figs. 71, 72 and 73, from 
figures made up from drawings kindly supplied by the Hendey 
Machine Co., Torrington, Conn. 



Fig. 71. — Hendey-Norton lathe. 

A general view of the Hendey-Norton lathe is shown in 
Fig. 71, and a detailed drawing in Fig. 72 in the latter of which 
is shown a belt cone with four pulleys, P, running freely on the 
live spindle S. Keyed to the same spindle is the gear shown at 
Q, and secured to the cone P is the pinion T, and Q and T mesh, 
when required, with corresponding gears on the back gearshaft 
R. When the cone is driving the spindle directly the pin W, 
shown in the gear Q, is left in the position shown in the drawing, 
thus forcing P to drive the spindle through Q, but when the back 
gear is to be used, the pin W is drawn back out of contact with 
the cone pulley, the shaft R is revolved by means of the handle 
A so as to throw the gears on it into mesh with T and Q and 
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then the- spindle is driven from the cone, through T and the 
back gears, and back through gear Q which is keyed to the 
spindle. The use of the back gears enables the spindle to be 
run at a much slower speed than the cone pulley. 

For screw cutting the back gear is not used, but a train of 
geara, J, Y, Z, X, C, E, F, G, H, K, L, M, N, and B, and aa idler 
(or tumble gear as it is called) delivers motion from the live 
spindle to the set of gears A on the lead screw. These gears 
are partly shown on Fig. 72 and partly on Fig. 73 which latter 
is diagrammatic. Of the gears mentioned J is keyed to the live 

stud D [| Getred to Spioille 1 to 1 



vrilh Handle O with HiiDdle U witli Handla u 

*ii*l HoIb in*"S Hole In*! Bote 

Fig. 73. — Gears on Hendey-Norton lathe. 

Spindle, the idler Y is slipped over into gear when a screw is to 
be cut and causes the gear Z to turn at the same speed as the 
spindle. The gear Z gives motion to the stud D by means of 
the bevel gears and jaw clutch shown below gear T, and the sense 
of motion of D will depend on whether the jaw clutch is put into 
contact with the right- or left-hand bevel gear, these bevel gears 
being to adapt the lathe to the cutting of a right- or left-hand 
thread. Gear X, keyed to stud D, revolves at the same speed 
as Z and therefore as the spindle S and in the same or opposite 
sense to it according to the position of the clutch; with the clutch 
to the left both would turn in the same sense. The remainder 
of the train of gearing is indicated clearly on Fig. 73, and it is 
to be noted that where several of these gears are on the same 
shaft they are fastened together, such as C and E, G and F, 
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L, K, H, etc. The numberB of teeth ghown in the varidus gears 
correspoDd to those used id the 16-in. and 18-iii. lathes. 

The handles shown control the gear ratios; thus U controls the 
positions of the gears L, K, and H and the figure shows the three 
possible positions provided by the maker and corresponding to 
the three holes 1, 3 and 3 in Fig. 73. The gear B ia provided 
with a feather running in a long key seat cut in the shaft shown, 
and the handle V is arranged so as to control the horizontal 
position of the gear B and its tumbler gear; that is the handle 
V enables the operator to bring B into gear with any of the 12 
gears on the lead screw. The lead screw has 6 threads per inch. 

With the handle U in No. 3 hole and the handle V in the fourth 
hole as shown in the right-hand diagram of Fig. 73 the ratio is 

1 '^ 48 '^ 68 ^ 34 ^ 34 ^ 70 7 

••■ ' - fi X « - ^ X « - '« 

or the lathe would be set to cut SJ^ threads per inch. 

134. Cutting Special Threads, Etc. — When odd numbers of 
threads are to be cut, various artifices are resorted to to get the 
required gearing, sometimes approximations only being employed. 
Thus if it were required to cut threads on a 2-in. gas pipe, which 
has properly llj^ threads per inch, and the lathe had not gears 
for the purpose, it might be possible to cut llj^ threads per inch 
or 11% threads per inch, either of which would serve such a 
purpose quite well. There are cases, however, where exact 
threads of odd pitches must be cut and an example will show one 
method of getting at the proper gears. 

Let it be required to cut a screw with an exact pitch of 1 mm. 
(0.0393708 in.) with a lathe having 8 threads per inch on the 
leading screw, and assume t, = h. 

A convenient means of working out this problem is the method 
of continued fractions. 

1 . 



H 0-125 

' 0.0393708 ° 0.0393708 



D,g,t7cdb/GOOgIC 



TRAINS OF GEARING 
The first appronmation is 

1 0*1, 1 1 T. ■ 1 ^ ^ 68,876 
^ = 3, the real value being ^ = 3 + g^;^^- 

The eecood is 

3 + =, the real value being 3 -\ 40^28 



and in this way the third, fourth, fifth, etc., approximations are 
readily found. The sixth ia 



Thus with a gear of 40 teeth at 1 or fi= 40 and tg = 127 on 
the leading screw, and an idler in place of a and b the thread could 
be cut. 

125 127 

(Note that q (^93708 "^ ^-^"^^^ "^^^^ 40 = ^■''^^' ^ **^^* *^® 
arrangement of gears would give the result with great accuracy.) 

Problems of this nature frequently lend themselves to this 
method of solution, but other methods are sometimes more con- 
venient and the ingenuity of the designer will lead him to devise 
other means. 

136. Hunting Tooth Gears. — These are not much used now 
but were formerly employed a good deal by millwrights who 
thought that greater evenness of wear on the teeth would result 
when a given pair of teeth in two gears came into contact the 
least number of times. To illustrate this, suppose a pair of gears 
had 80 teeth each, the velocity ratio between them thus being 
unity; then a given tooth of one gear would come into contact 
with a given tooth of the other gear at each revolution of each 
gear, but. if the number of teeth in one gear were increased to 81 
then the velocity ratio ia nearly the same as before and yet a 
given pair of teeth would come into contact only after 80 revolu- 
tions of one of the gears and 81 revolutions of the other. The 
odd tooth is called a htuting tooth. Compare the case where 
the gears have 40 teeth and 41 teeth with the case cited. 
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BPICTCUC GEARINO, ALSO CALLED PLAIfBTAKT GEASIHG 

136. EpicycUc Gearing. — ^An epicyclic train has been defined 
at the beginning of the chapter as one in which one of the gears 
in the train is held stationary or is prevented from turning, 
while all the other gears revolve relative to it. The frame 
carrying the revolving gear or gears must also revolve. The train 
is called epicychc because a point on the revolving gear describes 
epicyclic curves on the fixed one, and the term planetary gearing 
appears to be due to the use of such a train by Watt in his "sun 
and plaaet" motion between the crankshaft and connecting rod 
of his early engines. 

An epicyclic train of gears is made up in exactly the same 
way as an ordinary train already examined, the only difference 




Fia. 74. — Epicyclic trains. 

between the two is in the part of the combination that is fixed; 
in the ordinary train the axles on which the gears revolve are 
fixed in space, that is, the frame is fixed and all the gears revolve, 
whereas in the epicychc train one of the gears is prevented from 
turning and all of the other gears and the frame revolve. This 
is another example of the inversion of the chain explained in 
Chapter I. 

The general purpose of the train is to obtain a very low 
velocity ratio without the use of a large number of gears; thus a 
ratio of Mcooo may very simply be obtained with four gears, the 
largest of which contains 101 teeth. Italso has other appHcationa. 
Any number of wheels may be used, although it is unusual to 
employ over four. 

In discussing the train, the term "first wheel" will correspond 
with wheel 1 and " last wheel " with wheel 2 in the train shown in 
Fig. 68, and it will always be the first wheel which is prevented 
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from turning. The ratio of the train is the number of turns of 
the last wheel for each revolution of the frame. 

In Fig. 74 two forms of the train, each containing two wheels, 
are shown. In the left-hand 6gure, wheel 1 is fixed in space and 
the frame F and wheel 2 revolve, whereas in the right-hand figure 
the wheel 1 is fixed only in direction, being connected to links in 
such a way that the arrow shown on it always remains vertical 
(a construction easily effected in practice), that is wheel 1 doee 
not revolve on its axis, and the frame F and wheel 2 both revolve 
about the center B, The following discussion applies to either 
case. 

137. Ratio of Epicyclic Gearing. — ^Let the gears 1 and 2 con- 
tain ti and tt teeth respectively; then as a simple train the ratio is 

B = ~ and is negative, since the first and last wheels turn in 
the opposite sense. The method of obtaining the velocity ratio 
of the corresponding epicyclic train may now be explained. 
Assume first that the frame and both wheels are fastened together 
as one body and the whole given one revolution in space; then 
frame F turns one revolution, and also the gears 1 and 2 each 
turn one revolution on their axes (not axles) . But in the epicyclic 
train the gear 1 must not turn at all, hence it must be turned 
back one revolution to bring it back to its original state, and this 
will cause the wheel 2 to make R revolutions in the same sense aa 
before, since the ratio R is negative. During the whole operation 
gear 1 has not moved, the frame F has made 1 revolution and the 
last wheel I + B revolutions in the same sense, hence the ratio 
of the train is 

_ 1 + R _ Revolutions made by the last wheel. 
1 ~ Revolutions made by the frame. 

A study of the problem will show that if R were positive then 
E == 1 — R and in fact the correct algebraic "formula is 

E = 1 -R 
and in substituting in this formula care must be taken to attach 
to R the correct sign which belongs to it in connection with an 
ordinary train. 

Owing to the difficulty presented by this matter the following 
method of arriving at the result may be helpful, and in this case 
a train will be considered where R is positive, i.e., there are an 
even number of contacts. 
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1. Assume the frame fixed and first wheel revolved onoe; thea: 
Frame makes revolutions. 

First wheel makes +.1 revolutions. 

Last wheel makes + R revolutions. 
But the epicyclic train is one in which the first whe^ does not 
revolve, and therefore to bring it back to rest let all the ports be 
turned one revolution in opposite sense to the former motion. 

2. After all parts have been turned backward one revolution 
the total net result of both operations is : 

Frame has made 0—1 revolutions. 

First wheel has made +1 — 1 revolutions. 

Last wheel has made + R — 1 revolutions, 

which has brought the wheel 1 to rest; hence 

E = —^ = 1- R as before. 

138. Examples. — The following examples will illustrate the 
meaning of the formula and the application of the train in 
practice. 

1. Let wheel 1 have 60 teeth and wheel 2 have 59 teeth; 

then d = 60, (s = 69 and therefore R = — ^■ 

XT r. i 7> , / 60\ , , 60 119 ^, 

Hence, E = 1 - R = 1 - {- ^) = 1 + ^ = -^ or the 
last wheel turns in the same sense as the frame and at about 
double its speed. 

2. Suppose now that an idler is inserted between 1 and 2, 

60 
keeping R = ^ still, but making it positive. 

Tl.enS.l-fi-l-(+??).l-??.-^- 
Thus, the wheel 2 turns in opposite sense to the frame and at 
J^Q its speed. 

3. If in example (2) wheels 1 and 2 are interchained, then 
69 

B = sn and is positive, so that 

^ ' 60 +60 
in which case the last wheel will turn in the same sense as the 
frame and at 3^o o^ its velocity. 

4. To design a train having a positive ratio of innnfi ' ^^^ ^' 
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one in which the last wheel turns in the same sense as the frame 
and at .f. ^^^ the speed. 

Here ^ = * " « = 10^ 

„ _ . 1_ _L _A.\{,,J\_^^M 

°'' " ' 10,000 - 1 100/ \ "*" 100/ 100 ^ 100 

The train thus consists of four gears I, a, b and 2 and the 
numbers of teeth are d = 99, (. = 100, fe = 101, t, = 100. 

In practice such a train could easily be reverted, although the 
numbers of teeth are not exactly suited to it, and would work 
quite smoothly. The train is frequently made up in the form 



Fio. 76. 

shown in Fig. 76 where the frame tak^ the form of a loose 
puUey A, carrying axles D on which the intermediate gears run 
and the 99-toothed gear is keyed to B, which is also keyed to the 
frame C The pulley will turn 10,000 times for each revolution 
that the shaft makes. Should the gears be changed around, so 
that the 100-tooth wheel is fixed, while the d9-tooth wheel is on 
the shaft and gears with the 100-tooth wheel on D, then 
P _ 1 p - 1 100 100 _ 1 

or the shaft will turn slowly in opposite sense to the wheel A 
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The arrai^ment sketched in Fig. 75, in a slightly modified 
form, is used in screw-cutting machines, but with a much larger 
value of E. In this case there are two pulleys, one as shown at A 
and one keyed to the shaft, while the gears on D are usually re- 
placed by a broad idler. When the die is rmming up on the stock ' 
the operation is slow and the belt is on the pulley A, but for other 
operations the speed is much increased by pushing the belt over 
to the pulley keyed to the shaft, the gears then running idly. 

5. Watt's Son and Planet Motion. — In this case gear 2 was 
the same size as 1 and was keyed to the crankshaft, while the gear 
1 was secured to the end of the connecting rod and a link kept the 
two gears at the proper distance apart, as in the right-hand 
diagram of Fig. 74. There was, of course, no crank. 

Here B = - 1 and E = 1 - B = 2. 

Therefore, the crankshaft made twe revolutions for each two 
strokes of the piston. 

139. Machines Using Epicyclic Gearing. — There are a great 
many illustrations of this interesting arrangement and space 
permits the introduction of only a very few of these. 

(a) The Weston Triplex Pulley Block.— A form of this block, 
which contains an epicyclic train of gearing, ia shown in Fig. 76. 
The frame D contains bearings wiiich carry the hoisting sprocket 
F, and on the casting carrying the hoisting sprocket are axles 
each carrying a pair of compound gears BC, the smaller one C 
gearing with an annular gear made in the frame D, while the other 
and larger gear B of the pair meshes with a pinion A on the 
end of the shaft S to which the hand sprocket wheel H is attached. 
When a workman pulls on the hand sprocket chain he revolves H 
and with it the pinion A on the other end of the shaft, which in 
turn sets the compound gears BC in motion. As one of these 
gears meshes with the fixed annular gear on the frame D the only 
motion possible is for the axles carrying the compound gears to 
revolve and thus carry with them the hoisting sprocket F. 

In the one ton Weston block the annular wheel has 49 teeth, 
the gear B has 31 teeth, C has 12 teeth and the pinion A has 13 
teeth. For the train, then, evidently R is negative since one 
wheel is annular and 

Hence 

E = l-fi = l-(- 9.73) = 10.73. 
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So that there must be 10.73 turns of the hand wheel to cause 
one turn of the hoisting wheel F. As these wheels are respec- 
tively 9H in- and 3}i in, diameter, the hand chain must be 
moved oif X 10,73 = 33.2 ft. to cause the hoisting chain to 



FiQ. 76. — Weston triplex block. 

move 1 ft., so that the mechanical advantage is 33.2 to 1, neglect- 
ing friction, 

(6) Motor -driven Portable Drill. — A form of air-driven drill is 
shown at Fig. 77 in which epicyclic gearing is used. This drill 
is made by the Cleveland Drill Co., Cleveland, and the figure 
shows the general construction of the drill while a detail is also 
given of the train of gearing employed. 

B 
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Fig. 77. — Cleveland Eur-driven portable drill. 
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The outer casing A of the drill is held from revolving by means 
of the handles H aad H', air to drive the motors passing in 
through H. Fastened to the bottom of the crankshaft of the air 
motors is a pinion B which drives a gear and through it a 
second pinion D, which latter revolves at the same speed as B 
and operates the valve for the motors. The gear C is keyed 
to a shaft which has another gear E also secured to it, the latter 
meshing with pinions F which in turn mesh with the internal 
gear G secured to the frame A. The gears F run freely on shafts 
J which are in turn secured in a flange on the socket S, which 
carries the drill. 

As the motors operate on the crankshaft causing it to revolve, 
the pinion B turns with it and also the gear C and with it the 
gear E. As E revolves it sets the gears F in motion and as these 
mesh with the fixed gear G the only thing possible is for the 
spindles / carrying F to revolve in a circle about the center of 
E and as these revolve they carry with them the drill socket S. 
In one of these drills the motor runs at 1,275 revolutions per 
minute and the numbers of teeth in the gears are tg = 14, tc = 70, 
ts = 15, tw = 15 and fc = 45. The speed of the spindle S 
will then be 1,276 t- {1 + ^Ks X ''K4I = 80 revolutions per 
minute. 

(c) Automobile Transmission. — Epicyclic gearing is now 
conamonly used in automobiles and two examples are given here, 
in concluding the chapter. The mechanism shown in Fig. 78' 
is used in Ford cars for variable speed and reversing. The 
engine flywheel A carries three axles X uniformly spaced around 
a circle and each carrying loosely three gears H, G and K, the 
three gears being fastened together and rotating as one solid 
body. Each of these gears meshes with another one which 
is connected by a sleeve to a drum; thus H gears with B and 
through it to the drum C which is keyed to the shaft P 
passing back to the rear axle. Gear G meshes with the gear F. 
which is attached to the drum E, while K meshes with the gear 
/ on the drum I. The disc M is keyed to an extension of the 
crankshaft as shown and carries one part of a disc clutch, the 
other part of which is carried on casting C. The mechanism for 
operating this clutch is not shown completely. 

The driver of the car has pedals and a lever under his control 

' A drawing was kindly fumished by the Ford Motor Co., Ford, Ontario, 
for tb« purpooe of this cut. 
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and it is beyond the present purpose to discuss the action of 
these in detail, but it may be explained that these control band 
brakes, one about the drum /, another about the drum E and 
a third about the drum C, and in addition the pedals and lever 
control the diac clutch between C and M, 

In this mechanism the gears have the following numbers of 
teeth: ta = 27 teeth, fe = 33 teeth, (^ = 24 teeth, (» = 27 teeth, 
tr ='21 teeth and tj = 30 teeth. 



Fia. 78.— Ford transmission. 

Should the driver wish the car to travel at maximum speed he 
throws the disc clutch into action which connects M and C and 
thus causes the power shaft P to run at the same speed as that 
of the engine crankshaft. If he wishes to run at slow speed he 
operates the pedal which applies the band brake to the drum E, 
causing the latter to come to rest. The gears F, 0, H and B 
then form an epicyclic train and for this 

21 27 
R = 33 X 27 = 0-636 and E = 1 - fi = 0.36. 

So that the power shaft P will turn forward, making 36 revolu- 
tions for each 100 made by the crank. 
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If the car is to be reversed, drum I is brought to rest and the 
train consists of gears J, K, H and B. 

Then R = ^X^ = land E = I - R = --^ 

or the power shaft P will turn in opposite sense to the crank and 
at one-fourth its speed. 

The brake about C is for applying the brakes to the car. 

(d) Automobile Differential Gear. — The final illustration is 
the differential used on the rear axle of Packard cars. This ia 



P^Q. 79. — Automobile differeDtial gear, 

shown in Fig. 79 which is from a Packard pamphlet. The power 
shaft P attached to the bevel pinion A drives the bevel gear B 
which has its axis at the rear axle but is not directly connected 
thereto. The wheel B carries in its web bevel pinions C, the axles 
of which are mounted radially in B, and the pinions C may rotate 
freely on these axles. 

The rear axle S is divkled where it passes B and on one part 
of the axle there is a bevel gear D and on the other one the bevel 
gear E of the same size as D. When the car is running on a 
straight smooth road the two wheels and therefore the two parts 
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S of the rear axle run at the same speed and then the power ia 
transmitted from P through A and B just as if the gears C, D 
and E formed one solid body. 

In turning a corner, however, the rear wheel on the outer part 
of the curve runs faster than the inner one, that ia D and E 
run at different speeds and gear C rotates slowly on its axle. 
When the one wheel spins in the mud, and the other one remains 
stationary, as not infrequently happens when a car becomes 
stalled, the arrangement acts as an epicyelic train purely. 

QXTBSTIONS OW CHAPTER VU 

I. Find the velocity ratio for a traim of gears aa follows: A gear <d 30 
teeth drives one of 24 teeth, which is on the same shaft with one of 4S teeth ; 
this last wheel gears with a pinion of 16 teeth. 

i. The handle of a winch carriea twD pinions, one of 24 teeth, the other 
of 15 teeth. The former may meah with a 60-tooth gear on the rape drum 
or, if deaired, the 15-tooth gear may meah with one of 50 teeth on the same 
shaft with one of 14 teeth, this latter gear also meshing with the gear of 60 
teeth on the dnim. Find the ratio in each case. 

S. Deeiga a reverted train for a ratio 4 to 1, the largest gear to be not 
over in. diameter, 6 pitch. 

4. A gear a of 40 teeth is driven from a pinion c of 15 teeth, through an 
idler 6 of 90 teeth. Retainii^ e as before, also the positions of the centers 
of a and c, it is required to drive a 60 per cent, faster, how may it be done? 

5. A car is to be driven at 15 miles per hour by a motor running at 1,200 
revolutions per minute. The car wheels are 12 in. diameter and the motor 
pinion has 20 teeth, driving through a compound train to the axle; design 
the train. 

6. In a simple geared lathe the lead screw has 5 threads per inch, gear 
e - 21 teeth, ft - 42 teeth, 1 ^ 60 teeth and 2 ^ 72 teeth; find the thread 
eut on the work. 

7. It is deured to cut a worm of 0.194 in. pitch with a lathe as shown at 
fig. 70, u^ng these change gears; find the gears necraBary. 

8. Make out a table of the threads that can be cut with the lathe in Hg. 
70 with different gears. 

0. Make a similar table to the above for the Hendey-Norton latiie 
illustrated. 

10. Design an auto change-gear box of the selective type, with three 
speeds and reverse, ratios 1.8 and 3.2 with % pitch stub gears, shaft centers 
not over 10 m. 

II. A motor car is to have a speed of 45 miles per hour ma x i m u m with an 
engine speed of 1,400 revolutions per minute. What reduction will be 
required at the rear axle bevel gears, 36-in. tires? At the same ei^ine 
speed find the road speed at reductions of 4 and 2 respectively. 

13. Design the gear box for the above car with % stub-tooth geais, shafts 
in. centers. 
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15. Prove that the velocity ratio of an epicyclic train laE = 1 — R. 
14. Deugn a reverted epicyclic train for a ratioof 1 to 2,500. 

16. In a train of gears a has 24 teeth, and meshes with a 12-tooth pinion 
b which revolves bodily about a, and b also meaheB with an internal gear c 
of 48 teeth. Find the ratio with a fixed and also with c fixed. 
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CHAPTER VIII 
CAMS 

140. Purpose of Cams. — ^In many classes of machinery certain 
parts have to move in a non-uniform and more or less irregular 
way. For example, the belt shifter of a planer moves in an 
irregular way, during the greater part of the motion of the planer 
table it remains at rest, the open and crossed belta driving their 
respective pulleys, but at the end of the stroke of the table the 
belts must be shifted and then the shifter must operate quickly, 
moving the belts, after which the shifter comes ^ain to rest and 
remains thus until the planer table has completed its next stroke, 
when the shifter operates again. The valves of a gas engine 
afford another illustration, for these must be quickly opened at 
the proper time, held open and then again quickly closed. The 
operation of the needle bar of a sewing machine is well known 
and the irregular way in which it moves is familiar to everyone. 

In the machines just described, and indeed in almost all 
machines in which this class of motion occurs, the part which 
moves irregularly must derive its motion from some other part 
of the machine which moves regularly and uniformly. Thus, 
in the planer all the motions of the machine are derived from the 
belts which always run at steady velocity; further, the shaft 
operating the valves of a gas engine runs at speed proportional 
to the crankshaft while the needle bar of a sewing machine is 
operated from a shaft turning uniformly. 

The problem which presents itself then is to obtain a non- 
uniform motion in one part of a machine from another part which 
has a uniform motion, and it is evident that at least one of the 
links connecting these two parts must be unsymmetrical in 
shape, and the whole irregularity is usually confined to one part 
which is called a cam. Thus a cam may be defined as a link 
of a machine, which has generally an irregular form and by 
means of which the uniform motion of one part of the machine 
may be made to impart a desired kind of non-uniform motion 
to another part. 
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Cams are of many different forms and designs depending 
upon the conditions to be fulfilled. Thus in the Bewing machine 
the cam is usually a slot in a flat plate attached to the needle 
bar, in the gas engine the cam is generally a. non-circular disc 
secured to a shaft, whereas in screw-cutting machines it often 
takes the form of a slot running across the face of a cylinder, and 
many other cases might be cited, the variations in its form being 
very great. Some forms of cams are shown in Fig. 80. 

SeveraJ {m)blenis comiected with the use of cams will explain 
their application and method of design. 

Ill Stamp-mill Cam. — The first illustration will be that of 
the stamp mill used in mining districts for crushing ores, and a 
general view of such a mill is shown in Fig. 81. Such a mill con- 
sists essentially of a number of stamps A, which are merely 




Fia. 80. — Forms of cama. 

heavy pieces of metal, and during the operation of the mill 
these stamps are lifted by a cam to a desired height, and then 
suddenly allowed to drop so as to crush the ore below them. The 
power to lift the stamps is supplied through a shaft B which is 
driven at constant speed by a belt, and as no work is done by 
the stamps as they are raised, the problem is to design a cam 
which will lift them with the least power at shaft B, and after 
they have been hfted the cam passes out of gear and the weights 
drop by gravity alone, 

Now, it may be readily shown that the force required to move 
the stamp at any time will depend upon its acceleration, being 
least when the acceleration is zero, because then the only force 
necessary is that which must overcome the weight of the stamp 
alone, no force being required to accelerate it. Thus, for the 
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i D J iimum expenditure of energy, the stamp must be lifted at a 
imiform velocity, and the problem, therefore, resolves itself into 
that of designing a cam which will lift the stamp A at uniform 
velocity. 

The general disposition of the parts involved, is shown in Fig. 
82, where B represents the end of the shaft B shown in Fig. 81, 



Fig. 81. — Stamp mill. 

and YF represents the center line of the stamp A, which does 
not pass through the center of B. Let the vertical shank of the 
stamp have a collar C attached to it, which collar comes into 
direct contact with the cam on B; then the part C is usually 
called the follower, being the part of the machine directly 
actuated by the cam. 
It will be further assumed that the stamp is to be raised twice 
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for each revolution of the shaft B, and as some time will be taken 
by the stamp in falling, the latter must be raised its full distance 
while the shaft B turns through less than 180°. Let the total 
lift occur while B turns through 102°. 

Further, let the total lift of the cam be h ft., that is, let the 
distance — 6, Fig. 82, through which the bottom of the follower 
C rises, be h ft. 

The construction of the cam may now be begun. Draw BF 
perpendicular to YF and lay off the angle FBE equal to 102°. 
Next divide the distance — 6 = A, and also the angle FBE, into 



Fig. 82, — Stamp mill cam. 

any convenient nimiber of equal parts, the same number being 
used in each case; six parts have been used in the drawing. 

Now a little consideration will show that since the stamp A 
and also the shaft B are to move at uniform speed, the distances 
0-1, 1-2, 2-3,etc.andalsotheanglesFBG,GBH, flfi/,etc., 
must each be passed through in the same intervals of time and all 
these intervals of time must be equal. With center B and radius 
BF draw a circle FGH ...E tangent to the line 0-6 and draw GM, 
HN, etc., tangent to this circle at G, H, etc. Now while the 
follower is being lifted from to 1 the shaft B is revolved through 
the angle FBG, and then the line GM will be vertical and must 
bo long enough to reach from F to 1 or GM should equal Pi. 
The construction is completed by making HN = F — 2, JP 
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— f — 3, etc., and in thiB way locating thepointaO,Jtf,JV,P,Q, R 
and S and a Bmooth curve through these points gives the face 
of the cam. As a guide in drawing the curve it is to be remem- 
bered that MG, NH, etc., are normals to it^ 

A hub of suitable size is now drawn on the shaft, the dimen- 
sions of the hub being determined from the principles of machine 
design, and curves drawn from S and down to the hub complete 
the design ; the curve from i5 must be so drawn that the follower 
will not strike the cam while falling. 

The curve OMN . . . S is clearly an involute having a base 
circle of radius BF, or the curve of the cam is that which would 
be described by a pencil attached to a cord on a drum of radius" 




Fio, 83. — Uniform velocity 



BF, the cord being unwound and kept taut. The dotted line 
shows the other half of the cam. 

In this case there is line contact between the cam and its 
follower, that is, it is a case of higher pairing, as is frequently, 
though not always, the case with cams. 

142. Uniform Velocity Cam. — As a second illustration, take 
a problem similar to the latter, except that the follower is to have 
a uniform velocity on the up and down stroke and its line of 
motion is to pass through the shaft B. It will be further assumed 
that a complete revolution of the shaft will be necessary for the 
up and down motion of the follower. 
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Let — 8, Fi«. 83 (a) represent the travel of the follower, the 
latter being on a vertical shaft, with a roller where it comes 
into contact with the cam. EHvide — 8 into, say, eight equal 
parts as shown, further, divide the angle OBK ( = 180°) into the 
same number of equal parts, giving the angles OBI', I'B^, 
etc. Now since the shaft B turns at uniform epeed the center 
of the follower is at 1 when Bl' is vertical and at 2 when B2' is 
vertical, etc., hence it is only necessary to revolve the lengths 
Bl, B2, etc., about B till they coincide with the lines SI', B2', 
etc., respectively. The points 1', 2', 3', will be obtained on 
the radial lines £1', £2*, etc., as the dietances from B which the 
center of the follower must have when the corresponding line 
is vertical.^ With centers 1', 2', 3', etc., draw circles to represent 
the roller and the heavy line shown tangent to these will be 
the proper outline for one-half of the cam, the other half being 
exactly the same as this about the vertical center line. Here 
again there is higher pairing and some external force is supposed 
to keep the follower always in contact with the cam. 

A double cam corresponding to the one above described is 
shown at Fig. 83 (6), this double cam making the follower perform 
two double strokes at uniform speed for each revolution of the 
camshaft. 

113. Cam for a Shear. — ^The problem may appear in many 
different forms and the case now imder consideration assumes 
somewhat different data from the former two, and the shear 
shown in Fig. 84 may serve as a good illustration. Suppose it is 
required to design a cam for this shear; it would usually be desir- 
able to have the shefir remain wide open during about one-half 
the time of rotation of the cam, after which the jaw should begin 
to move uniformly down in cutting the plate or bar, and then 
again drop quickly back to the wide-open position. With the 
shear wide open, let the arm be in the position AiBi where it is 
to remain during nearly one-half the revolution of the cam; then 
let it be required to move uniformly from AiBi to AtB^ while 
the cam turns through 120°, after which it must drop back again 
very quickly to AiBi. 

An enlarged drawing of the right-hand end of the machine is 
diown at Fig. 85, the same letters being used as in Fig. 84, the 
lines AiBi and AtBt representing the extreme positions of the 
arm AB. Draw the vertical line QBiBi and lay off the angle 
BiQB't equal to 120°; this th^n is the angle through which the 
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camshaft must turn while the arm is moving over its range from 
AiB, to AiBt. Now divide the angle B^OBt, Fig. 84, into any 
number of equal parts, say four, by the lines OC, OD, and OE; 
these lines are shown on Fig. 85. Next, divide the angle 




Fig. 84. 

B\OBi into the same nimiber of parts as BiOBi, that is four, 
by the lines QC, QD' and. QE'. 

Now, when the line QB\ is vertical aa shown, the cam must be 
tangent to A ,Bi. Next, when the cam turns so that QCi becomes 




FiQ. 85. — Cam for shear. 



vertical, the arm must rise to C, and hence in this position the 
line OC must be tangent to the cam and the corresponding out- 
line of the cam may thus be found. Draw the arc CC with 
center Q, and throi^h C draw a line making the same an^ 
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ai with QC' that OC does with QC. The Une through C is a. 
tangent to the cam. Similarly, tangents to the cam through 
ly, E' and B'i may be drawn and a smooth curve drawn in 
tangent to these lines, as shown in Fig. 85. 

The details of design for the part B'l G may be worked out if 
proper data are given, and evidently the part GFB is circular and 
corresponds with the wide-open position of the shear. 

144, Gas-engine Cam. — It not infrequently happens that the 
follower has not a straight-line motion but is pivoted at some 
point and moves in the arc of a circle. This is the case with 
some gas engines and an outline of the exhaust cam, camshaft 




Fio. 86. 



lever and exhaust valve for such an engine is shown at Fig. 86 (a), 
where A is the camshaft and B is the pin about which the fol- 
lower swings. This presents no difficulties not already discussed 
but in executing such a design care must be taken to allow for the 
deviation of the follower from a radial line, and if this is not done 
the cam will not do the work for which it was intended. 

As this problem occurs conunonly in practice, it may be as 
well to work out the proper form of cam. The real difficulty 
is' not in making the design of the cam, but in choosing the correct 
data and in determining the conditions which it is desired to 
have the cam fulfil. A very great deal of discussion has taken 
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place op this point, and as the matter depends primarily on the 
conditions set in the engine, it is out of place here to enter into 
it at any lei^th. Such a cam should open and close the valve 
at the right instants and should push it open far enough, but in 
addition to these requirements it is necessary that the valve 
should come back to ita seat quietly, and that in moving it 
should always remain in contact with the cam-actuated operating 
lever. Further, there should be no undue strain at any part 
of the motion, or the pressure of the valve on the lever should be 
as nearly unifonn and as low as possible, during its entire 
motion. 

The total force required to move the valve at any instant is 
that necessary to overcome the gas pressure on top of it, plus 
that necessary to overcome the spring, plus that necessary to lift 
and accelerate the valve if it has not uniform velocity. The gas 
pressure is great just at the moment the valve is opened (the 
exhaust valve is here spoken of) and immediately falls almost to 
that of the atmosphere, while the spring force is least when the 
valve is closed and most when the valve is wide open. The 
weight of the valve ie constant and its acceleration is entirely 
under the control of the designer of the cam. Under the above 
circumstances it would seem that the acceleration should be low 
at the moments the valve is opened and closed, and that it 
might be inoreased as the valve is raised, although the increasing 
spring pressure would prevent undue increase in acceleration. 

Again, the velocity of the valve at the moment it returns to its 
seat must be low or there will be a good deal of noise, and 
the cam should be so designed that the valve can fall rapidly 
enough to keep the follower in contact with the cam, or the noise 
will be objectionable. The general conditions should then be 
that the follower should start with a small acceleration which 
may be increased as the valve opens more, and that it must 
finish its stroke at comparatively low velocity. 

In lieu of more complete data, let it be assumed that the 
valve is to remain open for 120° of rotation of the cam, and is to 
close at low velocity. The travel of the valve is also given and 
it is to remain nearly wide open during 20° of rotation. It will 
first be assumed that the follower moves olTa radial line as at Fig. 
86 (fc) and correction made later for the deviation due to the arc. 

From the data assumed the valve is to move upward for 50° 
of rotation of the cam and downward during the same interval. 
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and as the camshaft turns at constant speed each degree of rota- 
tion represents the same interval of time. Let the acceleration 
be as shown on the diagram Fig. 87 (a) on a base representing 
degrees of camshaft rotation, which is also a time base; then the 
assumed form of acceleration curve will mean that at first the 
acceleration ia zero but that this rapidly increases during the 
first 5° of rotation to its maximum value at which it remains for 




Fio. 87. 

the next 15°. It then drops rapidly to the greatest negative value 
where it also remains constant for a short interval and then 
rapidly returns to zero at which it remains for 20°, after which 
the process is repeated. Such a curve means a rapidly increasing 
velocity of the valve to its maximum value, followed by a rapid 
decrease to zero velocity corresponding to the full opening of the 
valve and in which position the valve remains at rest for 20°. 
The valve then drops rapidly, reaching its seat at the end of 120° 
at zero velocity. 
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By int^rating the acaeleration curve the velocity curve is 
found as ahowa at (b) Fig. 87, and making a second integration 
gives the space eurve shown at (c), the maximum height of the 
space curve representing the assumed lift of the cam. These 
curves show that the valve starts from rest, rises and finally comes 
to rest at maximum opening; it then comes down with rapid 
acceleration near the middle of ite stroke and comes back on its 
seat again with zero velocity and acceleration and therefore 
without noise. 




Fig. SS. 



Having now obtained the space curve the design of the oara is ■ 
made as follows ; 

In Fig. 88, let A represent the camshaft and the circle G 
represent the end of the hub of the cam, the diameter of which is 
determined by considerations of Btrength, There is always a 
slight clearance left between the hub and follower so that the 
valve may be sure to seat properly and this clearance circle is 
indicated in hght Unes by C. Lay oft radii (say) 10° apart as 
shown; then AD and AE, 120° apart, represent the angle of action 
of the cam. Draw a circle F with center A and at distance from 
C equal to the radius of the roller ; then this circle F is the base 
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circle from which the diaplacements shown in (c) , Fig. 87, are to be 
laid off, and this is now done, one caeo being shown to indicate the 
exact method. The result ia the curve shown in dotted lines 
whioh begins and ends on the circle F. A pair of oompasseB are 
now set with radius equal to the radius of the roller of the follower 
and a series of arcs drawn, as shown, all having centers on the 
dotted curve. The solid curve drawn tangent to these arcs is 
the outline of the cam which would fulfil the desired conditions 
provided the follower moved in and out along the radial Une from 
the center A as shown at Fig. 86 (b). 

Should the follower move in the arc of a circle as is the case 
in Fig. 86 (a), where the follower moves in the arc of a circle 
described about B, then a shght modification must be made in 
laying out the cam although the curves shown at (a), (&) and 
(c), Fig. 87, would not be altered. The method of laying out 
the cam from Fig. 87 (c) may be explained as follows : From 
center A draw a circle H (not shown on the drawings) of radius 
AB equal to the distance from the center of camshaft to the 
center of the fulcrum for the lever. Then set a pair of compasses 
with a radius equal to the distance from B to the center of the 
follower, and with centers on H draw arcs of circles outward 
from the points where the radial hnes AD, etc., intersect the 
circle F; one of these is shown in Fig. 88. AH distances such as 
a are then laid off radially from F but so that their termini will 
be on the arcs just described; thus the point K will be moved 
over to L, and so with other points. The rest of the procedure 
is as in the former case. For ordinary proportions the two cams 
will be nearly alike. 

Should the follower have a fiat end without a roller, as is often 
the case, then the circle F is not used at all and all distances such 
as a are laid off on radial lines from the drcle C and on each 
radius a hne is drawn at right angles to such radius and of length 
to represent the face of the follower. The outline of the cam 
is then made tangent to these latter lines. 

Lack of space prevents further discussion of this very interest- 
ing machine part, which enters so commonly and in such a great 
variety of forms into modern machinery.. No discussion has 
been given of oams having reciprocating motion, nor of those 
used very commonly in screw machines, in which bars of various 
shapes are secured to the face of a drum and form a cam which 
may be easily altered to suit the work to be done by simply 



,,CoogIc 



148 THE THEORY OF MACHINES 

removing one bar and putting another of different shape In its 
place. 

After a careful study of the oases worked out, however, there 
should be no great difficulty in designing a cam to suit almost 
any required set of conditions. The real difficulty, in moat cases, 
is in selecting the conditions which the cam should fulfil, but 
once these are selected the solution may be made aa explained. 

QUBSTIOHS ON CHAPTER Vm 

1. Deaign a disk cam for a stamp mill, for a flat-faced follower, the line 
lA the stamp being 4 in. from the camshaft. The stamp is to be lifted Q IB. 
at a uniform rate. 

3. Design a disk oam with roller follower to give a uniform rate of rise and 
fall of 3 in. per revolution to a sinudle the axis of which passes through the 
center line of the shaft. 

S. Taking the proportions of the parts from Fig. 84, design a suitable 
cam for the shear. 

4. A cam is required for a 1 in. shaft to give motion to a roller follower 
^ in, diameter, and placed on an arm pivoted 6 in. to the left and 2 in. 
above the camshaft. The roller (center) is to remain 2 in. above the cam- 
shaft center for 200° rS camshaft rotation, to rise ^ in. at uniform rate 
during 65°, to remain stationary during the next 30°, and then to fall uni- 
formly to its original p<^tion during the next 66°. Design the cam. 

5. Design a cam similar to Fig. 88 to give a lift of 0.376 in. during 45°, a 
full open period of valve of 25° and a closing period of 4S°. Base radius 
of cam to be 0.625 in. and roller 1 in. diameter. 
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CHAPTER IX 
FORCES ACTING IN MACHINES 

146. External Forces. — When a machine is performing any 
useful work, or even when it is at rest there are certain forces 
acting on it from without, auoh as the Bteam pressure on an 
engine piaton, the belt pull on the driving pulley, the force of 
gravity due to the weight of the part, the pressure of the water on 
a pump plunger, the pressure produced by the stone which is 
being crushed in a stone crusher, etc. These forces are called 
external because they are not due to the motion of the machine, 
but to outside influence, and these external forces are trans- 
mitted from link to link, producing pressures at the bearings 
and stresses in the links themselves. In problems in machine 
design it is necessary to know the effect of the external forces in 
producing stresses in the hnks, and further what the stresses are, 
and what forces or pressures are produced at the bearings, for the 
dimensions of the bearings and shding blocks depend to a very 
large extent upon the pressures they have to bear, and the shape 
and dimensions of the links are determined by these stresses. 

The matter of determining the sizes of the bearings or links 
does not belong to this treatise, but it is in place here to deter- 
mine the stresses produced and leave to the machine designer 
the work of making the hnks, etc., of proper strength. 

In most machines one part usually travels with nearly uniform 
motion, such as an engine crankshaft, or the belt wheel of a 
shaper or planer, many of the other parts moving at variable 
rates from moment to moment. If the links move with variable 
speed then they must have acceleration and a force must be 
exerted upon the link to produce this. This is a very important 
matter, as the forces required to accelerate the parts of a machine 
are often very great, but the consideration of this question is left 
to a later chapter, and for the present the acceleration of the 
parts will be neglected and a mechanism consisting of hght, 
strong parts, which require no force to accelerate them, will be 
osaumed in place of £he actual one. 
149 
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146. Hachine is AsBUmed to be in Equillbtium. — It will be 
further assumed that at any instant under consideration, the 
machine is in equilibrium, that is, no matter what the forces 
acting are, that they are balanced among themselves, or the 
whole machine is not being accelerated. Thus, in case of a 
shaper, certain of the parts are undergoing acceleration at various 
times during the motion, but as the belt wheel makes a constant 
number of revolutions per minute there must be a balance be- 
tween the resistance due to the cutting and friction on the one 
hand and the power brought in by the belt on the other. In 
the case of a train which is just starting up, the speed is 
steadily increasing and the train is being accelerated, 
which simply means that more energy is being supplied through 
the steam than is being used up by the train, the balance of 
the power being free to produce the acceleration, and the forces 
acting are not balanced. When, however, the train is up to 
speed and running at a uniform rate the input and output must 
be equal, or the locomotive ia in equilibrium, the forces acting 
upon it being balanced. 

147. Nature of Problems Presented. — The most general form 
of problem of this kind which comes up in practice is such as 
this: Given the force required to crush a piece of rock, what 
belt pull in a crusher will be required for the purpose? on What 
turning moment will be required on the driving pulley of a 
punch to punch a given hole in a given thickness of plate? or: 
Given an indicator diagram for a steam engine, what is the result- 
ing turning moment produced on a crankshaft?, etc. Such prob- 
lems may be solved in two ways: (a) by the use of the virtual 
center; (6) by the use of the phorograph, and as both methods 
are instructive each will be discussed briefly. 

148. Solutions by Use of Virtual Centers. — This method de- 
pends upon the fundamental principles of statics and the general 
knowledge of the virtual center discussed in Chapter II. The 
essential principles may be summed up in the following three 
statements : 

If a set of forces act on any hnk of a machine then there will 
be equilibrium, provided: 

1. That the resultant of the forces is zero. 

2. That if the resultant is a single force it passes through a 
point on the link which is at theinstant at rest. Such a point 
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may, of couise, be permanently fixed or at rest, or only tempora- 
rily BO. 

3. That if the resultant is a couple the link haa, at the instant, 
a motion of translation. 

The first statement expresses a well-known fact and requires 
no explanation. The second statement is rather leas known but 
it simply means that the forces will be in equilibrium if their 
resultant passes through a point which is at rest relative to the 
fixed frame of the machine. No force acting on the frame of 
the machine can disturb its equilibrium, for the reason that the 
frame is assumed fixed and if the frame should move in any 
case wherfi it was supposed to remain fixed, it would simply 
mean that the machine had been damaged. Further, a force 
passing through a point at rest is incapable of producing 
motion. 

The third statement is a necessary consequence of the second 
and corresponds to it. If the resultant is a couple, or two parallel 
forces, then both forces must pass through a point at rest, which 
is only pKissible if the point is at an infinite distance, or the link 
has a motion about a point infinitely distantly attached to the 
frame, that is the Unk has a motion of translation. 

Let a set of forces act on any link & of a mechanism in which 
the fixed link is d; then the only point on b even temporarily at 
rest is the virtual center bd, which may possibly be a permanent 
center. Then the forces acting can be in equilibriima only if 
their resultant passes through bd, and if the resultant is a couple 
both forces must pass through bd, which must therefore be at 
an infinite distance, or b must at the instant, have a motion of 
translation. These pipints may be best explained by some 
examples. 

149. Examples. — 1. Three forces Pi, Pa and Pa, Fig. 89, act on 
the link b; under what conditions will there be equilibrium? 
In the first place the three forces must all pass through the same 
point A on the Unk, and treating Pa as the force' balancing Pi 
and P», then in addition to Pa passing through A it must also 
pass through a point on the link b which is at rest, that is the 
point bd. This fixes the direction of Pa, by fixing two points on 
it, and thus the directions of the three forces Pi, Ps and P* are 
fixed and their magnitudes may be found from the vector triangle 
to the right of the figure. 

2. To find the force Pj acting at the crankpin, in the direction 



,,CoogIc 



152 



THE THEORY OF MACHINES 



of the connecting rod, Fig. 90, which will balance the pressure Pi 
on the piston. In this case Pi and Pi may both be r^arded as 
forces acting on the two ends of the connecting rod and the 
problem is thus similar to the last one. Pi and Pi intersect at be; 
hence their resultant P must pass through be and also through 
the only point on b at rest, that is bd, which fixes the position and' 
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direction of P and hence the relation between the forces may be 
determined from the vector triangle. This enables Pi to be 
found as in the upper right-hand figure. 

The moment of Ps on the crankshaft is Pj X OD, which 
may readily be shown by geometry to be equal to Pi X — oc 

since p- = TT^ — ' that is, the turning effect on the crankshaft 




due to the piston pressure Pi is the same as if Pg was transferred 
to the point ac on the crankshaft. 

Let Pz, acting normal to the crank a through the crankpin, 
be the force which just balances Pij it is required to find Pj. 
Now Pa and Pj intersect at H, and their balancing force P* 
must pass through H and through bd which gives the direction 
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and posttion of P' and the vectcnr triangle EFG gives Pi corre- 
spoTiding to a known value of Pi. The force Pi is called the 
crank effort and may be defined as the force, passing through the 
crankpin and normal to the crank, which would produce the same 
turning moment on the crank that the piston pressure does. 
"More will be said about this in the next chapter. 

3. Forces Pi and Pi act on a pair of gear wheels, the pitch 
circles of which are shown in Fig. 91; it is required to find the 
relation between them, friction of the teeth being neglected. 
Since friction is not considered, the direction of pressure between 




Fio. 91. 

the teeth must be normal to them at their point of contact, and 
is shown at Pt in the figure, this force always passing through the 
point of contact of the teeth and always through the pitch point 
or point of tangency of the pitch circles.' For the involute 
system of teeth P» is fixed in direction and coincides with the line 
of obliquity, but with the cycloidal system Pj becomes more 
and more nearly vertical as the point of contact approaches the 
pitch point. Knowing the direction of P« from these considera- 
tions, let it intersect Pi and Pi at A and B respectively. On the 
wheel a there are the forces Pi, P» and P, the latter acting throu^ 
A and ad, and their values are obtained from the vector triangle; 
and on b the forces Pa, P> and P', the latter acting through B 
' For a oomplete disoussion on these points gee Chapter V. 
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and bd, and representing the bearii^ pressure, are found in the 
same way, the vector polygon on the left giving the values of the 
several forces concerned and hence jP» if Pi is known. 

4. The last example taken here is the beEim engine illustrated 
in outline in Fig. 92, and the problem is to find the turning 
moment produced on the crankshaft due to a given pressure Pi 
acting on the walkii^ beam from the piston. Two convenient 
methods of solution are available, the first being to take moments 
about cd and in this way to find the force'Pg acting through 6c 
which is the equivalent of the force Pi at C, the remainder of the 
problem there beiiig solved as in Elxample 2. 




Fig. 92. 

It is more general, however, and usually simpler to determine 
the equivalent force on the crankshaft directly. Select any 
point D on Pi and resolve Pi into two components, one P passii^ 
through the only point on the beam c at rest, that is cd, the 
other, P», passing through the common point ac of a and c. The 
positions of P and Pj and their directions are known, since both 
pass through D and also through cd and ac respectively; hence the 
vector triangle on the right gives the forces Pi and P. But 
Pi acts through ac on a, and \i ad — E = h, he drawn from ad 
normal to Pj, the moment of Pt about the crankshaft is PJi, 
which therefore balances the moment produced on the crankshaft 
by the pressure Pi on the walking beam. The magnitude of this 
moment is, of course, independent of the position of the point D, 
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160. General Formula. — The general formula for the solu- 
tion of all such problems by use of virtual centers is as follows : 
A force Pi acts through any point B on a link b; it is required to 
find the magnitude of a force P;, of known direction and posi- 
tion, acting on a link e which will ezactiy balance Pi, d being 
the fixed link. Find the centers bd, be and ed. Join B to be 
and bd and resolve Pi into Pg in the direction B — be and P( in 
the directi6n B — bd; then the moment of Pa about de must be the 
same as the moment of Pj about the same point and thus Pt 
is known. 

161. Solution of Such Problems by the Use of the Phoro- 
graph. — In solving such problems as are now under considera- 
tion by the use of the phorograph the matter is approached from 
a somewhat different standpoint, and as there is frequent occasion 
to use the method it will be explained in some detail. 

It has already been pointed out that the present investigation 
deals only with the ease where the machine is in equilibrium, 
or where it is not, on the whole, being accelerated. This is 
always the case where the energy put into the machine per second 
by the source of energy is equal to that delivered by the 
machine, for example, where the energy per second delivered by 
a gaa .engine to a generator is equal to the energy delivered to 
the piston by the explosion of the gaseous mixture, friction 
being neglected. 

Suppose now that on any mechanism there is a set of forces 
Pi, Pi, Pj, etc., acting on various links, and that these forces are 
acting through points having the respective velocities vi, us, wj, 
etc., feet per second in the directions of Pi, Pj, Pj. The energy 
which any force will impart to the mechanism per second is 
proportional to the magnitude of the force and the velocity 
with which it moves in its own direction; thus if a force of 20 
pd. acts at a point moving at 4 feet per second in the direction 
of the force, the energy imparted by the latter will be 80 ft.-pd. 
per second, and this will be positive or negative according to 
whether the sense of force and velocity are the same or different. 

The above forces will then impart respectively Piw,, P-iVi, 
Ptvi, etc., ft.-pd. per second of energy, some of the t«rms being 
negative frequently and the direction of action of the various 
forces are usually different. The total energy given to the 
machine per second is Pi^i + Pivi + Pjwa + etc., ft.-pd. and if 
this total sum is zero there will be equilibrium, since the net 
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enei^y delivered to the machine ip zero. This leads to the im- 
portant statement that if in the machine any two points in the 
same or different links have identical motions, then, as far as 
the equilibrium of the machine is ooncemed, a given foroe may 
be applied at either of the points as desired, or if at the two points 
forces of equal magnitude and in the same direction but opposite 
in sense are applied then the equilibrium of the machine will be 
unaffected bythese two forces, for the product Pn will be the same 
in each case, but opposite in sense, and the sum of the products 
Pv will be zero. 

To illustrate these points further let any two points B and B' 
in the same or different links in the mechanism have the same 
motion, and let any force P act through B, then the previous 
paragraph asserts that without affecting the conditions of equilib- 
rium in any way, the foroe P may be transferred from B to B', 
that is to say that if a foroe P act through a point B in any link, 
and there is found in any other link in the mechanism a point B' 
with the same motion as B, the force P will produce the same effect 
as far as the equilibrium of the mechanism is concerned, whether 
it acts at B or B'. 

It has been shown in Chapter IV that to each point in a mechan- 
ism there may be found a point called its image on a selected 
link, which point has the same motion as the point under dis- 
cussion, and thus it is possible to find on a single link a collec- 
tion of points having the same motions as the various points 
of application of the acting forces. Without affecting the con- 
ditions of equilibrium, any force may be moved from its actual 
point of application to the image of tills point, and thus the 
whole problem be reduced b> the condition of equilibriimi of 
a set of forces acting on a angle link. There will be equilib- 
rium provided the sum of the moments of the forces about the 
center of rotation relative to the frame is zero. 

162. Examples Using the Phorograph. — As this matter is 
somewhat difficult to understand it may beat be explained by a 
few practical examples in which the application is given and 
in the solution of the problems it will be found that the only diffi- 
culty offered is in the finding of the phorograph of the mechanism, 
so that Chapter IV must be oarefully mastered and understood. 

1. To find the turning effect produced on the crankshaft of 
an engine due to the weight of the connecting rod. Let Fig. 93 
represent the engine mechanism, with connecting rod AB 
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having a weight W lb. and with its center of gravity at G; the 
weight W then acta vertically downward through G. Find A', 
B' and G', the images of A, B and G on the crank OA ; then since, 
l^.the principle of the phorograph, the motion of G' ia identical 
with that of G, it follows that G' must have exactly the same 
velocity as G, that is to say energy will be imparted to the 
mechanism at the same rate per second by the force W acting 
at G' as it will by the same 
force acting at G, so that the 
force W may be moVed to G' 
without affecting the conditions 
of equiUbrium, and this has 
been done in the figures. It 
most not be supposed that W 
acts both at G and G' at the same time; it is simply transferred 
from G to G'. 

Bince G' is a point on the crankshaft, the moment due to the 
weight of the rod is Wk ft.-pd., where h is the shortest distance, 
in feet, froip to the direction of the force W. 

2. A shear shown in Fig. 94 is operated by a cam a attached 
to the main shaft 0, the shaft being driven at constant speed by 
a belt pulley. Knowing the force F necessary to shear the bar 





Fig. 94.— Shear. 



at S, the turning moment which must be applied at the camshaft 
O is required. Let P be the point on the cam a where it touches 
the arm b at Q, then the motion of P with regard to Q is one of 
sliding along the common tangent at P. Choosing a as the link 
of reference, P' will he at P, R' at 0, R'Q' will be parallel to 
RQ and Q' will he in P'Q' the common normal to the surfaces 
at P, this locates Q'. Having now two points on 6', viz., R' 
and Q', complete the figure by drawing from Q' the Une Q'S' 
parallel to QS, also drawing R'S' parallel to RS and thus locat- 
ing S'. The construction hnes have not been drawn on the 
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diagram. The figure shows the whole jaw dotted id, although 
it is quite unnecessary. Having now found S' a point on a with 
the same velocity at S on b, the force F may be transferred to 
S' and the moment FXhof F about is the moment which must 
be produced on the shaft in the opposite aense. By finding the 




Fig. 95. — Rock crusher. 



moment in a number of positions it is quite easy to find the 
necessary power to be delivered by the belt for the complete 
shearing operation. 

3. A somewhat more compUcated machine is shown in Fig. 95, 
which represents a belt-driven rock crusher built by the Fair- 
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banks-Morse Co., the lower figure having been redrawn &otn 
their catalogue, and the upper figure shows the mechanism on a 
larger scale. 

On a belt wheel shown, the belt exerts a net pull Q which 
causes the shaft 0, having the eccentric OA attached to it, to 
revolve. The shaft H carried by the frame has the arm HB 
attached to it, to the left-hand end of which is a roller resting 
on the eccentric OA. The crusher jaw is pivoted on the frame 
at J and a strong link CD keeps the jaw and the arm HB a fixed 
distance apart. As shaft turns, the eccentric imparts a motion 
to the arm HB which in turn causes the jaw to have a pendulum 
motion about J and to exert a pressure P on a stone to be crushed. 
It is required to find the rela- 
tion between belt pull Q and the 
pressure P. 

Select OA as the link of ref- 
erence and make the phorograph 
of double scale as in Fig. 39, mak- 
ing OA' = 2 OA. As the device 
simply employs two chains 
similar to Fig. 32, viz., OABCH 
and JDCH, the images of all the 
points may readily be found and 
these are shown on the figure. 
Then P is transferred from G toG' 
and Q from E to E' and then P 
and Q both act on the one link 
and hence their moments must 
be equal, or Q X OE' = mo- 
ment of P about 0, from which 
P is readily found for a given value of Q. 

4. The application to a governor* is shown in Fig. 96 which 
represents one-half of a Proell governor, and it is required to 
find the speed of the vertical spindle which will hold the parts 
in equilibrium in the position shown. In the sketch the arm 
OA is pivoted to the spindle at and to the arm BA at A, the 
latter arm carrying the ball C on an extension of it and being 
attached to the central weight W at B. The wei^t of each 
revolving ball at is -^ lb. and of the central weight is W lb. 
> A eomplete ducuBsioa of governors ia givva in Chapter XII. 
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Fio. 96. — Proell governor. 
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Treating OA as the link of reference pnd G as the center of it, 

W 

find the images of A' at A and also B' and C, then transfer -~- 

(one-half the central weight acts on each side) to B' and ^ to C, 

and if it is desired to allow for the weights Wa and m of the arms 
OA and AB the centers of gravity and H of the latter are 
found and also their images G' and H', then wi, is transferred to 
H', but as G' is at G, Wa is not moved. If the balls revolve 
with^linear velocity v ft. per second in a circle of radius r ft., 

w V* 

then the centrifugal force acting on each ball will be P = si X — 

pds. in the horizontal direction, and this force P is trans- 
ferred to C. Let the shortest distances from the vertical line 
through to B', C, G' and H' be hi, ha-, ftj and k* respectively, 
and let the vertical distance from C to OB' be As, then for equili- 
briiun of the parts (neglecting friction), taking moments about 
0. 

^■hi + ~k, + w.h, + «%A4= I X ^' X A, 

which enables the velocity c necessary to hold the governor in 
equilibrium in any given position to be found, and from this 
the speed of the spindle may be computed. 

5. .The chapter will be concluded by showing two very interest- 
ing applications to riveters of toggle-joint construction. The 
first one is shown in Mg. 97, the drawing on the left showing the 
construction of the machine, while on the right is shown the 
mechanism involved and the solution for finding the pressure P 
at the piston necessary to exert a desired rivet pressure R. 
The frame d carries the cylinder ^, with piston /, which is con- 
nected to the rod e by the pin C. At the other end of e is a pin 
A which connects e with two links a and 6, the former of which is 
pivoted to the frame at 0. The link h is pivoted at B to the sfide 
c which produces the pressure on the rivet. 

Select a as the primary link because it is the only one having 
a fixed point; then A' is at A, and since B has vertical motion, 
therefore B' will lie on a horizontal line through and also on a 
line through A' in the direction of h, that is, on 6 produced so 
that B' is found. C lies on a line through normal to the direc- 
tion of motion of C, that is to the axis of the cylinder g, and since 
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it also lies on a line through A' parallel to e, therefore C is 
found. 

By transferring P to C and B to 5' as shown dotted, the rela- 
tions between the forces P and R are easily found, since their 
moments about must be equal, that is, P X OC = B X OB'. 

By comparing the first and later positions in this and the 
following figures the rapid increase in the mechanical advantage 
of the mechanism, as the piston advances, will be quite evident. 

6. Another form of riveter is shown at Fig. 98 and the solution 
for finding the rivet pressure R corresponding to a given piston 
pressing P is shown along with the mechanism on the right in 




Fia. 97.— Riveter. 



two positions. The proportions in the mechanism have been 
altered to make the illustration more clear. The loose link b 
contains four pivots, C, B, A, F; C being jointed to the frame 
at D by the link e; S having a connection to the link c, which link 
IB also connected at E to the sliding block e acting directly on the 
rivet. A is connected to the frame at by means of the link a, 
and F is connected to the piston g at G by means of the link /. 
Either links a or e may be used as the link of reference, as 
each has a fixed center, the link a having been chosen. The 
imf^es are found in the following order; C is on A'C and on D'C 
parallel to DC; B' is next found by proportion, as is also F' and 
thus the image of the whole link b. Next E'is on B'E', parallel 
to BE and on O'E' drawn perpendicular to the motion of the 
slide e, while G' is on a line through perpendicular to the motion 
of the piston g and is also on the hne F'G' parallel to FG. 
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Transfer the force P from G to G', and the force R from E to 
E', and then the moment about Oof R through E' must equal the 
moment of P through G', that is, R X OE' = P X OG' from 
which the relation between R and P ifi computed and thiB may be 
done for all the different positions of the piston g. 




D LatwPMltioit 



Fia 98.— Riveter. 
QUESTIONS ON CHAPTER O. 



Solce theJoUowing by virtual centers: 

2. Determine the crank effort and torque when the crank angle is 45° 
in an 8 in. by 10-in. engine with rod 20 in. long, the steam preaaure being 40 
pde. per square inch, 

3. In'A pair of gears 15 in. and 12 in. diameter respective]^ the direction 
o£ pressure between the teeth is at 75^° to the line of centers, which is hori- 
zontal. On the large gear there is a pressure of 200 pds. sloping upward at 
S" and its line of action is 3 in. from the gear center. On the smaller gear is a 
force P acting downward at 10° and to the left, its line of action being 4 in. 
from the gear center. Find P. 

4. In a mechanism like Fig. 37 o = 15 in., 6 = 24 in., d = 4 in. and e = 60 
in. and the link a is driven by a belt on a 10-in. pulley sloping upward at 60°. 
Find the relation between the net belt pull and the pressure on / when a is 
at 45°. 

5. The connecting rod of a 10 in. by 12-iD. engine is 30 in. long and weighs 
30 lb., its center of gravity being 12 in. from the crankpin. What turning 
efCeat does the rod's weight produce for a 30° crank angle? 
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SolvB the fottou/mg by the phoroffrapk: 

6. In a cnieher like Fig. 95, using the same proportioDS aa are there given, 
fimd the ratio of the belt pull to the jaw pressure and plot this ratio for the 
complete revolution of the belt-wheeL 

T. In the Gnome motor, Fig. 178, with a Sxed link 2 in. long, and the 
others in proportion from the figure, find the turning moment on the 
cylinder due to a given cylinder pressure. 
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CHAPTER X 
CRANK-EFFORT AND TURNING-MOMENT DIAGRAMS 

163. Variations in Available Energy. — In the case of all engines, 
whether driven by steam, gas or liquid, the working fluid delivers 
its energy to one part of the machine, conveniently called the 
piston, and it is the purpose of the machine to convert the energy 
so received into some useful form and deliver it at the shaft to 
some external machine. Pumps and compressors work in exactly 
the opposite way, the energy being delivered to them through 
the crankshaft, and it is their function to transfer the energy 
so received to the water or gas and to deliver the fluid in some 
desired state. 

In the case of machines having pure rotary motion, such as 
steam tind water turbines, turbine pumps, turbo-compressors, 
etc., there ia always an exact balance between the energy supplied 
and that delivered, and the input to and output from the 
machine is constant from instant to instant. Where reciprocat- 
ing machines, having pistons, are used the case becomes somewhat 
different, and in general, the energy going to or from the piston 
at one instant differs from that at the next instant and so on. 
This of necessity causes the energy available at the crankshaft 
to vary from time to time and it is essential that this latterenergy 
be known for any machine under working conditions. 

These facts are comparatively well known among engineers. 
Steam turbines are never made with flywheels because of the 
steadiness of motion resulting from the manner of transforming 
the energy received from the steam. On the other hand, recipro- 
catiiig steam engines are always constructed with a flywhe^, 
or what corresponds to one, which will produce a steadying 
effect and the size of the wheel depends on the type of engine very 
largely. Thus, a single-cylinder engine would have a heavy 
wheel, a tandem compound engine would also have a heavy 
one, while for a cross-compound engine for the same purpose the 
flywheel could be much smaller and lighter. 

Again, a single-cylinder, four-cycle, single-acting gas engine 

would have a much larger wheel than any form of steam engine, 

164 
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and the flywheel size would diminish as the number of cylinders 
increased, or as the engine was made double-acting or made to 
run on the two-cycle principle, simply because the input to the 
pistons becomes more constant from instant to instant, and the 
energy delivered by the fluid becomes more steady. 

In order that the engineer may underatand the causes of these 
difEerences, and may know how the machines can best be designed, 
the matter will here be dealt with in detail and the first case 
examined will be the steam engine. 

161. Torque. — An outline of a steam engine is shown in Fig. 
99, and at the instant that the machine is in this position let 




m ■* 



the steam produce a pressure P on the piston as indicated (the 
method of arriving at P will be explained later), then it ia re- 
quired to find the turning moment produced by this pressure on 
the crankshaft. It is assumed that the force P acts through 
the center of the wristpin B. 

Construct the phorograph of the machine and find the image 
B' of B by the principles laid down in Chapter IV. Now in 
Chapter IX it is shown that, for the purposes of determining the 
equihbrium of a machine, any acting force may be transferred 
froin its actual point of apphcation to the image of its point of 
application. Hence, the force P acting through B will produce 
the same effect as if this force were transferred to B' on the 
orankdisc, so that the turning moment produced on the crank- 
disc and shaft is P X OB' ft.-pds.,/ind this turning moment wHl 
be called the torque T. 

Thus T = P X OB' ft.-pds. where OB' is measured in feet. 

166. Crank Effort — Now let the torque T be divided by the 
length a of the crank in feet, then since a is constant for all crank 
positions, the quantity so obtained is a force which is proportional 
to the torque T produced by the steam on the crankshaft. This 
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force is usually termed the crank effort and may be defined aa 
the force which if acting through the crankpin at right angles 
to the crank would produce the same turning effect that the 
actual steam pressure does (see Sec. 149 (2)). 
Let E denote the crank effort; then 

EXa = T = PXOB' ft.-pds. 

It is evident that the turning moment produced on the crank- 
shaft by the steam may be represented by either the torque T 
ft.-pds. or by the crank effort E pde., ^ce these two always bear a 
constant relation to one another. For this reason, crank efforts 
and torques are very frequently confused, but it must be re- 
membered that they are different and measured in different 
units, and the one always bears a definite relation to the other. 
The graphical solution for finding the effort E corresponding 
to the pressure P is shown in Fig. 99. It is only necessary to lay 
off OH along o to represent P on any convenient scale, and to 
draw HK parallel to A'B', and then the length OK will represwt 
E on the same scale that OB represents P. The proof is simple. 
Since the triangles OB' A' and OKB are similar, it is evident that: 

OK _ OB' _ OB' 

OH ~'0A ~ a " P'" 



= p smce E Xa =' P X OB'. 



166. Crank ^ort and Torque Diagrams. — Having now shown 
bow to obtain the crank effort and torque, it will be well to plot 
a diagram showing the value of these for each position of the 
crank during its revolution. Such a diagram is called a crank< 
^ort diagram or a torque diagram. In drawing these diagrams 
the usual method is to use a straight base for crank positions, 
the length of the base being equal to that of the circumference 
of the crankpin circle. 

167. Example. — Steam Eneine, — The method of plotting such 
curve from the indicator diagrams of a steam engine is given in 
detail so that it may be quite clear. 

Let the indicator diagrams be drawn as shown in Fig. 100, an 
outline of the engine being shown in the same figure, and the 
crank efforts and torques will be plotted for 24 equidistant posi- 
tions of the crankpin, that is for each 15° of crank angle. The 
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straight line OX in Fig. 101 is to be used as the base of the new 
diagram, and is made equal in length to the crankpin circle, 
being divided into 24 equal parts. The corresponding numbers 
in the two figuiea refer to the same positionB, 

The vertical line OL through will serve as the axis for torques 
and crank efforts, but, of course, the scale for crank efforts must 
be different from that for torques. 

Let Ai and At represent respectively the areas in square 
inches of the head and crank ends of the piston, the difference 
between the two being due to the area of the piston rod; the 
stroke of the piston is L ft. 

Suppose the indicator diagrams to be drawn to scale s, by 
which is meant that such a spring was used in the indicator that 




Pia. 100. 



1 in. in height on the diagram represents s pds. per square inch 
pressure on the engine piston; thus if 5 = 60 then each inch in 
height on the diagram represents a pressure of 60 pda.per square 
inch on the piston. The lengths of the head- and crank-end 
diagrams are assumed as h and U in. (usually (i = (») and these 
lengths rarely exceed 4 in. uTespcctive of the size of the engine. 
Now place the diagrams above the cylinder as in 1%. 100 
with the atmospheric lines parallel to the line of motion of the 
piston. The two diagrams have been separated here for the 
sake of clearness, although often they are superimposed with 
the atmospheric lines coinciding. Further, the indicator dia- 
gram lengths have been adjusted to suit the length representing 
the travel of the piston. While this is not necessary, it will fre- 
quently be found convenient, but all that is really required is to 
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draw on the diagrama a series of vertical lines showing the points 
on the diagrams corresponding to each of the 24 crank positions; 
these lines are shown very Ught on the diagrams. Next, draw 
on the diagrams the lines of zero pressure which are parsUel 
to the atmospheric lines and at distances below them eqiial to the 
atmospheric pressure on scale s. 

Having done this preliminary work, it is next necessary to 
find the imsige A'B' of b for each of the 24 crank positions, one 
of the images being shown on the figure For the crank posi- 
tion 3 shown, it "will be observed that the engine is taking steam 
on the head end and exhausting on the crank end, since the pis- 
ton is moving to the left, and hence at this instant the indicator 
pencils would he at M and N on the head- and crank-end dia- 




FiQ. 101. — Crank effort and torque dit^ram. 



grams respectively. It is to be observed that when the crank 
reaches position 21 the piston will again be in the position shown 
in Fig. 100, but, since at that instant the piston is moving to the 
right, the indicator pencils will be at A and Q; some care must 
be taken regarding this point. 

Now let hi in. represent the height of M above the zero line 
and As in. the height of N; then the force urging the piston for- 
ward is Ai X s X Ai, while that opposing it is Ai X s X jIj and 
hence the piston is moving forward under a positive net force of 

P = A, X s X Ai - A» X s X Xs pds. 
While it is clear that P is positive in this position, and as a matter 
of fact is positive for most crank positions, yet there are some in 
which it is negative, the meaning of which is that in these posi- 
tions the mechanism has to force the piston to move against 
an opposing steam pressure; the mechanism is able to do this 
to a Umited extent by means of the energy stored up in its parts. 

From the value of P thus found, the crank effort E is deter- 
mined by the method already explained and the process repeated 
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for each of the 24 crank poeitions, obtaining in thia way 24 
values of E. These will be found to vary within fairly wide 
limits. Then, using the axie of Fig. 101, having a base OX equal 
the circumference of the crankpin circle, plot the values of E 
thus found at each of the 24 positions marked and in thia way 
the crank-effort diagram OMNBSX is found, vertical heights 
on the diagram representing crank efforts for the corresponding 
crankpin positions, and these heights may also be taken to repre- 
sent the torques on a proper scale determined from the crank- 
eSort scale. 

168. Relation between CraiLk-effort and Indicator Diagrams. 
— Prom its construction, horizontal distances on the crank-effort 
diagram represent space in feet travdled by the pin, while verti- 
cal distances represent forces in pounds, in the direction of 
motion of the crankpin, and therefore the area under this curve 
represents the work done on the crankshaft in foot-pounds. 
Since the areas of the indicator diagrams represent foot-pounda 
of work delivered to the piston, and from it to the crank, there- 
fore the work represented by the indicator diagrams must be 
exactly equal to that represented by the crank-effort diagram. 
The stroke of the piston has been taken as L ft. and hence the 
length of the base OX will represent *- X L ft., while the length 
of each indicator diagram will represent L ft. Calling p„ the 
mean pressure corresponding to the two diagrams and Em the 
mean crank effort, then 2 L X Pm= ir X L X Em ft,-pds. o,r 

Ett — -p„ pds.,thatia,themeanheightofthecrank-effortdiagram 
in pounds is - times the mean indicated pressure as shown by 

the indicator diagrams. In this way the mean crank-effort 
line LU may be located, and this location may be checked by 
finding the area under the crank-effort diagram in foot-pounds, 
by planimeter and then dividing this by OX will give Em- 

The crank-effort diagram may also be taken to represent 
torques. Thus, if the diagram is drawn on a vertical scale of E 
pds. equal 1 in., and if the crank radius is a ft. then torques may be 
scaled from the diagram using a scale of £^ X a ft. -pds. equal to 
liii. 

The investigation above takes no account of the effect of inertia 
of the parts as this matter is treated extensively in Chapter XV 
tmder accelerations in machinery. 
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168. Various Trpes of Steam Engines. — An examination of 
Fig. 101 shows that the turning moment on the crankshaft, in 
the engine discussed, is very variable indeed and this would 
cause certain variations in the operation of the engine which 
will be discussed later. In the meantime it may be stated that 
designers try to arrange the machinery as far as possible to pro- 
duce uniform effort and torque. 




Flo 102. — Torque diagrams for cross-compound engine. 



Steam engines are frequently designed with more than one 
cylinder, sometimes as compound engines and sometimes as 
twin arrangements, as in the locomotive and in many rolling-mill 
engines. Compound engines may have two or three and some- 
times four expansions, requiring at least two, three or four cylin- 
ders, respectively. Engines having two expansions are arranged 
either with the cylinders tandem and having both pistons 




■Torque diagrams for tandem engine. 



connected to the same crosshead, or as cross-compound engines 
with the cylinders placed aide by side and each connected through 

its own crosshead and connecting rod to the one crankshaft, 
the cranks being usually of the same radius and being set at 90° 
to one another. In Fig. 102 are shown torque diagrams for twin 
engines as used in the locomotive or for a cross-compound engine 
with cranks at 90°, the curve A showing the torque corresponding 
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to the high-preseure cylinder with leading crank and B that for 
the low-pressure cylinder, while the curve C in plain lines gives 
the resultant torque on the crankshaft, and the horizontal dotted 
line D shows the corresponding mean torque. The very great 
improvement in the torque diagram resulting from this arrange- 
ment of the engine is evident, for the torque diagram C varies very 
little from the mean line D and is never negative as it was with 
the single-Ksylinder engine. 

On the other hand, the tandem engine shows no improvement 
in this respect over the single-cylinder machine as is shown by 
the torque diagram corresponding to it shown in Fig. 103, the 
dotted curves corresponding to the separate cylinders and the 
plain curve being the resultant torque on the shaft. 




Fia, 104. — Torque diagnim for triple-expansion engine. 



Increasing the number of cylinders and cranks usually smooths 
out the torque curve and Fig. 104 gives the results obtained from 
a triple^xpansion engine with cranks set at 120°, in which it is 
seen that the curve of mean torque differs very little from the 
actual torque produced by the cylinders. 

160. Intemal-combustion Engines. — It will be well in con- 
nection with this question to examine its bearing on internal- 
combustion engines, now so largely used on self-propelled vehicles 
of all kinds. Internal-combustion engines are of two general 
classes, two-cycle and four-cycle, and almost all machines of this 
class are single-acting, and only such machines are discussed 
here as the treatment of the double-acting engine offers no 
difficulties not encountered in the present case. 

In the caae of four-cycle engines the first outward stroke of 
the piston draws in the explosive mixture which is compressed in 
the return stroke. At the end of this stroke the charge is ignited 
and the pressure rises sufficiently to drive the piston forward on 
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the third or power stroke, on the completion of which the exhaust 
valve opens and the burnt products of combuHtion are driven out 
by the next instroke of the piston. Thus, there is only one 
power stroke (the third) for each four strokes of the piston, or 
for each two revolutions. An indicator diagram for this type of 
engine is shown in (a) F^. 105, and the first and fourth strokes 
are represented by straight lines a little below and a little 
above the atmospheric line respectively. 

The indicator diagram from a two-cycle engine is also shown 
in (6) Fig. 105 and differs very little from the four-cycle card 



Fio. 105. — Gas-engine diagAuns- 

except that the first and fourth strokes are omitted. The action 
of this type may be readily explained. Imagine the piston at its 
outer end and the cylinder containing an explosive mixture, 
then as the piston moves in the charge is compressed, ignited 
near the inner dead point, and this forces the piston out on the 
next or power stroke. Near the end of this stroke the exhaust ia 
opened and the burnt gases are displaced and driven out by a 
fresh charge of combustible gas which is forced in under slight 
pressure; this charge is then compressed on the next instroke. 
In this cycle there is one power stroke to each two strokes of the 
piston or to each revolution, and thus the machine gets the same 
number of power strokes as a single-acting steam engine. 

The torque diagram for a four-cycle engine is shown in Fig. 
106 and ita appearance is very striking as compared with those 
for the steam engine, for evidently the torque is negative for 
three out of the four strokes, that is to say, there has to be 
sufficient energy in the machine parts to move the piston during 
these strokes, and all the energy is suppUed by the gas through 
the one power or expansion stroke. The torque bas evidently 
very large variations and the total resultant mean torque is very 
small indeed. 

For the two-cycle engine the torque diagram will be similar to 
the part of the curve shown in Fig. 106 and included in the com- 
pression and expansion strokes, the suction and exhaust strokes 
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being omitted. Evidently also the mean torque line will be 
much higher than for the four-cycle curve. 

Returning now to the four-cycle engine it is seen that the turn- 
ing moment is very irregular and if such an engine were used 
with a small flywheel in driving a motorcycle or dynamo, the 
motion would be very unsteady indeed, and would give so much 
trouble that some special means must be used to control it. 
Various methods are taken of doing this, one of the most common 




Fia, 106. — Torque diagram for four-cycle gaa ermine, 

in automobiles, etc., being to increase the number of cylinders. 
Torque diagrams from two of the more common arrangements 
are shown in Fig. 107. The diagram marked (a) gives the 
results for a two-cylinder engine where these are either opposed 
or are placed side by side and the cranks are at 180°. Diagram 
(b) gives the results from a four-cylinder engine and corresponds 




Pig. 107. 



to the use of two opposed engines on the same shaft or of four 
cylinders side by side, each crank being 180° from the one next it. 
All of the arrangements shown clearly raise the line of mean 
torque and thus make the irregularities in the turning moment 
very much less, and by sufficiently increasing the number of 
cylinders this moment may be made very regular. Some auto- 
mobiles now have twelve-cylinder engines resulting in very 
uniform turning moment and much steadiness, and the arrange- 
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tuents made of cylinders in aeroplanes are particularly satis- 
factory. Space does not permit the discussion of the matter in 
any further det^l as the subject is one which might profitably 
form a subject for a special treatise. 

161. General Discussion on Torque Diagrams. — The unsteadi- 
nesa resulting from the variable nature of the torque has been 
referred to already and may now be discussed more in detail, 
although a more complete treatment of the subject will be found 
in Chapter XIII under the heading of "Speed Fluctuations in 
Machinery." 

For the purpose of the discussion it is necessary to assume the 
kind of load which the engine is driving, and this aSects what is 
to be said. Air compressors and reciprocating pumps produce 
variable resisting torques, the diagram representing the torque 
required to run them being somewhat similar to that of the engine, 
as shown in Fig. 101. It will be assumed here, however, that the 
engine is driving a dynamo or generator, or turbine pump, or 
automobile or some machine of this nature which requires a 
constant torque to keep it moving; then the torque required 
for the load will be that represented by the mean torque line in 
the various figures, and this mean torque is therefore also what 
might be called the load curve for the engine. 

Consider Fig. 101 ; it is clear that at the beginning of the revolu- 
tion the load is greater than the torque available, whereas be- 
tween M and JV the torque produced by the engine is in excess 
of the load and the same thing is true from A to iS, while NR 
and SU on the other hand represent times when the load is in 
excels. Further, the area between the torque curve and MN 
plus the corresponding area above RS represente the total work 
which the engine is able to do, during these periods, in excess 
of the load, and must be equal to the sum of the areas between 
LM, NR and SU and the torque curve. 

Now during MN the excess energy must be used up in some 
way and evidently the only way is to store up energy in the parts 
of the machine during this period, which energy will be restored 
by the parts during the period NR and so on. The net result 
is that the engine is always varying in speed, reaching a maximum 
at N and S and minimum values at M and R, and the amount of 
these speed variations will depend upon the mass of the moving 
parts. It is always the purpose of the des^er to limit these 
variations to the least practical amounts and the torque curves 



,,CoogIc 



CRANK-EFFORT AND TURNING-MOMENT 175 

show one means of doing this. Thus, the tandem compound 
engine has a very decided disadvantage relative to the cross- 
compound engine in this respect. 

Internal-combustion engines with one cylinder are also very 
deficient because Fig. 106 shows that the mean torque is only a 
small fraction of the maximum and further that enough energy 
must be stored up in the moving parts during the expansion 
stroke to carry the engine over the next three strokes. When 
such engines are used with a single cylinder they are always 
constructed with very heavy flywheels in order that the parts 
may be able to store up a large amount of energy without too 
great variation in speed. In automobiles large heavy wheels 
are not possible and so the makers of these machines always use 
a number of cyUnders, and in this way stamp out very largely 
the cause of the difficulty. This is very well shown in the figures 
representing the torques from multicylinder engines, and in such 
engines it is well known that the action is very smooth and even 
and yet all parts of the machine including the flywheel are 
quite hght. It has not yet been possible, however, to leave off 
the flywheel from these machines. 

QUESTIONS ON CHAPTER X 

1. Using the data given in the engine of Chapter XIII and the indicator 
diagrams there given, plot the crank effort and torque diagrams. For what 
crank angle are these a maximum? 

2. What would be the torque curve for two engines similar to that in 
question 1, with cranks coupled at 90°? At what crank angle would these 
give the maximum torque? 

3. Compare the last resulta with two cranks at 180° and three cranks at 
120°. 

4. Using the diagram Fig. 101 and the data connected therewith, plot the 
crank-effort curve. 

B. In an automobile motor 3Ji in, bore and 6 ih. stroke, the rod is 12 in, 
long; assuming that the diagram is similar to Fig. 181, but the pressures are 
only two-thirds as great, draw the crank-eSort curve and torque digram. 
Draw the resulting curve for two cyUnders, cranks at 180°; four cylinders, 
cranks at 90°; six cylinders, cranks at 60° and at 120° respectively. Try the 
effect of different sequence of firing. 
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CHAPTER XI 
THE EFFICIENCY OF MACHINES 

162. Input and Ou^ut — The accurate determination of the 
efficiency of machines and the loss by friction is extremely com- 
plicated and difficult, and it is doubtful whether it is possible 
to deal with the matter e^ccept through fairly close approxima^ 
tions. All machines are constructed for the purpose of doing 
some specific form of work, the machine receiving energy in 
one form and delivering this energy, or so much of it as is not 
wasted, in some other form; thus, the water turbine receives 
energy from the water and transforms the enei^ thus received 
into electrical energy by means of a dynamo, or a motor receives 
energy from the electric circuit, and changes this energy into 
that necessary to drive an automobile, and so for any machine. 
For convenience, the energy received by the machine will be 
referred to as the input and the energy delivered by the machine 
as the ou^ut 

Now a machine cannot create energy of itself, but is only used 
to change the form of the available energy into some other which 
is desired, so that for a complete cycle of the machine {e.g., one 
revolution of a steam engine, or two revolutions of a four-cycle 
gas engine or the forward and return stroke of a shaper) there 
must be some relation between the input and the output. If 
no energy were lost during the transformation, the input and 
output would be equal and the machine would be perfect, as it 
would change the form of the energy and lose none. However, 
if the input per cycle were twice the output then the machine 
would be imperfect, for there would be a loss of on&-half of the 
energy available during the transformation. The output can, 
of course, never exceed the input. It is then the province of 
the designer to make a machine so that the output will be as 
nearly equal to the input as possible and the more nearly these 
are to being equal the more perfect will the machine be. 
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163. Efficiency. — In dealing with machinery it is cuHtomary 
to use the term mechanical efficiency or efficient to denote the 
ratio of the output per cycle to the input, or the efficiency ij = 
output per cycle _^ . ^ t j.l a: • 

--. 7 j — Toe maxunum value of the emciency is 

mput per cycle •' 

unity, which corresponds to the perfect machine, and the mini- 
mum value is zero which means that the machine is of no value 
in transmitting energy; the efficiency of the ordinary machine 
lies between these two limits, electric motors having an efficiency 
of 0.92 or over, turbine pumps usually not over 0.80, lai^ steam 
pumping engines over 0.90, etc., while in the case where the clutch 
is disconnected in an automobile engine the efficiency of the 
latter is zero, all the input being used up in friction. 

The quantity 1 — i? represents the proportion of the input 
which is lost in the bearings of the machine and in various other 
wayB; thus in the turbine pump above mentioned, 17 = 0.80 and 
1 — 1) = 0.20, or 20 per cent, of the energy is wasted in this 
case in the bearings and the friction of the water in the pump. 
The amount of energy lost in the machine, and which helps to 
heat up the bearings, etc., will depend on such items as the 
nature of lubricant used, the nature of the metals at the bear- 
ings and other considerations to be discussed later. 

Suppose now that on a given machine there is at any instant 
a force P acting at a certain point on one of the links which 
point is moving at velocity i>i in the direction and sense of P; 
then the energy put into the machine will be at the rate of Pvi 
ft.-pda. per second. At the same instant let there be a resisting 
force Q acting on some part of the machine and let the point of 
appUcation of Q have a velocity with resolved part vt in the direc- 
tion of Q BO that the energy output is at the rate of Quj ft.-pds. 
per second. The force F may for example be the pressure acting 
on an engine piston or the difference between the tensions on the 
tight and slack sides of a belt driving a lathe, while Q may repre- 
sent the resistance offered by the main belt on an engine or by 
the metal being cut off in a lathe. Now from what has been 

already stated the efficiency at the instant is ij = -■ — ^-j- = p^ 
and if no losses occurred this ratio would be unity, but is always 
less than unity in the actual case. Now, as in practice Qvi 
is always less than Pvi, choose a force Po acting in the direction 
of, and through the point of appUcation of P such that Povi = 
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Qvt, then clearly Po is the force which, if applied to a friction- 
less machine of the given type, woiild just balance the resist- 
ance Q, and 

_Qvt _ Pavi _ Po 
'' PVi Pvi P 



will always be less than P. ' * 

The efficiency may also be expressed in a different form. Thus, 
let Oo be the force which could be overcome by the force P if 
there were no'frietiop in the machine; then Pv\ = Qoci and 
therefore 

ij ■= p-^ = Q-^ = ^ and Qo ifi always greater than Q. 

161. Friction. — Whenever two bodies touch each other there 
is always some resistance to their relative motion, this resistance 
being called friction. Suppose a pulley to be suitably mounted 
in a frame attached to a beam and that a rope is over this pulley, 
each end of the rope holding up a weight w lb. Now, since each 
of these weights is the same they will be in equilibrium and it 
wotild be expected that if the sl^htest amount were added to 
either weight the latter would descend. Such is, however, not 
the case, and it is found by experiment that one weight may be 
considerably increased without disturbing the conditions of rest. 

It will also be found that the amount it is possible to add to 
one weight without producing motion will depend upon such ' 
quantities as the amount of the original weight w, being greater 
as V3 increases, the kind and amount of lubricant used in the^ 
bearing of the pulley, the stifEness of the rope, the materials used - ' 
in the bearing and the nature of the mechanical work done on it, 
and upon very many other considerations which the reader will 
readily think of for himself. 

One more illustration might be given of this point. Suppose 
a block of iron weighing 10 lb. is placed upon a horizontal table 
and that there is a wire attached to this block of iron so that a 
force may be produced on it parallel tothe table. If nowatension 
is put on the wire and there is no loss the block of iron should 
move even with the slightest tension, because no change is beii^ 
made in the potential energy of the block by moving it from place 
to place on the table, as no alteration is taking place in its height. 
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It will be found, however, that the block will not begin to move 
until considerable force is produced in the wire, the force possibly 
running as high as 1.5 pds. The magnitude of the force necessary . 
will, as before, depend upon the material of the table, the nature 
of the surface of the table, the area of the face of the block of 
iron touching the table, etc. 

These two examples serve to illustrate a very important matter 
'.connected. with machinery. Taking the case of the pulley, it is 
found tb(at a very small additional weight will not cause motion, 
" find akice there must always be equilibrium, there must be some 
resisting force coming into play which is exact^f equal to that 
produced by the additional weight. As the additional weight 
increases, the resisting force must increase by the same amount, 
but as the additional weight is increased more and more the not- 
ing force finally reaches a maximum amount, after which it 
is no longer able to counteract the additional weight and then 
motion of the weights begins. There is a peculiarity about this 
resisting force then, it begins at zero where the weights are equal 
and increases with the inequality of the weights but finally reaches 
a maximum value for a certain difference between them, and if 
the difference is increased beyond this amount the weights move 
with acceleration. 

In the case of the block of iron on the table something of the 
same nature occurs. At firat there is no tension in the wire and 
therefore no resisting force is necessary, but as the tension in- 
creases the resisting force must also increase, finally reaching a 
maximum value, after which it is no longer able to resist the 
tension produced in the wire and the block moves, and the 
motion of the block will be accelerated if the tension is still 
further increased. This resisting force must be in the direction 
of the force in the wire but opposite in sense, so that it must act 
parallel to the table, that is, to the relative direction of sliding, 
and increases from zero to a limiting value. 

The resisting force referred to above always acts in a way to 
oppose motion of the parts and also always acts tangent to the 
surfaces in contact, and to this resisting force the name of bictlon 
has been appUed. Much discussion has taken place as to the 
nature of the force, or whether it is a force at all, but for the 
present discussion this idea will be adopted and this method of 
treatment will give a satisfactory solution of all problems con- 
nected with machinery. 
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Wherever motion exists friction is always acting in a sense 
opposed to the motion, although in many cases ita very presence 
ia essential to motion taking place. Thus it would be quite 
impossible to walk were it not for the friction between one's 
feet and the earth, a train could not run were there no friction 
between the wheels and rails, and a belt would be of no use in 
transmitting power if there were no friction between the belt 
and pulley. Friction, therefore, acts aa a resistance to motion 
and yet without it many motions would be impossible. 

166. Laws of Friction. — A great many experiments have been 
made for the purpose of finding the relation between the friction 
and other forces acting between two surfaces in contact. Morin 
stated that the frictional resistance to the sliding of one body 
upon another depended upon the normal pressure between the 
surfaces and not upon the areas in contact nor upon the velocity 
of slipping, and further that if f is the frictional resistance to 
slipping and N the pressure between the surfaces, then F = 
liN where n is the coefficient of friction and depends upon the 
nature of the surfaces in contact as well as the materials composing 
these surfaces. 

A discussion of this subject would be too lengthy to place here 
and the student is referred to the numerous experiments and 
discussions in the current engineering periodicals and in books 
on mechanics, such as Kennedy's "Mechanics of Machinery," 
■ and Unwin's "Machine Design," It may only be stated that 
Morin's statements are known to be quite untrue in the case of 
machines where the pressures are great, the velocities of sliding 
high and the methods of lubrication very variable, and special 
laws must be formulated in such cases. In machinery the nature 
of the rubbing surfaces, the intensity of the pressures, the 
velocity of slipping, methods of lubrication, etc., vary within 
very wide limits and it has been found qtiite impossible to devise 
any formula that would include all of the cases occurring, or 
even any great number of them, when conditions are so variable. 
The only practical method seems to be to draw up formulas 
for each particular class of machinery and method of lubrication. 
Thus, before it ia possible to tell what friction there will be in 
the main bearing of a steam engine, it is necessary to know by 
experiment what laws exist for the friction in case of a similar 
. engine having similar materiab in the shaft and bearing and 
oiled in the same way, and if the machine is a horizontal Corliss 
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eDgine the laws would not be the same as with a vertical high- 
speed engine; again the laws will depend upon whether the lubri- 
cation is forced or gravity and on a great many other things. 
For each type of bearing and lubrication there will be a law for 
determining the frictional loss and these laws must in each case 
be determined by careful experiment. 

166. Friction Factor. — Following the method of Kennedy and 
other writers, the formula used in all cases will he F = fN for 
determining the frictional force F corresponding to a normal pres- 
sure N between the rubbing surfaces, where / is called the fric- 
tion factor and differs from the coefficient of friction of Morin 
in that it depends upon a greater number of elements, and the 
law for / must be known for each class of surfaces, method of 
lubrication, etc., from a series of experiments performed on 
similarly constructed and operated surfaces. 

In dealing with machines it has been shown that they are made 
up of parts united usually by sliding or turning pairs, so that it 
will be well at first to study the friction in these pau^ separately, 

FRICTION IN SLIDING PAIRS 

167. Friction in Sliding Pairs. — Consider a pair of sliding 
elements as shown in F^. 108 and let the normal component of 
the pressure between these two elements 
be JV, and let R be the resultant external 
force acting upon the upper element 
which is moving, the lower one, for the 
present being considered stationary. Let 
the force R act parallel to the surfaces in 
the sense shown, the tendency for the '**' 

body is then to move to the right. Now, from the previous 
discussion, there is a certain resistance to the motion of a the 
amount of which is fN, where / is the friction factor, and this 
force must in the very nature of the case act tangent to the 
surfaces in contact (Sec, 164) ; thus, from the way in which R is 
chosen, the friction force F = fN and R are parallel. 

Now if ii is small, there is no motion, as is well known, for the 
maximum value of F due to the normal pressure N is greater 
than R; this corresponds to a sleigh stalled on a level road, the 
horses being unable to move it. If, however, R be increased 
steadily it reaches a point where it is equal to the maximum 
value of F and then the body will begin to move, and so long as 
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R and F are equal, will continue to move at uniform speed because 
the force R is just balanced by the resistance to motion; this 
corresponds to the case where the sleigh is drawn along a levd 
road at uniform speed by a team of horses. Should R be still 
further increased, then since the frictional resistance F will be 
less than R, the body will move with increasing speed, the acceler^ 
ation it has depending upon the excess of R over F; this corre- 
sponds to horses drawing a sleigh on a level road at an increasing 
speed, and just here it may be pointed out that the friction 
factor must depend upon the speed in some way becatise the 
horses soon reach a speed beyond which they cannot go. 
These results may be summarized as follows : 

1. If i2 is less than F, that is B <fN', there is no relative motion. 

2. If A is equal to F, that isR = fN, the relative motion of the 
bodies will be at uniform velocity. 

3. Iffiia greater thanF, that is fl>/JV, there will be accelerated 
motion, relatively, between the bodies. R is the resultant external 
force acting on the body and is parallel to the surfaces in contact. 

J „ Consider next the caae shown in Fig. lOd, 

where the resultant external force R acts 
at an angle ip to the normal to the surfaces 
in contact, and let it be assumed that the ' 
motion of a relative to (i is to the right as 
shown by the arrow. The bodies are taken 
to be in equilibrium, that is, the velocity 
of slipping is uniform and without accelera- 
tion. Resolve R into two components 
AB and BC, parallel and normal respectively to the surfaces of 
contact, then since BC = N ia the normal pressure between 
the surfaces, the frictional resistance to slipping will heF = fN, 
from Sec. 166, where / is the friction factor, and since there ia 
equilibrium, the velocity being uniform, the value of F must be 
exactly equal and opposite to AB, these two forces being in the 
same direction. Should AB exceed F = fN there would be ac- 
celeration, and should it be less than /AT there would be no motion. 
Now from Fig. 109, AB = R sin 4, and also AB = BC tan * 
= N tan <j). Hence, since AB = fN, there results the relation 
fN = N tan ^ or / = tan ^; this is to say, in order that two 
bodies may have relative motion at uniform velocity, the re- 
sultant force must act at an angle ijt to the nomul to the rubbing 
surfaces) and tm such a side of the normal as to have a resolTod 
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part in the directloii of motion. The angle ^ is fixed by the fact 
that its tangent is the Mction factor /. 

168. Angle of Friction. — ^The angle 4> may be conveniently called 
the angle of friction and wherever the symbol ^ occurs m the reet 
of this chapter it stands for the angle of friction and is such that 
its tangent is the friction factor /. The angle ^ is, of course, the 
limiting inclination of the resultant to the normal and' if the re- 
sultant act at any other angle less than ^ to the normal, motion 
will not occur; whereas if it should act at an angle greater than 4> 
there will be accelerated motion, for the simple reason that in the 
latter case, the resolved part of the resultant parallel to the sur- 
faces would exceed the frictional resistance, and there would then 
be an unbalanced force to cause acceleration. 

169. Examples. — ^A few examples should make the principles 
clear, and in those first given all friction is neglected except that 




Pio. 110.— Croashettd. 



in the sUding pair. The friction in other parts will be considered 
later. 

1. As an illustration, take an engine crosshead moving to the 
right under the steam pressure jP acting on the piston. Fig. 110. 
The forces acting on the crosshead are the steam pressure P, the 
thrust Q due to the connecting rod and the resultant R of these 
two which also represents the pressure of the crosshead on the 
guide. Now from the principles of statics, P, Q and R must all 
intersect at one point, in this case the center of the wristpin 0, 
since P and Q pass through 0, and further the resultant R must 
be inclined at an angle ^ to the normal to the surfaces in contact, 
(Sec. 167) ; thus R has the direction shown. Note that the side 
of the normal on which R lies must be so chosen that R has a 
component in the direction of motion. Now draw AB = P 
the steam pressure, and draw AC and BC parallel respectively to 
R and Q, then BC = Q the thrust of the rod and AC = B the 
resultant pressure on the crosshead shoe. 
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If there were no friction in the sliding pair R would be normal 
to the surface and in the triangle ABD the angle BAD would 
be 90°; BD ie the force in the connecting rod and AD is the 
pressure on the shoe. The efficiency is this position will thua be 

II = Tin ~ cT' *^'* ^' *^ ^^^^ ^ direct to find Po the force 
necessary to overcome Q if there were no friction by drawing CE 
normal to AB then Pa = BE and )i = -p = wj- 

2. A cotter is to be designed to connect two rods, Fig. Ill; 



*, ii 




Pig. Ill,— Cotter pin. 

it is required to find the limiting taper of the cotter to prevent it 
slipping out when the rod is in tension. It will be assumed that 
both parts of the joint have the same friction factor /, and hence 
the same friction angle <j>, and that the cotter tapers only on 
one side with an angle 6. The sides of the cotter on which the 
pressure comes are marked in heavy lines and on the right-hand 
side the total pressure Ri is divided into two parts 'by the shape 
of the outer piece of the connection. Both the for«es Ri and 
Rt act at angle * to the normal to their surfaces and, from what 
has already been said, it will be understood that when the cotter 
just begins to slide out they act on the side of the normal shown, 
so that by drawing the vector triangle on the left of height 
AB = P and having CB and BD respectively parallel to Ri 
and Rt, the force Q necessary to force the cotter out is given by 
the side CD, 
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In the figure the angle ABC = <l> and ABD ~ ^ — 0. 
Therefore 

Q = P [tan « + tan (* - fl)] 
The cotter will slip out of itself when Q = 0, that 's 

tan 4) + tan (* — tf) = 0, 
or fl = 2* 

ThiB angle 9 is evidently independent of P except in so far as ^ 
is affected by the tension P in the rod. 




Pig. 112.— Lifting jack. 

If the cotter is being driven in then the sense of the relative 
motion of the parts is reversed and hence the forces Ri and Rt 
take the directions Ri' and Rt and the vector diagram for 
this case is also shown on the right in the figure. The force 
C = CD' necessary to drive the cotter in is Q' = P[ttux ^ + 
tan (fl + 4>)] and Q' increases with 8. Small values of make 
the cotter easy to drive in and harder to drive out. 

3. An interesting example of the friction in sliding connections 
is given in Fig. 112, which shows a jack commonly used in lifting 
automobiles, etc.; the outlines of the jack only are shown, and 
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no details shown of the arrangement for lowering the load. In the 
^ure the force P applied to lifting the load Q on the jack is as* 
sumed to act in the direction of the pawl on the end of the handle, 
and this would represent its direction closely although the direc- 
tion of P will vary with each position of the handle. The load 
Q is assumed apphed to the toe of the lifting piece, and when the 
load is being raised the heel of the moving part presses against 
the body of the jack with a force Ri in the direction shown and 
the top pressure between the parts is Rt, both ifi and Ri being 
inclined to the normals at angle <p. 

At the base of the jack are the forces Q and Ri, the i^ultant 
of which must pass through A, while at the top are the forces 
Rt and P, the resultant of which must pass through B; and if 
there is equilibrium the resultant Fi of Q and Bi must balance 
the resultant Fi of Rt and P, which can onJy be the case if Fi 
passes through A and B; thus the direction of Fi is known. 

Now draw the vector triangle ECO with sides parallel to Fi, 
Rt and P, and for a given value of P, so that Fi = EC and 
Rt = CG. Next through E draw ED parallel to Rt and throu^ 
C draw CD parallel to Q from which Q = CD is found. If there 
were no friction the reactions between the jack and the frame 
would be normal to the surfaces at the points of contact, thus 
A would move up to Ag and BtoBo and the vector diagram would 
take the form ED^CS where EG = P aa before and DcCo = Q» 
so that Qo is found. 

The efficiency of the device in this position is evidently 1 = n" 

It is evident that with the load on the toe, the efficiency is a 
maximum when the jack is at its lowest position because AB is 
then most nearly vertical, while for the very highest positions 
the efficiency will be low, 

4. One more example of this kind will suffice to Illustrate the 
pnnciples. Fig, 113 shows in a very elementary form a quick- 
return motion usfid on shapers and machine tools, and illustrated 
at Fig. 12. Let Q be the resistance offered to the cutting tool 
which is moving to the right and let P be the net force applied 
by the belt to the circumference of the belt pulley. For the 
present problem only the friction losses in the sliding elements 
will be considered leaving the other parts till later. Here the 
tool holder g presses on the upper guide and the pressure on this 
guide is Rx, the force lq the rod e is denoted by Fj. Further the 
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pressure of 6 on c is to the right and as the former is moving 
downward for this position of the machine, the direction of 
pressure between the two is Rs through the center of the pin. 

Now on the driving link a the forces acting are P and Rs, the 
resultant Ft of which must pass through and A. In the vector 
diagram draw BC equal and parallel to P, then CD and BD 
parallel respectively to Ft and fij will represent these two forces 




Pia. 113. — Quick-return motion. 

BO that Rt is determined. Again on c the forces acting are Rt 
and ^1, and their resultant passes through Oi and also through E, 
the intersection of Fi and Rt, so that drawing BG and DG in the 
vector diagram [)arallel respectively to Fa and Fi gives the force 
Fi = DG in the rod e. Acting on the tool holder g are the forces 
Fi, Q and Ri and the directions of them are known and also the 
magnitude of Ft, hence complete the triangle GHD with sides 
parallel to the forces concerned and then OH = Q and HD = Rt 
which gives at once the resistance Q which can be overcome at 
the tool by a given net force P applied by the belt. 

If there were no friction in these sliding pairs then the forces 
Ri and Rt would act normal to the sliding surfaces instead of 
at angles ^i and ^i to the normals so that A moves to Ao and 
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E to Eo and the construction is shown by the dotted lines, from 
which the value of Qo is obtained. The efficiency for this posi- 
tion of the machine is ;j — ^' The value of ii should be found 

for a number of other positions of the machine, and, if desirable, 
a curve may be plotted so that the effect of friction may be 
properly studied. 

Before passing on to the case of turning pairs the attention of 
the reader is called to the fact that the greater part of the problem 
ia the determination of the condition of static equilibrium as 
described in Chapter IX, the method of solution bdng by means 
of the virtual center, in these cases the permanent center being 
used. The only difficulty here ia in the determination of the 
direction of the pressures R 
between the sUding surfaces, 
and the following suggestions 
may be found helpful in this 
regard. 

Let a crosshead a, Fig. 114, 
slide between the two guides 
dt and di, first find out, by 
inspection generally, from the 
forces acting whether the 
Fig, 114. pressure is on the guide di 

or dj. Thus if the con- 
necting rod and piston rod are in compression the pressure 
is on d], if both are in tension it is on di, etc, suppose for this 
case that both are in compression, the heavy line showing the 
surface bearing the pressure. 

Next find the relative direction of sliding. It does not matter 
whether both surfaces are moving or not, only the relative 
direction is required it is assumed in the sense shown, i.e., the 
sense of motion of a relative to di is to the left (and, of course, the 
sense of motion of dj relative to a is to the right). Now the re- 
sultant pressure between the surfaces is inclined at angle ^ 
to the normal where ^ = tan~'/, / being the friction factor, so 
that the resultant must be either in the direction of Ri or R'l. 

Now Ri the pressure of a upon dj acts downward, and in 
order that it may have a resolved part in the direction of motion, 
then Ri and not Ri is the correct direction. If Ri is treated as 
the pressure of di upon a then Ri acts upward, but the sense of 
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motion of da relative to a is the opposite of that of a relative to 
da, and hence from this point of view also Ri is correct. 

It is easy to find the direction of Ri by the following simple 
rule: Imagine either of the shding pieces to be an ordinary 
carpenter's wood plane, the other sliding piece being the wood 
to be dressed, then the force will have the same direction as the 
tongue of the plane when the latter is being pushed in the ipven 
direction on the cutting stroke, the angle to the oormal to the 
surfaces being 0. 

170. Turning Pairs. — In dealing with turning pairs the same 
principles are adopted as are used with the sliding pairs and should 
not cause any difficulty. Let o. Fig. 115, represent the outer 




Pia. 116. 

element of a turning pair, such as a loose pulley turning in the 
sense shown upon the fixed shaft d of radiuH r, and let the forces 
P and Q act upon the outer element. It must be explained that 
the arrow shows the sense in which the pulley turns relatively 
to the shaft and this is to be understood as the meaning of the 
arrow in the rest of the present discussion. It may be that both 
elements are turning in a given case, and the two elements may 
also turn in the same or in opposite sense, but the arrow indicates 
the relative sense of motion and the forces P and Q are assumed 
to act upon the link on which they are drawn, that is upon a 
in Fig. 115. 
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If there were no friction then the reeultant of P and Q would 
pass through the intersection A of these forces and also through 
the center of the bearing, so that under these circumstances it 
would be possible to find Q for a given value of P by drawing the 
vector triai^e. 

There is, however, frictional resistance offered to motion at the 
surface of contact, hence if the resultant E oi P and Q acted 
through 0, there could be no motion. In order that motion may 
exist it is necessary that the resultant produce a turning moment 
about the center of the bearing equal and opposite to the resiBfr- 
ance offered by the friction between the surfaces. It is known 
already that the frictional 
resistance is of such a na- 
ture as to op[>oBe motion, 
and hence the resultant force 
must act in such a way as 
to produce a turning Ao- 
ment in the sense of mo- 
tion equal to the moment 
offered by friction in the 
opposite sense. Thus in 
the case shown in the 
figure the resultant must 
pass through A and Ue to 
the left of 0. 

In Fig. 116, which shows an enlarged view of the bearing, let 
p be the perpendicular distance from to A, so that the moment 
of R about is fl X p. The point C may be conveniently 
called the center of pressure, being the point of intersection of R 
and the surfaces under pressure. Join CO. Now resolve B into 
two components, the first, F, tangent to the surfaces at C, and 
the second, iV, normal to the surfaces at the same point. Fol- 
lowing the method employed with sliding pairs, N is the normal 
pressure between the surfaces and the frictional resistance to 
motion will be fN, where /is the friction factor (Sec. 166), and 
since the parts are assumed to be in equilibrium, there must be 
no unbalanced force, so that the resolved part F of the resultant 
R must be equal in magnitude to the frictional resistance, or 
F = fN. But / = tan <>, where ^ is the friction angle, so that 
F 




. 116. 



tan <p = f = 



N 



,,GoogIc 



THE EFFICIENCY OF MACHINES 



191 



from which it follows that the angle between N and R must 
be ip, and hence the resultant R must make an angle ^ with 
the radius r at the center of pressure C. 

171. lotion Circle. — With center draw a circle tangent to 
B as shown dotted; then this circle is the one to which the result- 
ant R must be tangent to maintain uniform relative motion, 
and the circle may be designated as the friction circle. The 
radius p of the friction circle is p = r sin <}>, where r is the radius 
of the journal, and this circle is concentric with the journal and 
much smaller than the latter, since if is always a small angle 
in practice. Thus, in turning pairs the resultant must always 





FiQ. 117. 

be at an angle ifi to the normal to the surfaces, and this is most 
easily accomplished by drawing the resultant tangent to the 
friction circle, and on such a side of it that it produces a turning 
moment in the sense of the relative motion of the parts. Since 
/ is always small in actual bearings, ^ is also small, and hence 
tan tfi = ma <t> nearly, so that approximately p = r sin = r tan 4' 
-rt- 

Four different arrangements of the forces on a turning pair 
are shown at Fig. 117, similar letters being used to Fig. 115. 
At (a) P and Q act on the outer element but their resultant R 
acts in opposite sense to the former case and hence on opposite 
side of the friction circle, since the relative sense of rotation is 
the same. In case (c) P and Q act on the inner element and the 
relative sense of rotation is reversed from (a), hence R passes on 
the right of the friction circle; at (b) conditions are the same as 
(o) except for the relative sense of motion which also changes the 
position of S; at (d) the forces act on the outer element and the 
sense of rotation and position of R are both as indicated. 

172. Examples. — The construction already shown will be 
appUed in a few practical cases. 



,,CoogIc 



192 



THE THEORY OF MACHINES 



1. The first ease considered will be an ordinary bell-crank 
lever, Fig. 118, on which the force P is aBSumed to act horizontally 
and Q vertically on the lints a and c respectively, the whole 
lever 6 turning in the clockwise sense. An examination of the 
figure shows that the sense of motion of a relative to b is counter- 
clockwise as is also the motion of c relative to b, therefore P 
will be tangent to the lower side of the friction circle at bearing 
1, and 0" will be tangent to the left-hand side of the friction circle 




Pio. 118. 



at bearing 3, and the resultant of P and Q must pass through A 
and must be tangent to the upper side of the friction circle on 
the pair 2, so that the direction of R becomes fixed. Now draw 
DE in the direction of P to represent this force and then draw 
EF and DF parallel respectively to Q and R and intersecting at 
F, then EF = Q and DF = R. 

In case there was no friction and assuming the directions of 
P and Q to remain unchanged (this would be unusual in practice), 
then P, Q and their resultant, would act through the centers of 
tiie joints 1, 3 and 2 respectively. Assuming the magnitude of 
/* to be unchanged, then the vector triangle DEF' has its sides 
EF' and DF' parallel respectively to the resistance Qo and the 
resultant JBo so that there is at once obtained the force Qo = EF'. 



Then the efficiency of the lever in this position is ij =■ ; 
for any other position may be similarly found. 



and 
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The friction circles are not drawn to scale but are made larger 
than they should be in order to make the drawing clear. 

2. Let it be required to find the line of action of the force in 
the connecting rod of a ateam engine taking into account friction 
at the crank- and wristpins. To avoid confusion the details of 
the rod are omitted and it is represented by a line, the friction 
circles being to a very much exaggerated scale. Let Fig. 119(o) 
represent the rod in the position under consideration, the direc- 




Fio. 119. — Steam-engine mechanism. 

tion of the crank is also shown and the piston rod is assumed to 
be in compression, this being the usual condition for this position 
of the crank. Inspection of the figure shows that the angle a 
is increasing and the angle fi is decreasing, so that the Une of 
action of the force in the connecting rod must be tangent to the 
top of the friction circle at 2 and also to the bottom of the' fric- 
tion circle at 1, hence it takes the position shown in the hght line 
and crosses the line of the rod. This position of the line of action 
of the force is seen on examination to be correct, because in 
both cases the force acts on such a side of the center of the bear- 
ing as to produce a turning moment in the direction of relative 
motion. 
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Two other positions of the engine are shown in Fig. 119 at 
(b) and Ic), the direction of revolution being the same as before 
aiid the line of action of the force in the rod is in light lines. In 
the case (b), the rod is assumed in compression and evidently 
both the angles a and fi are decreasing so that the line of action 
of the force lies below the axis of the rod; while in the position 
shown in (c), the connecting rod is assumed in tension, a is decreas- 
ing, and ^ is increasing so that the line of the force intersects the 
rod. In all cases the determining factor is that the force must 
Ue on such a side of the center of the pin as-to produce a turning 
moment in the direction of relative motion. 

173. Governor — ^Turning Pairs Only. — A complete device in 
which turning pairs alone occur is shown at Fig. 120, which 




AA 



Pio. 120.— Governor. 

represents one of the governors discussed fully in the following 
chapter, except for the effect of friction. The governor herewith 
is shown also at Fig. 125 and only one-half of it has been drawn 
in, the total weight of the two rotating balls is w lb. while that 
of the central weight including the pull of the valve gear is taken 
-as W lb. In Chapter XII no accoimt has been taken of friction 
or pin pressures while these are essential to the present purpose. 
There will be no frictional resistance between the central weight 
and the spindle and the friction circles at A, B and C are drawn 
exai^erated in order to make the construction more clear. 

It is assiuned that the balls are moving slowly outward and 
that when passing through the position illustrated the spindle 
rotates at n revolutions per minute or at w radians per second; 
it ia required to find n and also the speed n' of the spindle as the 



D,g,t7cdb/COOgIC 



THE EFFICIENCY OF MACHINES 195 

balls pass through this same position when travellii^ inward. 
The difference between these two speeds indicates to some extent 
the quality of the governor, as it shows what change must be 
made before the balls will reverse their motion. 

C C V) 

On one ball there is a centrifugal force ^ pds,, where '^ = kz *■"'» 

r being the radius of rotation of the balls in feet, also -^ acts 
horizontally while the weight of the ball -5 lb. acts vertically, 
and their resultant is a force P inclined as shown in the left-hand 
figure. The arms AB and BC are both in tension evidently, 
and as the - balls are moving outward, a is increasing and /3 is 
decreasing (see Fig. 120); hence the direction of the force in the 
arm BC crosses the axis of the latter as shown, ^1 representing 
the force. 

Now the direction of the force P is unknown and it cannot 
be determined without first finding ^ which, however, depends 

upon n, the quantity sought. An approximation to the slope 
of P may be found by neglecting friction and with this approxi- 
mate value the first trial may be made. With the assumed 
direction of P the point H, where P intersects Fi, is determined 
and then the resultant R of ^1 and P must pass through H and 
also be tangent to the friction circle at A. (If there were no 
friction, R would pass through the center of A, Sec. 170.) Turn- 

W 
ing now to the vector diagram on the right make DE = -^ and 

Eh = w; then draw BG horizontally to meet EG, which is paral- 
lel to Fi in G. The length EG represents the force Fi in the arm 
BC, while DG represents the tension on the weight W which is 
balanced by the other half of the governor. 

Next draw GJ and EJ parallel respectively to R and P, whence 
these forces are found. If the slope of P has been properly 
assumed, the point J will be on the horizontal line through L, 
and if J does not lie on this line a second trial slope of P must be 
made and the process continued until / does fall on the horizon- 
tal through L. 

C 
'2 = 

readily computed, and from it the speed n in revolutions per 
minute. 
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The dotted lines show the ease where the mechanism pasaes 
through the same position but with the balls moving inward 
and from the length LJ' the value of w' and of n' may be found! 

If only the relation between n and n' is required, then ~; = * l-r-^,- 
^ ' n' yu' 

The meaning of this is that if the balls were moving outward due 

to a deoreased load on the prime mover to which the governor 

.wa8 connected then they would pass through the position shown 

when the spindle tiirned at n revolutions per minute, but if the 

load were again increased causing the balls to move inward the 

speed of the spindle would have to fall to n' before the balk 

would pass through the position shown. Evidently the best 

governor is one in which n and n' most nearly agree, and the 

device would be of little value where they differed much. 




In reading this problem reference should also be made to the 
chapter on governors. 

* 174. Machine with Turning and Sliding Pairs. — This chapter 
may be very well concluded by giving an example where both 
turning and sliding pairs are used, although there should be no 
di£EicuIty in combining the principle already laid down in any 
machine. The machine considered is the steam engine,the barest 
outlines of which are shown in Fig. 121. The piston is assumed 
combined with the crosshead and only the latter is shown, and 
in the problem it has been assumed that the engine is lifting a 
weight from a pit by means of a vertical rope on a drum, the 
resistance of the weight being Q lb. Friction of the rope is not 
considered. The indicator diagram gives the information 
necessary for finding the pressure P acting throi^h the piston 
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on the cro&shead, and the problem is to find Q and the 
efficiency. 

From the principles already laid down, the direction of Ri, 
the pressmre on the crosshead is known, ^so the line of action 
of Fi and of Ri. For equilibrium the forces Fi, R, and P must 
intersect at one point which is evidently A, as P, the force due 
to the steam pressure, is taken to act along the center of the 
piston rod. On the crankshaft there is the force Fi from the 
connecting rod, and the force Q due to the weight hfted, and if 
there were no friction, their resultant would pass through their 
point of intersection B and also through the center of the crank- 
shaft. To allow for friction, however, Ri must be tangent to 
the friction circle at the crankshaft and must touch the top of 
the latter, hence the position of Ri is fixed. Thus the locations 
of the five forces, P, Fi, Ri, Ri and Q are known. 

Now draw the vector diagram, laying off CD *= P and drawing 
CE and DE parallel respectively to Ri and i?"!, which gives these 
two forces, next draw EF parallel to ffa and DF parallel to Q 
which thus determines the magnitude of Q. 

If there were no friction, Fi would be along the axis of the rod, 
and Ri normal to the guides, both forces passing through Ao the 
center of the wristpin. Further, Rt would pass through Bo the 
intersection of ^i and Q, it would also pass through as shown 
dotted, 80 that the lines of action of all of the forces are known and 
the vector diagram CEoFoD may be drawn obtaining the resistance 
Qo = DFo, which could be overcome by the pressureP on the piston 
if there were no friction. The efficiency of the machine in this 
position is then v = q", and may be found in a similar way for 
other positions. 

If desired, the value of the efficiency for a number of positions 
of the piachine may be found and a curve plotted similar to a 
velocity diagram. Chapter III, from which the efficiency per 
cycle is obtained. 

In all illustrations the factor / is much exaggerated to make 
the constructions clear and in many actual cases the efficiency 
will be much higher than the cuts show. Where the efficiency 
is very close to unity, the method is not as reUable as for low 
efficiencies, but many of the machines have such high efficiency 
that such a construction as described herein is not necessary, 
nor is any substitute for it needed in such cases. 



,,CoogIc 



198 THE THEORY OF MACHINES 

QOBSTIONS ON CHAPTER XI 

1. In the engiiie crossbead, Fig. 110, if the friction f&ctor is 0.t)S, what mae 
ia the friction angle? If the piston pressure is S,000 pda., and the connect- 
ing rod is at 12° to the hoiiiontal, what is the preaaure in the tod and the 
efficiency of the croHshead, neglecting friction at the wriatpinT 

8. Of two 12-io. journals one has af riction factor 0.002 and the other 0.003. 
What are the uses of the friction circles? 

3. What would be the efficiency of the crank in Fig. 118 if the scale of the 
drawing is one-quarter and the pins are l^ in. diameter? 

4. Determine the direction of the force in the side rod of a locomotive in 
various posiUons. 

6. A thrust bearing like Fig. 1(6) has five collars, the mean bearii^ diam- 
eter of which is 10 in. If the shaft runs at 120 revolutions per minute and 
has a bearing pressure of 50 lb. per square inch of area, find the power lost 
if the friction factor is 0.05. 

5. In the engine of Fig. 121, taking the scale of the drawing as one-wx- 
teenth and the friction factor as 0.06, find the value of Q when P = 2,500 
pds. the diameters of the crank and wristpins being ZH and 3 in. reepec- 

7. In a Scotch yoke. Fig. 6, the crank ia 6 in. loi^ and the pin 2 in. diam- 
eter, the slot being 3 in. wide. With a piston preasuie of 500 pds., find 
the efficiency for each 45° crank angle, taking/ — 0.1. 
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CHAPTER XII 
GOVERIfORS 

176. Metbods of Govemlng. — In all prime movers, which will 
be briefly called engines, there must be a continuai balance be- 
tween the energy supplied to the engine by the working fluid and 
the energy delivered by the maohine to aome other which it is 
driving, e.g., a dynamo, lathe, etc., allowance being made for the 
friction of the prime mover. Thus, if the energy delivered by the 
working fluid (steam, water or gas) in a given time exceeds the 
sum of the energies delivered to the dynamo and the friction of 
the engine, then there will be some energy left to accelerate the 
latter, and it will go on increasing in speed, the friction also in- 
creasing till a balance is reached or the machine is destroyed. 
The opposite result happens if the energy coming in is insufficient, 
the result being that the machine will decrease in speed and 
may eventually stop. 

In all cases in actual practice, the output of an engine is con- 
tinually varying, because if a dynamo is being driven by it for 
hghting purposes the number of lights in use varies from time to 
time; the same is true if the engine drives a lathe or drill, the 
demands of these continually changing. 

The output thus varying very frequently, the energy put in 
by the working fluid must be varied in the same way if the desired 
balance is to be maintained, and hence if the prime mover is to 
run at constant speed some means of controlling the energy ad- 
mitted to it during a given time must be provided. 

Various methods are employed, such ae adjusting the weight of 
fluid admitted, adjusting the energy admitted per pound of fluid, 
or doing both of these at one time, and this adjustment may be 
made by hand as in the locomotive or automobile, or it may be 
automatic aa in the case of the stationary engine or the water 
turbine where the adjustment is made by a contrivance called a 
governor. 

A governor may thus be defined as a device used In connection 
wltii prime movers for so adjusting the energy admitted witii the 



,, Google 



202 THE THEORY OF MACHINES 

worldng fluid that the speed of tiie prime mover will be constant 
mider sU conditions. The complete governor contains essentially 
two parts, the first part consisting of certain masses which rotate 
at a speed proportional to that of the prime mover, and the 
second part is a valve or similar device controlled by the part 
already described and operating directly on the working fluid. 

It is not the intention in the present chapter to discuss the 
valve or its mechanism, because the form of this is so varied as to 
demand a complete work on it alone, and further because its 
design depends to some extent on the principles of thermo- 
dynamics and hydraulics with which this book does not deal. 
This valve always works in such a way as to control the amount 
of energy entering the engine in a given time and this is usually 
done in one of the following ways : 

(a) By shutting off a part of the working fluid so as to admit 
a smaller weight of it per second. This method is used in many 
water wheels and gas engines and is the method adopted in the 
steam engine where the length of cutoff is varied as in high-speed 
engines. 

(ft) By not only altering the we^ht of fluid admitted, but by 
changing at the same time the amount of energy contained in 
each pound. This method is used in throttling engines of various 

(c) By employing combinations of the above methods in 
various ways, sometimes making the method (a) the most im- 
portant, sometimes the method (6) The combined methods 
are frequently used in gas engines and water turbines. 

The other part of the governor, that is the one containing the 
revolving masses driven at a speed proportional to that of the 
prime mover, will be dealt with in detail because of the nature 
of the problems it involves, and it will in future be briefly referred 
to as the governor. 

176. Types of GoTemors. — Governors are of two general 
classes depending on the method of attaching them to the prime 
mover and also upon the disposition of the revolving masses, 
and the speed at which these masses revolve. The first type of 
governors, which is also the original type used by Watt on his 
engines, has been named the rotating -pendulum governor because 
the revolving masses are secured to the end of arms pivoted to the 
rotating axis somewhat similar to the method of construction of 
a clock pendulum, except that the clock pendulum swings in one 
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plane, while tlie governor masses revolve. In this tjrpe there are 
three subdivisions: (a) gravity weighted, in which the centrifugal 
force due to the revolving masses or balls is largely balanced by 
gravity; (b) spring weighted, in which the same forc'e is largely 
balanced by springs; and (c) combination governors in which 
both methods are used. Governors of this general class are 
usually mounted on a separate frame and driven by belt or gears 
from the engine, but they are, at times, made on a part of the 
main shaft. 

The second type is the inertia governor which is usually made 
on the engine power shaft, although it is occasionally mounted 
separately. The name is now principally used to designate a 
class of governor with its re- 
volving masses differently dis- 
tributed to the former class; 
its equilibrium depends on 
centrifugal fprce but during 
the changes in position the 
inertia of the masses plays a 
prominent part in producing ' 
rapid adjustment. The name 
shaft-governor is also much 
used for this type. 

177. Revolving-pendulum 
Governor. — Beginning with 
the revolving-pendulum type, 
an illustration of which is 
shown at Fig. 122 connected 
up to a steam engine, it is seen that it consists essentially of 
a spindle A, caused to revolve by means of two bevel gears 
B and C, the latter being driven in turn through a pulley D 
which is connected by a belt to the crankshaft of the engine; 
thus the spindle A will revolve at a speed proportional to that 
of the crankshaft of the engine. To this spindle at F two balls 
G are attached through the ball arms E, and these arms are 
connected by links J to the sleeve H, fastened to the rod R, 
which rod is free to move up and down inside the spindle A as 
directed by the movement of the balls and Unks. The sleeve 
H with its rod R is connected in some manner with the valve V, 
in this illustration a very direct connection being indicated, so 
that a movement of the sleeve will open or close the valve V, 




Pio. 122. — Simple governor. 
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The method of operation is almost self-evident; as the engine 
increases in speed the spindle A also increases proportionately 
and therefore there is an increased centrifugal force acting on 
the balls G causing them to move outward. As the balls move 
outward the sleeve H falls and closes the valve V so as to prevent 
as much steam from getting in and thus causing the speed of 
the engine to decrease, upon which the reverse series of opera- 
tionstakes place and the valve opens again. It is, of course, the 
purpose of the device to find such a position for the valve V that 
it will just keep the engine running at uniform speed, by admit- 
ting just the right quantity of steam for this purpose. 

178. Theory of Governor. — Several diiferent forma of the 
governor are shown later in the present chapter and will be dis- 
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FiQ. 123. 

cussed subsequently, but it may be well to begin with the simplest 
form shown in Fig, 123, where the connection of the sleeve to 
the valve is not so direct as in Fig. 122 but must be made through 
suitable Hnkage. The left-hand figure shows a governor with the 
arms pivoted on the spindle, while the right-hand figure shows 
the pivots away from the spindle, and the same letters are used 
on both. Let the total weight of the two balls be w lb., each ball 
therefore weighing -5 lb., and let these be rotated in a circle of 
radius r ft., the spindle turning at n revolutions per minute corre- 
sponding to u = -pTj- radians per second. For the present, 
friction will be neglected. 
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Three forces act upon each ball and determine its position of 
equilibrium. These are: (o) The attraction of gravity, which will 
act vertically downward and will therefore be paxallel with the 
spindle in a governor where the spindle is vertical as in the illuB- 
tration shown. The magnitude of this force is ^ pds. {b) The 
second force is due to the centrifugal efiFeot and acts radially 
and at right angles to the spindle, ita amount being ■ r. w* pds. 

fc) The third force is due to the pull of the ball arm, and will be 
in the direction of the line joining the center of gravity of the 
ball to the pivot on the spindle, which direction may be briefly 
called the direction of the ball arm. 

These three forces must be in equilibrium so that the vector 

triangle ABC may be drawn where AB = s-, BC =■ o^"* and 
w must be such that AC is parallel to the arm. Now let Z> be 
the point at which the ball arm intersects the spindle and draw 
AE perpendicular to the spindle DE; then AE = r, the radius 
of rotation of the balls and the distance DE = h ia called the 
height of the governor. 

The triangles DAE and ACB are similar and therefore: 

DEAB 

EA ~ BC 



which gives 



Thus, the height of the governor depends on the speed alone and 
not on the weight of the balls. The investigation assumes that 
the^ resistance offered at the sleeve ia negUgible as indeed is the 
case with many governora and gears, but allowance will be made, 
for this in problema discussed later. 

179. Defects of this Governor. — Such a governor possesses 
several serious defects. In the first place, the sleeve must move 
in order that the valve may be operated, and this movement of 
the sleeve will evidently correspond with a change in the height 
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and hence with a change in speed w. Thus, each position of the 
ballsj correspoDding to a given valve position, means a different 
speed of the governor and therefore of the engine; this is what the 
governor tries to prevent, for its purpose is to keep the speed of 
tile en^e constant, although the valve may have to bt opened 
various amounts corresponding to the load which the engbe 
carries. This defect may be briefly expressed by saying that the 
governor is not isochronous, the meaning of isochronism being 
ih&t the speed of the governor will nob vary during the entire 
range of travel of the sleeve, or in other words the valve may be 
moved into any position to suit the load, and yet the engine and 
therefore the governor, will always run at the same speed. 

The second defect is that for any 
reasonable speed h is extremely small. 
To show this let the governor run at 
120 revolutions per minute so that u 

= -~jY = 12.57 radians per second; 

then A = ^ = 7^^ = 0.2036ft. or 
2.44 in., a dimension which is BO small, 
that if the balls were of any reasonable 
size, it would make the practical con- 
struction almost impossible. 
Pio. 124.— Crosaed-arm 180. Crossed-arm Governor. — Now 
governor. .^^ .^ ^j^^ desire of all builders to .make 

their governors as nearly isochronous as is consistent with other 
desirable characteristics, which means that the height h must be 
constant, and to serve this end the crossed-arm governor shown 
in Fig. 124, has been built somewhat extensively. The propor- 
tions which will produce isochronism may be found mathematic- 
ally thus: 

Inspection of the ^ure shows that 

h = I cos 6 — a cot 6. 
For isochronism A is to remain constant for changes in the 
ai^e or 

dh 

— = 0= — IbuiO + a cosec' d. 
^ ■ • . i ' /■ 

From which _'^ .—^-^ 

o = Isin'tf .,■'■.'.''■' 

A = I cos' $ 
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and therefore a = Is 


dn' ff = A tan'fl = -^ tan' tf ; which formulas 



give the relations between a, I and 8, and it will be noticed that 
the weight w does not enter into the calculation any more than it 
does into the time of swing of the pendulum. 

As an example let the speed be u = 10 radians per second 
(corresponding to 97 revolutions per minute) and let fl = 30". 
Then the formulas give a = 0.0618 ft. or 0.74 in., I = 0.495 ft. 
or 5.94 in. and the value of h corresponding to ff = 30° is 0.322 
ft. With these proportions the value of h when 9 becomes 35° 
will be 0.317 ft., a decrease of 1.56 per cent., corresponding to a 
change of speed of about 0.8 per cent. 

With a governor as shown at Fig. 123 and m = 10 as before, a 
change from 30° to 35° produces a change in speed of about 3 per 
cent. 

It is possible to design a governor of this type which will 
maintain absolutely constant speed for all positions of the balls, 
and the reader may prove that for this it is only necessary to do 
away with the ball arms, and place the balls on a curved track 
of parabolic form, so that they will always remain on the surface 
of a paraboloid of revolution of which the spindle is the axis. 
In such a case, h and therefore « will remain constant. 

A perfectly isochronous governor, however, has the serious 
defect that it is unstable or has no definite position for a given 
speed, and thus the slightest disturbing force will cause the balls 
to move to one end or other of their extreme range and the gov- 
ernor will hunt for a position where it will finally come to rest. 
Such a condition of instability is not admissible in practice and 
designers always must sacrifice isochronism to some extent to 
the very necessary feature of stability, because the hunting of 
the balls in and out for their final position means that the valve 
is being opened and closed too much and hence the engine is 
changing its speed continually, or is radi^. In the simple 
governor quoted in Sec. 178 it is evident that while it is not 
isochronous it is stable, for each position of the balls corresponds 
to a different but definite speed belonging to the corresponding 
value of the height h. 

IBL Weighted or Porter Governor. — ^In order to obviate 
these difficulties Charles T. Porter conceived the idea of plac- 
il^ on the sleeve a heavy central weight, free to move up and 
down OQ the spindle and having its center of gravity on the 
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axia of rotation. This modified governor is shown in Fig, 125, 
with the arms pivoted on the spindle, although sometimes the 
arms are crossed and when not crossed they are frequently bu»- 



Pia. 125. — Porter governor. 

pended by pins not on the spindle. In Fig. 126 a similar gova^ 

nor is shown diagrammatically, with the pivots O to one si*^^- 

To study the conditions of equilibrium of such a governor 

find the image Q' of the point Q where the link U ia attached to 
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the central weight W. Then by the propositions of Chapter IX 
the half of the wei^t which acts at Q may be transferred to Q', 
and let it be assumed that h and 1% are of equal length; then by 
taking moments of the weights and centrifugal force about 
the equation is 

w tr 

y ■ 2?i sin 9 + 7 

From which it follows that 




weighted governor. 



For example, let It = lt=9 in. or 0,75 ft., speed 194 revolutions' 
per minute for which w = 20 radians- per second, and let each ball 
weigh 4 lb., i.e., to = 8 lb., fl = 45" and ai = aj = 0. Then 
by measuring from a drawii^, or by computation, h is found to 
be 0.53 ft., and 

2W + W w» 



2W + v> = wh- 



S X 0.53 X 



20' 
32.16 



= 52.8 lb. 



or F = 22.4 lb. 

182. Advantages of Weighted Governors. — The first advantage 
of such a governor is that the height h may be varied within 
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wide limits at any given speed by a change in the central we^^t 
W, and thue the designer is left much freedom in proportioning 
the part«. In the numerical example above quoted the height 
would be 6.6 times aa great as for an unweighted governor run- 

ning at the same speed, since = 6.6. 

Again the variation in h^ht h correepODding to a given change 
in speed is much increased by the use of the central load, with the 
result that the sleeve will move through a certain height with 
smaller change in speed. Now the travel of the sleeve, or the 
lift as it is often called, is fixed by the valve and its mechanism, 
and the above statement means that for a given lift the variation 
in speed will be decreased, or the governor will become more 
sensitive. By sensitiveness is meant the proportional change 
of speed that occurs while the sleeve goes through its complete 
travel, the governor being most sensitive which has the least 
variation. 

To prove this property let k', k, <a' and w represent the heights 

and speeds corresponding to the highest and lowest positions 

of the sleeve. 

Then 

,, 2W+W g , , 2 W + W g 
h' = ■ ■ — j &nd h = ■ ■ -^ 






But since k and h' axe much greater in the weighted than in 

the unweighted governor, therefore — , is more nearly unity in the 

former case. 
Again, 

f^* = A '^^^y = _ ^' - K 

W* k' £U' h' 

Therefore, 



Now usually u' and w do not differ very much, so that «' + w e 
2w nearly, and therefore, 
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^ ■.'-„ h'-h 

The relation — is evidently the sensitiveness of the governor' 

and the smaller the ratio the more sensitive is the governor. 
For an isochronous governor «w = 0. 

To compare the weighted and unweighted governors in regard 
to sensitiveness take the angular velocity u = 10 radians per 
second and let TT •= 60 lb. and ^ = 8 lb. Let the change in 
height necessary to move the sleeve through its entire lif£^be 

{a) Unweighted Governor. — For the data given h = 3.86 in., 
and, therefore,* 

Hence, 2— = 0.129 or — = 0.064 or 6.4 per cent., so that the 
ID a 

variation in speed will be 6.4 per cent. 

(6) Weighted Governor. — For this governor 

J _ ?^ X 3.86 - ^-><f^ X 3.86 - 61.76 in. 
and 



2 — = 0.008 giving — = 0.004 or 0.4 per cent. 

the variation in speed being only 0.4 per cent. Such a gover- 
nor would therefore be very nearly isochronous. 

A third property of this weighted governor is that it is power- 

> Hub may be simply shown by the calculus thus: 

utd differeatiating. 



where Sa and ih represent the small changes taking place in u and h. 

■ The negative sign spearing before Sh on the preceding foimula merely 
means that an increase in speed correeponds to a decrease in height. 
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ful, that is to say, that as the central weight is very heavy the 
equilibrium of the device is very Uttle affected by any Slight dis- 
turbing force, such as that required to operate the valve gear or 
to overcome friction. Powerfulness is a very desirable feature, 
for it is well known in practice that the force required to operate 
the valve gear is not constant and therefore produces a variable 
effect on the governor mecbanism, which, unless the governor is 
powerful, is sufficient to- move the weights, causing hunting. 

The Porter governor thus enables the designer to make a very 
sensitive governor, of practical proportions and one which may 
be made as powerful ae desired, so that it will not easily be 
disturbed by outside forces. 

THE CHARACTERISTIC CURVE 

183. A number of the results and properties of governors 
may be graphically represented by means of characteristic curves, 
and it will be convenient at this stage to explain these curves in 
connection with the Porter governor. Let Fig. 127(a) represent 
the right-hand part of a Porter governor, the letters having the 
same significance as before. Choose a pair of axes, OC in the 
direction of the spindle and OA at right angles to the spindle, _ 
and let the centrifugal force on the ball be plotted vertically 
along OC, as against radii of rotation of the balls, which are 
plotted along OA, ri and rg representing respectively the inner 
and outer limiting radii, the resulting figure will usually be a 
curved Jine somewhat similar to CiCCt in Fig. 127(o). 

Let the angular velocities corresponding to the radii ri and fi 
be tat and ws radians per second respectively, and let w ™ 
M ('oi + "t) represent the mean angular veloci^ to which the 
corresponding radius of rotation is r ft. 

Then 



where the forces C, Ci and Cj are the total centrifugal forces 
acting on the two balls. The properties of this curve, which 
may be briefly called the C curve, may now be discussed. ■ 
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' 1.. Condition for Isodironism. — If the governor ia to be iso- 
chronous then the angular velocity for all positions of the balls 
must be the same, that is tu = wi = ws and hence the centrifugal 
force depends only on the radius of rotation (see formulas above) 



a condition which is fulfilled by a C curve forming part of a 
straight line passing through 0. Thus any part of OC would 
satisfy this condition and the part ED corresponds to the radii 
ft and Ts in the governor selected. 




,c 




c. 




J^ 


c\ 




Cj^^ 






w 




/q 


*■' 


X 



PlO, 127. — Characteristic ci 



(6) 



2. CoDditiOD for Stabili^. — ^Although the curve ED will give 
an isochronous governor, it produces instability. The curve 
C1CC2 indicates that the speeds are not the same for the various 
positions of the balls, and a little consideration will show that 
Ci corresponds to a lower speed and d to a higher speed than C. 
This is evident on examining the conditions at radius n, for the 
point E corresponds to the same speed as C, but since E and Ci 
are both taken at the same radius, and since the centrifugal force 
FE is greater than FCi it is evident that the angular velocity «i. 
corresponding to Ci is less than the angular velocityu correspond- 
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ir^ to E. Thus a curve such as CiCCi, which is steeper than the 
isochronous curve where they croas, indicates that the speed 
of the governor will increase when the balls move out, and it may 
similarly be shown that such a curve as Ci'CCt', which is flatter 
than the isochroDous curve, shows that the speed of the governor 
decreases as the balls move out. 

Now an examination of these curves shoira that the one CiCCa 
belongs to a governor that ia stable, for the reason that when the 
ball ia at radiua ri it has a definite speed and in order to make it 
move further out the centrifugal force must increase. But 
on account of the nature of the curve the centrifugal force must 
increase faster than the radius or the speed must increase as the 
ball moves out, and thus to each radius there is a corresponding 
speed. On the other hand, the curve d'CCt ahowa an entirely 
different state of affairs, for at the radius ri the centrifugal force 
is greater than FE or the ball has a higher speed than w and thus 
as the ball moves out the speed will decrease. Any force that 
would disturb the governor would cause the ball to fly outward 
under the action of a resultant force Ci'E, and if it were at radius 
ri any disturbance would cause the ball to move inward. 

Another way of treating this is that for the curve CiCCt the 
energy of the ball due to the centrifugal force is increasing due 
both to the increase in r and in the speed, and as the weights 
W and w are being lifted, the forces balance one another and there 
is equilibrium; whereas with the curve Ci'CCt there is a decrease 
in speed and also in the enei^y of the balls while the weights are 
being lifted and the forces are therefore unbalanced and the 
governor is unstable. 

Thus, for stability the C curve must be steeper than the line 
joining any point on it to the origin 0. Sometimes governors 
have curves such as those shown at Fig. 127(b) and curve CiCC% 
indicates a stable governor, Ci'CCt an unstable governor, 
CiCCt partly stable and partly unstable and finally Ci'CCt 
partly unstable and partly stable. 

3. Sensitiveness. — The shape of the curve is a measure of 
the sensitiveness of the governor. If S indicates tUb sensitive- 
ness, then by definition S = ■ 

Now 

M> — Wl ((ill — Wl)(wi + Ml) _ W — Wl' 

a u{u% + o)i) 2m* 
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since Wi + mi =■ 2u nearly. 
Therefore 



But 
and 

Ci = ~ Ti Wi' 

and 

9 
Hence, by substituting in the formula for S, the result is 

w 





\C, 


C] 


1 


Ti 


n 


2 




C 



Referring now to Fig. 127 it is seen that 



BA 

" OA 



1 r tan fla - tan B{ \ _ 1 r CiA - BA "! _ 1 CiB 
* ~ 2L tane J ~ 2L DA \~ 2DA' 

Thus the C curve is also valuable in showing the sensitiveness 
of the governor. For an isochronous governor d, B and D 
coincide and S = 0. Evidently the more stable the governor is 
the less sensitive it is, and in a general way an unstable governor 
is more sensitive than a stable one. At Ci, Fig. 127(a), the stable 
governor is most nearly isochronous, and evidently a fair degree 
of stability and sensitiveness could both be obtained in a governor 
having a reverse curve with point of inflexion near C, the part 
CCt being concave to OA, the part CiC convex to OA. 

4. PoveifulnesB. — The C curve also shows the powerfulness 
of the governor, since in this curve vertical distances represent 
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the centrifugal forces acting on the balls, while horizontal distances 
represent the number of feet the balls move horizontally in the 
direction of the forces. Thus, an elementary area represents the 
product C.ir ft.-pd8. and the whole area between the C curve and 
the axis OA gives the work done by the balls in moving over 
their entire range, and is therefore the work available to move 
the valve gear and raise the weights. The higher the curve is 
above OA the greater is the available work, and this clearly cor- 
responds to increased speed in a given governor. 

6. Friction. — The efEect of friction has been discussed in the 
previous chapter and need not be considered here. Some writers 
treat friction as the equivalent of an alteration to the central 
weight, and if this is done the effect is very well shown in Fig. 128 
where the C curve for the frictionlesa governor is shown at 
CiCCs. As the weight Wis lifted 
the effect of friction when treated 
in this way is to increase W by 
the friction/ with the result that 
the C curve is raised to 3-4, 
whereas when the weight W is 
falling the friction has the effect 
of decreasing the weight W and 
to lower the C curve to 5-6. The 
effects of these changes are 
evident without discussion. 
1B4. Relative Effects of the Weights of the Balis and the 
Central Weight — For the purpote of further understanding the 
governor and also for the purpose of design, it is necessary to 
analyze the effects of the weights separately. Referring to F^. 
129 and finding the phorograph by the principles of Chapter IV 
ihe image of Z) is at D' and taking moments about A, remember- 
W 



c 


/^ 


Cx 


^^^c: 


f' 


E 



Rg. 128. 



ing that -; 



may be transferred from D to its image C, 



(Sec. 151, Chapter IX). Now let Cw be the part of C neces- 
sary to support W and C^ the corresponding quantity for w, so 
that 

Cw + C^ = C where C = jm*- 

But Wj^+ v^-C. 
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That is 



Cw = W I and C„ =• w-r- 



The graphical construction is shown in Fig. 129. Draw JH 
and ZG horizontally at distances below A to represent w and W 
respectively, then join AE, the hne D'E being a vertical through 
D'. Then it may be easily shown that 

Cw = AF and C„ = AK. 




Pio. 129.— Governor analysis. 



Making this construction for various positions and plotting 
for the complete travel of the balls the two curves are as drawn 
in Fig. 129. 

186. Example. — The following dimensionB are taken from an 
actual governor and refer to Fig. 129. Oi = 0, Oi = \}i in., AB = 
12H in., AJtf = 16 in. and BD = 10^ in., while the travel 
of the sleeve is 2H in. and the point D is 15% in, below A 
when the sleeve is at the top of its travel. Each ball weighs 
15 lb. 80 that «J = 30 lb., also F" = 124 lb. 

Then drawing the governor mechanism in the upper, the mean 
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and the lowest positions of the sleeve, the following table of 
results ifl obtained, since for the ball - = ooJr ~ 0.9Z3. 
Rbsdi/tb on Porteb Govkrnob 



Sl«ve 
portion 


.L 


'f^ 


I«t 


POUBd. 


pound. 


Cw+C,-C 
poiind« 


-'--= 


rev per 


1. Upper. . 

2. Mean... 

3. Lower... 


1.81 
1.40 
1.25 


0.98 
0.02 


o.ao 

0.07 
1.0* 


208.2 
178.3 
140. 1 


32.8 
27.5 
24.0 


241.0 

206.8 
173.1 


263.7 
241.3 

222.8 


155.2 

148.5 
142.3 



The correspondii^s C curve and the two components Cw and 
C* are plotted at Fig. 130 from which it is clear that the governor 




is stable. From this curve it appears that the sensitiveness 
37 



is >^ X 



222 " 



■ 8.56 per cent., which checks very 



well with the speeds as shown in the last column, and which indi- 
cates a sensitiveness of 8.65 per cent. 

If it is desired to End the position of the balls for a speed of 
150 revolutions per minute, then <a = 15.7 radians per second 
and the force C = — roj* = 0.933 X r X 246.5 = 230 r. Then 

g 

c 

draw the Une for which the tangent is — = 230 and where it cuts 
the C curve is the radius of the balls corresponding to this 
speed. 

Assuming the mean height of the C curve to be 207 pds. the 
work done in the entire travel of the balls is 207 (0.98 - -0.83) - 
31 ft.-pd8. 
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186. Design (tf a Porter GoTemor. — These curves may be con- 
veniently used in the design of a Porter governor to satisfy given 
conditions. Let it be required to design a governor of this type 
to run at a mean speed of 200 revolutions per minute with a 
possible variation of lees than 5 per cent, either way for the ex- 
treme range. The sleeve is to have a travel of 2 in. and the 
governor is to have a powerfulneas represented by 20 ft.-pd8. 

From general experience select the dimensions ai, at, li, It 
and BM in Fig. 129. Thus take ii = (» = 10 in., and BM - 3 
in.; also make ai = aj = 1 in. 
Draw the governor in the central 
position of the sleeve with the 
arms at 90°, as this angle gives 
greater uniformity than other 
angles, and measure the extreme 
radii and also that for the central " 
position of the sleeve. The C 
curve may now be constructed 
and at Fig. 131 the three radii 
are marked, which are ri = 9.5 
in., r = 10.22 in. and rj = 10.82 
in. Now the power of the 
governor is 20 ft.-pds., and divid- 
ingthisby r, ~ri =0.11ft. gives 
the mean height of the C curve 
as 182 pds. Plot this at radius r 
making HQ = 182 pds. and join 
to 0; it cuts rj at D. 

Now the sensitiveness is to be 
6 j>er cent., so that T and U are 
found such that DT = DU = 
0.05 X AD = 9.66 pds. Join 
T and V to 0, thus locating V and the resulting C curve will 
be VGT shown dotted. 

Next, since the centrifugal force GH = 182 pds. corresponds to 
a radius r = 10.22 in. and a speed of 200 revolutions, the weight 
V) may be found from the formula C = — r<o' and gives to = 

16.75 lb. By the use of such a diagram as Fig. 129 the three 
values of C« are measured for the three radii and the C. curve is 
drawn in Fig. 131, and then the values of Cw are found. Thus, 



r,— l,s" r-KI.21" r,-lllL8S' 

Pia. 131. — Governor design. 
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fiVsoalesoffaslSSpda-andheDceCir, = 153 - 13.6== 130.4 pds., 
and Bimilarly the other values of Cw are found, and from 
them Wi -= 104.6 pds., W = 107.6 pds. and W, = 110.6 pds. are 
obtained, as shown at Fig. 129. 

As a trial assume the mean of these values W = 107.6 pds., as 
the value of the central weight and proceeding as in Sec. 185 find 
the three new values of Cw and also of C = C^ + C„ and lay 
these off at the variouB radii ipving the plain curve in Fig. 131. 
This will be found to correspond to a range in speeds from 102 




Pio. 132,— Proell governor. 



to 207.5 revolutions per minute, and as this gives less than a 
5 per cent, variation either way from the mean speed of 200 
revolutions it would usually be satisfactory. If it is desired to 
have the exact value of 5 per cent., then it will be better to start 
with a little larger variation of say 6 per cent, and proceed ss 
above. 

187. Proell Governor. — ^The method already described may 
be appUed to more complicated forms of governor with the same 
ease aa is used m the Porter governor, the phorograph making 
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these oases quite simple. As an illustratioD, the Proell governor 
is shown in Fig. 132 and is similarly lettered to Fig. 129, the 
differeoce between these governors being that in the Proell the 
ball is fastened to an extension of the lower arm DB instead of 
the upper arm AB as in the Porter governor. 

As before, AB is choBen as the link of reference and the^ images 
fomid on it of the points D and M by the phorograph, Chapter IV. 
The force ^TT is then transferred to D' and }^C and J^ui to M' 
from Chapter IX, but in computing C the radius is to be measured 
from the spindle to M and not to M', since the former is the 
radius of rotation of the ball. The meanings of the letters will 
appear from the figure and by taking moments about A the same 
relation is found as in Sec. 184. The results for the complete 
travel of the balls is shown on the lower part of Fig. 132. 

SPRUTG GOVERNORS 

188. Spring governors have been made in order to eliminate 
the central weight and to make possible the use of a nearly 
isochronous and yet sensitive and powerful governor. These 
governors always run at high ^peed and are sometimes mounted 
on the main engine shaft, but more frequently on a separate 
spindle. 

189. Analysis of Hartnell Govemor. — One form of this gover- 
nor, frequently ascribed to Hartnell of England, is shown in Fig. 
133 and the action of the governor may now be analyzed. Let 
the total weight of the two baUs be w lb., as before, and let W 
denote the force on the ball arms at BB, due to the weight of the 
central spring and any additional weight of valve gear, etc. In 
this case W will remain constant as in the loaded governor. 
Now let F be the preasm-e produced at the points B by the 
spring, F clearly increasing as the spring is compressed due to 
the outward motion of the balls. 

In deahng with governors of this class it is best to use the mo- 
menta of the forces about the pin A in preference to the forces 
themselves, and hence in place of a C curve for this governor s 
moment or M curve will be plotted in its place, the radius of 
rotation of the balls being used as the horizontal axis. The 
symbols M, Mr, M„ and Mw indicate, respectively, the mo- 
ments about A of the centrifugal force C, the spring force F, 
the weight of the baUs w and the dead weight W along the spindle. 
Then M ~ Mr + Mw + M^ 
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or CaeoBO = Fb<soB0+Wbco6 0~wa am 9. 

The moment curves may be drawn and take the general shapes 
shown in Fig. 133 and similar statements may be made about 
these curves as about those for the Porter governor. If it is 
desired, the corresponding C curves may readily be drawn 
from the formula 

Ca COR 9 ^ Fb COS + Wb cos & --- wa an e 

or C = F- + W «- tan fl 

a a 




Pio. 133. — Hartnell governor. 

and a graphical method for finding these values is easily devised. 
The ciure for W is evidently a horizontal line since W, b and a 
are all constant, while that for w is a sloping line cutting the 
ajds of r under the pin A and the Cf curve may be found by 
differences. 

190. Design of Spring. — The data for the design of the spring 
may be worked out from the Cf curve found as above. Evidently 

C, = F- or P = C? X r = Cc X a constant, and thus from 
a 

the curve for Cr it is [rassible to read forces F to a suitable scale. 
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These forces F may now be plotted as at Fig. 134 which gives 
the v^ues of F for the different radii of rotation. As the line 
EGL thus foimd is slightly curved, no spring could exactly fulfil 
the requirements, but by joiniiig E and L and producing to tf , a 
solution may be found which will fit two points, E and L, and will 
nearly satisfy other points. Draw EK horizontally; then LK 
represents the increase in pressure due to the spring while the 
balls move out EK in., and hence the spring must be such that 
ppipds. will compress it 1 in., and further the force produced by 

the spring when the balls are in is EJ pda., that is the spring 
must be compressed through HJ in., for the inner position of 
the balls. 

In ordinary problems it is safe to assume for preUminary cal- 
culations that the effect of the weights W and to can be neglected 
and the spring may be designed to balance the centrifugal force 
alone. In completing the final computations the results may be 
modified to allow for these. In 
the diagrams here shown their 
effects have been very much ex- 
aggerated for clearness in the 
cuts. 

191. Governors with Hori- 
zontal Spindle. — Spring gover- 
nors are powerful, as the complete 
computations in the next case 
will show, and are therefore well 

' adapted to cases where the move- 
ment of the valve gear is difficult and unsteady. 

When such a governor is placed with horizontd spindle such 
as Fig. 135 the effects of the weights are balanced and the spring 
alone balances the centrifugal force. 

192. Belliss and Morcom Governor. — One other governor of 
this general type may be discussed in concluding this section. 
It is a form of governor now much in use and the one shown in 
the illustration, Figs. 136 and 137, is used by Belliss and Morcom 
of Birmingham, England, in connection with their high-speed 
engine. The governor is attached to the crankshaft, and therefore 
the weights revolve in a vertical plane, so that their gravity effect 
is zero. There are two revolving weights W with their centers 
of gravity at Q and these are pivoted to the spindle by pins A. 
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Pia. 135. — Governor with gravity effect neutralized. 



PiQ. 136. — Belliss and Moicom governor. 
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Between the weights there are two springs 8 fastened to the 
former by means of pins at B. The balls operate the collar C, 
which slides along the spindle, thus operating the bell-crank lever 
DFV, which is pivoted to the engine frame at F and connected 
at V, by means of a vertical rod, to the throttle valve of the 
engine. There is an additional compensating spring Se with it« 
right-hand end attached to the frame and its left-hand end con- 
nected to the bell-crank lever DFV at H, there being a hand 
wheel at this connection so that the tension in the spring may be 
changed within certain limits and thus the engine speed may be 
varied to some extent. This spring will easily allow the operator 
to run the engine at nearly 
5 per cent, above or below 
normal. 

The diagrammatic sketch of 
the governor, shown in Fig. 
137, enables the different parts 
to be distinctly seen as well as 
the eolations of the various 
points. It willbenoticedthat 
this governor differs from all 
the others already described 
in that part of the centrifugal 
force ifl directly taken up by 
the springs S, while the forces 
acting on the sleeve are due to 
the dead weight of the valve 
V and its rod, and the sUghtly 
unbalanced steam pressure 
(for the valve is nearly 
balanced against steam pres- 
sure) on the valve, and in addition to these forces there is the 
pressure due to the spring S^. The governor is very efficiently 
oUed and it is found by actual experiment that the frictional effect 
may be practically neglected. 

In this case it will be advisable to draw the moment curve 
for the governor as well as the C curve and from the latter the 
usual information may be obtained. As this moment curve 
presents no difficulties it seems unnecessary to put the investi- 
gation in a mathematical form as the formulas become lengthy 
OD account of the disposition of the parts. An actual case has 
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been worked out and the results are given herewith and show the 
effects of the various parts of the governor. 

193. Numerical Kounple. — The governor here selected, is 
attached to the crankahaft of an engine which has a normal mean 
speed of 525 revolutions per minute although the actual speed 
depends upon the load and the adjustment of the spring Sc- 
The governor spindle also rotates at the same speed aa the engine. 
The two springs S together require a total force of 112 pds. for 
each inch of extension, while the spring S, requires 220 pds. per 
inch of extension, the springs having been found on calibration 
to be extremely uniform. Each of the revolving masses has an 
effective weight of 10.516 lb. and the radius of rotation of the 
center of gravity varies from 4.20 in. to 4.83 in. The other 
dimensions are: e <= 4 in. radius, b = 3.2 in., c = 3.5 in., a =■ 
3.56 in., d = 10.31 in.,/ = 4.67 in., g = 5.31 in. 

The weight of the valve spindle, valve and parts together with 
the unbalanced steam pressure under fulUload normal conditions 
is 20 lb. 

The following table gives the results for the governor for four 
different radii of the center of gravity <?, all the moments being 
expressed in inch-pound units, when reduced to the equivalent 
moment about the pivots A of the balls. 

Bellibb and Morcou Governor 



















Speed, 




S" 




Momeat 






Sumol 


JTuU 


tioDofO, 


■Si." 


A 


A. inoh- 


.zit., 










pouod. 




pound. 




508 


4.47 


346.5 


1,220 


1,083 


115 


16 


1,214 


526 


4.73 


392.0 


1,364 


1,196 


143 


16 


1,355 


529 


4.78 


400.0 


1,388 


1,223 


145 


16 


1,384 


532 


4.83 


410.0 


1,418 


1,250 


148 


16 


1,414 



In examining the table it will be observed that the sum of 
columns (1), (2) and (3) is always a little less than the moment 
due to the centrifugal force. As the results are all computed 
from measurements made on the engine during operation, there 
is possibly a slight error in the dimensions, and further the effect 
of centrifugal force on the springs S will make some difference. 
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The results agree very well, however, and show that the calcula- 
tions agree with actual conditions. 

The results are plotted in Fig. 138, the left-hand part of the 
curves being dotted. The reason of this is that the observations 
below 508 revolutions per minute were taken when the 
engine was being controlled partly by the throttle valve, and 
do not therefore show the action of the governor fairly; the points 
are, however, useful in showing the tendency of the curves and 
represeot actual positions of equilibrium of the governor. 

The effect of the weight of the valve and unbalanced steam 
pressure are almost negUgible, so that the power of the governor 




does not need to be large, but the spring S„ produces an appre- 
ciable effect amounting to about 11 per cent, of the total at the 
highest speed. If the compensating spring Sc were removed, 
the governor would run at a lower speed. 

Joining any point on the moment curve to the origin 0, as 
has been done on the figure, shows that the governor is stable. 

The sensitiveness and powerfulness may be found from the 
C curve shown at Fig. 139. At the radius 4.47 in. the centri- 
fugal force is 345.5 pds., and if the origin be joined to this point 
and the line produced it will cut the radius 4.33 in. at 373.5 pds., 
whereas the actual C is 410 pds. The sensitiveness then is 
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H(410 - 373.S) 



0.0465 or 4.65 per cent. From the 
(532 - 508) 



= 0.0442 or 4.42 



M(410 + 373.5) ■ 

the corresponding result would be L-f^oo i ef«a\ = 
per cent-, which agrees quite closely with the former value. 
The moment curves cannot be used directly for the detennina- 
tion of the power of the governor because areas on the dl^i-am 
do not represent work done. If the power is required, then the 
base must be altered either so as to represent equal angles passed 
through by the ball arm, or more simply by use of the C curve 
plotted on Fig. 138. It will be seen that the C curve differs 




very little in character from the moment curve. The power 
of the governor is only about 11.6 ft.-pdB. 

The computations on this one governor will give & good general 
idea of the relative effects of the different parts in this style of 
governor, and also show that spring governors of this class 
possess some advantages. 

THE INERTIA GOVERnOR, FREQUENTLY CALLED THE SHAFT 
GOVERNOR 

194. Reasons for Using this Type. — The shaft governor was 
probably originally so named because it is usually secured to the 
crankshaft of an engine and runs therefore at the engine speed. 
In recent practice, however, certain spring governors, such as the 
BelUss and Morccnn governor, are attached to the crankshaft 
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and yet these scarcely come under the name of shaft governors. 
The term is more usually restricted to a governor in which the 
controlling forc^ differ to some extent from those already dis- 
cussed. This type of governor is not nearly so old as the others 
and was introduced into America mainly as an adjunct to the 
high-speed engine. 

On this continent builders of high (rotative)-speed engines 
have almost entirely governed them by the method first men- 
tioned at the beginning of this chapter, that is by varying the 
point of cut-off of the steam, and in order to do this they have 
usually changed the angle of advance and also the throw of 
the eccentric by means of a governor which caused the center 
of the eccentric to vary in position relative to the crank according 
to the load, the result will be a change in all the events of the 
stroke. The eccentric's position is usually directly controlled by 
the governor, and hence it is necessary to have a powerful gover- 
nor or else the force required to move the valve may cause very 
serious disturbances of the governor and render it useless. Again 
as the governor works directly on the eccentric, it is convenient 
to have it on the crankshaft. 

Governors of this class also possess another peculiarity In- 
those already described the pins about which the balls swung 
were in all cases perpendicular to the axis of rotation, so that the 
balls moved out and in a plane passing through this axis. In 
the shaft governor, on the other hand, the axk of the pins is 
parallel with the axis of rotation and the weights move out and 
in in the plane in which they rotate. While this may at first 
appear to be a smalt matter, it is really the point which makes this 
class of governor distinct from the others and which brings into 
play inertia forces during adjustment that are absent in the 
other types. Such governors may be made to adjust themselves 
to their new positions very rapidly and are thus very valuable 
on machinery subjected to sudden and frequent changes of load. 

196. Description. — One make of shaft governor is shown at 
F^. 140, being made by the Robb Engineering Co., Amherst, 
Nova Scotia, and is similar to the Sweet governor. In this make 
there is only one rotating weight W, the centrifugal effect of 
which is partly counteracted by the flat leaf spring S, to 
which the ball is directly attached. The eccentric E is pivoted 
by the pin P to the flywheel, and an extension of the eccen- 
tric is attached by the link b to the ball W. The wheel 
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rotating in the eense shown, causes the ball to try to 
move out on a radial line, which movement is resisted by the 
spring S. As the ball moves out, due to increased speed, the 
eccentric sheave swings about P, and thus the center of the eccen- 
tric will take up a position depending upon the speed. Two stops 
are provided to limit the extreme movement of the eccentric 
and ball. 

Other forms of governor are shown later at Fig. 143 and at 
Fig. 147, these having somewhat different dispositions of the 
parte. 




Fia. 140. — Robb inertia governor. 

Powerfulness in such governors is obtained by the use of 
heavy weights moving at high speed, for example in one governor 
the revolving weight is 80 lb. and it revolves in a circle of over 
29 in. radius at 200 revolutions per minute, dimensions which 
should be compared with those in the governors already discussed. 

196. Conditions to be Fulfilled.— The conditions to be ful- 
filled are quite similar to those in other spring governors so that 
only a brief discussion will -be necessary, which may be illustrated 
in the following example. 

Let A, Fig. 141, represent a disc rotating about a center 
at n revolutions per minute, and let this disc have a weight to 
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mounted on it so that it may move in and out along a radial line 
as indicated, and further let the motion radially be reBisted by a 
spring S which is pivoted to the disc at E. Let the spring pijll 
per foot of extension be^pds., and let the weight be in equihbrium 
at distance r ft. from 0, the extension of the spring at this in- 
stant being a ft. The centrifugal force on the ball is C = — rw* 
pds. where w is the angular velocity of the disc in radians per 
second, and since tu = -^, therefore 



- (^)'= 0.000341 wm* 



position the spring pull will 




where r is in feet. For the Ban 
be Sa pds., so that for equilib- 
rium So = C or 

Sa =0.000341 wm\ 
that is, 

S = 0.000341 «j-n». 
a 

To make the meaning of 
this clear it will be well to 
take a numerical example, 
and let it be assumed that the 
weight v> = 25 lb. and the 
speed is 200 revolutions per 
minute. Three oases may be 
considered, according to whether r is equal to, greater than or 
less than a, and these will result as follows: 

1. r = a = 1ft., S = 0.000341 X 25 X j X 200» = 341 pds. 

2. r = lft.,a = 0.57ft.,S=0.000341X25Xg^X 200* = 600 pds. 

3. r = lft.,a= LlSf^.S^ 0.000341 X 25 X j^X 200' = 288 

pds. 

So that, as the formula shows, the spring strength depends 
upon the relation of r to a. 

The resulting conditions when the ball is 10 in., 12 in. and 14 
in. respectively from the center of rotation with the three springs, 
are set down in the following table and in Fig. 142. 



Fia. 141. 
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Sprint pull 


S-2S8 


8-311 


s-^ 


10 
)2 
14 


284 
341 
398 


293 
341 
389 


284 
341 
398 


241 
341 
441 



For the spring S = 288 pds. per foot of extension it is seen that 
at the smaller radius the spring puU is higher than the centrifugal 
force or the diec must run at a higher speed than 200 revolutions 
for equilibrium, while at the outer radius the spring pull is too low 
and the speed must be below 200 revolutions for equilibrium, 




Fia. 142. 

that is the speed should decrease as the ball moves out. With 
spring S = 600 exactly the reverse is true, or the speed must 
increase as the ball moves out, while for spring S = 341 the speed 
will be constant for all positions of the ball. 

The spring S = 341 is properly designed and set for isochronism, 
but evidently there is no force holding the ball anywhere and the 
slightest push would send it oscillating along the scale, that is, 
it lacks stabiUty. The spring S = 288 also gives an unstable 
arrangement for the reason that the centrifugal force increases 
and decreases faster than the spring pull, and thus if the ball 
happened to be 12 in. from the center and was disturbed it 
would instantly fly to the inner or outer extreme stop. However, 
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apring S = 600 gives a stable arrangement, because whenever 
the ball is at say 12 in. from the center and any force pushes it 
away it immediately tries to return to this position, and will do 
BO on account of the preponderating effect of the spring force 
acting upon it, unless there should be a change of speed forcing 
it to the new position, but to each speed there is a definitely fixed 
position of the ball. It is to be noticed that the curve for S = 
600, is always steeper than any line from it to the origin 0, which 
has been already given as a condition of stability (Sec. 183(2)). 

The gain in stability is, however, made at a sacrifice in 
sensitiveness. For the spring *S = 600 the speed changes from 
184 to 211 revolutions per minute or the sensitiveness is 
Y >,g.. , .g.^ - = 0.136 or 13.6 per cent., while with spring 




Fia. 143. — Buckeye and McEwen governors. 



S = 288 the range of speeds is from 198 to 203 revolutions per 
minute or the sensitiveness is 2.4 per cent. 

1S7. Analysis of the Governor. — Having now discussed the 
conditions of stability and isochroniam and the effect the design 
of the spring has on them, a complete analysis of the governor 
may be made. 

Two forms of governor are shown in Fig. 143 and these show a 
somewhat different disposition of the revolving weights, The 
one on the left is used by the Buckeye Engine Co. and has two 
revolving weights W connected by arms b to the pivots P. The 
centrifugal foree is resisted by springs S attached to b and to the 
fiywheel rim at K. The ends of the hnks b are connected at H 
to links attached to the eccentric E at C and the operation of 
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the weights revtdves E and changes the steam distribution. 
Auxiliary springs D oppose springs >3 at inner positions of weights 
W. 

The right-hand figure shows the McEwen governor having 
two unequal weights Wt and Wt cast on a single bar, the com- 
bined center of gravity being at G, and the pivot connection to the 
wheel is P. There is a single spring S attached to the weights at 
H and to the wheel at K. There is a daahpot at D attached to 
the wheel and to the weight at B ; this consists of a cyhnder and 
piston, the latter being prevented from moving rapidly in the 
cyhnder. The purpose of the dashpot is to prevent oscillations 




Fia. IM. 



of the weight during adjustment and to keep it steady, but after 
adjustment has been made D has no effect on the conditions of 
equihbrium. In this governor a frictionlesa pin is provided at 
P by the use of a roller bearing. The valve rod is at E. 

A diagrammatic drawing of these two governors, which may 
be looked upon as fairly representative of this class, is given at 
Fig. 144, similar letters being used in both cases. 

Let the wheel revolve about A, Fig. 143, with angular velocity 
« radians per second and let F denote the spring pull when the 
center of gravity G is at radius r from A; further, let di and di 
in. represent the shortest distances from the weight pivot P 
to the directions of r and S respectively. Then for equihbrium 
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the moments about P due to the centrifugal force C and to the 
spring puU S must be equal if, for the present, the effect of 
gravity and of the forces required to move the valve are neglected, 
lliatig: 

Cdi = Sdt in.-pds. 



In such an arrangement as shown the effect of the forces re- 
quired to move the valves is frequently quite appreciable and 
is generally also variable, as is also the effect of friction and 
gravity, although usually gravity is relatively so small that it 
may be neglected. If it is desired to take these into account 
then 

—rw*di = Sda + moment due friction, valve motion and gravity. 
Denote the distance AP by o and the shortest distance from 
G to AP by x; thus o is constant but x depends on the position 
of the balls. From similar triangles it is evident that rdi = ax 
and therefore 

— uhdi = ~u*ax. 
S 9 

Thus the moment due to the centrifugal force is, for a given 
speed, variable only with x and hence the characteristics of the 
governor are very well shown on a curve' in which the base repre- 
sents values of x and vertical distances the centrifugal moments 
w 

— w*ax. 
9 

Such a curve is shown below, Fig. 144, and the shape of the 
curve here represents a stable governor since it is steeper at all 
points than the hne joining it to the origin O. From this curve 
information may be had as to stability and sensitiveness, but the 
power of the governor cannot be determined without either 
placing the curve on a base which represents the angular swing 
of the balls about P or else by obtaining a C curve on an r base 
as in former cases. 

If ti is constant, or the governor is isochronous, M varies 
directly with x or the moment curve is a straight line passing 
through the origin 0. 

Having obtained the M curve in this way the moment curves 

' For more complete discussion of thia method see Tolls, " Die R^elung 
der Krafttnaschinen." 
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about P ooirespoading to gravity, friotion of the valves and parts 
aod also those necessary to operate the valves are next found, 
these three curves also being plotted on the x base, and the 
difference between the sum of these three moments and the total 
centrifugal moment will give the moment which must be pro- 
vided by the spring which is Sdt in.-pds. From the curve giving 
Sdi the force S may be computed by dividing by di and these 
values of S are most convenieutly plotted on a base of spring 
lengths, from which all information for the design of the spring 
may readily be obtained (see Sec. 190). 

In order that the relative values of the different quantities 
may be understood, Fig. 145 shows these curves for a Buckeye 




governor, in which the gravity effect is balanced by using two 
revolving weights symmetrically located. Friction of the valve 
and eccentric and the moment required to move the valve are 
all shown and the curves show how closely the spring-moment 
and centrifugal-moment cm^res He together. The curves are 
drawn from the table given by Trinks and Housom, in whose' 
treatise all the detaUs of computing the r^ults is shown so as to 
be clearly understood. The governor has a powerfulnesa of nearly 
600 ft.-pds. 

RAMDITY OF ADJUSTMENT 

198. The inertia or shaft governor is particularly well adapted 
to rapid adjustment to new conditions and it is often made so 
* T&iNEa and Houeou, "Shaft Goveraore." 
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that it will move through its entire range in one revolution, which 
often means only a small fraction of a second. The rapidity of 
this adjustment depends almost entirely upon the distribution of 
the revolving weight and not nearly so much, upon its magnitude. 
For a given position of the parts the only force acting is centrif- 
ugal force already discussed but during change of position the 
parts are being accelerated and forces due to this also come into 
play. Fig. 146 represents seven different arrangements of the 
weights; in five of these the weight is concentrated mto a ball 
with center of gravity at G and hence with very small moment 
of inertia about G, so that the torque required to revolve such 
a weight at any moderate acceleration will not be great; the 
opposite is true of the two remaining cases, however, the weight 




being much elongated and having a large moment of inertia 
about G. 

Assuming a sudden increase of speed in all cases, then at (a) 
this only increases the pressure on the pin B because BG is 
normal to the radius AG, at (6) an increase in speed will produce 
a relatively large turning moment about the pin which is shown 
at A. Comparing (c) and (d) with (a) and (6) it is seen that the 
torque in the former cases is increased at (c) because in addition 
to the acceleration of G there is also an angular acceleration about 
G, whereas at (d) G is stationary and yet there is a decided torque 
due to its angular acceleration. At (e), (/) and (s) the sense of 
rotation is important and if an increase in speed occur in the 
first and last cases the accelerating forces assist in moving the 
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weights out rapidly to their new positions, whereas at y) the 
accelerating forces oppose the movemeDt. 

Space prevents further discussion of this matter here, but it 
will appear that the accelerating forces may be adjusted in any- 
desired way to produce rapid changes of position, the weights 
being first determined from principles already stated and the 
distribution of these depending on the inertia effects desired. 
Chapter XY will assist the reader in understanding these forces 
more definitely. 




Pio. 147. — Rites governor. 

A form of governor made by Rites, in which the inertia foroes 
play a prominent part during adjustment ia shown at Fig. 147. 
The revolving weights are heavy and are set far ap&rt, but their 
center of gravity G is fairly close to A so that the centrifugal 
moment is relatively small. In a governor for a 10 by 10-in. 
engine the weight W was over 120 lb. and the two weight centers 
were 32 in. apart. 

QUESTIONS OH CHAPTER XU '-,[ 

i. Define a governor. What is the difference between the functions of a' 
ioveraor and a flywheel? 
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3. What is the height of & simple governor nimuDg at 96 revolutions per 
minute f 

S. What is meant by bji isochronous govemorT Is auch a governor deeir' 
ableornotT Why? 

4. Explain fully the terms stability and powerfulness. 

5. Prove that in a governor where the balls move in a paraboloid of revo- 
lution, h ia constant and the governor is isochronous. 

6. What are the advantages of the Porter governor? 

7. Using the data, rii - 100, «i = 110, prove that j- — — 2 — 

'^8. Compare the aenaitiveneBS of a simple and a Porter governor at 115 
revolutions per minute and with a sleeve travel of |^ in., taking W — 120 lb. 
and u » IS lb. 

9. Analyie the following governor for sensiliveneag and power (see Fig. 
129): 

n - 130, W - 110, w - 12, h = 12H, BM - 3J^, I, - lOJi, oi - 0, 
Oi - 2}i, sleeve travel 2}i in. 

10. Design a Porter governor for a speed of 170 revolutions per minute 
irithaspeedvariationof 5 per cent, each way, travel 2}^ in.,power 35ft.-pds. 

11. In a governor of the type of Fig. 133, o = 2.1 in.; it = 0.75 in., dis- 
tance between pivots 2?i in. inner radius of ball 1 . 6 in., weight per baU l?i 
lb., travel H »>■ wd speed 250. Design the spring for 5 per cent, variation. 

18. What are the advantages of the shaft governor? Show how the dia- 
tribution of tiie weight affects the rapidity of adjustment. 
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CHAPTER XIII 
SPEED FLUCTUATIONS IN MACHINERY 

199. Nature of the Problem. — The preceding chapter deals 
with goverDora which are used to prevent undue Tariations in 
speed of variouB classes of machinery, the governor usually con- 
trolling the supply of energy to the machine in a way to suit the 
work to be done and so as to keep the mean speed of the machine 
constant. The present chapter does not deal with this kind of a 
problem at all, but in the discussion herein, it is assumed that the 
mean speed of the machine is constant and that it is so controlled 
by a governor or other device as to remain so. 

In addition to the variations in the mean speed there are 
variations taking place during the cycle of the machine and which 
may cause just as much trouble as the other. Everyone is famil- 
iar with the small direct-acting pump, and knows that although 
such a pump may make 80 strokes per minute, for example, 
and keep this up with considerable regularity, yet the piston 
moves very much faster at certain times than others, and in fact 
(his variation is so great that larger pumps are not constructed in 
such a simple way. With the larger pumps, on which a crank 
and flywheel are used, an observer frequently notices that, 
although the mean speed is perfectly constant, yet the flywheel 
speed durinfi the revolution is very variable. Where a steam 
engine drives an air compressor, these variations are usually 
visible, at certain parts of the revolution the crankshaft almost 
coming to rest at times. These illustrations need not be multi- 
phed, but those quoted will suffice. The speed variations which 
occur in this way during the cycle are dealt with in this chapter. 

200. Cause of Speed Fluctuations. — -The flywheel of an engine 
or punch or other similar machine is used to store energy and to 
restore it to the machine according to the demands. Consider, 
for example, the steam engine; there the energy supplied by Hie 
steam at different parts of the stroke is not constant, but varies 
from time to time; at the dead centers the piston is stationary and 
hence no energy is delivered by the working fluid, whereas when 
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the piBtonlias covered about one-third of ita Btroke, energy is being 
delivered by the steam to the piston at about its maximum rate, 
since the piston is moving at nearly its maximum speed and 
the steam pressure is also high, as cutoff has not usually 
taken place. Toward the end of the stroke the rate of delivery 
of the enei^ by the steam is small because the- steam pressure 
is low on account of expansion and the piston is moving at slow 
speed. During the return stroke the piston must supply energy 
to the steam in order to drive the latter out of the cylinder. 

Now the engine above referred to may be used to drive a pump 
or an air compressor or a generator or any other desired machine, 
but in order to illustrate the present matter it will be assumed to 
be connected to a turbine pump, since, in such a case, the pump 
offers a constant resisting torque on the crankshaft of the engine. 
The rate of delivering energy by the working fluid is variable, as 
has ab'eady been ex^ained; at the beginning of the revolution it 
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is much less than that required to drive the pump, a httle further 
on it is much greater than that required, while further on again 
the steam has a deficiency of energy, and so on. 

At this point it will be well to refer again to Fig. 101 which 
has been reproduced in a modified form at Fig. 148 and shows in 
a very direct and clear way these important features. During 
the first part of the outstroke it is evident that the crank effort 
due to the steam pressure is less than that necessary to drive 
the load; this being the case until M is reached, at which point 
the effort due to the steam pressure is just equal to that necessary 
to drive the load; thus during the part OM' of the revolution the 
input to the engine being less than the output the energy of the 
links themselves must be drawn upon and must supply the work 
represented by OML. But the energy which may be obtained 
from the links will depend upon the mass and velocity of them, 
the energy being greater the larger the mass and the greater the 
velocity, the result is that if the energy of the Unks is decreased 
le 
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by drawing from them for any purppee, then since the mass of 
the links ie fixed by construction, the only other thing which 
may happen is that the speed of the links must decrease. 

In engines the greater part of the weight in the moving parts ia ■ 
in the flywheel and hence, from what has been already said if 
enei^ is drawn from the links then the velocity of the flywheel 
will decrease and it will continue to decrease so long aa energy is 
drawn from it. Thus during OM' the speed of the flywheel will 
fall continually but at a decreasing rate as M' is approached, and 
at this point the wheel will have reached its minimum speed. 
Having passed M' the energy supplied by the steam is greater 
than that necessary to do the external work, and hence there ia a 
balance left for the purpose of adding enei^ to the parta and 
speeding up the flywheel and other links, the enei^ available 
for this purpose in any position being that due to the height of 
the torque curve above the load line. In this way the speed of 
the parts will increase between M' and N' reaching a maximum 
for this period at N'. 

From N' to R' the speed will ^ain decrease, first rapidly then 
more slowly, reaching a minimum again at R' and from R to S', 
there is increasing speed with a maximum at S'. The flywheel 
and other parts will, under these conditions, be continually 
changing their speeds from minimum to maximum and vice_ versa, 
producing much unsteadiness in the motion during the revolu- 
tion. The magnitude of the unsteadiness will evidently depend 
upon the fluctuation in the crank-effort curve, if the latter curve 
has large variations then the unsteadiness will be increased; it 
will also depend on the weights of the parts. 

In the case of the punch the conditions are the reverse of the 
engine, for the rate of energy supplied by the belt is, nearly con- 
stant but that given out is variable. While the punch runs light, 
no energy is given out (neglecting friction), but when a hole is 
being punched the energy suppUed by the belt is not sufficient, 
and the flywheel is drawn upon, with a corresponding decrease 
in its speed, to supply the extra energy, and then after the hole 
ia punched, the belt gradually speeds the wheel up to normal 
again, after which another hole may be punched. To store up 
energy for such a purpose the flywheel has a large heavy rim 
running at high speed. 

It will thus be noticed that a flywheel, or other part serving 
the same purpose, is required if the supply of enei^ to the mar 
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chine, or the delivery of energy by the machine, i.e., the load, is 
variable; thus a fly wheel irf required on an engine driving a dyna- '' 
mo or a reciprocating pump, or a compressor, or a turbine pump; 
also a flywheel is necessary on a punch or on a sheet metal press. 
It is not, however, in general necessary to have a flywheel on a 
steam turbo-generator, or on a motor-driven turbine pumping 
set, or on a water turbine-driven generator set working with 
constant load, because in such cases the energy supphed is always 
equal to that given out. 

The present investigation is for the purpose of determining 
the variations or fluctuations in speed that may occur in a given 
machine, when the methods of supplying the energy and also of 
loading are known. Thus, in an engine-driven compressor, hoth 
the steam- and air-indicator diagrams are assumed known, as 
well as the dimensions and weights of the moving parts. 

THE KINETIC BNBRGY OF MACHIHES 

201. Kinetic Energy of Bodies. — In order to determine the 
speed fluctuations in a machine it is necessary, first of all, to 
find the kinetic energy of the machine itself in any given posi- 
tion and this will now be determined. 

If any body has plane motion at any instant, this motion 
may be divided into two parts: 

(a) A motion of translation of the body. 

(h) A motion of rotation of the body about its center of grav- 
ity. Let the weight of the body be w lb., then its mass will 
be m = — , where g is the attraction due to gravity and is equal 

to 32.16 in pound, foot and second units, and let the body be 
moving in a plane, the velocity of its center of gravity at the 
instant being v ft. per second. Further, let the body be turning 
at the same instant at the rate of u radians per second, and assume 
that the moment of inertia of the body about its center of gravity 
is I, the corresponding radius of gyration being k ft., so that 
/ = mk'. 

Then it is shown in books on mechanics that the kinetic energy 
of the body is E = },imv' + >^ Jo,* - }4mv^ + }4mk*<^* ft.-pds., 
and, hence, in order to find the kinetic energy of the body it is neces- 
sary to know its weight and the distribution of the latter because 
of its effect on k, and in addition the velocity of the center of 
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gravity of the wcdght and also the angular velocity of the 
body. 

202. Application to Machines. — ^Let Fig. 149 represent a 
mechanism with four links connected by four turning pairs, the 
links being a, h, c and d, of which the latter is fixed, and let la. 
It and la represent the moments of inertia of a, b and c respective- 
ly about their centers of gravity, the masses of the links being 
ma, mt and tn,. Assuming that in this position the angular 




velocity w of the link a is known, it is required to End the corre- 
sponding kinetic energy of the machine. 

Find the images of P, Q, a, b, c, d and of G, H and N, the centers 
of gravity of a, b and c respectively, by means of the phorograph 
discussed in Chapter IV. Now if Vg, Vb and vh be used to rep- 
resent the linear velocities of G, H and N and also if wi and w, be . 
used to denote the angular velocities of the links b and c, it ia 
at once known, from the phorograph (Sees. 66 and 68), that: 
Va = OG'm; vu = OH'm and vh = ON'.w ft. per second, and 



sary linear and angular velocities are found from the drawing. 

203. Reduced Inertia of the Machine. — ^The investigation wiD 
be confined to the determination of the kinetic enei^ of the 
link b, which will be designated by Eb, and having found this 
quantity the energy of the other links may be found by a similar 
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process. Since for any body the kinetic energy at any instant 
is given by the formula: 

Et = }i mv* + M ^«' ft.-pds. 
Therefore, Ei, = H^it-f *« + M ^im,^ ft.-pds. 

Now, /wjt* = m4ftfc*Wi* = mtkb^ vh/ ~ ""* ("S"**) "°" 

Following the notation already adopted, it will be convenient 
'towritefc'ifor -rfcft.since the length j-h is the length of the image 
of h on the phorograph. The magnitude of k'i is found by draw- 
ing a line HT in an^ direction from H to represent ki, and find- 
ing T' by drawing H'T' parallel to HT to meet TP produced in 
T' as indicated in Fig. 149; then H'T' is the corresponding value 
of fc'j. 

Henoe Eb = H tiu.Vb' + l^hvb^ 

= J^ wifi [OH'* + kA to* ft.-pds. 

Let the quantity in the square bracket be denoted by Kt*; 
then evidently Kt,^ may be considered as the radius of gyration 
of a body, which if secured to the link a and having a mass mi, 
would have the same kinetic energy b& the link & has at this 
instant. It is evidently a very simple matter to find Kb graphi- 
cally since it is the hypotenuse of the right-angled triangle of 
which one side is OH' and the other W ; this construction is shown 
in Pig. 149. 

Thus Ei = yi ■mSb^u* ft.-pds. 

Similarly E^ = HntJCJ^u^ ft.-pds. 

and . E, ■= }4mJC^'u* ft.-pds- ; 

constructions for Ka and K, are shown in the figure. 
For the whole machine the kinetic energy is 
E = Ea + Eb + E, 

= HmJCKo)* + HvibKho)' + Hm^K*^* 
= )4[mJCK + miK\ -|- mXKW 

= M[/'- + n + n] <-* 
- yiJa* ft.-pds. 
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A study of these formulaa and a comparison with the work 
just covered, shows that /'. is the moment of inertia of the mass 
with center of gravity at and rotating with angular velocity 
u which will have the same kinetic energy as the link a actually 
has; in other words, I' a may be looked upon as the reduced mo- 
ment of inertia of the link a, while similar meanii^s may be 
attached to /'» and /'«, Note that 7% and 7. differ because the 
former is the inertia of the corresponding mass with center of 
gravity at 0, whereas !„ is the moment of inertia about the 
center of gravity G of the actual link. The quantity / is, on 
the same basis, the reduced inertia of the entire machine, by 
which is meant that the kinetic energy of the machine is the 
same as if it were replaced by a single moss with center of gravity 
at 0, and having a moment of inertia / about 0, this mass rotat- 
ing at the angular speed of the primary link. It will be readily 
understood that J differs for each position of the machine and is 
also a function of the form and weight of the links. 

The foregoing method of reduction is of the greatest importance 
in solving the problems under consideration, because it makes it 
possible to reduce any machine, no matter how complex, down 




Fig. 150. 



to a single mass, rotating with known speed, about a fixed center, 
so that the kinetic energy of the machine is rea4ny found from 
the drawing. 

201. Application to Reciprocating Engine. — ^The method may 
be further illustrated in the common case of the reciprooatii^ 
engine, which in addition to the turning pairs contains also a 
sliding pair. The mechanism is shown in Fig. 150 and the 
same notation is employed as was used in the previous case, and 
the only peculiarity about the mechanism is the treatment of 
the Unk c. 

The link c has a motion of translation only and therefore 
w. - and Icv,' = so that the kinetic energy of the link is 
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E, = ^im^-v,* = K "»« OQ'^u* or 1/ = m/}Q'* siace the 
point Q has the same linear velocity as all points in the link. 
The remainder of the machine is treated as b^ore. 

Lack of space prevents further multiplication of these illus- 
trations, but it will be found that the method is easily applied 
to any machine and that the time required to work out the values 
of J for a complete cycle is not very great, 

SPEED FLVCTVATIOnS 

206. Conditions Affecting Speed Variations. — One of the most 
useful applications of the foregoing theory is to the determination 
of the proper weight of flywheel to suit given running conditions 
and to prevent undue fluctuations in speed of the main shaft of 
a prime mover. Usually the allowable speed variations are set 
by the machine which the engine or turbine or other motor is 
driving and these variations must be kept within very narrow 
limits in order to make the engine of value. Wheil a dynamo is 
being driven, for example, fluctuations in speed affect the lights, 
causing them to flicker and to become so annoying in certain cases 
t^t they are useless. The writer has seen a particularly bad 
case of this kind in a gas engine driven generator. If alternators 
are to be run in parallel the speed fluctuation must be very small 
to make the arrangement practicable. 

In many rolling mills motors are being used to drive the rolls 
and in such cases the rolls run light until a bar of metal is put in, 
and then the maximum work has to be done in rolling the bar. 
Thus, in such a case the load rises suddenly from zero to a maxi- 
mum and then falls off again suddenly to zero. Without some 
storage of enei^ this would probably cause damage to the motor 
and hence it is usual to attach a heavy flywheel somewhere 
between the motor and the rolls, this flywheel storing up energy 
as it is being accelerated after a bar has passed tbrou^ the rolls, 
and again giving out part of its stored-up energy as the bar entera 
and passes through the rolls. The electrical conditions determine 
the allowable variation in speed, but when this is known, and also 
the work required to roll the bar and the torque which the motor 
is capable of exerting under given conditions, then it is necessary 
to be able to determine the proper weight of flywheel to keep the 
speed variation within the set limits. 

In the case of a punch already mentioned, the machine runs 
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light for Bome time until a plate is pushed in suddenly and the 
full load is thrown on the punch. If power is being supplied by 
a belt a 6ywheel is also placed on the machine, usually on the 
shaft holding the belt pulley, this flywheel storing up energy while 
the machine is light and assisting the belt to drive the punch 
through the plate when a hole is being punched. The allowable 
percent!^ of shp of the belt is usually known and the wheel must 
be heavy enough to prevent this amount of slip being exceeded. 

The present discussion is devoted to the determination of 
the speed fluctuations with a given machine, and the investiga- 
tion will enable the designer to devise a machine that will keep 
these fluctuations within any desired limits, although the next 
chapter deals more particularly with this phase. 

206. Determination of Speed Variation in Given Machhie. — 
Let El and fi» be the kinetic energies, determined as already 
explained, of any machine at the beginning and end of a certain 
interval of time corresponding with a definite change of posi- 
tion of the parts. Then the gain in energy, Ei — Ei, during the 
interval under consideration represents the difference between 
the energy supplied with the working fluid and the sum of the fric- 
tion of the machine and of the work done at the main shaft on 
some other machine or object during the same interval, beoause 
the kinetic energy of the machine can only change from instant 
to instant if the work done by the machine differs from the work 
done on it by the working fluid. In order to simpUfy the problem 
friction will be neglected, or assumed included in the output. 

Consideration will show that Et — Ei will be alternately posi- 
tive and negative, that is, during the cycle of the machine ita 
kinetic energy will increase to a maximum and then fall again 
to a minimum and so on. As long as the kinetic energy is in* 
creasing the speed of the machine must also increase in general, 
so that the speed will be a maximum just where the kinetic energy 
begins to decrease, and conversely the speed will be a minimum 
just where the kinetic energy begins to increase again. But the 
kinetic energy of the machine will increase just so long as the 
energy put into the machine is greater than the Work done by it 
in the same time; hence the maximum speed occurs at the end of 
any period in which the input to the machine exceeds its output , 
and vice versa. 

The method of computing this speed fluctuation will now be 
considered, 
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It has already been shown that the kinetic energy of the i|iachine 
is given by 

E = )^J«» ft.-pd8. 

from which there ia obtained by differentiation' 

SE = H {2J. w.&o + a>'.Sj\ ft.-pd8. 
or 

SE-}i<a*.Sj 

^ j:, — - 

where 5« is the change in speed in radians per second in the 
interval of time in which the gain of energy of the machine is 
5E and that in J is SJ. Of course, any of these changes may be 
positive or negative and they are not usually all of the same sign. 
The values of J and w used in the formula may, without sensible 
error, be taken as those at the beginning or end of the inter- 
val or as the average throughout the interval, the tatter being 
preferable. 

207. Appro^mate Value of Speed Variatioti. — The calculation 
is frequently simplified by making an approximation on the 
assumption that the variation in J may be neglected, i.e., that 
5/ = 9ifi The writer has not found that there is enough saving 
in time in the work involved to make this approximation worth 
while, but since it is often assumed, it is placed here for con- 
sideration and a slightly different method of deducing the 
resulting formula is given. Let Ei, Et, aii and ui have the 
meanings already assigned, at the be^ning and end of the 
interval of time and let the reduced moment J be considered 
constant. 



Let E, J and u be the values of the quantities at the begiDningof the 
interval of time and E + iE, J + tJ and u + iw, the corresponding values 
at the end of the same interval. 
Then 

E - }iJ«* 
E + iE =]4{J + W) (u + iw)' 

= Hc-^"' + 2j.M*» + *>**/) 

where in the multiplication Buch terms as (iu)*, and SJ.iii are neglected as 
being of the second order of small quantities. 
By subtraction, then, 

E + sE~E-=iE-yi [TJaiw + u'ijj as above. 
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El - ^1 = HJM 



J 



where w has been written for 
little inaccuracy in practice. 
Therefore wt — < 






Wl + <•>! 

2 ' 



a subatitution which causes 






aw = 



This ia the same result as would have been obtained from the 
former formula by making SJ = 0. 

208. Practical Applicatum to the Engine. — The meanings of 
the different quantities can best be explained by an example 




Pia. 151. 

which will now be worked out. The ateam engine has been 
selected, because all the principles are involved and the method 
qf selecting the data in this case may be rather more readily 
understood. The computations have all been made by the exact 
formula, which takes account of variations in J. 

Consider the double-acting engine, which is shown with the 
Indicator diagrams in Fig. 151 ; it is required to find the change of 
speed of the crank while passing from A to S. Friction will be 
ne^ected. 

For simplicity, it will be assumed that the engine is driving a 
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turbine pump which offers a uniform resisting turning moment 
and hence the work done by the engine during any interval is 
proportional to the crank angle passed through in the given 
interval. If the work done per revolution as computed from 
the diagram is W ft.-pds., then the work done by the engine during 

the interval from A to B will be "^ca^TF ft.-pda. To make the 
case as definite as possible suppose that flj — Si = 18°; then the 
work done by the engine will be }4o^ ft.-pds. 

209. Output and Input Work. — Again, let Ai and A, represent 
the areas in square inches of the head end and the crank end of 
the cylinder respectively, h and 1% being the lengths of the cor- 
responding indicator diagrams in inches. The stroke of the pis- 
ton is taken as L feet and the indicator diagrams are assumed 
drawn to scale s pds, per square inch i^ 1 in. in height. With 
these symbols the work represented by each square inch on the 

diagram is sAi,-ft.-pds.forthe head-end and sA*^ ft.-pds. for the 
crank-end diagram. 

Now suppose that during the crank's motion from A to B the 
area of the head-end diagram reckoned above the zero hne is 
ai sq. in., see Fig. 151, and the corresponding area for the crank- 
end diagram as sq. in. Then the energy delivered to the engine 
by the steam during the interval is 

flisAiy — oisAsj- ft.-pds. 

while the work done by the engine is 

^ft.-pds. 

Note that the work W is the total area of the two diagrams in 
square inches multipHed by their corresponding constants to 
bring the quantities to foot-pounds. 
Then the input work exceeds the output by 

OisAi J — atsAii — o?i "--pds. 
which amount of energy must be stored up in the moving parts 
during the interval. That is, the gain in energy during the 
period is 

Et -^ El = oisAi j — a-isAt -, sn f*--pds. 

so that the gain in energy is thus known. 
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Again, the method described earlier in the chapter enables the 
values of ^t and ^i to be found and hence the value of Jt — Ji. 

Sutffltituting these in the formula, 

5E - M w'gJ 

^-^ 7;;;— 

the gain in angular velocity is readily found. The values are 
Et- Ei~ SE, Jt- Ji- SJ, HU, + J,) = J and for w no 
error will result in practice by using the mean speed of rotation 
of the crank. 

During a complete revolution the values of S(a will sometimes 
be positive and sometimes negative, and in order that the engine 
may maintain a constant mean speed the algebraic sum of these 
must be zero. Should the algebraic sum for a revolution be 
positive, the conclusion would be that there is a gain in the mean 
speed during the revolution, that is the engine would be steadily 
gaining in speed, whereas it has been assumed that the governor 
prevents this. 

210. Numerical Example on Single-cylinder Engine. — ^A nu' 
merioal example taken from an actual engine will now be given. 



f*-l.'lBJ-i, 




Pio. 1S2. 



The engine used in this computation had a cylinder 12)^e i°* 
diameter with a piston rod IJ4 in- diameter and a stroke of 30 in. 
The connecting rod was 90 in. long, center to center, weighed 
175 lb. and had a radius of gyration about its center of gravity 
of 31.2 in. The piston, crc»shead and other reciprocating parts 
weighed 250 lb., while the flywheel weighed 5,820 lb. and had a 
moment of inertia about the shaft of 2,400, using pound and 
foot units. The mean speed of rotation was 88 revolutions per 
minute. 

Using the notation employed in the earher discussion, the data 
may be set down as follows : 
a - 1.25 ft., 6 = 7.5 ft., h = 2.60 ft., /. - 2,400 pd.Cft.)», 

m, =- 181, m* - 5.44, m, = 7.78. 
Tu A 2 xn 2XirX 8lt - .. , 

The speed a^ -^ = ^ - 9 radians per second. 
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Using the above data the following quantities were measured 
directly from the drawing, Fig, 162: 



d<«^ 


,^ 


?Z 


r^ 


i^ 


ov 


36 
54 


i.oi; 

0.741 


0.636 
1,123 


0.352 
0.257 


1.00 
1.15 


0.84 
1.11 


From these the following quantities are 
tion: 


obtained by computa- 


<W«. 


r, - mt.Kt> 


r.-m^OQ" 




i.+i't+r. 


" 


36 
54 


6.442 
7.200 


5.488 
9.678 


2,400 
2,400- 


2,410.9 
2,416.8 


+5.9 




Fia. 153. 

Thus, during the 18° under consideration there is a gain in 
the reduced inertia of 6.9, although as the complete table given 
later on shows, there is a loss in other parts of the revolution. 

The indicator diagrams for the engine are shown in Fig. 153 
and the areas corresponding to the crank motion considered are 
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shown hatched and marked ai and at. These areas were meas- 
ured on the original diagrams which were drawn to 60-pd. scale, 
although these have been somewhat reduced in reproduction. 

Data for oomputations from the indicator diagrams are as 
follows: 

Cylinder areas: Head end, Ai = 114.28 sq. in. Crank end, 
At = 111.52 sq. in. 

Diagram lengths: Head-end diagram, U = 3.55 in. Crank-«nd 
diagram. It = 3.58 in. 

Stroke of piston, L = 2.5 ft. 
Hence, each square inch on the diagrams represents 
sAif = 60 X 114.28 X 3^ = 4,829 ft.-pds. for the head end, 
and 
BAY = ^ >^ ^^^-^2 X ^ = 4,673 ft.-pda. for the crank end. 

The original full-sised diagrams give ai = 0.550 sq. in. and 
at = 0.035 sq. in., from which the corresponding work done will 



0.550 X 4,829 = 2,656 ft.-pda. for the head end, 
and 

0.d35 X 4,673 = 163 ft.-pds. for the crank end. 
It is assumed that the engine is driving a turbine pump or 
electric generator which offers a constant resisting torque, so 
that the corresponding work output is S2jj = 20 °^ ''** total work 
represented by the two diagrams, and is 1,079 ft.-pds. 
The quantities are set down in the table below. 





IHiEramueu 


Work done oa pbton 


Work donii 


'^SF" 


d.|r«. 


m. in. 


•q. in. 


Heod. 
».-pd.. 


C^^, 

..^. 


ToUl, 
ft.-pd.. 


36 

54 


0.660 


0.035 


2,666 


163 


2,493 


1,079 


1,414 



The total combined areas of the two diagrams represent 21,584 
ft.-pds., and since the speed was 86 revolutions per minute the 

indicated horsepower was oo'qqX X 86 = 56.2 hp. 

The quantity in the last column is the difference between 
2,493 and 1 ,079 and would evidently cause the machine to speed up. 
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Then the work available for increasing the energy is 1,414 
ft.-pds. and this miiat represent the gain in kinetic energy of the 
machine, or 

5E = + 1,414 ft.-pds. 
The gain in angular velocity may now be computed. The 
average value of J is 

J = H [2,410.9 + 2,4ie.8] = 2,413.8 
hence J.« = 2,413.8 X 9 = 21,724.6 

and M «*-SJ' = KX 9» X 5.9 = 238.9 
5E -H wHJ 



therefore 



1,414 - 238.9 



21,724.6 
= 0.0541 radians per second 
which is the gain in velocity during the period considered. Sim- 
ilarly the results may be obtained for other periods, and thus for 
the whole revolution. These results are set down in the table 
given on page 257. 

211. Speed-variation Diagram. — The values of iu thus ob- 
tained are then plotted on a straight-line base, Fig. 154, which 
has been divided into 20 equal parts to represent each 18° of 
crank angle. If it is assumed that the speed variation is small, 
as it always must be in engines, then no serious error will be made 
by assuming that these crank angles are passed through in equal 
times, and hence that the base of the diagram on which the values 
of Sta are plotted is also a time base, equal distances along which 
represent equal intervals of time. 

If desired, the equal angle base may be corrected for the varia- 
tions in the velocity, using the values of Soi already found, so as 
to make the base exactly represent time intervals, but the author 
does not think it worth the labor and has made no correction 
of this kind on the diagram shown. 

Attention should here be drawn to the fact that the height of 
the original base used for plotting the speed-variation curve has 
to be chosen at random, but after the curve has been plotted, it is 
necessary to find a line on this diagram representing the mean 
speed of rotation, w = 9. This may be readily done by finding 
the area under the curve by a planimeter, or otherwise, and then 
locating the line u = 9 so that the positive and negative areas 



,,CoogIc 



366 THE THEORY OP MACHINES 



,, Google 



SPEED FLUCTUATIONS IN MACHINERY 257 





llfh 


+ 


1 iiiiii iiiii 


T 




iiiiiMMMiiiin:!: 




«JS 








i 


i5.§IEsgSS|lsl.i§s2§5i 

1 + + + + 1 1 1 1 7 1 4- + + + r r 1 1 1 


Fa 


1 




8 


+ + + + +I 1 1 1 I+ + + + +1 1 1 1 1 


IH 


1 + + + + 1 1 1 1 7 1 4- + + + I 1 1 1 7 


S 


9 


1 

ft 


* 


""■'-i^-'™""'—" 






a 

s 


s 

1 

1 


11! 


l||S.i.SS3a"S|||§pal = 


!- 


g 


ill 


:;^3g|S^sss3«$ssss^ss 






i 


111 


i||l.||IS3»l|||||slSs 






3 


«Aar.««««'eM«>oa)ic«Nt-9>Dn 






i 


+ + + + + 1 1 I 1 1 + + + + + 1 1 ! 1 1 


1 


X 




«,„,«r-«.-»,«,»,.o,.o«.^=. 






SS2-SSg22SSSSS22|S22SS 










-: 


S8SS8SSSSSSSSSS8SSS33 








1 


4 


8SS322gS23SS2SS22S5SS 




o^«,««o>e«=>oo««»««««-o 




1 


i'i 


833::SS23S?383SI!2S3 = S58 




ooo--.-i-.oe.ooooo-.--.-.c.oo 




ci 


2S3SS3S2KB2EK2S3!;g;S2 






mrtot-=o»t-«*nmn-w = t-««P-o«rt 






4= 


£Sg2SS2SSSS3gg23S28SS 






■-i 




°2SSSSgS3SSg2gSES|3|| 




1 



,, Google 



268 TBE THEORY OF MACHINES 

between this new line and the velocity-variation curve are equal. 
It is to be remembered that the computation gives the gain in 
velocity in each interval, and the result is plotted from the end 
of the curve, and not from the base line in each case. 

212, Angular-space Variation. — Now since the space traversed 
is the product of the corresponding velocity and time, the angular- 
space variation, SO in radians, is found by multiplying the value 
of £u by the time t in seconds required to turn the crank through 
the corresponding 18°, that Is 

id = t.Sw radians. 

But t.Su is evidently an area on the curve of angular-velocity 
variation, so that the angular space variation in radians up to 
any given crank angle, say 54°, is simply the area under the 
angular-velocity variation curve up to this point, the area being 
taken with the mean angular velocity as a base and not with the 
original base line. In this case the area between the mean speed 
line, w = 9, and the speed-variation curve, from to 54°, when 
reduced to proper units, represents 0.275 radian as plotted in 
the lower curve of Kg. 154. 

The- upper curve shows that the minimum angular velocity 
was 8.922 radians per second; while the maximum was 9.063 
radians per second, a variation of 0.141 radian per second, or 
1,57 per cent. 

The lower curve shows the angular swing of the flywheel about 
its mean position, and shows that the total swing between the 
two extremes was 0.58°, although the swing from the mean posi- 
tion would be only about one-half of this. 

The complete computations which have been given here in 
full for an engine, will, it is hoped, clearly illustrate the method 
of procedure to be followed in any case. The method is not as 
lengthy as would appear at first, and the results for an engine 
may be quickly obtained by the use of a slide rule and drafting 
board. 

In the case of engines, all moving parts have relatively high 
velocity, and it is generally advisable to take account of the 
variations in the reduced inertia, J. In other machines, such for 
example as a belt-driven punch, all parts are very slow-moving 
with the exception of the shaft carrying the belt pulleys and fly- 
wheel, and in such a case it is only necessary to take account of 
the inertia of the high-speed parts. Wherever the parts are of 
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large size or weight or run at high speed, account must be taken 
of their effect on the machine. 



Frequently only the angular-velocity variation is required, but 
usually the space variation is also necessary, as in the case of 
alternators which are to work in parallel. 
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213. Factors Affecting the Speed Fluctuations. — A geno^ dis- 
oufision has been given earlier in this chapter of the factors that 
affect the magnitude of the speed fluctuations in maohinery and 
as an illustration here Fig. 155 has been drawn. This figure 
shows three speed-fluctuation curves for the engine just referred 
to, and for the same indicator diagrams as are shown in Ilg. 153, 
but in each case the engine is used for a different purpose. The 
curve in the plain line is an exact copy of the upper curve in 
F^, 154 and represents the fluctuations which occur when the 
engine is direct-coupled to an electric generator, the total fluc- 
tuation being 0.14 radian per second or about 1.57 per cent. 

The dotted curve corresponds to a water pump connected in 
tandem with the engine, a common enough arrangement, al- 
though the piston speed is rather too high for this class of work. 
The speed fluctuation here would be leas than before, amounting 
to 0.123 radian or about 1.37 per cent., this being due to the 
fact that the unbalanced work is not so great in this class of re- 
sistance as in the generator. 

The broken line corresponds to an air-compressor cylinder in 
tandem with the steam cylinder and the resulting variation is 
0.305 radian per second or 3.38 per cent., which is over twice 
as much as the first case. 

QUESTIONS OH CHAPTER XUI 

1. A 12-in. round caBt-iron didc 2 in. thick haa a linear velocity of 88 ft. 
per second; find its kinetic energy. What would be ita kinetic ene^y if it 
also revolved at 100 revolutions per minute? 

2. A straight steel rod 2 ft. long, I>£ in. diameter, rotates about an axis 
normal to its center line, and 6 in. from its end, at 50 revolutions per minute. 
What is its kinetic energy? 

3. Find the kinetic energy of a wheel 12 in. diameter, density 2 . 14, at 600 
revolutions per minute. 

i. Wliat ia the kinetic energy of a cast-iron wheel 3 ft. diameter, 1^ in. 
thick, rolling on the ground at 8 miles per hour? 

5. If the side rod of a locomotive is 5 ft. long and of uniform section 
2H ^y S '"-I 'with drivers 60 in. diameter, and a stroke of 24 in., find the 
kinetic energy of the rod in the upper and lower positions. 

6. Show how to find the lunetic energy of the tool sliding block of the 
Whitworth quick-return motion. 

7. Suppose the wheel in question 3 is a grinder used to sharpen a tool and 
that its speed is decreased in the process to 450 revolutions in 1 sec.; what is 
the change in kinetic energy? ' 

8. Plotthe speed and angular velocity-variation curves for two engineslike 
that discussed in the text with cranks at 90°, only one flywheel being used. 

9. Repeat the above with cranks at ISO". . 
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CHAPTER XIV 
THE PROPER WEIGHT OF FLYWHEELS 

214. Purpose of Flywheels. — In the preceding chapter a oom- 
plete discussion has been given as to the causes of speed fluc- 
tuations in machinery and the method of determining the amount 
of such fluctuation. In many cases a certain maolune is on hand 
and it is the province of the designer to find out whether it will 
satisfy certain conditions which are laid down. This being the 
case the problem is to be solved in the manner already discussed, 
that is, the speed fluctuation corresponding to the machine and 
its methods of loading are to be determined. 

Frequently, however, the converse problem is given, that is, 
it is required to design a machine which will conform to certain 
definite conditions; thus a steam engine may be required for 
driving a certain machine at a given mean speed but it is also 
stipulated that the varistion in speed during a revolution must 
not exceed a certain amount. Or a motor may be required for 
driving the rolls in a roUing mill, the load in such a case varying 
so enormously, that, if not compensated for would cause great 
fluctuations in speed in the motor, which fluctuations might be so 
bad as to prevent the use of the motor for the purpose. In a 
punch or shear undue fluctuation in speed causes rapid destruc- 
tion of the belt. In all the above and similar cases these varia- 
tions must be kept within certain limits depending upon the 
machine. 

In all machines certain dimensions are fiaed by the work to 
be done and the conditions of loading, and are very little affected 
by the speed variations. Thus, the diameter of the piston of an 
engine depends upon the power, pressure, mean speed, etc., and 
having determined the diameter, the thickness and therefore the 
weight is fixed by the consideration of strength almost exclu- 
sively; the same thing is largely true regarding the crosshead, con- 
necting rod and other parts, the dimensions, weights and shapes 
b{»ng independent of the speed fluctuations. Similar statements 
may be made about the motor, its bearings, armature, etc., being 
fixed by the loading, and in a punch the size of gear teeth 
and other parte are also independent of the speed fluctuation. 
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Each of these machines coDtains abo a flywheel, the dimen- 
sions of which depend on the speed variations alone and not upon 
the power or pressures as do the other parts. The function of 
the flywheel is to limit these variations; thus on a given sise 
and makb of engine the weight of flywheel will vary greatly with 
the conditions of working; in some cases the wheel would be very 
heavy, while in other cases there might be none at all on the same 
engine. 

Ordinarily the flywheel is made heavy and run with as high a 
rim speed as is deemed safe; in slow-revolving engines the 
diameter is generally large, while in higher-speed engines the 
diameter is smaller, as in automobQe engines, etc. The present 
chapter is devoted to the method of determining the dimensions 
of flywheel necessary to keep the speed fluctuations in a given 
case within definitely fixed limits. 

Referring to Chapter XIII, Sec. 203, the kinetic energy of a 
machine is given by the equation E — HJ'-'^i where J is the re- 
duced inertia found as described therein. The method of 
obtaining E has also been fully explained; it depends upon the 
input and output of the machine, such, for example, as the indi- 
cator and load curves for a steam engine. E and J are thus 
assumed known and the above equation may then be solved for 

E 
0), thus, 3^ti»* = ■■ 

216. General Discussion of the Method Used. — In order that 
the matter may be moat clearly presented it will be simplest to 
apply it to one particular machine and the one selected is the 
reciprocating engine, because it contains both turning and shding 
elements and gives a fairly general treatment. In almost all 
machines there are certain parts which turn at uniform speed 
about a fixed center and which have a constant moment of in- 
ertia, such as the crank and fljnvheel in an engine, while other 
parts, such as the connecting rod, piston, etc., have a variable 
motion about moving centers and a correspondingly variable 
reduced moment of inertia; the table in the preceding chapter 
illustrates this. It will be convenient to use the symbol Ja to 
represent the moment of inertia of the former parts, while J» 
represents that of the latter, and thus J^ is constant for all 
positions of the machine, and Jh is variable. The total reduced 
inertia of the machine is / = /a + Jt- Both of these quantities 
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Ja and Ji are independent of the speed of rotation and depend 
only upon the mass and shape of the links, that is upon the rela- 
tive distribution of the masses about tbeir centera of gravity. 

Suppose now that for any machine the values o f J are plotted 
on a diagram a,lonp| thn T^axiH^ t.h^ fi^^fljpfttjn nf which diagram 
represent the corresponding value of the energy^Ejthis will give 
a diagram of the general shape shown at Fig. 156. where the curve 




Fig. 156. 

represents J for the corresponding value of E shown on the 
vertical line.' 

Looking now at the figure KFGHK, it is evident from construc- 
tion that its width depends on the values of J at the instant and 
is thus independent of the speed. Also, the height of this figure 
depends on the difference between the work put into the machine 
and the work delivered by the machine diuing given intervals, 
that is, it will depend on such matters as the shapes of the indi- 
cator and load curves. The shape of the input work diagrams 
within certain limits depends on whether the machine is run by 
gaa or steam, and on whether it is simple or compound, etc., but 
for a given engine this is also, generally speaking, independent of 
the speed: the load curve will, of course, depend on what is being 
driven, whether it is dynamo, compressor, etc. Thus the height 
of the figure is also independent of the speed. 

iThU form of diagram appears to be due to WiTTBNBAUEit; see "Zeit- 
Bchrift dea Vereines deutscher lugenieure" for 1006. 
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It will further be noted that the shape of the figure does not 
depend on /„, which is constant for a given machine, but only 
on the values of t he variable Jt] hence the shape of this figure 
will be independent of the weight of the flywheel and speed, in so 
far as the input and load curves are independent of the speed, 
depending solely on the reciprocating masses, the connecting 
rod, the input-work digrams and the load curves. 

Now draw from the two tangents, OF and OH, to KFGH, 
touching it at F and H respectively, then for OH the energy 

El = HH', and Ji = OH' and (Sec. 203), H^i* = ^ = tan ai, 

and since ai is the least value such an angle can have it is evident 
that ill is the minimum speed of the engine. Similarly, Ei = FF' 

and Jt = OF', and H"» - -j 

the maximum 8[>eed of the engine, since at is the maximum value 
of a. 

216. Diisendons of the Flyirtieel. — Suppose now that it is 
required to find the dimensions of a flywheel necessary for a given 
engine which is to be used on a certain class of service, the mean 
speed of rotation being known. The class of service will fix the 
variations allowable and the mean speed; in engines driving alter- 
nators for parallel operation the variation must be small, while 
in the driving of air compressors and plunger pumps very much 
larger variations are allowable. Thus, the class of service fixes 
the speed variation wa — wi radians per second, and the mean 
speed (I) = — 2~— is fixed by the requirements of the output. 

Experience enables the indicator diagrams to be assumed with 
considerable accuracy and the load curve will again depend on 
what class of work is being done. 

The only part of the machine to be designed here is the fly- 
wheel, and as the other parts are known, and the indicator and 
load curves are assumed, the values of E and Jb are found as 
explained in Chapter XIII and the E — Ji curve is drawn in. 
In plotting this curve the actual value of ^ is not of importance, 
but any point may arbitrarily be selected as a starting point and 
then the values of SE, or the change in E, and Jb will alone give 
the desu^d curve. Thus, in Fig. 156 the diagram KFGH has 
been so drawn and it is to be observed that the exact position 
of this figure with regard to the origin is unknown until Ja ia 
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known, but it is J a that ia Bought. A Httle consideration will 
show, however, that an axis E'0\ may be selected and used as 
the axis for plotting /», values of which may be laid off to the 
right. 

Further, any horizontal axis 0' — Jb may be selected, and for 
any value of Jb a point may be arbitrarily selected to represent 
the corresponding value of E and the meaning of this point may 
be later determined. Having selected the first point, the remain- 
ing points are definitely fixed, since the change in E corresponding 
to each change in Ji, is known. Thus, the curve may be found 
in any case without knowing J a or the speed, but the origin has 
its position entirely dependent upoa both, and cannot be deter- 
mined without knowing them. Thus the correct position of the 
axes of E and J are as yet unknown, although their directions 
are fixed. 

Having settled on wi and uj, two lines may be drawn tangent 
to the figure at H and F and making the angles ai and «i respec- 
tively, with the direction 0' — J^, where tan ai = 3^wi* and 
tan oj = ^wj*. The intersection of these two lines gives and 
hence the axis of E, so that the required moment of inertia of 
the wheel may be scaled from the figure, since Ja = 00^. It 
should, however, be pointed out that if the position of the axis 
of £ is known, and also the mean speed w, it is not possible to 
choose Ml and wg at will, for the selection of either E or the speeds 
will determine the position of 0, In making a design it is usual 
to select w and , which give ui and wj, and from the 

chosen values to determine the position of and hence the axes of 
E and J. The mean speed a> corr^ponda with the angle a. 
Draw a line NMLR perpendicular to OJ, close to the E — J 

diagram but in any convenient position. Then ^ = tan ai, 

NR ^ ,MR ^ ^, ^ , .. , 

YyS = tan a.i and -jyo = tan a, so that on some scale which may 

be found, LR represents oji*, or the square of the speed tii in 
revolutions per minute, NR represents nj* and MR represents 
the square of the mean speed n all on the same scale. As in 
engines the difference between n\ and tij is never large it is fairly 
safe to assume 2n* = n^* + ni' or that M is midway between 
AT and L. 
217. Coefficient of Speed Fluctuation. — Using now S to denote 
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the coefficient of speed fluctuatioo, then iS is defined by the 
relation 

nt — Ui 



' (ni+ni)* 



«! 


- ni ni - n, 


- 


„ n,' fn,' n,' - i 
(2n)= 2n' 




2! "•■-»•' 



But it has already been shown that 

w , £^1 . . . 2m, 

yzui' = -J- — tan ai and since wi = ^ ■ 

therefore 

2X^0",= tan «„ 

or 

til* = — . -■ ■ ■ tan ai = 182.3 tan ai. 

4t' 

Similarly, nj* = 182.3 tan at; thus the speeds depend on a only. 
Since in Fig. 156 the base OR is common to the three triangles 
with vertices at N, M and L, it follows that 

RL =ORt&nai = ORX y^ = Cm* 
and RN = Cut* where C = -.onn in both cases. Further gen- 
erally, RM = Cn*. 



this may be put into the following form: • 

na* - ni' _ _C C_ _ RN -RL _ NL_ 

' J 

Thus A^L = 25 X RM. These are marked in Fig. 166. 

' It is instructive to compare this investigation with the ooireeponding one 
for governoiB given in Sec. 183 and Fig. 127a. 
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In general, «» — ai is a small angle in practice, in which case 
M may be assumed midway between N and L without serious 
error, and on this assumption 

NM = ML = n*X&. 

The foregoing investigation shows that the shape of the E — J 
diagram has a very important effect on the best speed for a given 
flywheel and the best weight of flywheel at the given speed. 
Thus, Fig. 158 shows one form of this curve for an engine to be 
discussed later, while Fig. 160 shows two other forma of Buoh 
curves for the same engine but different conditions of loading. 
With such a curve as that on the right of Fig. 160, the best 
speed condition will be obtained where the origin is located 
along the line through the long axis of the figure. In order to 
make this more clear, this figure is reproduced again on a re- 
duced scale at Fig. 157 and several positions of the origin O are 
drawn in. This matter will now be discussed. 

218. Effects of Speed and Flywheel Weight. — ^Two variables 
enter into the problem, namely the best speed and the most 
economical weight of flywheel. Now, the formula connecting 
the speed with the angle a is M^' = t an a, Sec. 215, so that the 
speed depends upon the angle a alone, and for any origin along 
such a Une as OF there is the same mean speed since a is constant 
for this line. To get the maximum and minimum speeds corre- 
sponding to this mean speed, tangents are drawn from to the 
figure giving the angles ai and pj and hence wi and at. A glance 
at Fig, 157 shows that the best speed corresponds to the line OF 
and that for any other origin such as d, which represents a 
lower mean speed, since for it a and hence tan a is smaller, there 
will be a greater difference between ui and wj in relation to w 
than there is for the origin at 0. A few cases have been drawn 
in, and it is seen that even for the case O4 which represents a 
higher mean speed than the value of S will be increased; thus 
the best speed corresponds to the line OF and its value is found 
from )4ti>' = tan a. 

But the speed variations also depend on the weight of the 
flywheel and hence upon the value oSjTor the horizontal distance 
of the ori^n from the axis O'E'. If the origin'was at Ot, there 
would be no flywheel at all but the speed variation taken from a 
scaled drawing, would be prohibitive as it is excessively large. 
For the position the inertia of the flywheel is represented by 
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— Oi and the speed variationfi would be comparatively small, 
but if the origin is moved up along OF' to Ot, the speed being the 
same as at 0, the variations will be increased very slightly, but 
the flywheel weight also shows a greater corresponding decrease. 
Similarly, Oi corresponding jto the heaviest wheel, shows a varia- 
tion in excess of and nearly equal to Ot, and Ot with the same 



\ 




Fio. 157. — Effect of speed and weight of flywheel. 



weight ot wheel as at shows nearly double the varistion that 
O does. 

Thus, increasing the weight of the wheel may increase the 
speed variations if the speed is not the beet one, and increas- 
ing the speed may produ^je the same result, but at the speed 
represented by OF, the heavier the wheel the smaller will be 
the variation, although the gain in steadiness ia not nearly 
balanced by the extra weight of the wheel beyond a certain 
point. Frequently the operating conditions prevent the best 



D,g,t7cdb/COOglC 



THE PROPER WEIGHT OF FLYWHEELS 



269 



speed being selected, and if this is so it is clear that the weight 
of the wheel miist be neither too lai^ nor too small. 

These resulta may be stated as follows : For a given machine 
and nutliod of loading there is a certain readily obtained speed 
which corresponds to miaimiim speed variations, and for this 
best value tiie variations will decrease slowly fts the weight of 
flywheel is increased. For a certain flywheel'weig^t the speed 
variations will incretlse as the speed changes either way from the 
best speed, and an increase in the weight of 'die flywheel does 
not mean smaller fluctuation In speed unless the mean speed 
is suitable to this condition. ~ 

219. Minimum Mean Speed. — ^The above results are not quite 
ao evident nor so marked in a curve like F^. 158 but the same 
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FiQ. 153. — Steam engine with generator or turbine pump loa^l. 

conditions hold in this case also. The best speed is much more 
definitely fixed for an elongated E-J curve and becomes less 
marked as the boundary of the curve comes most nearly to the 
form of a circle. The foregoing investigation further shows that 
no point of the E~J curve can fall bdow the axis - J, because 
if it should cut this axis, the machine would stop. The minimum 
mean speed at which the machine will run with a given flywheel 
will be found by making the axis 0-J touch the bottom of the 
curve, and finding the corresponding mean speed; the minimum 
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speed will, of course, be sero, since at ~ 0. The Tninimum 
speed of operation may be readily computed for Figs. 158 and 
160 and it is at once seen that the ngbt-hand diagram of Fig. 160 
corresponds to a larger minimum speed than any of the others, 
that is, when driving the air compressor the engine will stop at a 
higher mean speed than when driving the generator. 

220. Nmnerical Example of a Steam Engine. — The principles 
already explained may be very well illustrated in the caae of the 
steam engine used in the last chapter, which had a cylinder 12)-{fl 
in. diameter and 30 in. stroke and a mean speed of 87 revolutions 
per minute for which tu = 9 radians per second. The form of 
indicator diagrams and loading are assumed as before and the 
ei^ine drives a turbine pump which is assumed to offer constant 
resistii^ torque. The weight of the flywheel is required. 

Near the end of Chapter XIII is a table containing the Values 
of J and iE for equal parts of the whole revolution and for con- 
venience these results are set down in the table given herewith. 



TiaLB or 


Valdm of J and E tor 12Ji8 by 30-rN. Engim 


«,d.cr« 


J. toUI 


J, -J- 2,100 


IS. toot-pouDdj 





2,403.2 


3.2 


- 233 


18 


2,405.4 


5.4 


36 


2,410.9 


10.9 


+1,387 • 


M 


2,416.8 


16.8 


+1,414 
+ 699 
+ 186 

- 191 

- 461 

- 646 

- 868 


72 


2,420.6 


20.5 


90 


2,420.7 


20,7 


lOS 


2,418.5 


18, S 


126 


2,412.7 


12,7 


144 


2,407.9 


7,9 


162 


2,404.4 


4,4 


180 


2,403.2 


3.2 


-1,077 


Ids 


2,404.4 


4.4 


— 520 


216 


2,407.9 


7.9 


+ 678 


234 


2,412.7 


12.7 


+1,360 


252 


2,418.5 


18.5 


+ 738 


270 


2,420.7 


20,7 


+ 294 

- 33 

- 332 


28S 


2,420.5 


20.5 


306 


2,416.8 


16,8 


324 


2,410.9 


10,9 


- 646 


342 


2,405.4 


5,4 


— 797 
-1,058 


380 


2,403.2 


3.2 
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Selecting the axes 0' — E' and 0' — J'l,, Fig. 158, the corresponding 
E-J curve is readily plotted as follows: The table shows that 
when 6 = 0°, Ji, = 3.2 and when 6 = 18", Ji, = 5.4, the gain in 
energy which is negative, during this part of the revolution being- 
iE = ~ 233 ft.-pd8. Starting with Ji = 3.2 and arbitrarily 
calling E at this point 1,000 ft.-pds. gives the first point on the 
diagram; the second point is found by remembering that when 
Ji, has reached the value 5,4 the energy has decreased by 233 
ft.-pds., so that the point is located on the line Ji = 5.4 and 233 
ft.-pds. below the first point. The third point is at /» = 10.9 
and 1,387 ft.-pd8. above the second point and so on. 

Now draw on the diagram the line QM to represent the mean 
speed w = 9, its inclination to the axis of Jb being a where tan a = 
J^w* = J^ X 9* = 40.5. The actual slope on the paper is readily 
found by noticing that the scales are so chosen that the same 
length on the vertical scale stands for 1,000 as is used on the hori- 
zontal scale to represent 5, the ratio being - ' ■ = 200: then the 
5 

actual slope of QM c- '*- 

the line to be drawn. This line may be placed quite accurately 
by making the perpendicular distance to it from the extreme 
lower point on the figure equal the perpendicular to it frem F 
(see Figs. 156 and 158). Thus the position and direction of the 
mean speed line QM are known. 

Now suppose the conditions of operation require that the max- 
imum speed shall be 1.6 per cent, above the minimum speed, 
or that the coefficient of speed fluctuation shall be 1.6 per cent. 

Then, from Sec. 217, 5 = 0.016, that is 6 = "' ~ "' = 0.016 
and the problem also states that the mean speed shall be <•> = 9 



ws = 9.072 and wi = 8.928. 

On substituting these two values in the equations for the 
angles, the results are tan ai = >^ui* = M X 79.709 = 39.854 
and tan«g = J^t^a* - H X 82.301 = 41.150 which enables the 
two lines HL and AF to be drawn tangent to the figure at H 
and F and at angles a\. and a^ respectively to the axis of Jb (on 
the paper the tangents of the slopes of these lines will be, for 
AF = ^^5 = 0.2058 and for HL = ^|^ = 0.1993). These 
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lines are so nearly parallel that their distEince apart vertically 
can be measured anywhere on the figure, and it haa actually 
been measured along NML, the distance NL representing 
3,180 ft.-pds. 

Referring again to Fig. 156 it is seen that NR — OR tan at 
and LR — OR tan ai and by combining these it may be shown that 

OR = - — — — "T . Substituting the results for this problem 

tan oTs — tan a\ ° *^ 

give 

"«- iOsl-fesM - 2.453 ./. + /.- J. + 26. 

Hence, the moment of inertia of the flywheel should be 2,430 
approximately, which gives the desired solution of the problem. 

221. Method of Ffaiding Speed Fluctuation from E-3 Dla- 
grain. — The converse problem, that of finding the speed varia- 
tion corresponding to an assumed value of J„ has been solved in 
the previous chapter but the diagram may be used for this pur- 
pose also. Thus, let w = 9, tiie same mean speed as before, 

E 
and J a = 2,000, Then, since J^w* = -j = tan « the value of 

B at K is (2,000 4- 25) X J^ X 9» = 82,012. The points N 
and L will be practically unchanged and hence at If the value of 
Et is 82,012 + M(3,180) = 83,602 ft.-pd8. and the value of 

wi* may be computed from the relation H«i* = n'mq " ^^"^ "^ * 
similar way wi may be found and the corresponding speed varia- 
tion S = — '■ 

A somewhat simpler method may be used, however, by refer- 
ring to Fig. 166, from which it appears that NL = 2n'fi. Thus, 
2n'i is represented by 3, 180 ft.-pds. and n* by 82,012 ft.-pds., from 
which the value of 5 ia found to be 0.0175 which corresponds to 
a speed variation of 1.75 per cent. 

In order to show the effect of making various changes, let the 
speed of the engine be much increased to say 136 revolutions per 
minute for which w = 14.1, and let the speed variation be still 
limited to 1.6 per cent. The line QM will then take the position 
Q'M' for which the tangent on the paper is J^ and the distance 
corresponding to LN measures 2,400 ft.-pds. On completing the 
computations the moment of inertia of the flywheel is found to 
be Ja = 740, that is to say that if the wheel remains of the same 
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diameta* it need be less than one-third of the weight required 
for the speed of 87 revolutions. 

The diagram Fig. 158 has been placed on the correct axis and 
is shown in Fig. 159 which gives an idea of the position of the 
origin for the value /„ = 2,400 and w = 9. 




Fig. 159. 

223. Effect of Form of Load Curve on Weight and Speed.— To 
show the effects of the form of load curve on this diagram and 
on the speed and weight of the flywheel, the curves shown in 
Fig. 160 have been drawn. The two diagrams shown there were 
made for the same engine and indicator diagrams aa were used 
in Fig. 158, the sole difference is in the load applied to the engine. 
The left-hand diagram corresponds to a plunger pump connected 
in tandem with the steam cylinder, while the right-hand di^pram 
is from an air compressor connected in tandem with the steam 
cylinder. The effect of the form of loading alone on the E—J 
diagram is most marked and the air compressor especially pro- 
duces a most peculiar result, the beat speed here being definitely 
fixed and being much higher than for either of the other cases, 
and if the machine is run at this speed it is clear that the weight 
of the flywheel is not very important so long as it is not extremely 
small. 

It is needless to Bay that the form of indicator diagram also 
produce a marked effect and both the input and output diagrams 
are necessary for the determination of the flywheel weight and 
the speed of the machine. The curves mentioned are sufficient 
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to show that the weight of wheel and the best speed of operation 
depend on the kind of engine and also on the purpose for which 
it is used. It is frequently impossible, practically, to run an 
engine at the speed which gives greatest steadings of motion 
and then the weight of wheel must be selected with care as out- 
lined in Sec. 218. 
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Fia. 160. — Left-hand %ure la for a plunger pumji in tandem with steam 
engine; right-hand figure is for an aii compressor in tandem with st«am 

223. Numerical Example on Four-cycle Gas Engine. — An illus- 
tration of the application to a gas en^ne of the four-cycle type 
is shown at Fig. 162, this being taken from an actual case of an 
engine direct-connected to an electric generator. The engine 
had a cylinder 14}^ in. diameter and 22 in, stroke and was single- 
acting; the indicator diagram for it is shown at Fig. 161. The 
piston and other reciprocating parts weighed 360 lb., while the 
weight of the connecting rod was 332 lb., and its radius of gyra- 
tion about its center of gravity 1.97 ft., the latter point being 
24,3 in. from the center of the crankpin,and the length of the 
rod between centers was 56 in. 

There -viqtq two flywheels of a combined weight of 7,000 lb. 
and the combined moment of inertia of these and of the rotor 
of the generator was 1,600 (foot-pound units). 
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The form of the E-J diagram for this case is given in Fig. 162 
and differs materially in appearance from any of those yet shown, 
and the best speed is much more difficult to determine because 
of the shape of the diagram. The actual speed of the engine 
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Fig. 162. — Gas engine driving dynamo. 

was 172 revolutions per minute and for this value the sloping 
lines on the diagram have been drawn. The mean-speed line 
would have an inclination to the axi^ of Jb given by tan a = 

J^£i>* = 162 and its slope on the paper would be , -/y. oi this, 
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since the vertical scale is 1,500 times the horizontal; thus the 
toDgent of the actual slope is ^j-ftwj = 0.108 and the lines are 
drawn with this inclination. 

The total height of the diagram is 31,200 ft.-pds. and using the 
value Ja = 1,600, the mean value of £^ is 162 X 1,600 = 259,200 
ft.-pds. so that the speed variation is 



^ 259,200 



r 6.02 per cent. 



The engine here described was installed to produce electric 
light and it is perfectly evident that it was entirely unsuited to 
its purpose as such a large speed variation is quite inadmissible. 
Owing to the peculiar shape of this diagram and the fact that the 
tangent points touch it on the left-hand side, it appears that the 
distance between them will not be materially changed by any 
reasonable change of slope of the lines, so that if the speed re- 
mains constant at 172 revolutions per minute the value of Ja or 
the flywheel weight is inversely proportional to the speed varia- 
tion and flywheels of double the weight would reduce the fluc- 
tuation to about 3 per cent. 

A change in speed Would bring an improvement in conditions 
and the results may readily be worked out. 

QUESTIONS ON CHAPTER ZIV 

1. Show the effect of the following: (a) increase in flywheel weight, con- 
stant speed; (6) decrease under same conditions; (e) increase in speed with 
same flywheel; (d) increase and decrease in both weight and speed; all with 
reference to a gaa engine. 

3. What would be the shape of the E-J diagram for a geared punch, 
neglecting the effect of the reciprocating head? 

8. If the connecting rod and piston of an engine are neglected, what would 
be the shape of the E-J curve? What would be its dimensions in the two 
examples of the chapter? 

4. What would be the best speed for the steam engine given in the text 
when driving the three different machines? At what mean speed would the 
engine stop in the three cases? 

5. What would be the best speed for the gas engine and at what mean 
speed would it stop? 

G. What flywheel weight would reduce the speed variation 6 per cent, for 
the steam engine? 

T. Examine the effect on the E- J diagram for the engine-driven com- 
pressor if a crank for operating the latter is set at 90° to the engine crank. 
What effect has this on the best speed? 
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CHAPTER XV 

ACCELERATIONS IN MACHINERY AND DISTURBING 
FORCES DUE TO THE INERTIA OF THE PARTS 

224. General Ejects of AcceleratioaB. — It has become a prac- 
tice in modem machinery to operate it at as high a gpeed aa possi- 
ble in order to increase its output. Where the machines con- 
tain parts that are not moving at a uniform speed, such as the 
connecting rod of an engine or the swinging jaw of a rock crusher, 
the variable nature of the motion requires alternate acceleration 
and retardation of these parts, to produce which forces are re- 
quired. These alternate accelerations and retardations cause 
vibrations in the machine and disturb its equilibrium; almost 
everyone is familiar with the vibrations in a motor boat with a 
single-cylinder engine, and many law-suits have resulted from 
the vibrations in buildings caused by machinery in shops and 
factories nearby. 

These vibrations are very largely due to the insular motions 
of the parts and to the accelerating forces due to this, and the 
forces increase much more rapidly than the speed, so that with 
hi^-epeed machinery the determination of these forces becomes 
of prime importance, and they are, indeed, also to be reckoned 
with in slow-speed machinery, as there are not a few ca^es of 
slow-running machines where the accelerating forces have caused 
such disturbances as to prevent the owners operating them. 

Again, in prime movers such as reciprocating engines of all 
classes, the effective turning moment on the crankshaft is much 
modified by the forces necessary to accelerate the parts; in some 
cases these forces are so great that the fluid pressure in the cylin- 
der will not overcome them and the flywheel has to be drawn 
upon for assistance. The troubles are particularly aggravated 
in engines of high rotative speed and appear in a most marked 
way in the high-speed steam engine and in the gasoline engines 
used in automobiles. 

The forces required to accelerate the vaJves of automobile 
engines may also be so great that the valve will not always re- 
main in contact with its cam but will alternately leave it and re- 
tiu-n again, thus causing very noisy and unsatisfactory operation. 
277 
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Specific problems involving the considerations outlined above 
will be dealt with later but before such problems can be solved 
it will be necessary to devise a means of finding the accelerations 
of the parts in as convenient and simple a way as possible, and 
this will now be discussed. 

226. The Acceleration of Bodies. — The general problem of accel- 
eration in space has not much application in machinery, so that the 
investigation will here be confined to a body moving in one plane, 
which will cover most practical cases. Let a body having weight 

w lb. move in a plane at any instant; its mass will be m = — and 

by the principle of the virtual center as outlined in Chapter III, 
its motion is equivalent at any instant to one of rotation about 
a point in the plane of motion, which point may be near or rranote 
according to the nature of the motion; if the point is infinitely 
distant the body moves in a straight line, or has a motion of 
translation. 
226. Normal and Tangential Acceleration. — Let Fig. 163 repre- 
sent a body moving in the plane of 
the paper and let be its virtual 
center relative to the paper, O being 
thus the point about which the body 
is turning at the instant. The body 
is also assiuned to be turning with 
variable speed, but at the instant when 
it is passing through the position 
shown let its angular velocity be « 
radians per second. Any point P in 
the body vpill travel in a direction 
normal to OP, Sec. 34, in the sense 
indicated, as this corresponds with 
the sense of the angular velocity. 
This point P has accelerations in two 
directions ; (a) Since the body is mov- 
ing about at vwiable angular velocity it will have an acceler- 
ation in the direction of its motion, that is, normal to OP; and 
(b) it will have an acceleration toward even if w is constant, 
since the point is being forced to move in a circle instead of a 
straight Une. The first of these may be called the tangential 
acceleration of the point since it is the acceleration of the point 
along a tangent to its path, while the second is its normal acceler- 




Fig. 163. 
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ation for similar reasons. Every point in a body rotating at a 
given instant has normal acceleration, no matter what kind of 
motion the body has, but it will only have tangential acceleration 
if the angular velocity of the body is variable. If the body has 
a motion of translation it can only have tangential acceleration. 
In Fig. 164 let OP be drawn separately, its length being r ft. 
and at the time it sec. later let OP be in the position OQ, the angle 
OOP being 50, so that the body has turned through the angle 59 
radians in St sec. The angular velocity when in the position 
OP is (i) radians per second and in the position OQ is assumed to 
he <ii + Sai radians per second; thus the gain in angular velocity 
is 5w radians per second in the time St, or the angular acceleration 

of the body is a = — radians per second per second. Now 

draw the corresponding velocity triangle as shown on the right 



Fig. 164. 

of F^. 164, making 8M normal to OP, equal to OP X w = ru 
ft. per second and SN normal to OQ equal to OP{tit + S<a) = 
r(u + Stij) ft. per seoond, so that the gain in linear velocity in the 
time St sec. ia MN ft. per second and its components in the nor- 
mal and tangential directions are MR and BN ft. per second 
respectively. 

The normal gain in velocity of the point P in the time it is 
MR, so that its normal acceleration is 

MR mS0 50 ,^^ 

Pn = -jr ~ ""i7~ ™ ''"■« = '"'^ "■ I*r second per second, 

and similarly the tangential acceleration is 

,, TT = T-r: =raft. per second 

per second. 
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The Benae of Pt is determined by that of a while Ph is always 
radially inward toward the center 0. Thus, the normal accelera- 
tion of the point is simply its instantaneous radius of rotation 
multiplied by the square of the angular velocity of its link while 
the tangential acceleration of the point is the radius of rotation 
of the point multiplied by the angular acceleration of its link. 
Where the link tuma with uniform velocity a = and therefore 
Pr = 0, but Pk can only be zero if u is zero, which means that the 
link is at rest or has a motion of translation. In the latter case 
the link can only have tangential acceleration. 

227. Graphical Construction. — Returning now to Fig. 163, the 
normal acceleration of P or P* is tu'' toward 0, then take the 
length OP to represent this quantity, thus adopting the scale of 
— oi':l; this is negative since the hne OP represents the accelera- 
tion ra* in the direction and sense PO. Then the tangential 
acceleration Pt will be represented by a line normal to OP, its 
length will be 3 — ^ since the scale is — w':l,and its sense is to the 

right,sincethescaleisnegative,hencedrawPP" = — — j- Now if 
be joined to P" then OP" = vector sum OP + PP" or OP" - 
Pti + Pr which will therefore represent the total acceleration 
of P, that is the total acceleration of P is P"0 X (■>* in the direo- 
tion and sense P"0. It may very easily be shown that in order 
to find the acceleration of any other point R on this body at the 
given instant it will only be necessary to locate a point R" bear- 
ing the same relation to OP" that R does to OP, the acceleration 
of R, which is represented by OR", being R"Om* and its direction 
and sense R"0. The acceleration of R with reference to P is 
fi"P'V. 

228. Application to Machines. — The accelerations may now 

be found for machines and the first case considered will be as 

general as possible, the machine being one of four Unks with 

four turning pairs, Fig. 165. Let the angular velocity u and the 

angular acceleration a of the selected primary link o be known, it 

is required to find the angular accelerations of the other links as 

well as the linear accelerations of different points in them. Ftorn 

the phorograph, Chapter IV, the angular velocities of the links 

b' c' 

b and c are ui = t-i^ and wc = -(■> respectively, and these may 

readily be found. Further, if at, and ot represent the, as yet 
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unknown, angular accelerations in space of b and c respectively, 
and also if Qk and Qt represent respectively the normal and 
tangential accelerations of Q with regard to P, the point about 
which b is turning relative to a, and R^ and Rr have the same 
significance as regards R relative to Q, then the previous para- 
graph enables the following relations to be established: 
Ph = ou*; Pt = aa; Qs = bm*; Qt = fca»; Bw = c-V and Rr 

Using the principle of vector addition the total acceleration of 
R with regard to is the vector sum of the accelerations of R 




Fia. Ift5. 

with regard to Q, of Q with regard to P and of P with regard to 0. 
But as R and are stationary, the total acceleration of R with 
regard to is zero, hence, the sum of the above three accelera- 
tions is zero, or 

Rt + Ri, + Or -\- Qn + Pt + P« '^ Q, 
that is, the vector polygon made up with these accelerations as 
its sides must close, or if the polygon be started at it will end 
at O also. 
Now the point P" may be located according to the method 
, previously given, and in order to locate Q", giving the total 
acceleration of Q, proceed from P" to by means of the vectors 
Qw + Qr + jBw + Rt- The direction and sense of both Q» 
and Rs are known, they are respectively QP and RQ, further, the 
direo^on, but not the sense of Qr and of Rt is known, in each ease 
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it is normal to the link itself, or Qt is Qormal to b and Rt is normal 
to c. 

In order to represent the results graphioally they may be put 
into the following convenient form: 



Qn = fea)i' 



€^'l 



and 

«»-«*-«e''')'-TX"' 

and remembering that the scale for the diagram is -- u*;l, draw 

P"A =—? = -!- and follow it with AB = ~ = — , the negatiTO 

sign having been taken into account by the sense in which these 
are drawn. The polygon from B to may now be completed 
by adding the vectors Qt and Rt, and as the directions of these 
are known, the process is evidently to draw from the line OC 
in the direction fir, that is normal to c, and from B the line EC. 
normal to h, which is in the direction of Qt, these lines inter- 
secting at the point C. Then it is evident that BC represents 
Qt on the scale — (a* to 1, and that OC represents Rt on the same 
scale, so that in the diagram OPP"ABCQ"0 it follows that 
OP = Pj,, PP" = Pt, P"A = <3^, AB = B„, BC = Qt and CO 
= Rt, all on the scale — w* to 1. Complete the parallelogram 
CBAQ"; then OP" = F„ + Pt, P"Q" = Q,. + <?r and Q"0 = 
ftw + Rt, and therefore, the vector triangle OP"Q"R" gives the 
vector acceleration diagram of all the links on the machine. 

229. Acceleration of Points. — The Unear acceleration of any 
point such as (7 on b is readily shown to be represented by OG" 
and t-o be equal to G"0.ai', where the point G" divides P"Q" in 
the same way that G divides PQ, the direction and sense of the 
acceleration of G is G"0. Similarly, the acceleration of H m 
c is H"0.ta^ in magnitude, direction and sense where H" divides 
0Q"(R"Q") in the same way as H divides RQ. In this way the 
linear acceleration of any point on a machine may be directly 
determined. 

Angular Acceleratiotts of the links: — ^The angular accelera- 
tions of the hnks may be found as follows. Since Qt = AQ" X — w* 

= bat, then bat = — AQ".a>* or — o» = AQ" X -r-so that the 

o 

length AQ" represents en, the angular acceleration of the link 
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6, and similarly CO represents the angular acceleration ae of 

c or ot = — CO X — ■ The senae of these angular accelerations 

may be found by noticing the way one turns to them in going 
from the corresponding normal acceleration line; thus, in going 
from Pn to Pj one tumfi to the right, in going from Qn(JP"A) to 
Qt{AQ") the turn is to the left and henoe a» is in opposite sense 
to a, and by a similar process of reasoning cd is in the same sense 
as a. Thus, in the position shown in the diagram, Fig. 165, the 
angular velocities are increasing for the links a and c, and that 
of the link b is also increasing since both m and m are in opposite 
sense to a and a. 

It will be found that the method described may be applied to 
any machine no matter how complicated, and with comparative 
ease. The construction resembles the phorograph of Chapter 
IV, which it employs, and hence this latter chapter must be care- 

fully read. Simple graphical methods for finding -j-, etc., may 

be made up, one of which is shown in the appHcations given 
hereafter. 

THE FORCES DUE TO ACCELERATIONS OF THE HACHIHE PARTS 
230. The real object of determining the accelerations of points 
and links in a machine is for the purpose of finding the forces 
which must be applied on the machine parts in order to produce 
these accelerations and also to learn the disturbing effects pro- 
duced in the machine if the accelerations of the parts are not 
balanced in some way. The investigation of these disturbing 
■ effects will now be undertaken, the first matter dealt with being 
the forces which must be applied to the links to produce the 
changing velocities. 

It is shown in books on dynamics, that if a body having plane 

motion! has a weight w lb. or mass m = - and an acceleration of 

ff 
its center of gravity of / ft. per second per second, then the force 
necessary to produce this acceleration is mf pds., and this force 
must act through the center of gravity and in the direction of the 
- acceleration/. In many cases the body also rotates with variable 
angular velocity, or with angular acceleration, in which case a 
torque must act on the body in any position to produce this 
variable rotary motion, and if the body has a moment of inertia 
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I about its center of gravity and angular acceleration a radians 
per second per second this torque must have a magnitude of 
I X a ft.-pds. Let the mass of tibe link be so distributed that its 
radius of gyration about the center of gravity ia A:; then I = 
mk* and the torque is mfc'or. For proof of this the reader is 
referred to books on dynamics. 

To take a specific case let a machine with four links be selected, 
as illustrated in Fig. 166, and let the vector acceleration diagram 




FiQ. 166, — Disturbing forces due 






OP"Q"0, as well as the phorograph OP'Q'O be found, as already 
explained; it is required to find the force which must be exerted 
on any link such as 6 to produce the motion which it has in the 
given position. Let G be the center of gravity of the link and 
let its weight be Wi lb. and its moment of inertia about G be 
represented by /j in feet and pound units; then /» = mjsi,* where 

mt ^ — and kb is the radius of gyration about the point 0. From 

the vector diagram it is assumed that the angular acceleration 
«6 has been found; also the acceleration of G, which is G"0 X «*■ 
To produce the acceleration of G a force must act through it 
of amount F = m X G"0 X w' in the direction and sense G"0, 
while to produce the angular acceleration a torque T must act 
on the hnk of amount T = Itcn - m*fc»*oii. The torque T may 
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be produced by a'couple consistrng of two parallel forces acting 
in opposite sense and at proper distance apart, and these forces 
may have any desired magnitude so long as their distance apart 
is adjusted to suit. For convenience let each of the forces be 
selected equal to F; then the distance x ft. between them will 
be found from the relation T = Fx. 

Now, as this couple may act in any position on the link b let 
it be so placed that one of the forces passes through G and the 
two forces have the same direction as the acceleration of G. 
Further, let the force passing through G be the one which acts 
in opposite sense to the accelerating force F; this is shown on 
Fig. 166. Now the accelerating force F and one of the forces 
F composing the couple act through G and balance one another 
and thus the accelerating force and the couple producing the 
torque reduce to a single force F whose magnitude is jnb.G"0.w*, 
whose direction and sense are the same as the acceleration of the 
center of gravity G of b, and which acts at a distance x from G, 
determined by the relation T = Fx, and on that side of G which 
makes the torque act in the same sense as the angular accelera- 
tion ca> 

The distance x of the force F from G may be found as follows: 

Since Qr = ho* = Q"A X o'. Fig. 165, then a» = Q"A X ^, because 

the line AQ" represents Qt on a scale — w' : 1. 

0"A 
Also T = luxi. = mijci * X-^r- X w* 



and F =■ mi.G"0.u\ 

F mb.G"OM^ b G' b 

constant, so that x •- i^uuov. ^ „„„ . 

found for any position of the mechanism. This gives the line of 
action of tl)e single force F and, having found the position of the 
force, let A^ be its point of intersection with the axis of link b. 
Now find M' the image o' M and move the force from M to its 
image M'; then the turning moment necessary on the link a to ac- 
celerate the link b is Fh, where ft is the shortest distance from 
to the direction of F, Fig. 166. 
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This completes the problem, giving the force acting on the link 
and also the turning moment at the link a necessary to produce 
this force. The same construction may be applied to each of 
the other links such as a and c and thus the turning moment on a 
necessary to accelerate the links may be found as well as the 
necessary force on each link itself. 

DETBRHINATICni OP THE STRESSES IN THS PARTS DUE TO 
THEIR INERTIA 

231. The results just obtained may be used to find the bending 
moment produced in any link at any instant due to its inertia. 




Fia. 167. — BendinE forces on rod due to its inertia. 



Any part such as the connecting rod of an engLue is subject to 
stresses due to the transmission of the pressure from the piston 
to the crankpin, but in addition to this the rod is continually 
being accelerated and retarded, these changes of velocity pro- 
ducing bending stresses in the rod, and these latter stresses may 
now be determined. 

To make the case as general as possible, let OPQR, Fig. 167, 
represent a machine for which the vector acceleration diagram is 
OP"Q"0, it is required to find the bending moment in the rod b 
due to its inertia. Lay off at each point on b the acceleration of 
that point; thus make PAi, GCi, QBi, etc., equal and parallel re- 
spectively to OP", OG", QO", etc., obtaining in this way the 
curve AiCiBi. 

Now resolve the accelerations at each point in b into two parts, 
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one Donnal to f> and the other parallel to the link. Thus PA is 
the acceleration of P normal to b, and GC and QB are the corre- 
Bponding accelerations for the points G and Q respectively. In 
this way a second ciirve ACS may be drawn, and the perpen- 
dicular to b drawn from any point in it to the line ACB represents 
the acceleration at the given point in & in the direction normal 
to the axis of the latter, the scale in all cases being — u* : 1. 
Thus the acceleration of P normal to b is AP.u^, and so for other 
points. 

Now let the rod be placed as shown on the right-hand side of 
Kg. 167 with the acceleration curve ACB above it to scale. 
Imagine the rod divided up into equal short lengths one of which 
is shown at D, having a weight Sw lb. and mass Sm = — , and 

let the normal acceleration at this point be represented by DE. 
Should the rod be of uniform section throughout its length all 
the small masses like Sm will be equal since all will be of the same 
weight Sw, but if the rod is larger at the left-hand end than at 
the right-hand end, then the values of Sm will decrease in going 
along from P to Q. Now t"he force due to the acceleration of 
the small mass is equal to Sm multiplied by the acceleration 
corresponding to DE and this force may be set off along DE 
above D: Proceeding in this way for the entire length of the 
rod gives the dotted curve as shown which may be looked upon as 
the load curve for the rod due to its acceleration. From this 
load curve the bending moments and stresses in the rod may be 
determined by the well-known methods used in statics. 

For a rod of uniform cross-section throughout the acceleration 
curve ACB will also be a load curve to a properly selected sc^e, 
but with the ordinary rods of varying section the work is rather 
longer. In carrying it out, the designer usually soon finds out 
by experience the position of the mechanism which corresponds 
to the highest position of the acceleration curve ACB, and the 
accelerations being the maximum for this position the rod is 
designed to suit them. A very few trials enable this position 
to be quickly found for any mechanism with which one is not 
familiar. 

The process must, of course, be carried out on the drafting 
board. 

232. To Find the Accelerations of the Various Parts of a Rock 
Crusher. — ^In order to get a clearer grasp of the principles in- 
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volved, a few applications will be made, the first case being that 
of the rock crusher shown in Fig. 168. The mechanism of the 
crusher ia shown on the left and has not been drawn closely to 
scale as the construction is more clear lor the proportions shown. 
A crank OP is driven at uniform speed by a belt pulley on the 
shaft and to this crank is attached the long connecting rod PQ. 
The swinging jaw of the crusher is pivoted to the frame at T 
and connected to PQ by the rod SQ, while another rod QR is 
pivoted to the frame at R. As OP revolves Q swings in an arc 
of a circle about R, ^ving the jaw a swin^g motion about T 




Fio. 168. — Rock crusher. 

and crushing between the jaw and the frame any rocks falling 
into the space. In large crushers the jaw is very heavy and its 
variable velocity, or acceleration, sometimes sets up very serious 
vibrations in buildings in which it is placed.' 

The acceleration diagram is shown on the right and there is 
also drawn the upper end of the rod b and the whole of the crank 
a. It is to be noted that the actual mechanism may be drawn 
to as small a scale as desired and the diagram to the right to as 
large a scale as is necessary, because in the phorograph and the 
acceleration diagram only the directions of the links are required 
and these may be easily obtained from the small scale drawing 

' See article hy Pbof. 0. P. Hood in American Machiaul, Nov. 26, 1908. 
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shown. The phorc^raph of the mechamfim and acceleration dia- 
gram should give no difficulty because the mechanism is simply 
a combination of two four Unk mechaniama, OPQR and RQST 
exactly similar to that shown in Fig. 165 and already dealt with. 
The crank OP has been chosen as the primary link. 

The crank OP is assumed to tiu-n at uniform Epeed of u radians 
per second. For the phorograpb, OQ' parallel to RQ meeting b 
produced gives Q' and P'Q' = b' and OQ' = c'; further OS' pax- 
allel to ST meeting Q'S' paraUel to QS gives S' and Q'S' = e* 
while S'O gives f. The points R' and T' lie at 0. 

For the acceleration diagram P" lies at P since a is assumed to 
run at uniform speed; then, following the method already de- 
scribed in Sec. 228, lay off P"A = -r and AB parallel to c and 

of length AB = — , and finish the diagram by making BC per- 
pendicular to b and OC perpendicular to c, these intersecting 
at C. Complete the parallelogram ABCQ" and join P"Q" and 
Q"0; then in the acceleration diagram OP" = a", P"Q" = b" 
and Q"0 = e" which gives the vector acceleration diagram for 
the part OPQR. Then starting at Q", which gives the accelera- 
tion of Q on the vector diagram, draw Q"D = — and paraUel 

to e; this is followed by DE parallel to TS and of length -sto" = 



/■ 

to c to meet OF perpendicular to / in F. On completing the par- 
allelogram DEFS", the point S" is found and then S" is joined 
to and to Q". The line S"Q" repreeents e on the aco^leration 
diagram while OS" = /" represents / on the same figure. 

The length OS" represents the acceleration of jS on a scale of 
— w* : 1 and the acceleration of any other point on / is found by 
locating on OS" or R"S" a point similarly situated to the desired 
point on iSr. If the angular acceleration of the jaw is required, 
it may be found as described at Sec. 229 and evidently ia a/ " 



Calling G the center of gravity of the jaw / and locating G" 
in the same way with regard to S"T" that G is located with regard 
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to ST, the acceleration of (? is G"0 X w' and the force required 
to cause Uub acceleration and therefore shaking the machine is 



weight of jaw 
32.16 



parallel to Q"0 and is equal to G"0 X w' X 

Or the torque required for the purpose is // X «/ where // is the 

moment of inertia of / with regard to 0. 

233. Application to the Engine. — This construction and the 
determination of the accelerations and forces has a very useful 
application in the case of the reciprocating engine and this ma- 
chine will now be taken up. Fig. 169 represents an engine in 




Fio. 169. 



which is the crankshaft, P the crankpin and Q the wristpin, the 
block c representing the crosshead, piston and piston rod. Let 
the crank turn with angular velocity co radians per second and 
have an acceleration a in the sense shown, and let G be the center 
of gravity of the connecting rod b. To get the vector accelera- 
tion diagram find F" exactly as in the former construction, OP 
representing the acceleration PO.w* and PP" the acceleration aa, 
both on the scale — «* to 1. 

Now the motion of Q is one of sliding and thus Q has only 
tangential acceleration, or acceleration in the direction of sliding, 
in this case QS, the sense being determined later. Hence, the 
total acceleration of Q must be represented by a hne through 
in the direction, QS therefore Q" hes on a line through the center 
of the crankshaft, and the diagram is reduced to a simpler form 
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than in the more general case. Having found P", draw P"A 
parallel to h, of length -r-' to represent Qn, and also draw AQ", 
normal to P"A, to meet the line Q"0, which is parallel to Q8, 
in Q". Then will AQ" represent the value of the angular acoel- 

eration of the rod h. Since haj, = Q"A.u* or oj = Q"A.-r, and 
since AQ" lies on the same side of P"A that PP" does of OP, 
therefore oea is in the same sense as a; thus since wb is opposite to 
(■), the angular velocity of the rod is decreasing, or the rod is being 
retarded. 

The acceleration of the center of gravity of b is represented by 
OG" and is equal to G"0.<i>^, and similarly the acceleration of the 
end Q of the rod is represented by OQ" and is equal to Q"0.a*, 
this being also the acceleration of the piston. 

It will be observed that all of these accelerations inorease aa 
the square of the number of revolutions per minute of the crank- 
shaft, so that while in slow-speed engines the inertia forces may 
not produce any very serious troubles, yet in high-speed engines 
they are very important and in the case of such engines as are 
used on automobiles, which run at as high speeds as 1,500 revo- 
lutions per minute, these accelerations are very large and the 
forces necessary to produce them cause considerable disturb- 
ances. Take the piston for example, the force required to move 
it will depend on the product of its weight and its acceleration, 
80 that if an engine ran normally at 760 revolutions per minute 
and then it was afterward decided to speed it up to 1,500 revo- 
lutions per minute, the force required to move the piston in any 
position in the latter case would be four times as great as in the 
former case. 

234. Approximate Construction. — In the actual case of the 
engine, the calculations may be very much simphfied owing to 
certain limitations which are imposed on all designs of engines 
driving other machinery, these limitations being briefly that the 
variations in velocity of the flywheel must be comparatively 
small, that is, the angular acceleration of the flywheel must not 
be great, and in fact, on engines the flywheels are made so heavy 
that a cannot be lai^e. 

To get a definite idea on this subject a case was worked out for 
a 10 by 10-in. steam engine, running at 310 revolutions per min- 
ute, and the maximum angular acceleration of the crank waa 
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found to be slightly less than 7 radians per second per second. 
For this case the normal acceleration of P is ru* = ^2 X 1,100 = 
458 ft. per second per second, while the tangential aoceleration 

\b ra = ■r=X7 = 5.8 ft. per second per aecond, which is very 

small oompared with 458 ft. per second per second, so that on 
any ordinary drawing the point P' would be very close to P. 
Thus without serious error ra may be neglected compared with 
ru* and hence P" is at P. 

With the foregoing modification for the engine, the complete 
acceleration diagram is shown at Fig. 170, the length PA repre- 




Fio. 170. — Piston acceleration, 
senting -r- and jiQ'is normal to 6, thus P'Q' is the acceleration 
digram for the connecting rod and OQ' represents the accelera- 
tion of the piston on the scale — w* to 1. Two cases are shown: 
(a) for the ordinary construction; and (6) for the offset cylinder. 
The acceleration of any such point as G is found by finding G', 
making the line GO* parallel to QQ', the acceleration then is 
G'O.w^ 

It should be noticed that the greater the ratio of b to a, that 
is the longer the connecting rod for a given crank radius, the 
more nearly Will the point A approach to P because the distance 

PA represents the ratio -r- and this steadily decreases as & in- 
creases, and at the same time AQ' becomes more nearly vertical 
In the extreme case of an infinitely long rod, carried out practi- 
cally as shown at Fig. 6, the point A coincides with P and AQ'. 
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is verticftl and then the acoeleration of the piston which is OQ' 
is simply the projection of a on the line of the piston travel or 
the acceleration Q'O X w' = o . cos ff X w' where 8 is the crank 
angle POQ". 

236, Piston Acceleratioa at Certain Points. — ^Taking the more 
common form of the mechanism shown at Fig. 170(a) the num- 
erical values of the acceleration of the piston may be found in a 
few special caaes. When the crank is vertical, b' is zero and there- 
fore A is at P vertically above 0, so that when AQ' is drawn, 
Q' lies to the left of showing that the piston has negative ac- 
celeration or is being retarded. For this position a circle of diam- 
eter QQ" will pass through P and therefore Q"0 X OQ = OP* or 

OP* a* 
Q"0 = 7^ = , ^ and the acceleration of the piston is 



w* X — IT, ; ft- per second per second. 

Vo' —a' 

At both the dead centers h' = a hence P"A = "F = T' bo 
that for the head end, Q"0 = a + ^ and the piston has its maxi- 
mum acceleration at this point, which is (a + -r\ w' toward 0, 
while for the crank end, Q'O ^ a — -j- and the acceleration is 
(a — -r-J «* toward 0, or the piston is being retarded. 

Example. — ^Let an engine with 7-in. stroke and a connecting 
rod 18 in. long run at 525 revolutions per minute. Then a = 
-rry = 0.29 ft., 6 = Tg = 1.5 ft., and « = 55 radians per second. 

At the head end the acceleration of the piston would be: 

(a+jjut' = (o.29 + -~j X 55= = 931 ft. per second per 

second. 

At the crank end the acceleration would be : 

(a - t) "* = {^-^ ry) ^ ^^* = ^23 ft. per second per 

second. 

At the time when the crank is vertical the result is: 

■■■ ■ — M* = — rr^^. — =^ — = X 55* = 173 ft. per second per 
Vb^- o" L-\/l.5' - 0.29'J ^ ^ 

second. 
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The angular acceleration of the connecting rod, being deter- 
mined by the length AQ", is zero at each of the dead pointB but 
when the crank is vertical it has nearly its maximum value ; the 

formula for it is Q"A X -r- When the crank is vertical a dia^ 

gram will show that 

Q"A - 

and the acceleration is 



Vi- 



For the engine already examined, tvhen in this position, 

at = I . ■ ' -■ - 55' = 596 radians per second per second. 

APPROXIMA^ GRAPHICAL SOLUTION FOR THE STEAH ENGINE 
236. In the approximate method already deacribed, in which 




the angular acceleration of the crankshaft is neglected and P" 
is assumed to coincide with P, it will be noticed that the length 

P'A = -J-, is laid off along the connecting rod, the length P'Q' 
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representing t', and PQ the length 6, and then AQ' is drawn per- 
pendicular to PQ. This may be carried out by a very simple 
graphical method as follows: With center P and radius P'^ 
= h' describe a circle, Fig. 171, abo deacribe a second circle, 
having the connecting rod b as its diameter, cutting the first 
circle at M and JV, and join MN. Where MN cuts h locates 
the point A and where it outa the line through in the direction 
of motion of Q gives Q'. 

The proof is that PMQ being the angle in a semicircle is a right 
angle also the chord MN is normal to PQ and ia bisected at A. 
Then in the circle MPNQ there are two chords PQ and MN inter- 
secting at A, and hence from geometry it is known that: 
PA.AQ = MA.AN = MA* 

PAiPQ - PA) = 3/P= - PA* = b' ~ PA*. 
Multipl3nng out the left-hand side and cancelling 

PA .PQ = b'' 
that is 

^■^~PQ b 
which provM the construction. 

THE EFFECTS OF THE ACCELERATIONS OF THE PARTS DPON THE 
FORCES ACTING AT THE CRANKSHAFT OF AN EHOINE 

In order to accelerate or retard the various parts of the engine, 
some torque must be required or will be produced at the crank- 
shaft, and a study of this will now be taken up in detail. 

237. (a) The effect produced by the pistcm. 

By the construction already described the acceleration of the 
piston is readily found and it will be seen that Q' hes first on the 
cylinder side of and then on the opposite side. When Q' Ues 
between and Q, Fig. 172, then the acceleration of the piston is 
Q'O X w*, and the acceleration of the piston is in the same sense 
as the motion of the piston, or the piston is being accelerated. 
Conversely, when Q' Ues on QO produced the acceleration being 
in the opposite sense to the motion of the piston, the latter is 
being retarded. These statements apply to the motion of the 
piston from right to left, when the sense of motion of the 
piston reverses the remarks about the acceleration must also 
be changed. If now the accelerations for the different 
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piston poBitions on the forward stroke be plotted, the diagram 
EJH will be obtained, Fig. 172, where the part of the diagram 
EJ represents positive accelerations of the piston, and the part 
JH negative accelerations, or retardations. The corresponding 
diagram for the return stroke of the piston is omitted to avoid 
complexity. 




Pio, 172, — Acceleration of piaton on forward stroke. 

Let the combined weight of the piston, piston rod and cross- 
head be w. pounds, the corresponding mass being m, ■= -r, ftnd 

let / represent the acceleration of the piston at any instant; then 
the force P„ necessary to produce this acceleration is /*» = nio ./. 




Pio. 173. — ModificatioQ of diagram due to inertia of piston. 

This force will be positive if / is positive and vice veraa, that is, if / 
is positive a force must be exerted on the piaton in its direction of 
motion and if it is negative the force must be opposed to the 
motion. In the first case energy must be supplied by the flywheel, 
or steam, or gas pressure, to speed up the piston, whereas, in the 
latter case, energy will be given up to the flywheel due to the 
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decreasing velocity of the piston. Since no net energy is received 
during the operation, therefore, the work done on the piston 
in accelerating it must be equal to that done by the piston while 
it is being retarded. 

Two methods are employed for finding the turning effect of this 
force, Pc', the first is to reduce it to an equivalent amount per 

P 
square inch of piston area by the formula P« = "j where A is 

the area of the piston, and then to correct the corresponding pres- 
sures shown by the indicator diagram by this amount. In this 
way a reduced indicator digram for each end ia found, as shown 
for a steam engine in Fig. 173, where the dotted diagram is the 
reduced diagram found by subtracting the quantity pe from the 
upper line on each diagram. The remaining area is the part 
effective in producing a turning moment on the crankshaft. 

The second method is to find directly the turning effect neces- 
sary on the crankshaft to overcome the force P„ and from the 
principles of the phorograph this torque is evidently Te = 
P> X OQ' = m^XfX OQ'. In the position shown in Fig. 
172, P, would act as shown, and a torque acting in the same 
sense as the motion of a would have to be applied. 

The first method is very instructive in that it shows that the 
force necessary to accelerate the piston at the beginning of the 
stroke in very high-speed engines may be greater than that pro- 
duced by the steam or gas pressure, and hence, that in such cases 
the connecting rod may be in tension at the beginning of the 
stroke, but, of course, before the stroke has very much proceeded 
it is in compression again. This change in the condition of stress 
in the rod frequently causes "pounding" due to the slight slack- 
ness allowed at the various pins. 

238. (6) The Effect Produced by the Connecting Rod.— 
This effect is rather more difficult to deal with on account of 
the nature of the motion of the rod. The resultant force acting 
may, however, be found by the method deecribed earUer in the 
chapter, Sec. 230, but in the case of the engine, the construction 
may be much simplified, and on account of the importance of the 
problem the simpler method will be described here. It consists 
in dividing the rod up into two equivalent concentrated masses, 
one at the crosahead pin the other at a point to be determined. 

Referring to Fig. 174, the rod is represented on the acceleration 
diagram by P"Q" and the acceleration of any point on it or the 
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angular acceleration of the rod may be found by processes 
already explained. Let h be the moment of inertia of the rod 
about its center of gravity, kn being the corresponding radius of 
gyration and vu, the mass, so that h = mtkb*, and let the center 
of gravity G lie on PQ at distance ri from Q. Instead of consideiv 
ing the actual rod it is possible to substitute for it two concen- 
trated masses mi and ntt, which, if properly placed, and if of 
proper weight, will have the same inertia and weight as the 

origLnal rod. Let these masses be mi and m^ where m± = — ' 

and ni) .» — > in which u>i and toi are the weights of the masses in 

pounds. Further, let mass rrti be concentrated at Q, it is required 




Fia. 174. 



to find the weights Wi and u>% and the position of the weight u*. 
Let Tt be the distance from the center of gravity of the rod to 
mass rrtt. 

These masses are determined by the following three conditions: 

1. The sum of the weights of the two masses must be equal 
to the weight of the rod, that is, tci + tuj = w*, or mi + mi = mi. 

2. The iwo masses mi and ntt, must have their combined 
center of gravity in the same place as before; therefore, miri = 
m,r,. 

3. The two masses must have the same moment of inertia 
-about their combined center of gravity G as the ori^nal rod has 
about the same point; henoe 

mifi* + mjT,* «- m*fcb* 
For convenience these are assembled here: 



mi + tiit = m* 
miri = mir» 



(1) 

(2) 
(3) 
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Solving these gives: 

fti = nn, X — I — and mj = tks X — \ — 

ri + ri! . U + Ta 

and riTt = h' or rj = — 

ri 

Thus, for the purposes of this problem the whole rod may be 
replaced by the two masses wii and wis placed as shown in Fig. 174. 
The one mass nti merely has the same effect as an increase in the 
weight of the piston and the method of finding the force required 
to accelerate it has already been described. Turning then to the 
mass lUt, which is at a fixed distance rj from G; the center of grav- 
ity of ma is K and the acceleration of K is evidently K"0 X (•>', 
K"K being parallel to G"G. The direction of the force acting 
onmiisthesameas that of the acceleration of its center of gravity 
and is therefore parallel to K"0, and the magnitude of this force 
is m* X K"0 X u*. The force acts through K, its line of action 
being KL parallel to K"0. 

The whole rod may now be replaced by the two masses mi 
and wit. The force acting on the former is mi X Q"0 X w' 
through Q parallel to Q"0, that is, this force is in the direction of 
motion of Q and passes through L on Q"0. The force on the 
mass ma is mi X K"0 X w^, which also passes through L, so 
that the resultant force F acting on the rod must also pass through 
L. Thus the construction just described gives a convenient 
graphical method for locating one point L on the line of action 
of the resultant force F acting on the connecting rod. 

Having found the point L the direction of the force F has been 
already shown to be parallel to G"0 and its magnitude is 
m* X G"0 X w*. Let F intersect the axis of the rod at H, find 
the image H' of H, and transfer F to H'. The moment required 
to produce the acceleration of the rod is then Fh. 

A number of trials on different forms and proportions of en- 
^nes have shown that the point L remains in the same position 
for all crank angles, and hence if this is determined once for a 
given engine it will be only necessary to determine G"0 for the 
different crank positions; as this enables the magnitude and 
direction of f to be found and its position is fixed by the 
point L. 

239. Net Turning Moment on Crankshaft. — For the position 
of the machine shown in Fig. 174, let P be the total pressure on 
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the piston due to the gas or steam pressure; then the net turning 
moment acting on the crankshaft is 

P X OQ' - K X Q"0 X oi' X OQ' + mt X G"0 Xa'Xh] 

after allowance has beeb made for the inertia of the piston 
and connecting rod. This turning moment will produce an ac- 
celeration or retardation of the flywheel according as it exceeds 
or is less than the torque necessary to deUver the output. 

AU of these quantities have been determined for the complete 
revolutioa of a steam engine and the results are given and dis- 
cussed at the end of the present chapter. 

240. The Forces Acting at the Bearings.— The methods de- 
scribed enable the presaurea acting on the bearings due to the 
inertia forces to be easily determined, and this problem is left for 
the reader to solve for himself. 

In high-speed machinery the pressures on the bearings due 
to the inertia of the parte may become very great indeed and all 
care is taken by designers to decrease them. Thus, in automobile 
engines, some of which attain as high a speed as 3,000 revolutions 
per minute, or over, during test conditions, the rods are made as 
light as possible and the pistons are made of aluminum alloy in 
order to decrease their weight. In one of the recent automobile 
engines of 3-in. bore and 5-in. stroke the piston weighs 17 oz. 
and the force necessary to accelerate the piston at the end of the 
stroke and at a speed of 3,000 revolutions per minute is over 800 
pds., corresponding to an average pressure of over 110 pds, per 
square inch on the piston and the effect of the connecting rod 
would increase this approximately 50 per cent; thus during the 
suction stroke the tension in the rod is over 1,200 pds. at the head- 
end dead center and the compressive stress in the rod is much 
less than that corresponding to the gas pressure. At the crank- 
end dead center the accelerating force ia slao high, though less 
than at the head end, and here also the rod is in compreasion due 
to the inertia forces. If the gas pressure alone were considered, 
the rod would be in compression in all but the auction atroke. 

241. Computation on an Actual Steam Engine. — ^In ordw 
that the methods may be clearly understood an example is worked 
out here of an engine running at 525 revolutions per minute, 
and of the vertical, cross-compound type with cranks at 180°, 
and developing 125 hp. at full load. Both cylinders are 7 in. 
stroke and 11 in. and 15^ in. diameter for the high- and low- 
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pressure sides respectively. The weight of each set of recip- 
rocating parts including piston, piston rod and crosshead ia 
161 lb,, while the connecting rod weighs 47 lb. has a length 
between centers of 18 in. and its radius of gyration about its cen- 




Fio. 175. 
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Fio. 178. — Effect of connecting rod and pigton. 

The construction for the crank angle 36" is shown in Fig. 175 
with all dimensions marked on, and the complete results for the 
entire revolution for one side of the engine are set down on the 
accompanying table, all of the quantities being tabulated. The 
point L for this engine is located 0.44 in. from O and on the 
cylinder side of it. The table shows that at the head end a 
force of 5,262 lb. would be required to accelerate each piston 
which corresponds to a mean pressure for the high-pressure 
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aide of 55 lb. per square inch., in other words if the net steam 
preasure fell below 55 lb. at this point the high-pressure rod 
would be in tension instead of compression. 

The disturbing effect of the connecting rod is much less marked 
as the table shows, but in accurate calculations cannot be neg- 
lected. The combined effect of the two as shown in the last 
column is quite decided. 

In order that the results may be more clearly underatood 
they have been plotted in Fig. 176, which shows the turning 
moment at the crankshaft required to move the piston and the 
crosshead separately, and also the combined effort required for 
both. The turning effort required for the rod is not quite one- 
twelfth that required for the piston. 
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The relative effects of these turning moments is shown more 
clearly at Fig. 177 in which separate curves are drawn for the 
h^h- and low-pressure sides. The dotted curves ia both cases 
show the torque due to the steam pressure found as in Chapter X, 
while the broken Unes show the torque required to accelerate the 
parts and the curves in soUd lines indicate the net resultant 
torque acting on the crankshaft. The reader will be at once 
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Fia. 177. — Torque diagrams allowing for inertia of parts. 

struck with the modification produced by the inertia of the parts, 
but it must always be kept in mind that this only modifies the 
result but produces no net change, as the energy used up in 
accelerating the masses for one part of the revolution is retui:ned 
when the masses are retarded later on in the cycle of the ma- 
chine. That these forces must be reckoned with, especially in 
high-speed machinery, is very evident. 

342. The Gnome Motor. — One further illustration of the 
principles stated here may be given in the Gnome motor, which 
has had much application in aeroplane work. The general form 
of the motor has already been shown in Fig. 12 in the early 
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part of this book and it has been explained that the mechanism 
is exactly the same as in the ordinary reciprocating engine 
except that the orank ia fixed and the connecting rod, cylinder and 
other parts miUte complete revolutions. The mechanism is shown 
in Fig. 178 in which a is the cylinder and parts secured to it, 6 is 
the connecting rod and c is the piston, and power is delivered 
from-the rotating Unk a, which is assumed to turn at constant 
speed of (0 radians per second. 

At the wristpin two letters are placed, Q on the rod b and P 
on a directly below Q, and thus as the revolution proceeds P 




F^Q. ITS. — Gnome motor. 

moves in and out along a ; the motion of Q relative to P must, in 
the nature of the case, be one of sHding in the direction of a. 
The phorograph is obtained in a similar way to that for the 
Whitworth quick-return motion, Fig. 38, the only difference here 
being that the cyhnder link a turns at uniform speed while in 
the former case the connecting rod did so. The image Q' lies 
on P'Q' normal to o and on R'Q' through parallel to h. 

To find the acceleration diagram the plan followed in Sec. 
228 is employed. Thus, the acceleration of R relative to Q added 
to that of Q relative to P and that of P relative to must 
be zero. Using the notation of Sec. 228 it follows that flj. + 
Rif •¥ Qt -\- Qn -\- Pt + Ph = 0; and since the only acceleration 
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which Q con have relative to P is tangential, it follows that Qtr = 
0. Again, since a turns at a uniform speed, the value of Pr is 
also zero. Hence, the result is Rt + Rn + Qr + P/i = 0. 

Now, adopting the scale of — oj*:!, the acceleration P^ = ow* 
is represented by OP' = a and it has also been shown in Sec. 228 

that Rjf = T- X w*, so that P' B is laid off along 6 and equal to 
-J-, and thus P'B will represent Rn. The vector diagram is closed 

by Rt and Qr, the former perpendicular to b and the latter parallel 
to a, BO that BC perpendicular to b represents Rt and hence CR' 
= Qt. It will make a more correct vector diagram to lay off 
P'Q' = CR' and make Q'A and AR" equal respectively to P'B 
and BC. Then OP' = Px, P'Q' = Qt, Q'A = Rn, AR' = Rt 
and Q'R' represents the rod b vectorially on the acceleration 
diagram, G' corresponding to its center of gravity G. The accel- 
eration of the center of gravity <7 of 6 is G'O X <o* and the an- 



The pull on b due to the centrifugal effect of the piston is Q'O 

weight of position . ,, .. .. , 
X ti>' X • •• qo 2 '" ™^ direction of a. 

The resultant force F on the rod b may be found as in Sec. 230 
and is in the direction G'O, that is, parallel to 6. Its position 
is shown on the figure and the pressure between the piston and 
cylinder due to this force is readily found knowing the value and 
position of F. 

QUESTIOHS OH CHAPTER XV 

1. A weight of 10 lb. is attached by a rod 15 in. long to a shaft rotating at 
100 revolutions per minute; find the acceleration of the weight and the tta- 

3, If the shaft in question 1 increases in speed to 120 revolutions per 
minute in 40 sec, find the tangential acceleration of the weight and also ita 
total acceleration. 

3. A railroad train weighing 400 tons is brought to rest from 50 miles per 
hour in 1 mile. Find the average rate of retardation and the mean resistance 

4. At each end of the stroke the velocity of a piston is zero; how is its 
acceleration a maximum? 

B. Weigh and measure the parts of an automobile. engine and compute 
the maximum acceleration of the parts and the piston pressure necessary to 
produce it. 
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ft. Find the bending atreasee in the connecting rod of the same engine, due 
to inertia, when the cnmk and rod ore at right angles. 

7. Divide the rod in question 6 up into ite equivalent masses, locating me 
«t the wristpin. 

8. Make a complete determinatioo for an automobile engine of the result- 
ing torque diagnun due to the indicator diagiam and inertia of parts. 
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CHAPTER XVI 
BALANCmG OF MACHINERY 

213. General Discussion on Balancing. — In all maohines 
the parts have relative motion, as discussed in Chapter I. Some 
of the parts move at a uniform rate of speed, such as a crankshaft 
or belt-wheel or flywheel, while other parts, such as the piston, 
or shear blade or connecting rod, have variable motion. The 
motion of any of these parts may cause the machine to vibrate 
and to unduly shake its foundation or the building or vehicle 
in which it is used. It is also true that the annoyance caused by 
this vibration may be out of all proportion to the vibration 
itself, the results being so marked in some cases as to disturb 
buildings many blocks away from the place where the machine 
is. This disturbance is irequently of a very serious nature, 
sometimes forcing the abandonment of the faulty machine alto- 
gether; therefore the cause of vibration in machinery is worthy of 
careful examination. 

It IB not possible in the present treatise to discuss the general 
question of vibrations, as the matter is too extensive, but it 
may be stated that one of the most common causes is lack of 
balance in different parts of the machine and the present chapter 
is devoted entirely to the problem of balancing. Where any 
of the links in a machine undergo acceleration forces are set up 
in the machine tending to shake it, and unless these forces are 
balanced, vibrations of a more or less serious nature will occur, 
but balancing need only be applied where accelerations of the 
parts occur. 

It must be borne in mind, however, that the accelerations are 
not confined solely to such parts as the piston or the connecting 
rod which have a variable motion, but the particles compos- 
ing any mass which is rotating with uniform velocity about 
a fixed center also have acceleration^ and may throw the 
machine out of balance, because, as explained in Sec. 226, 

' In connection with this the first part of Chapter XV should be read 
over again. 
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a mass has acceleration along its path when its velocity is 
changing, and also acceleration normal to its curved path 
even when its velocity ia constant. In discussing the sub- 
ject it is most convenient to divide the problem up into two 
parts, dealing first with links which rotate about a fixed center 
and second with those which have a different motion, in all 
cases plane motion being assumed. 

THE BALANCING OF ROTATHTG MASSES 
244. Balancing a Single Mass. — Let a weight of w lb. which has 

a mass m = ~ rotate about a shaft with a fixed center, at a fixed 

g . 

radius r ft., and let the radius have a uniform angular velocity 
of u radians per second. Then, referring to Sec. 226 this mass 
will have no acceleration along its path since ui is assumed con- 
stant, but it will have an acceleration toward the axis of rotation 
of rw* ft. per second per second, and hence a radial force of 
amount -rw* = mrw* pds. must be 
apphed to it to maintain it at the 
given radius r. This force must be 
apphed by the shaft to which the 
weight is attached, and as the 
weight revolves there will be a pull 
on the shaft, always in the radial 
direction of the weight, and this 
pull will thus produce an unbalanced 
Fio, 179. force 6n the shaft, which must be 

balanced if vibration is to be avoided. 
Let Fig. 179 represent the weight under consideration in one 
of its positions; then if vibration is to be prevented another 
weight u>i must be attached to the same shaft so that its accelera- 
tion will be always in the same direction but in opposite sense to 
that of M), and this is possible only if Wi is placed at some radius 
ri and diametrically opposite to w. Clearly, the relation be- 



to both sides, from which the 
product riWi is found, and haying arbitrarily selected one of 
these quantities such as t^, the value of Wi is easily determined. 
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If the two weights are placed as explained there will be no resul- 
tant pull on the shaft during rotation, and hence no vibration; 
in other words the shaft with its weights is balanced. 

It sometimes happens that the construction prevents the 
placing of the balancing mass directly opposite to the weight w, 
as for example in the case of the crankpin of an engine, and then 
the balancing weights must be divided between two planes 
which are usually on opposite sides of the disturbing mass, 
although they may be on the same side of it if desired. Let Fig. 
180 represent the cranicshaft of an engine, and let the crankpin 
correspond to an unbalanced weight w lb. at radius r. The planes 
A and B are those in which it is possible to place counterbalance 
weights and the magnitude and position of the weights are 




Fia. 180. — Crank-fihatt balancing. 

required. Let the weights be wi and uia lb. and their radii of 
rotation be ri and rj respectively; then clearly the vector sum 

(loifj + Wjrj ~ iw) — = 0, or v>iT\ + v>^i = wr. Let all the 

masses be in the plane containing the axis of the shaft and the 
radius r. 

Now it is not sufficient to have the relation between the 
masses and radii determined by the formula WiTi + tua*-, = wr 
alone, because this condition only means that the shaft will 
be in static equilibrium, or will be balanced if the shaft is sup- 
ported at rest on horizontal knife edges. When the shaft re- 
volves, however, there may be a tendency for it to "tilt" in the 
plane containing its axis and the radii of the three weights, and 
this can only be avoided by making the sum of the moments of 
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the quaatitiea r X w X — about an axis through the shaft normal 
to the last-mentioned plane, equal to zero. 

For convenience, select the axis in the plane in which u>i re- 
volves, and let a and oi be the respective distances of the planes 
of rotation of w and wt from the axis; then the moment equation ' 



Combining this relation with the former one 

vjiTi + WiTi => wr 
gives 

tuin = wt{\ ) and toiri = wr — 

\ Oi/ a) 

so that Wiri and Wiri ore readily determined. 

As an example let w = 10 lb., r = 2 in., a » 4 in. and a* = 10 

in.; then wirt ™ ^2i a°d if ri be taken as 4 in. Wi = ^^ =■ % 

— 2 lb., since the radii are to be in feet. Further, the value of 
/10__ 

2/12 12 1 

10 
12 

be arbitrarily chosen as 4 lb., it will have to revolve at a radius 
of ^ ft. or 3 in. from the shaft center. In this way the two 
weights are found in the selected planes which will balance the 
crankpin. 

245. Balancing Any Number of Rotating Masses Located on 
Different Planes Iformal to a Shaft Revolving at Uniform 
Speed. — ^Let there be any number of masses, say four, of weights 
Wi, «!», v>t and ic*, rotating at respective radii fi, rj, r, and r^ on a 
shaft with fixed axis and which is turning at w radians per second, 
the whole being as shown at Fig. 181. It is required to balance 
the arrangement. 

As before, this may be done by the use of two additional 
weights revolving with the shaft and located in two planes of 
revolution which may be arbitrarily selected; these are shown in 
the Bgure, the one containing the point 0, and the other at A, 
and the quantities ai, a^, aj, a^ and at represent the diatanoea 
of the several planes of revolution from 0, 



Wiri - ^"^y^ — ) ~ ^"^ ^ T2I — To — ^ ^' '"""^ which if «>i 
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It is convenient to use the left-hand plane, or that through 0, 
as the plane of reference and, in fact, the reference plane must 
always contain one of the unknown masses, and it will be evident 

that if the masses are balanced the vector sum - X r X w* must 


be zero. Further, the vector sum of the tilting moments 

wiXrXaX — of the various masses in planes containing the 

masses and the shaft must also be zero; otherwise, although the 
system may be in equilibrium when at rest, it will not be so while 
it is in motion. Now, since w* and g are the same for ^1 the 




Fio. 181. — Balancing revolving 



, therefore, the above equations may be reduced to the 
form: {l)vector sum of the products w Xr must be zero; and (2) 
vector sum of the products wra must be zero. Since the first of 
these is the condition to be observed if the shaft is stationary, 
it may be called the static condition, while the second is the 
dynamic condition coming into play only when the ^aft is 
revolving. 

Now the tilting moment w X r X a has a tendency to tilt the 
shaft in the plane containing r and the shaft, and it will be most 
convenient to represent it by a vector parallel to the trace of 
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this plane on the plane of revolution, or what is the same thing, 
by a vector parallel with the radius r itself, and a similar method 
will be used with other tilting moments. Two balancing weights 
will be required, w at an arbitrarily selected radius r in the normal 
plane through 0, and Wg at a selected radius Tg in the normal 
plane through A. 
Now from the static condition the vector sum 

wr + WtTi + wiTi + ujjTj + wffi + WfXi = 

where w and wj are unknown, and these cannot yet be found 
because the directions of the radii r and rt, are not known. Again, 
since the reference plane passes through 0, tilting moments about 
must balance, or 

and here the only unknown is Wfftfli wMch may therefore be 
determined. The vector polygon for finding this quantity is 
shown at (a) in Fig, 181 and on dividing by oj the value 
of lOfiTs is given. The force polygon shown at (6) may now be 
completed, and the only other unknown v X r found, and thus 
the magnitude and positions of the balancing weights w and Wt 
may be found. The construction gives the value of the prod- 
ucts wr and Wfsn so that either w or r may be selected as 
desired and the remaining factor is easily computed. 

By a method similar to the above, therefore, any number of 
rotating masses in any positions may be balanced by two weights 
in arbitrarily selected planes. Many examples of this kind 
occur in practice, one of the most common being in locomotives 
(see Sec. 253), where the balancing weights must be placed in the 
driving wheels and yet the disturbing masses are in other planes. 

246. Numerical Example on Balancing Revolving Masses. — 
Let there be any four masses of weights wi = 10 lb., tOj = 6 lb. 
tf » = 8 lb. and ic* = 12 lb., rotating at radii ri = 6 in., rj = 8 in., 
rj = 9 in. and r* = 4 in. in planes located as shown on Fig. 12.8 
It is required to balance the system by two weights in the planse 
through the points and A respectively, 

The data of the problem give uiiri = 10 X t^ = 5, w^i = 

8 9 4 

6 X j2 = ■*' ^'^> = 8 X j2 = 6 and w^i = 12 X j^ = 4, and 
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further WiriOi = 5 X 
- 15 



12' 



2.5, wir^i ~ * ^ Ta ~ ^■^^' "'s'''''' 
18 „ 



6 X T^ = 7.5 and wirtfit = 4 X | 

The first thing is to draw the tilting-couple vector polygon as 
shown on the left of Fig. 182 and the only unknown here is w^sat 
which may thus be found and scales ofE as 4.65. Dividing by at 
= 3-^ = 1 ft. gives WiTt = 4.65 and the direction of ft is also given 

as parallel to the vector WsTsOs. 

Next draw the vector diagram for the products w.r as shown 
on the right of Fig. 182, the only unknown being the product vjr 




for the plane through 0. From the polygon this scales off 
as 2.9 and the direction of r is parallel to the vector in the 
diagram. 

In this way the products wr and w^6 are known in magnitude 
and direction, and then, on assuming the radii, the weights are 
easily found. This has been done in the diagram. It is advis- 
able to check the work by choosing a reference plane somewhere 
between and A and making the calculations again. 

BALANCIMG OF NON-ROTAnNG MASSES 

247. The Balancing of Reciprocating and Swinging Masses. — 
The discussion in the preceding sections shows that it is always 
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possible to balance any number of rotating maaaes by means 
of two properly placed weights in any two desired planes 'of 
revolution, and the method of determining these weights has 
been fully explained. The present and following sections deal 
with a much more difficult problem, that of balancing masses 
which do not revolve in a circle, but have either a motion of 
trauslatioD at variable speed, such as the piston of an engine or 
else a swinging motion such as that of a conneoting rod or of the 
jaw of a rock crusher or other similar part. Such problems 
not only present much difficulty, but their exact solution is 
usually impossible and all that can generally be done is to parti- 
tiaQy balance the parts and so minimize the disturbing effects. 
S18. Balandng Rec^rocating Parts Having Simple Harmonic 
Motion. — The first case considered is that of the machine shown 
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Fia. 183. 

in Fig. 6 somewhat in detail and a di^rammatic view of which 
is given in Fig. 183. The crank o is assumed to revolve with 
uniform angular velocity u radians' per second, the piston c hav- 
ing reciprocating motion, and it has been shown in Sec. 234 that 
the acceleration of c is, at any instant, equal to the projection of 
a upon the direction of c multiplied by w*, or the acceleration of 
the piston is OA X w* = o cos 9 X w*. The force necessary to 
producetbisaccelerationofthe piston then isF =■ - X acoeff X w* 

where wi is the weight of the piston, and it is this force F 
which must be applied to give a balance. A little consideration 
will show that this force F is constant in direction, always co- 
inciding with the direction of motion of c, but it is variable in 
magnitude, since the latter depends on tiie crank angle 9. 
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Suppose now that at P is placed a weight w exactly equal to the 
weight of the reciprocating parts; then the centrifugal force act- 
ing radially is a X (0* and the resolved part of this in the direction 

of motion of c is clearly — X o cos 9 X w*, that is to say, the 
horizontal resolved part of the force produced by the weight w at 
P is the same as that due to the motion of the piston. It there- 
fore follows that if at Pi, located on PO produced so that OPi 
^ OP, there is placed a concentrated weight of w lb., the hori- 
zontal component of the force produced by it will balance the 
reciprocating masses; the vertical component, however, of the 
force due to w at Pi is still unbalanced and will cause vibrations 
vertically. Thus, the only effect produced by the weight w at 
Pi is to change the horizontal shaking forces due to c into vertical 
forces, and the machine still has the unbalanced vertical forces. 



'-\/^r 



Fna. 184. 

Frequently in machinery there is no real objection to this 
vertical disturbing force, because it may be taken up by the 
foundation of the machine, but in portable machines, such as loco- 
motives or fire engines or automobiles, it may cause trouble 
also. It is seen, however, that complete balance is not ob- 
tained in this way, that is, a single revolving mass cannot be 
made to balance a reciprocating mass. 

There is only one way in which such a mass can be completely 
balanced and that is by duplication of the machine. Thus, if it 
were possible to use P, as a crank and place a second piston, as 
shown in Fig. 184, the masses would be completely balanced. 
If the second machine cannot be placed in the same plane nor- 
mal to the shaft as the first, then balance could be obtained 
by dividing it into two parts each having reciprocating weights 
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-n and moving in planea equidistant from the plane of the Grst 
machine. 

When the reciprocating mass moves in such a way that its 
position may be represented by such a relation as a cos $ it is 
said to have simple harmonic motion and its acceleration may 
always be represented by the formula a cos 6 X v*. Balancing 
problems connected with this kind of motion are problems in 
primary balandng and are applicable to cases where the connect- 
ing rod is very long, giving approximate results in such cases, and 
eicact results in cases where the rod is infinitely long, and in the 
case shown in Fig. 183, just discussed. 

One method in which revolving weights may be used to produce 
exact balance in the case of a part having simple harmonic 




Fia. 185, — Engine balancing — primary balant 



motion is shown in Fig. 185, where the two weights ^w are 
equal and revolve at the speed of the crank and in opposite 
sense to one another, their combined weight being equal to the 
weight w of the reciprocating parts. Evidently here the vertical 
components of the two weights balance one another, leaving their 
horizontal components free to balance the reciprocating parts. 
Taking the combined effective weights as equal to that of the 
reciprocating parts, then they must rotate at a radius equal to 
that of the crank, and must be 180° from the latter when it is 
on the dead center. 

249. Reciprocating Parts Operated by Short Coimecting Rod. 
— The general construction adopted in practice for moving 
reciprocating parts differs from Fig. 1S3 in that the rod imparting 
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the motion is not bo loDg that the parts move with simple har- 
monic motion, and in the usual proportions adopted in engines 
the variation is quite marked, for the rods are never longer than 
six times the crank radius and are often as small as four and one- 
half times this radius. 

The method to be adopted in such cases is to determine the 
acceleration of the reciprocating parts and to plot it for each of 
the crank angles as described in the preceding chapter. To 
illustrate this, suppose it is required to balance the reciprocating 
parts in the engine examined in Sec. 241; then the accelerations 
of these are found and set down as shown in the table belonging 
to this case. The accelerations shown in the third column have 
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Fio. 186. 

been plotted in the plain line A on Fig. 186. This curve must 
now be broken up into its corresponding harmonic components, 
and it is usual to assume that these are in phase at the inner 
dead center with the original curve. The dotted line B repre- 
sents a simple harmonic or sine curve in phase with the plain 
curve and having maximum height of J^(l,053 + 711) = 882, 
which is the mean value for the true curve heights at 0° and 
at 180° crank angles. The difference between these two curves 
has been plotted in the broken line curve C and will be found on 
examination to be almost a true sine curve, in fact, it differs 
so little from a sine curve that it would be impossible to distin- 
guish between them on the scale of this drawing.' 

It will be observed that the curve C is also in phase at the 
' S«e Appendix A for mathematical proof of these statements. 
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inner dead center with the curve A but has twice the frequency 
and maximum height on the drawing of 171 ft. per second per 
second. It will also be found" that 171 is | X 882 or t^ X 882 

= 171. 

The reciprocating parts of this engine could also be balanced 
in the manner shown in Fig. 185, but it would require that in- 
stead of one pair of weights, two pairs should be used; one [lair 
rotating at the speed of the crank and 180° from it at the dead 
centers, and another pair in phase at the inner dead center with 
the first but rotating at double the speed of the crank. The 
weight rotating at the speed of the crankshaft should be the 
same as that of the piston, namely 161 lb. (m = 5), if placed at 
at 3H iu. radius, while the weight making twice the speed (w 

= 110) of the crank might also be placed at a radius of Z}4 >D-t 

u- u V lA ■ u 5 X 171 X 32.2 „ ,„ ,. T 
m which case it would weigh —5-= = 7.76 lb. In 

35 X (llO)' 
order that these weights could rotate without interference they 
might have to be divided and separated axially, in which case 
the two halves of the same weight would have to be placed equi- 
distant from the plane of motion of the connecting rod. 

It is needless to say that the arrangement sketched above is 
too complicated to be used to any extent except in the most 
ui^nt cases, where some serious disturbance results. Counter- 
weights attached directly to the crankshaft are sometimes used, 
but at best these can only balance the forces corresponding to 
the curve B and always produce a lifting efEect on the engine. 
The reader must note that the above method takes no account 
of the weight of the connecting rod, which will be considered later. 

If the method already described cannot be used, then the only 
other method is by duplication of the parts and this will be de- 
scribed at a later stage. 

Where the acceleration of the reciprocating masses cannot be 
represented by a simple harmonic curve, but must have a second 
harmonic of twice the frequency, superposed on it, the problem 
is one of secondary balancing, so called because of the latter 
harmonic. 

260. Balancing Masses Having Any General Form of I^ane 
Motion. — It is impossible, in general, to balance masses moving 
in a more or less irregular way, such, for example, as the jaw of 
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the rock crusher shown in Fig. 168, or the connecting rod of an 
engine. The general method, however, is to plot the curve of 
acoelerations for the center of gravity of the mass, using crank 
angles as a base, and if the resulting curve at all approximates 
to a simple harmonic curve a weight may be attached to the 
crank, as already described, which will roughly balance the 
forces, or will at least reduce them very greatly. The magnitude 
of the weight and its position will be found by drawing a simple 
harmonic, curve which approaches most nearly to the actual 
acceleration curve. As the accelerations are not all in the same 
direction, the most correct way is to plot two curves giving the 
resolved parts of the acceleration in two planes and balance each 
separately, but usu^Iy an approximate result is all that is desired, 
and, as the shaking forces are mainly in one plane, the resolved 
part in this plane alone is all that is usually balanced. 

In engines, the method of balancing the connecting rod Is 
somewhat different to that outlined above. The usual plan Is 
to divide the rod up into two equivalent masses in the manner 
described in Sec. 238, one of the masses mi being a^umed as 
located at the wristpin and the location of the other mass mi 
is found as described in the section referred to. In this way the 
one mass mi may be regarded simply as an addition to the weight 
of the reciprocating masses and balancing of it effected as de- 
scribed in the last or following sections. The other mass mt, 
however, gives trouble and cannot, as a matter of fact, be exactly 
balanced at all, so that there is still an unbalanced mass. 

Consideration of a number of practical cases shows that mt 
in many steam engines lies close to the center of the crankpin. 
The engine discussed in Sec. 241, for instance, has the mass mi 
concentrated at the wristpin and the mass m* will be only 0.36 in. 
away from the crankpin; for long-stroke engines, however, the 
mass mi may be some distance from the crankpin and in such 
cases the method described below will not give good results. In 
automobile engines the usual practice is to make the crank end 
of the rod very much heavier and the crankpin larger than the 
same quantities at the piston end and hence the first statement 
of this paragraph is not true. In one rod examined the length 
between centers was 12 in., and the center of gravity 3.03 in. 
from the crankpin center; the weight of tiie rod was 2.28 lb. and 
selecting the mass mi at the wristpin its weight would be 0.43 lb. 
and the remaining weight would be 1.85 lb. concentrated 0.92 in. 
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from the crankpin and on the wristpin side of it, so that consider- 
able error might result by assuming the latter mass at the crank- 
pin center- 

The fact that the mass mt does not fall exactly at the crankpin 
has been already explained in Sec. 241, and in the engine there 
discussed the resultant force on the rod pasees through L, slightly 
to the right of the crankshaft, instead of passing through this 
center, as it would do if the mass mi fell at the crankpin. If an 
approximation is to be used, and it appears to be the only thing 
to do under existing conditions, mt may be assumed to lie at the 
crankpin, and thus the rod is divided into two masses; one, mi 
concentrated at the wristpin and balanced along with the recip- 
rocating masses, and the other, mt, concentrated at the crank- 
pin and balanced along with the rotating masses. 

It should be pointed out in passing, that the method of divid- 
ing the rod according to the first of two equations of Sec. 238, 
that is, so that their combined center of gravity lies at the true 
center of gravity of the rod, to the neglect of the third equation, 
leads to errors in some rods. Much more reliable results are 
obtained by finding mi and im according to the three equations, in 
Sec. 238 and the examples of Sec. 241, except that mi is assumed 
to be at the crankpin center. Dividing .the mass m so that its 
components mi and mi have their center of gravity coinciding 
with that of the actual rod will usually give fairly good results, if 
the diameters of the crankpin and wristpin do not differ unduly. 

261. Balancing Reciprocating Masses by Duplication of Parts. 
— Owing to the complex construction involved when the recipro- 
cating masses are balanced by rotating weights, such a plan is 
rarely used, the more common method being to balance the recip- 
rocating masses by other reciprocating masses. The method 
may best be illustrated in its application to engines, and indeed 
this is where it finds most common use, automobile engines being 
a notable example. 

For a single-cylinder engine the disturbing forces due to the 
reciprocating masses are proportional to the ordinates to such 
a curve as A, Fig. 186, or what is the same thing to the Bum of 
the ordinates to the curves B and C. Suppose now a second en- 
gine, an exact duplicate of the first, was attached to the same 
shaft as the former engine and let the cranks be set 180" apart 
as at Fig. 187Ca), then it is at once evident that there will be a 
tilting moment normal to the shaft in the plane passing throu^ 
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£be axis of the shaft and containing the reciprocating masses, 
and further, a study of Fig. 186 will show that while the ordinates 
to the two curves B belonging to these machines neutralize, still 
the two curves C are additive and there is unbalancing due to the 
forces corresponding to curves C. In Fig. 187 are shown at (6) 
and (c) two other arrangements of two engines, both of which 
eliminate the tilting moments; in the arrangement (ft) the cranks 
are at 180° and the unbalanced forces are completely eliminated, 
producing perfect balance, whereas at (c) the sum of the crank 
angles for the two opposing engines is 180° and the forces cor- 
responding to curve B are balanced, while those corresponding 
to C are again unbalanced and additive, bo that there is still an 
unbalanced force. ' Since the disturbing forces are in the direc- 




Fig. 187. — Differ^t arrangements of engines. 



tion of motion of the pistons, nothing would be gained in this 
respect by making the cylinder directions different in the two 
cases. 

If a three-cylinder engine is made, with the cylinders ade by 
side and cranks set at 120° as in Fig. 188, an examination by the 
aid of Fig, 186 will show that the arrangement gives approxi- 
mately complete balance, since the sum of ordinates to the curves 
B and C for the three will always be zero, but there is still a 
tilting moment normal to the axis of the crankshaft which is 
unavoidable. Four cylinders side by side on the same shaft, 
with the two outside cranks set together and the two inner ones 
also together and set 180° from the other, does away with the 
tilting moment of Fig. 187(a) but still leaves unbalanced forces 
proportional to the ordinates to the curves C, A six-cylinder 
arrangement with cylinders set side by side and made of two 

> In order to get & dear grasp of these ideas the reader is advised to make 
several separtite tracings of the curves B and C, I^. 186, and to shift these 
along relatively to one another so as to see for himself that the statements 
made ore correct. 
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parts exactly like Fig. 188, but with the two center cranks parallel 
gives complete balance with the approximations used here. 

In what has been stated above the reader must be carefiil to 
remember that the rod has been divided into two equivalent 
masses and the discussion deals only with the balancing of the - 
reciprocating part of the rod and the other reciprocating masses. 
The part acting with the rotating masses must also be balanced, 
usually by the use of a balancing weight or weights on the orank- 
shaft according to the method already described in Sec. 245. It 
is to be further understood that certain approximations have been 
introduced with regard to the division of the connecting rod, and 
also with regard to the breaking up of the actual acceleration 
curve for the reciprocating masses into two simple harmonic 
curves, one having twice the frequency of the other. Such a 
division is a fairly close approximation, but is not exact. 



The shape of the acceleration curves A, Fig. 186, and its com- 
ponents B and C, depend only upon the ratio of the crank radius 
to the connecting-rod length, and also upon the angular velocity 
w. For the same value of t the curves will have the same shape 

for all engines, and the acceleration scale can always be readily 
determined by remembering that at crank angle zero the accdera- 

tion is (fl + x) w* ft. per second per second. These curves also 
represent the tilting moment to a certain scale since the mo- 
ment is the accelerating force multipUed by the constant distance 
from the reference plane. 

The chapter will be concluded by working out a few practical 
examples. 

262. Petermmation of Crank Angles for Balancing a Four- 
Cylinder Engine. — An engine with four cylinders side by side 
and of equal stroke, is to have the reciprocating parts balanced by 
setting the crank angles and adjusting the weights of one of the 
pistons. It is required to find the proper setting and weight, 
motion of the piston being assumed simple harmonic. The 
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dimensions of the engine and all the reciprooating parts but one 
set are given. 

Let Fig. 189 represent the crankshaft and let wt, Wg, Wt repre- 
sent the known weights of three of the pistons, etc., together 
with the part of the connecting rod taken to act with each of 
them as found in Sec. 250. It is required to find the remain- 
ing weight wi and the crank angles. 

Choose the reference plane through iPi, and all values of r are 
the same; also the weights may be transferred to the respective 
crankpins, Sec. 248, as harmonic motion is assumed. Draw the 
wra triangle with sides of lengths Wirat, Wgrog and WtTOt which 
gives the directions of the three cranks 2, 3, and 4. Nert draw 
the WT polygon, from which Wir is found, and thus Wi, and the 




Fia. 189. — Balancing a four crank ei 

corresponding crank angle. The part of the rods acting at the 
respective crankpins, as well as the weight of the latter, must be 
balanced by weights determined as in Sec. 245. The four recip- 
rocating weights operated by cranks set at the angles found 
will be balanced, however, if harmonic motion is assumed. 

Example.— Let toi = 250 lb., w, = 220 lb. and wj* = 200 lb., 
r = 6 in. and the distance between cylinders as shown. Then 
wiTt = 125, lOjr, = 110, WiTt = 100, uiirjaj = 250, t(j»r»Oi = 
550 and WiTiO* = 700. The solution is shown on Pig. 189 
which gives the crank angles and weight wi = 216 lb. The 
rotating weights would have to be independently balanced. 

263. Balancing of Locomotives. — In two^ylinder looomotives 
the cranks are at 90°, and the balance weights must be in the 
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driving wheels. In order to avoid undue vertioal forces it is 
usual to balance only a part of the reciprocating masses, usually 
about two-thirds, by means of weights in the driving wheels, 
and these balancing weights are also so placed as to compensate 
for the weights of the cranks. Treating the motion of the piston 
as simple harmonic, this problem gives no difSculty. 

Example. — Let a locomotive be proportioned as shown on Fig. 
190. The piston stroke is 2 ft. and the weight of the revolving 
masses ia equivalent to 620 lb. attached to the crankpin. The 
reciprocating masses are assumed to have harmonic motion and 
to weigh 550 lb. and only 60 per cent, of these latter masses are 
to be balanced, so that weight at the crankpin corresponding 
to both of these will be 620 + 0.60 X 550 = 950 lb. for each side. 




Fia. 190. — Locomotive balancing. 



The reference plane for the tilting moments must always pass 
through one of the unknown masses, and the plane is here taken 
through the wheel 2. Note that the crank 1 being on opposite 
side of the reference plane to wheel 3 and crank 4, the sense of 
the moment vector must be opposite to what it would be if it 
were in the position 4. The crank 1 is thus drawn from the 
shaft in opposite sense to the vector uiiriOi. 

A diagrammatic plan of the locomotive in Fig. 190 gives the 
moment arms of the masses and the values of the corresponding 
moments are plotted on the right. Thus WiriOi = 950 XIX 1.12 
= 1,069 and Wirifit = 950 X 1 X 6.04 = 5,740 and from the 
vector diagram WiTjai scales off as 5,840. Since a^ = 4.92 ft., 
Wifj = 1,187. The force polygon may now be drawn with 
sides 950, 950 and 1,187 parallel to the moment vectors and then 
wtrt is scaled off as 1,187. Selecting suitable radii rt and rt 
give the weights wg and v>t and the end view of the wheels and 
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axle on the right shows how the weights would be placed m 
accordance with the results. 

The above treatment deals only with primary disturbing forces, 
only part of which are balanced, and further, it is to be noticed 
that there will be considerable variation in rail pressure, which 
might, with some designs, lift the wheel slightly from the tracks 
at each revolution, a very bad condition where it occura. 

264. Engines Used for Motor Cycles and Other Work.— In 
recent years engines have been constructed having more than 
one cylinder, with the axes of all the oylijiders in one plane nor- 
mal to the crankshaft. Frequently, in such engines, all the 
connecting rods are attached to a sin^e crankpin, and any 
number of cyUndera may be used, althoi^h with more than five, 
OT seven cylinders at the outside, there is generally difficulty in 
making the actual construction. The example, shown in Fig. 




Fia. 191. — Motor cycle engine. 

191, represents a two-cylinder engine with lines 90" apart and is 
a construction often used in motorcycles, in which case a vertical 
line passes upward through 0, midway between the cylinders; 
in these motorcycle engines the angle between the cylinders is 
frequently less than 90°. The same setting has been in use for 
many years with steam engines of large size, in which case one 
of the cylinders is vertietil, the other horizontal. 

When a similar construction is used for more than two cylin- 
ders, the latter are usually evenly spaced; thus with three cylin- 
ders the angle between them is 120". 

These constructions introduce a number of difficult problems 
in balancing, which can only be touched on here, and the method 
of treatment discussed. The motorcycle engine of Fig. 191 
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with cylinders at 90° will alone be oonfiidered, and it will be 
assumed that both sets of moving parts are identical and that 
the weight of each piston together with the part of the rod that 
may be treated as a reciprocating mass is w lb. Iq the following 
discussion only the reciprocating masses are considered, and the 
part of the rods that may be treated as masses rotating with the 
crankpin, and also the crankpin and shaft are balanced indepen- 
dently ; as the determination of the latter balance weights offers 
no difficulty the matter is not taken Into aocount. 

It has already been shown in Sec. 249 (and in Appendix A) that 
the acceleration of the piston may be represented by the sum of 
two harmonic curves, one of the frequency of the crank rotation, 
and another one of twice this frequency; these are shown in Fig. 
186 in the curves B and C. It is further explained in Sec. 249 



curve B. 

The discussion of Sees. 248 and 249 should also make it clear 
that if a weight w be secured at S, in Fig. 191, the component of 
the force produced by this weight in the direction OX will' balance 
the primary component of the acceleration of the piston Q, that 
is, it wUl balance the accelerations corresponding to the ordinates 
to the curve B, Fig. 186. There is still unbalanced the aooelera" 
tions corresponding to the curve C and also the vertical compo- 
nents of the force produced by the revolving weight w at S, theae 
latter being in the direction OY. A very little consideration wiD 
show that the latter forces are exactly balanced by the recipro- 
cating mass at B, or that the weight w &t S produces complete 
primary balance. 

The forces due to the ordinates to the curve C for the piston 
Q could be balanced by another weight, in phase with S when is 
zero, but rotating at double the angular speed of OS. If this 
weight is at the crank radius, its magnitude should be 1^1 X r 
times w, since its angular speed is double that of OS, and iJso the 



The difficulty is that this latter weight has a component in the di- 
rection of OY which will not be balanced by the forces corres- 
ponding to the curve C for the piston R. It is not hard to see 
this latter point, for when becomes 90° the fast running weight 
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should coincide with S to balance the forces of the piston B, 
whereas if it coincided with w when $ is zero it will be exactly 
opposite to it when 9 = 90°. 

With such an arrangement as that shown there is, then, per- 
fect primary balance but the secondary balance cannot be made 
at the same time. If the secondary balance weight coincides 
with w when $ is zero, then the unbalanced force in the direction 
OY will be a maximum, and if Q is exactly balanced the maximun[i 
unbalanced force in the direction OK is twice that corresponding 

to the ordinates to the curve C, ori82X-^X7X aw*. Owing 

to the difficult construction involved in putting in the secondary 
balance weight, the latter is not used, and then the maximum un- 
balanced force mayreadilybeshown to be y^ X - X T-Xow*pds. 
g b 

The use of the curves like Fig. 186 will enable the reader 
to prove the correctness of the above results without difficulty. 

In dealing with all engines of this type, no matter what the 
number or distribution of the cylinders, the primary and second- 
ary revolving masses are always to be found, and by combining 
each of these separately for all the cylinders the primary and 
secondary disturbing forces may be found, and the former 
always balanced by a revolving weight on the crank, but the lat- 
ter can be balanced only in some cases where it is possible to 
make the reciprocating masses balance one another. Thus, a 
six-cylinder engine of this type with cyhnders at equal angles 
may be shown to be in perfect balance. 

QUESTIONS ON CHAPTER XVI 

1, What are the raaia cauaee of vibrations in rotatii^ and moving parta of 
machinery? What ia meant by balancing? 

2. The chapter deals only with the balancing of forces due to the maasea; 
why are not the fluid pressuree considered? 

8. If an engine ran at the same speed would there be any different arrange- 
ment for balancing whether the crank was rotated by a motor or operated by 
steam or gas? Why? 

4. Two masses weighing 12 and 18 lb. at radii of 20 and 24 in. and inclined 
at 90° to one another revolve in the same plane. Find the position and sise 
of the single balancing weight. \ „- 

5. If the weights in question 4 revolve in planes 1ft in. apart, find the 
weights in two other planes 15 and 12 in. outside the former weights, which 
will balance them. 
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S. Enttoiae the caae of V-type of eagiDe similar to Fig. 191 with the 
cylindeis at 60° and see if there are unbalanced f orcee and haw much. 

7. A gas engine 16 in. stroke has two fiywheela with the crank between 
tiiem, one being IS in. and the other 24 in. from the crank. The equivalent 
rotating weight is 200 lb. at the crankpin, while the reciprocating weight m 
250 lb. Find the weights required in the flywheels to balance all of these 
maesee. 

8. In ft four-crank engine the eylindera are all equally spaced and the 
reciprocating weights for three of the engines are 300, 400 and 500 lb. Find 
the weight of the fourth set and the crank angles for balance. 
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APPENDIX A 

ApproximtUe Analytical Method of Computing the Acceleration of the 
Piston of an Engine 

The graphical solution of the same problem is given in Sec. 236. 

Let Fig. 192 represent the engine and let 8 be the crank angle 
reckoned from the head-end dead center, and further let x denote 
the dispIacemeDt of the piston correspondii^ to the motion of the 
crank through angle 6. Taking w to represent the angular y^ 
locity of the crank, and t the time required to pass through the 
angle 0, then fl = «i. 




WbeQ the orank is in the position shown, the velocity of the 

piston is -J- and its acceleration is -j~j. 

Examination of the figure shows that : 

X = a + b — a C08 — b cos <j> 
or —x*= a COB 6 + b cos> — {b + a). 

. — _ I — -; a 

Now cos ^ = "Vl — sin' <t> = \/l — tj ^in* 6 ; since sin ^ = r sin $. 
Further, since ^-^ sin* 6 is generally small compared with unity 

the value of -J 1 — r^ sin' fl is equal 1 — ^p sin* approximately. 

(It ia in making this assumption that the approximation is intro- 
duced and for most cases the error is not serious.) 

Thus -X = oco8fl + 6 1 -^jSin=ff - (6 + a) 
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therefore — -j-= auanwt — -r w sin ut cofl at 



= ow sin orf — T 



and — 3-; = aw' cob »( — -^ m' cos ZmI 
aP 



= au- cos fl — — w* COS 26. 
Therefore the accelerstion is 

— / = Oil)' cos fl — -T- ti)* COB 26 



' au' I cos 6 — T cos 20 . 



Since x is negative and the acceleration is also negative, the 
latter is toward the crankshaft, in the same sense as i. 

The above expression will be found to be exactly correct at the 
two dead centers and nearly correct at other points. It shows 
that the acceleration curve for the piston is composed of two 
simple harmonic curves starting in phase, the latter of which haa 
twice the frequency of the other, and an amphtude of t times the 

former's value. This has been found to be the case in the curves 
plotted from the table at the end of Chapter XV and shown on 
Fig. 1S6, and the error due to the factor neglected is found very 
small in this case. 

In the case shown in Fig. IS6, u is 55 radians per second and 

a = Y2 — 0-292 ft., so that the value of at,)' cos at crank angle 
tf = ifl ow' = 0.292 X (55)= = 882 ft. per second per second, 
and this is the maximum height of the first curve. At the same 

angle e - the value of ou' X ^ cos 2fl = 882 X -^ = 171 ft. 
per second per second, which gives the maximum height of the 
curve of double frequency. These values are the same as those 
scaled from Fig. 186. - 
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APPEITDIX B 

ExperimeTOal Method of Finding the Moment of Inertia of 
■Any Body 

For the convenience of those using this book the experimental 
method of finding the moment of inertia and radius of gyration 
of a body about its center of gravity is given herewith. 

Suppose it is desired to find these quantities for the connecting 
rod shown in Fig. 193. Take the plane of the paper as the plane 
of motion of the rod. Balance the rod carefully across a knife 
edge placed parallel with the plane of motion of the rod, and 
the center of gravity will be directly above the knife edge, 



Fio. 193. — Inertia of rod. 

Next secure a knife edge in a wall or other support so that its 
edge is exactly horizontal and hang the rod on it with the knife 
edge through one of the pin holes and let it swing freely like a 
pendulum. By means of a stop watch find exactly the time 
required to swing from one extreme position to the other; this 
can be most accurately found by taking the time required to do . 
this say, 100 times. Let t sec. be the time for the complete 
swing. 

Next measure the distance k feet from the knife edge to the 
center of gravity, and also weigh the rod and get its exact weight 
wlb. 

Then it is shown in books on mechanics that 
(' w 

in foot and pound units, gives the moment of inertia of the rod 
abbut its center of gravity. 
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Afl an examine, an experiment was made on an automobile 
rod of 12-io. oentere and weighing 2 lb. 4^ os. or 2.281 lb. The 
crank and wriatpins were respeotively 2 in. and ^^^e in. diameter, 
a&d when placed sideways on a knife edge it was found to bal- 
ance at a point 3.03 in. from the center of the crankpin. The 
rod was first hung on a knife edge projecting through the crank- 
pin end, 80 that h ■> 4.03 in. or 0.336 ft., and it was found that 
it took 94^ sec. to make 200 swings; thus 

94 A 
i = ^ = 0.473 see. 

Then / - ^^^ X 2.281 X 0.336 - |^ X {0.336)» 

= 0.00937 in foot and pound units. 

When suspended from the wristpin end. It is evident that h — 
9.315 in. or 0.776 ft., while t was found to be 0.539 sec. giving the 
value 

/ = I'^'^ily X 2.281 X 0.776 - 0.0709 X (0.776)» 
- 0.00940. 

The average of these is 0.0094 which may be taken as the 
mcMnent of inertia about the center of gravity. The square of 
the radius of' gyration about the same point is 

or Jfc - 0.36 ft. 
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Absolute motion, 26 
Acceleration in machineiy, Chap. 
XV, 277 

ansular, 282 

bending moment due to, 287 

connei ting rod, 292, 297, 301 

effect in crank efiort, 295-297 
on I arte, 2S3 

force ] squired to produce, 284 

forces at bearings due to, 300 
due to, 283 

general effects of, 277 

graphical construction, 280 

in bodies, 278 

in engine, 290, 291, 300 

in rock crusher, 287 

links, 2S2 

normal, 27S 

piston, 291-297, 300 

piston^ormula, 320 

points, 282 

stresses in parts from, 286 

tangential, 278 

total, 280 

vibrations due to, 277 
Addendum line, 76, 83 

circle, 76, 83 
Adjustment of governors, rapidity 

of, 236 
Angle of approach, 77 

friction, 183 

obliquity, 79 

recess, 77 
Angular acceleration, 282 

space variation, 258 

velocity, 35, 38, 39, 57 
Annular gears, 80 
Approach, arc of, 77 

angle of, 77 



Automobile differeiitial gear, 133 

gear box, 115 
Available ene^y variations, 164 



Balancing, Chap. XVI, 307 

connecting rod, 320 

crank angles for, 322 

disturbing forces, 315 

duplication of parts for, 320 

fouiwtrank engine, 322 

general discussion, 307 

locomotives, 323 

masses, general, 318 

motor cycle, 32S 

multi-cylinder engines, 320, eto, 

primacy, 316 

reciprocating maaaes, 314, 320 

rotating masses, 308 

short connecting rod, 316 

secondary, 318 

swinging maaaes, 313 

weights, 316 
Base circle, 77 
Beam engine, 154 
Bearing, 15 

Bellies and Moroom governor, 223- 
227 

curves of, 227 
Bending moment due to accdera- 

tion, 287 
Bevel gears. Chap. VI, 90 

cone distance for, 93 

teeth of, 92 
Bicycle, 6 

Brown and Sharpe gear system, 84 
Buckeye governor, 233 

curvee for, 236 
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Cams, Ch&p. VIII, 136 

gM engine, 143 

general solution of problem, 144 

kinds of, 137 

purpose of, 136 

shear, 141 

stamp mm, 137 

unifonn velocity, 140 
Center, fixed, 30 

instantaneoua, 28 

permanent, 30 

pressure, 190 

theoTem of three, 30 

virtual, 28 
Chain cloaure, 11 

compound, 17 

double slider cratik, 22 

inTersiou of, 17 

kinematic, 16 

simple, 17 

slider crank, 18 
Characteristic curve for governor, 

212 
Chuck, elliptic, 22 
Circle, base, 77 

describing, 72 

friction, 191 

pitch, 70 
Circular or circumferential pitch, 77, 

84 
Clearuice of gear teeth, 83 
Qevcland drUl, 129 
Clock train of gears, 114 
Closure, chain, 11 

force, 11 
Coefficient of friction, 180 

speed fluctuation, 265 
Collars, 10 
Compound chain, 16 

engine, 170 

gear train, 110 
Cone, hack, distance, 93 

pitch, 92 
Connecting rod, 4 

acceleration of, 292 

balancing of, 320 

friction of, 193 



Connecting rod, vdocity of, 61 
Constrained motion, 6, 10 
Contact, arc of, in gears, 77 

line of, skew bevel gears, 90 

path of, in gears, 77 
Continued fractions, application, 122 
Cotter design, 184 
Coupling, Oldham's, 22 
Crank, 4 

Crank angles for balancing, 322 
Crank effort, 152, 165 

diagrams. Chap. X, 166 

e£Fect of acceleration on, 295, 
299 
of connecting rod, 297 
of piston, 295 
Crankpin, 4 

Crossed arm governor, 206 
Crosehead, friction in, 183 
Crusher, rock, 158 
Cut teeth in gears, S3 
Cycloidal curves, 73, 80 

teeth, 72 

how drawn, 74 
Cylindere, pitch, 70 



Dedendum line, 83 
Describing circle, 72, 75 
Diagrams of crank effort, 166 

£-J (energy-inertia), 262 

indicator, 167, etc. 

motion. Chap. IV, 49 

polar, 45 

straight base, 45 

torque, 166, 169 

vector, phorograph, 58 

velocity, uses of, 49 
Chap. Ill, 35 
Diametral pitch, 84 
Differential gear, automobile, 133 
Direction of motion, 29, 30, 32 
Discharge, pump, 46 
Divisions of machine study, 8 
Drill with planetary gear, 129 
Drives, forms of, 68 
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Efficieacy, engine, 196 

governor, 194 

maqhine, Chap. XI, 177 

mechanical, 177 

shaper, 186 
EEEort, crank, 152, 166 
E-J (energy-inertia) diagram, 262 

for ateam engine, 270 
Elements, 11 
Elliptic chuck, 22 
Energy available, 164 

kinetic of bodies, 243 
of engine, 246 
of machine, 244 

producing speed variatione, 261 
Engine, acceleration In, 290, 201, 300 

beam, 164 

compound, 170 
■ crank effort in steam, 166, et«. 

diagram of apeed variation, 260, 
252, 256 

efficiency, 106 

energy, kinetic, 246 

internal combustion, 171 

multi-cylinder, 321, etc. 

oscillating, 26 

proper flywheel for steam, 270, 
274 
for gas, 274 
Epioyclic gear trwn, 110, 124, etc 

ratio, 110, 126 
Epicycloidal curve, 73 
Equilibrium of machines, ISO 

eUtic, 8 
External forces, 149 



Face of gear, width of, 84 

tooth, 84 
Factor, friction, 181 
Feather, 11 
Fixed center, 30 

Fluctuations of speed in machinery, 
Chap. XIII, 240 

approximate determination of, 
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Fluctuations of speed, cause of, 242 

conditiooa affecting, 247, 260 

diagram of, 256 

energy, effect on, 240, 247, 251 

in any machine, 248 

in engine, 260, 262 

nature of, 240 
Flywheels, weight of. Chap. XIV, 
261 

best speed, 267 

effect of power on, 261 
of load on, 261 

gas engine, 274 

general discussion, 262 

given engine, 270 

minimum mean speed, 269 

purpose, 261 

speed, effect on, 264, 267 
Follower for cam, 138 
Forces in machines. Chap. IX, 149 

accelerating, 283, 300 
effect on bearings, 300 
general effects, 283 

eausii^ vibrations, 314 

closure, 17 

external, 149 

in machine, 161 

in shear, 162 
Ford transmission, 131 
Forms of drives, 68 
Frame, 3, 6 
Friction, 178 

angle of, 183 

circle, 101 

coefGcient of, 180 

crosshead, 183 

factor, 181 

in connecting rod, 193 

in cotter, 184 

in governor, 194, 219 

laws of, 180 

sliding pairs, 181 

turning pairs, 189, 192 

G 

Gas engine cam, 143 
crank effort, 172 
flywheel, 274 
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Gears and gtaring, Chap. V and VI, 

68, 90 
Geara, annular, 80 

bevd. Chap. VI, 90, M 
, Brown &nd Sharpe syst«tn, 84 

conditiona to be fulfilled in, 71 
when used, 68 

diameter of, 69 

examples, 85 

face, 84 

hunting tooth, 123 

hyperboloidal, 90, 94 

ufterference of teeth, 81 

internal, 80 

methods of making, 83 

path of contact of teeth, 73 

proportions of teeth, 84 

aebi of, 79 

sizes of, 69 

Bpiral, Chap. VI, 90 

spur, 68 

STstems, discuauon on, 87 

toothed. Chap. V, 68 

types of, 90 
Gears for nonparallel shafts, 91 
Gears, mitre, 91 

screw, 90, 102 

skew bevel, 90, 93 

spiral, 90, 102 
Gears, wonn, 90, ehi. 

construction, 104 

ratio of, 103 

screw, 106, 107 
Gearing, trains of. Chap. VII, 110 

compound, 110 

definition of, 110 

epicyclic, 110, 124, etc. 

kinds of, 110 

planetary, see Epieydie. 

reverted, 110 
Gleason spiral bevel gears, 93 
Gnome motor, 20 

acceleration in, 303 
Governors, Chap. XIl, 201 

Belliss and Morcom, 223 
curves for, 227 

Buckeye, 233 

characteristic curves, 212 

crossed arm, 206 



Governors, definition, 201 

design, 219 

efGciency of, 194 

friction in, 194, 216 

HartneU, 221 
design of spring for, 222 

height, 20S 

horizontal spindle, 223 

inertia, 228, 229 
properties of, 229 

isochronism, 206, 213, 230 

McEwen, 233 

pendulum, theory of, 203, 204, 
et«. 

Porter, 207 

powetfulness, 211, 212, 215 

ProeU, 159, 220 

Bites, 238 

Robb, 230 

sensitiveness, 210, 214 

spring, 221 
design of, 222 

stability, 207, 213 

types of, 201, 202 

weighted, see Porter govemcr. 
Govemii^, methods of, 201 
Graphical representation, see Matter 



Hartnell governor, 221 
Height of governor, 205 
Helical motion, 9 

t«eth, 87 
uses of, 88 
Hendey-Norton lathe, 119 
Higher pair, 14 
Hunting in governors, 207 

tooth gears, 123 
Hyperboloidal gears, 91, 94 

pitch surfaces of, 95, 101, '. 

teeth of, 102 
Hypocyoloidal curve, 73 



I 



Idler, 113 
Image, 53, 66 
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Image, angular velocity from, 67 

copy of link, 69 

how found, 65 

of point, 53 
laertJa-energy (E-J) diagram, 262 
Inertia governor, 203, 228, etc. 

analysis of, 233 

distribution of we^t in, 237 

IsochraQiam in, 234 

moment curves for, 234 

properties of, 229 

stability, 234, 235 

work done by, 230 
Inertia of body, 331 

parts. Chap. XVI, 307 

reduced, for machine, 244 
Input work, 176, 261 
Instantaneous center, 28, 32, 3S 
Interference of gear teeth, 81 
Internal gears, 80 
Inversion of chain, 18 
Involute curves, method of drawing, 
78,79 

teeth, 78 
Isocfarooiem in governors, 206, 213, 



Jack, liftii^, 185 
Joy valve gear, 41 

velocity of valve, 41, 66 



Kinematic chain, 16 
Kinematics of machinery, 8 
Kinetic enei^ of bodies, 243 
of engine, 246 

of machine, 244 



Lathe, 4; 116, etc. 

Hendey-Norton, 119 
ecrew cutting, 116 

Line of contact in gears, 90 

Linear velocities, 29, 35 

link, 16 
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Link, acceleration of, 282 
angular velocity of, 68 
kinetic energy of, 243 
motion, Stephenson, 63 
primary, 66 
reference, 49 
velocity of, 36, 37, 40 
general propositions, 38 

Load, eSect on flywheel weight, 261, 
273 

Locomotive balancing, 323 

Lower pair, 14 



Machine, definition, 7 

design, 8 

efficiency of. Chap. XI, 176 

equilibrium of, 150 

forces in. Chap. IX, 150 

general discussion, 3 

imperfect, 8 

kinetic energy of, 244 

nature of, 3 

parts of, 5 

purpose of, 7 

reduced inertia of, 244 

simple, 17 
Machinery, fluctuations of speed in 
Chap. XIII, 240 

cause of speed variations, 240 

effect of load, etc., 240, 247 

kinematics of, 8 
McEwen governor, 233 
Mechanical efficiency, 177 
Mechanism, 17, 55 
Mitre gears, 91 
Module, 85 
Motion, absolute, 26 

Constmined, 6 

diagram. Chap. IV, 49 

direction of, 29, 30 

helical, 9 

in machines, Chap. II, 24 

plane, 4, 0, 24 

quick-return, 20, 62 

relative, 6, 25, 26 
propositions on, 26, 27 

screw, 9 
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Motion, diding, 11 

spheric, 9 

Btandard of comparieon, 25 

translation, 3 

turning, 10 
Motor cycle balancing, 326 
Multi-cylinder engines, 320, 322, 32S, 



Normal acceleration, 278 
Numericfd examples; see 



Obliquity, angle of, 79 
Oldbara'B coupling, 22 
Oscillatii^ engine, 19 
Output work, 176, 261 



Pair, 3 

friction in, 167, 170 

higher, 14 

lower, 14 

sliding, 12, 33 
friction in, 181 

turning, 11 

friction in, 189 
Permanent center, 30 
Pborograph, 50, 52, 58, Chap. IV 

for mechaniBm, 55 

forces in machines by, 165 

principles of, 50-53 

property of, 66 

vector velocity digram, 58 
Knion, 69 
Kston, 3 

acceleration of, 291-296, 329 

velocity, 44, 61 
Fitch, circular or circumferential 77, 
84 

circle, 70 



Pitch, normal, 101 

point, 84 

surfaces, 96, 100 
I^ne motion, 4, 9, 24 
Planetary gear train, see Bpieydie 

examples, 126 

purpose, 124 

ratio, 126 
Point, acceleration of, 282 

im^e of, 63 

of gear tooth, 84 
Polar diagram, 45 
Porter governor, see also Weighted 



cylinder, 70 
diametral, 84 



advantages, 209 

description, 207 

design of, 219 

height, 209 

lift, 210 

sensitiveness, 210 
Power, eSect on flywheel weight, 273 
Poweriulness in governors, 211, 215 
Pressure, center of, 190 
Primary balancing, 316 
Primary link, 66 
Proell governor, 159, 220 
Pump discharge, 46 



Racing in governors, 207 

Rack, 80 

Rapidity of adjustment in governors, 

236 
Recess, angle of, 77 

arc of, 77 
Reciprocating masses, balancing of, 
314, 320 

balancing by duplication, 320 
Reduced inertia, 244 
Reeves valve gear, 64 
Keference link, 40, see Primary link. 
Relative motion, 5, 25, 26 
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lUlative velocitiea, 38, 40 
ResiBtant parte of machines, S 
Reverted gear traiD, 110 
lUgid parts of machines, 6 
Rites governor, 238 
Riveters, toggle joint, 161 
Robb governor, 230 
Rock crusher, 158 

acceleration io, 287 
Rocker arm valve gear, 60 
Root circle, 7a, 83 

of teeth, 84 
Rotating masses, balancing of, 308 

pendulum governor,- 202, etc. 
defects of, 205 
theory of, 204 
Rotation, sense of, in gears, 113 

aense of, for links, 57 



Screw gears, 90, 102 

motion, 9 
Secondary balancing, 319 
Sensitiveness in governors, 210, 214 
Seta of gears, 79 

Ebaft governor, 203, 229; see also 
Inertia govenurr. 

properties of, 228 
Shaper, efficiency of, 187 
Shear, cam, 141 

forces in, 157 
Simple chain, 17 
Skew bevel gears, 90, 94 

pitch eurfacea of, 95 
Slideivcrank chain, 18 

double chain, 22 
Sliding motion, 11 

friction in, 181 

pair, 12, 33 
Slipping of gear teeth, 76 
Space variation, angular, 258 
Speed fluctuations in machines, 
Chap. XIII, 240 

approximate determination, 249 

cause of, 240 

coefficient of, 265 

conditions affectii^, 247, 260 

diagram of, 255 



Speed fluctuations, effect of load on, 

240, 247 

energy causing, 251 

in engine, 260, 252 

in any machine, 248 

nature of, 240 
Speed of fly-wheel, best, 267 
Spheric motion, 
Spiral bevel teethi 90, 93 

gears. Chapter VI, 90 
Spring governor, 221 
Spur gears, 68 

Stability in governors, 196, 207, 213 
Stamp-mill cam, 137 
Static equilibrium, 8, 150 
Stephenson link motion, 63 
Stresses due to acceleration, 286 
Stroke, 4 
Stub teeth, 79, 86 
Sun and planet motion, 128 

ises, balancing of, 313 



Tangential acceleration, 278 
Teeth, cut, 83 

cycloidal, 72, 74 

drawing of, 74, 78 

face, 84 

flank, 84 

helical, 87 

byperboloidal, 117 

interference, 81 

involute, 77, 79 

of gear wheels, 76 

parte of, 84 

path of contact, 73, 78 

point, 84 

profiles of, 73 

root, 83 

slipping, amount of, 76 

spiral bevel, 93 

stub, 79, 85 

worm and worm-wheel, 103, 104 
Theorem of three centers, 30 
Threads, cutting in lathe, 122 
Three-throw pump, 47 
Toj^e-joint riveters, 161 
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Toothed gearing, Chap. V, 68 
Torque on cranluhaft, 16fi, etc. 

effect of acceleration on, 299, 301 
Total acceleration of point, 280 
Trains of gearing. Chap. VI, 90 

automobile gear box, 116, 133 

change gears, 117 

clock, 114 

definition of, 110 

epicyclic, 124 

examples, 114 

formula for ratio, 112 

lathe, 116 

planetary, 121 
ratio of, 112 

rotation, senee of, 113 
Translation, motion of, 3 
TransmiBsion, Ford automobile, 131 
Triplex block, Weaton, 128 
Turning motion, 10 

moment, Chap. X, 164 

friction in, 189 

U 

Uniform velocity cam, 140 
Unstable governor, 207 



Valve gears, Joy, 41, f 
Reeves, 64 
rocker arm, 60 



Velocity, diagram. Chap. Ill, 35 

graphical representation, 43 

linear, 29, 35 
of points, 35 
relative, 38, 40 

piston, 44 
Velocities, angular, 35, 37, 39 

how expressed, 39 
Vibration due to acceleration, 277 
Virtual center, 28, 32, 35 

W 

Watt sun and planet motion, 128 
Weight of fly-wheels. Chap. XIV, 
261 

effect of speed, etc., on, 267 
Weighted governor, 207 

advantages of, 209 

effect of weights, 216 

height, 209 

lift, 210 
Weights for balancing, 319 
Weston triplex block, 128 
Wheel teeth, 76 
Whitworth quick-return motion, 20, 

62 
Work, 7 

in governors, 235 

input and output, 176 
Worm, 102 

gear, 102 

teeth of, 106 
Wrist pin, 4 
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